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NOTES ON THE ORGANIZATION OF NDRC

The duties of the National Defense Research Committee

were (1) to recommend to the Director of OSRD suitable

projects and research programs on the instrumentalities of

warfare, together with contract facilities for carrying out

these projects and programs, and (2) to administer the tech-

nical and scientific work of the contracts. More specificaUy,

NDRC functioned by initiating research projects on requests

from the Army or the Navy, or on requests from an aUied

government transmitted through the Liaison Office of OSRD,

or on its own considered initiative as a result of the experi-

ence of its members. Proposals prepared by the Division,

Panel, or Committee for research contracts for performance

of the work involved in such projects were first reviewed by

NDRC, and if approved, recommended to the Director of

OSRD. Upon approval of a proposal by the Director, a con-

tract permitting maximum flexibility of scientific effort was

arranged. The business aspects of the contract, including

such matters as materials, clearances, vouchers, patents,

priorities, legal matters, and administration of patent matters

were handled by the Executive Secretary of OSRD.

Originally NDRC administered its work through five

divisions, each headed by one of the NDRC members.

These were:

Division A—Armor and Ordanoe

Division B—Bombs, Fuels, Gases, & Chemical Problems

Division C—Commum'cation and Transportation

Division D—Detection, Controls, and Instruments

Division E— Patents and Inventions

In a reorganization in the fall of 1942, twenty-three ad-

ministrative divisions, panels, or committees were created,

each with a chief selected on the basis of his outstanding

work in the particular field. The NDRC members then be-

came a reviewing and advisory group to the Director of

OSRD. The final organization was as follows:

Division 1—Ballistic Research

Division 2—Effects of Impact and Explosion

Division 3—Rocket Ordinance

Division 4—Ordnance Accessories

Division 5—New Missiles

Division 6—Sub-Surface Warfare

Division 7— Fire Control

Division 8—Explosives

Division 9—Chemistry

Division 10—Absorbents and Aerosols

Division 11—Chemical Engineering

Division 12— Transportation

Division 13—Electrical Communication

Division 14—Radar

Division 15—Radio Coordination

Division 16—Optics and Camouflage

Division 17—Physics
Division 18—War Metallurgy

Division 19— Miscellaneous

AppUed Mathematics Panel

Applied Psychology Panel

Committee on Propagation

Tropical Deterioration Administrative Committee
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NDRC FOREWORD

As EVENTS of the years precoding; 1940 revealed

- more and more clearly the seriousness of the

world situation, many scientists in this country camo

to realize the need of organizing scientific research

for service in a national emergency. Recommenda-
tions which they made to the White House were

given careful and sympathetic attention, and as a

result the National Defense Research Committee

(NDRC) was formed by Executive Order of the

President in the summer of 1940. The members of

NDRC, appointed by the President, were instructed

to supplement the work of the Army and the Navy
\n the development of the instrumentalities of war.

A year later, upon the establishment of the Office

of Scientific Research and Development [OSRD],

NDRC became one of its units.

The Summary Technical Report of NDRC is a

conscientious effort on the part of NDRC to sum-

marize and evaluate its work and to present it in a

useful and permanent form. It comprises some

seventy volumes broken into groups corresponding

to the NDRC Divisions, Panels, and Committees.

The Summary Technical Report of each Division,

Panel, or Committee is an integral survey of the work

of that group. The first volume of each group's report

contains a summary of the report, stating the prob-

lems presented and the philosophy of attacking them,

and summarizing the results of the research, develop-

ment, and training activities undertaken. Some vol-

umes may be "state of the art" treatises covering

subjects to which various research groups have con-

tributed information. Others may contain descrip-

tions of devices developed in the laboratories. A
master index of all these divisional, panel, and com-

mittee reports which together constitute the Sum-
mary Technical Report of NDRC is contained in a

separate volimie, which also includes the index of a

microfilm record of pertinent technical laboratory

reports and reference material.

Some of the NDRC-sponsored researches which

had been declassified by the end of 1945 were of

sufficient popular interest that it was found desirable

to report them in the form of monographs, such as

the series on radar by Division 14 and the monograph

on sampling inspection by the Applied Mathematics

Panel. Since the material treated in them is not

dupHcated in the Summary Technical Report of

NDRC, the monographs are an important part of

the story of these aspects of NDRC research.

In contrast to the information on radar, which is of

widespread interest and much of which is released to

the public, the research on subsurface warfare is

largely classified and is of general interest to a more

restricted group. As a consequence, the report of

Division 6 is found almost entirely in its Summary
Technical Report, which runs to over twenty vol-

umes. The extent of the work of a division cannot

therefore be judged solely by the number of volumes

devoted to it in the Summary Technical Report of

NDRC; account must be taken of the monographs

and available reports published elsewhere.

Though the Committee on Propagation had a com-

paratively short existence, being organized rather

late in the war program, its accomplishments were

definitely effective. That so many individuals and

organizations worked together so harmoniously and

contributed so willingly to the Committee's efforts

is a tribute to the leadership of the Chairman, Chas.

R. Burrows. The latest information in this field was

gathered from the four corners of the earth, organ-

ized, and dispatched to the points where it would aid

most in the prosecution of the war.

Much credit must be given, not only to the mem-
bers of the Committee and its contractors, but also

to the many other individuals who gave so generously

of their time and effort. This group included a num-

ber of our Canadian and British allies. In addition to

the assistance given the war effort^ a considerable

contribution has been made to the knowledge of

short-wave transmission and especially to the inter-

relation of this phenomenon with meteorological con-

ditions. Such information will be most valuable in

weather forecasting and in furthering the usefulness

of the whole radio field.

Vannevar Bush, Director

Office of Scientific Research and Developynent

J. B. CoNANT, Chairman

National Defense Research Committee





FOREWORD

THE SUCCESS of the propagation program was the

result of the wholehearted cooperation of manj'^

individuals in the various organizations concerned,

not only in this country but in England, Canada,

New Zealand, and Australia. The magnitude of the

research work accomplished was possible only because

of the \\'illingness of the workers in many organiza-

tions to undertake their parts of the overall program.

In fact, the entire program of the Committee on

Propagation was carried out without the necessity

of the Committee exercising directive authority over

any project.

Dr. Hubert Hopkins of the National Physical

Laboratory in England and Mr. Donald E. Kerr of

the Radiation Laboratory at the Massachusetts

Institute of Technology, who were working on this

phase of the war effort when the Propagation Com-
mittee was formed, were instrumental in giving a

good start to its activities. The largest single group

working for the Committee was under Mr. Kerr.

The existence of a common program for the united

nations in radio wave propagation resulted from the

splendid cooperation given the Propagation Mission

to England by Sir Edward Appleton and his Ultra

Short Wave Panel. Later, through the cooperation

of Canadian engineers and scientists, Dr. W. R.

McKinley of the National Research Council of

Canada and Dr. Andrew Thomson of the Air Services

Meteorological Division, Department of Transport,

Toronto, Canada, undertook to carry on a part of the

program originally assigned to the United States.

The program was further rounded out by the willing-

ness of the New Zealand government to undertake

an experiment for which their situation was particu-

larly favorable. Dr. F. E. S. Alexander of New
Zealand and Dr. Paul A. Anderson of the State

College of Washington initiated this work. Needless

to say, the labor of the Committee on Propagation

could hardly have been effective without the coopera-

tion of the Army and Navy. Maj. Gen. H. M.
McClelland personally established Army coopera-

tion, and Lt. Comdr. Ralph A. Krause and Capt.

Lloyd Berkner were similarly helpful in organizing

Navy liaison and help.

Officers and scientific workers of the U. S. Navy
Radio and Sound Laboratory at San Diego, Califor-

nia, altered their program on propagation to fit in

with the overall program of the Committee. Capt.

David R. Hull, Bureau of Ships, understanding the

importance of the technical problems, paved the way
for effective cooperation by this laboratory.

Dr. Ralph Bown, Radio and Television Research

Director, Bell Telephone Laboratories, integrated the

research program undertaken by Bell Telephone

Laboratories for the Committee on Propagation.

This joint research program included meteorological

measurements on Bell Telephone Laboratories prop-

erty by meterologists of the Army Air Forces work-

ing with Col. D. N. Yates, Director, and Lt. Col.

Harry Wexler of the Weather Wing, Army Air Forces.

The accomplishments of the Committee on Propaga-

tion are a good example of the effectiveness of co-

operation— all parts were essential and none more
than the rest.

I want to thank Dr. Karl T. Compton, President

of the Massachusetts Institute of Technology, who
was always willing to discuss problems of the Com-
mittee and who helped me to solve many of the more

difficult ones, and also. Prof. S. S. Attwood, Univer-

sity of Michigan, whose continual counsel through-

out my term of office was in no small way responsible

for the success of our activity.

Credit is also due Bell Telephone Laboratories,

which made my services available to the government

and paid my salary from August 1943 to September

1945, and to Cornell University, which has allowed

me time off with pay to complete the work of the

Committee on Propagation since September 1945.

Chas. R. Burrows

Chairman, Committee on Propagation





PREFACE

IN
THIS SERIES of tliiTo volumps, which is part of the

Suinniary Technical Hciiort of NDKC, the Com-
mittee on Proijagation is presenting a record of its

activities and technical developments. The material

presented, concerning as it does the propagation of

radio waves through the troposphere, is of permanent

value l)oth in war and in peace.

The present volume is divided into four parts.

Pai't I outlines the organization and activities of the

NDRC Committee on Propagation, gives the mecha-

nism used for coordinating the various Service and

civilian organizations interested in propagation, and

makes recommendations for continued activity in

studying propagation phenomena.

Part II gives a critical overall view of the technical

developments in the study of tropospheric propaga-

tion. Outlined is the general theory of both standard

and nonstandard propagation together with descrip-

tions and results of transmission experiments carried

out in widely separated parts of the earth and de-

signed to test the theory. Included also is a resume

of the meteorological factors affecting propagation

of waves and their attenuation in the atmosphere.

The second, third, and fourth Conferences on

Propagation, under the auspices of the NDRC Com-
mittee on Propagation, were held in February 1944,

November 1944, and May 1945, respectively. The
bulk of the technical material presented at the con-

ferences is published in Volume 2 of this series and in

Part III and Part IV of the present volume. These

comprise the material dealing with the theory of both

standard and nonstandard propagation. Certain re-

ports have been omitted, primarily because the

material was superseded by later studies or is covered

adequately elsewhere.

The General Bibliography lists reports on tropo-

spheric propagation issued by numerous Service and

civilian organizations of both the United States and

the British Empire. With a few exceptions, original

reports listed in the Bibliography for this volume

have been microfilmed. A few, such as summary
reports issued by the Columbia University Wave
Propagation Group and the compiled Propagation

Conference Reports, are included in the present series.

Acknowledgment is due to the many authors who
have contributed to this series, not only for the

material and its oral presentation at the conferences,

but also for their willingness to prepare the material

in form for permanent record.

Stephen S. Attwood
Editor
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INTRODUCTION

THIS UKPOKT IS a suinnuiry of the iictivitips of

the Committee on Propagation, NDRC It is

(livifled into three parts, each of which deals with a

particular type of activity or I'ocord.

Part I is an account of the administrative activities

of the Committee, its origin, organization, and work,

with a description of the needs of the ai'ined forces

which called it into being. It is divided into four

chapters for convenient reference. In general, the

technical aspects of the problems set before the

Committee, and of the work undertaken to solve

those problems, are touched on in Part I only suffi-

ciently to make clear the needs of the Services and

the steps taken to satisfy those needs. Actual

chronology is adhered to as far as possible with any

departures indicated where they occur. This part of

the report is designed to serve not only as a record

of the Committee's work but to assist any future

group in the organization of a similar program,

should the occasion arise. Chapters 1 and 2 describe

the organizational setup, liaison channels, objectives,

the changes which occurred, and the reasons for

making them. Chapter 3 relates the chronological

activities of the organization. Chapter 4 summarizes

the results accomplished and also contains a critique

of the organization and its work, as evaluated by the

chairman, with recommendations for future investi-

gation in this field.

Part II is a technical description of the develop-

ment of propagation work during W)rld Wir II and

the results obtained by the various organizations

engaged in this work. Chapter 5 begins with a defi-

nition of certain basic concepts and proceeds with a

review of so-called standard propagation as known
at the beginning of the war. For a rapid survey

of the vast body of information that has since been

acquired, Chapter 6 reviews nonstandard propaga-

tion from an elementary theoretical viewpoint. The

principal discovery made during the war is that the

effective range of radar and short-wave radio equip-

ment depends essentially and critically on the

distribution of the refractive index in the lower

strata of the atmosphere. In Chapter 7 the newly

developed methods for the measurement of the

refractive index variation are described, and a collec-

tion of typical refractive index curves resulting from

actual measurements in various parts of the world

is presented.

Chapter 8, the central chapter of Part II, gives a

brief chronological record and the principal results of

the major propagation experiments performed in

Great Britain, Canada, and the United States.

Because short and microwave propagation charac-

teristics are determined by the physicial condition

of the lower atmosphere, they are intimately

connected with the evolution of the weather on a

large scale as studied by the forecasting meteorolo-

gist. The relationships between the dynamics of

the air and the distribution of refractive index are

presented in Chapter 9. A review of the climatic

and seasonal conditions involved in various parts of

the world and of the bearing of all these factors upon

the forecasting of radio propagation conditions is

included. Finally, in Chapter 10, the results of

investigations on the atmospheric absorption of

microwaves and of the scattering of short and

microwaves by radar targets and by raindrops are

summarized.

The data given in this report refer only to the

transmission of the higher frequency bands, above

about 30 mc.

Parts III and IV are devoted to the presentation of

18 reports, out of 61 published in the Summary
Technical Report, which were presented before the

second, third and fourth conferences on propagation

held in February, 1944, November 1944, and May
1945, or were published by the Columbia University

Wave Propagation Group. Those appearing in Chap-

ters 11 through 15 are concerned with standard

propagation; Chapters 16 through 27 with nonstand-

ard propagation. The remaining 43 reports are pub-

lished in Volume 2.

One of the main functions of the Committee was

to bring about a rapid exchange of information

between the laboratories and Service units working

on the subject, thus making the results available to

all workers technically concerned with the military

application of radar and other short wave radio

equipment. To fulfill this function the Columbia

UniversityW ive Propagation Group operating under

contract with the Committee periodically published

a comprehensive bibliography on propagation, begin-

ning in the spring of 1944. Its fifth and last edition,

issued in August 1945, is included in this volume.

This bibliography is a rather exhaustive documenta-

tion of the efforts made during the war in this field

by Great Britain, Canada, New Zealand, Australia,

and the United States. Reference to papers and

reports is made in the main body of this summary
by superior numbers.
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Chapter I

ORIGIN AND ORGANIZATION

1.1 ORKMN

1i\ ALUii'sr 194.'5, Dr. K. T. C'oiiiptou, ii iiiember

of the Natioiual Defense Research Committee

[NDRC], in the course of discharging his duties

resulting from his "radar mission" to England, asked

Dr. Chas. R. Burrows of the Bell Telephone Labora-

tories if he would undertake the coordination of

research work on radio wave propagation in the

United States under the auspices of NDRC. This

was the initial step in the formation of the Committee

on Propagation. During the Compton radar mission

the urgent need for radar information in the armed

forces was discussed by Dr. Compton and Sir Ed-

ward Appleton.

The Committee on Propagation of the National

Defense Research Committee was organized in

August 1943, under the chairmanship of Dr. Burrows.

This body was created for the purpose of coordinating

American scientific investigation of the propagation

of electromagnetic waves through the lower atmos-

phere (troposphere), correlating the United States

research with that being carried out in Great Britain

and other countries of the United Nations and trans-

mitting the information obtained to the Armed
Forces in usable form, as speedily as possible.

It was decided that the propagation phenomena

referred to could be divided into two classes: one,

the effects of the troposphere itself on electromag-

netic radiation of the wavelengths under discussion

and, two, the effects of the earth's land and water

surfaces in reflecting radiation incident at various

angles. A British memorandum dated April 28, 1943

was drawn up, inviting specific United States cooper-

ation in investigation of the following problems:

1. The entire question of effects of tropospheric

conditions near and over a continental land mass

similar in size, climate, and topography to Europe,

on radiation of i-adar frequencies, in meteorological

environments ranging from polar to tropical, with

particular emphasis on obtaining quantitative data.

British facilities and environments for this investi-

gation were limited.

2. An exhaustive study of propagation under

desert and moist tropical conditions, particularl}'

with transmitter and receiver at heights of less

than 100 ft.

3. Propagation under temperate climatic condi-

tions with either the receiver or transmitter at heights

from 5,000 to 10,000 ft.

4. Experiments to determine the dependence of

the reflection coefficient on the ang'e of incidence

with the surface of a rough sea.

5. Experiments along nearly optical paths over

various kinds of topography likely to be encountered

in field operations. Exhaustive knowledge of this

aspect of the general propagation problem appeared

to be an urgent necessity, and comparison of United

States and United Kingdom experience was con-

sidered highly desirable.

It was felt that such investigations, correlated

with parallel work on those aspects of the research

which could be carried out in Great Britain, would

produce early results of great importance to the

successful prosecution of the war.

It was extremely important for the armed forces

to know with reasonable accuracy the coverage to

be expected with given radar or radio communica-

tion equipment under various conditions of terrain

and meteorology. In order that this coverage could

be determined it was necessary to know the laws

governing electromagnetic wave propagation, and

these laws could be derived only by an extensive

theoretical and experimental research program. The
urgency and importance of the entire matter of cover-

age become obvious when the following pertinent

aspects of modern warfare are considered:

1

.

The development of highly mobile and powerful

instruments (such as the improved tank and other

surface combat vehicles, and of long range, high

speed bombardment aircraft employed for strategic

attacks on the means of production and civilian

morale, as well as for tactical purposes) which per-

mitted the principal belligerents to readopt a war

of movement, instead of one of static fortification

and attrition, and made the development of devices

for detecting the presence and movements of enemy

mobile units vitally necessary.

2. The necessity of protecting extremely extended

sea and land supply lines from successful attack by

enemies who early realized that their major hope of

ultimate victory lay in cutting those lines.

3. The enormous extent and diversity of the

various theaters of operations, necessitating inte-
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grated global communications over vast areas of

unfavorable terrain and with thousands of mobile

units.

Very early in the conflict it was realized that only

the British development and organized employment

of radar had permitted that country, with a numeric-

ally inferior air force, to defeat the Luftwaffe deci-

sively in the Battle of Britain, in which the German
High Command had hoped to destroy the Royal

Air Force and open the way for a successful invasion

of Great Britain. Early warning radar permitted the

British commanders to conserve their small resources

of men and materiel by sharply reducing air patrol-

ling, and by conducting interceptions with an exac-

titude which conserved men and aircraft flying hours

to the utmost.

With the importance of radar thus established, its

use was rapidly expanded and extended into new
applications. To protect the extremely long sea

supply lines from crippling submarine attacks, radar

detection devices were developed expressly to detect

surfaced submarines as the only practicable means

of searching wide areas of ocean under varying

conditions.

With the entry of the Japanese into the struggle,

the field of operations became truly global, and the

demands made on detection and communication

equipment became more severe in all respects. Rapid

improvement was made in the performance and

reliability of radio and radar equipment to meet

these increased demands.

With these advances in design and manufacture

and the speedy accumulation of a large amount of

factual data on equipment performance in the field,

it soon became apparent that meteorological condi-

tions in the troposphere had very serious inflvience

on the operational efficiency of such apparatus. In

particular, it was noted that the reliable coverage

area of a given installation varied considerably with

weather conditions, with the result that confidence

in early warning radar and very high-frequency

communication links was reduced, and this loss of

confidence affected field operations seriously. It thus

became vitally necessary to investigate as rapidly

and completely as practicable the causes of such

variations, with a view to discovering ways of mini-

mizing reductions of coverage and reliability and to

improving the general overall performance.

The need for this investigation was communicated
from units in the field through regular liaison channels

to the National Defense Research Committee

[NDRC] in the United States, and to the Depart-

ment of Scientific and Industrial Research in Great

Britain. Certain researches into the problem were

begun independently in the two countries. During

the course of the discussion perviously referred to

between Dr. Compton and Sir Edward Appleton,

the need for a body to coordinate these researches

was revealed. The magnitude and complexity of

the problem, occasioned by the extreme variations

in equipment, siting, terrain, and meteorology in

the various theaters of operations, made it essential

to divide the investigation so as to avoid gaps

or duplication of effort. This could be achieved

only by integrating research programs through a

coordinating body.

Accordingly the radar mission under the chairman-

ship of Dr. Compton, upon its return to the United

States strongly recommended the formation of such

a body.

12 ORGANIZATION

A preliminary conference on propagation was held

July 1 and 2, 1943 at the Massachusetts Institute of

Technology, at which most of the interested United

States agencies were represented. This conference

was held under the chairmanship of Donald E. Kerr,

leader of the propagation group of the Radiation

Laboratory and was called specifically for the

following purposes:

1. To make those attending acquainted with each

other and with the work then in progress.

2. To review and summarize the general status of

microwave propagation knowledge in the United

States.

3. To compare general measurement techniques.

4. To standardize terminology and methods of

presenting data.

5. To formulate a program for future research and

recommend any necessary redistribution of emphasis.

The general conclusion reached by this conference

was that the following subjects were of greatest

importance

:

1. Perfection of the technique of radar range

forecasting to a degree which would make it immedi-

ately useful to the services, even if this had to be

done in a preliminary form.

2. Continuation of both theoretical and experi-

mental investigation of the mechanism by which the

properties of the atmosphere and earth affect micro-
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\v;ivi" propagation, under widely vuryiiin coiulitioiis

of climate and terrain.

3. Measuroniont of the reflection coefficients of

land anil sea surfaces over a wide range of angles of

incidence, for the entire radar frequency spectrum,

with a view to immediate application to radar

coverage problems in the services.

4. Establishment in the immediate future of an

agency which could perform the following functions:

a. Serve as a clearing house for all microwave

propagat on information in the United States

and organize future conferences of represen-

tatives of agencies working in the propaga-

tion field.

b. Review the available knowledge from time

to time and recommend any necessary redis-

tributions of effort by investigating bodies.

c. Act as responsible agency for the entire

United States propagation investigation in

dealing with groups working in similar fields

in the United Kingdom and other Allied

countries.

Following this conference, Dr. I. I. Rabi, Head of

the Research Division of the Massachusetts Institute

of Technology Radiation Laboratory, suggested that

Division 14 of NDRC take the initiative in setting

up a microwave propagation committee to organize

the more adequate program outlined :n paragraph 4

of the preliminary conference's conclusions. During

a subsequent consultation between Dr. Compton and

Dr. Ralph Bown, Radio Research Director of the

Bell Telephone Laboratories, Dr. Burrows was sug-

gested as chairman of the proposed NDRC Commit-
tee on Propagation. Dr. Burrows was chairman

of the Radio Wave Propagation Committee of the

Institute of Radio Engineers and had made numerous

contributions to the knowledge of propagation.

Under the NDRC Committee on Propagation a

nation-wide program was proposed, to coordinate

the work of such investigative bodies as the Radia-

tion Laboratory, Bureau of Standards, Weather

Bureau, various Army and Navy agencies, certain

institutions cooperating with Division 13 of NDRC
on direction finder problems, the Wave Propagation

Committee of the Joint Communications Board

[JCB], and such other bodies as the Committee on

Propagation, after its official organization, might find

helpful in furthering its program.

On August 24, 1943, Dr. Burrows agreed to accept

the chairmanship of the proposed Committee and at

once began the work of organization and of surveying

the activities of groups in the United States already

engaged in propagation studies.

The initial membership of the Committee as

I)roposed bj' L)r. Burrows, after consultation with the

men concerned and heads of the NDRC Divisions

directly interested, was as follows:

Dr. J. A. Stratton, Office of the Secretary of War.

Dr. J. H. Dellinger, National Bureau of Stand-

ards. (Chief of Section 13.2 and representing Divi-

sion 13, NDRC.)
Dr. H. H. Beverage, Radio Corporation of Amer-

ica (representing Division 15, NDRC).
D. E. Kerr, Radiation Laboratory, MIT (repre-

senting Division 14, NDRC).
A recommendation for these appointments was

submitted to Dr. James B. Conant on October 5,

1943. The Committee on Propagation was originally

planned to be a part of Division 14, but shortly after

its formation it was raised to the level of an NDRC
committee, because the broadened scope of its direc-

tive, as issued in November, clearly took in aspects

of the propagation problem outside the field of

Division 14 alone. Prior to this crystallization of the

Committee personnel and while the group was in

the formative stage and still under the jurisdiction

of Division 14, Professor S. S. Attwood of the

University of Michigan also served as a member.
Later Prof. Attwood was detached from the Commit-
tee to direct the Columbia University Division of

War Research Wave Propagation Group [CUDWR-
WPG], which was responsible under a contract to the

Committee for the preparation of reports. This and

other contracts are discussed in Chapter 2.

During the closing months of 1944, Dr. Stratton

resigned from membership. Shortly thereafter the

membership was enlarged to include Dr. T. J.

Carroll of the War Department and (somewhat later)

M. Katzin of the Naval Research Laboratory.

During the first year the Committee operated

without the services of a technical aide. Late in the

summer of 1944, Dr. A. F. Murray and S. W. Thomas
served temporarily in this capacity until a full-time

aide could be obtained. This post was filled by R. J.

Hearon from December 1944 until January 1946.

The Committee retained the services of Dr. C. E.

Buell, Chief Meteorologist of American Air Lines,

who served as a consultant from March 15, 1944.

Following completion of his work as director of the

CUDWR-WPG, in October 1945, Prof. Attwood was

made a consultant to the Committee.
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1.3 LIAISON CHANNELS

In general, liaison between the Committee and

those organizations directly represented on it was

through the individual concerned. Thus Dr. Bellinger

provided liaison with Division 13, Mr. Kerr per-

formed the same service for Division 14, and Dr.

Beverage acted in this capacity for Division 15.

Dr. Stratton served as liaison with the Office of the

Secretary of War.

In order to provide a similar close link with the

Wave Propagation Committee of the Combined

Communications Board [CCB], Dr. Burrows was

appointed to membership on this Committee.

In addition to these direct channels, a number of

specialists from various Service organizations were

appointed as liaison officers, in order to keep the

work of the Committee closely coordinated with

Service requirements and to speed the dissemination

of information.

Captain D. R. Hull acted in this capacity for the

Navy, with R. S. Baldwin as alternate. Later Lt.

Comdr. W. B. Chadwick was appointed as an addi-

tional liaison officer for the Navy Department.

Lieutenant Colonel J. J. Slattery served in this

capacity for the Army, to supplement the liaison

already provided through Dr. Stratton.

Also, at the request of the chairman of the

Committee on Propagation, Comdr. F. W. Reichel-

derfer. Chief of the Weather Bureau and Chairman

of the Combined Meteorological Committee, assigned

Lt. Col. H. Wexler to the Committee in the dual

capacity of technical advisor on meteorology and as

liaison officer for the CCB.
Somewhat later Dr. Carroll and Comdr. D. H.

Menzel were appointed to transmit propagation

problems of the Army and Navy, respectively, to the

Committee on Propagation under a directive of the

JCB.

In addition, use was made of established channels

for contact with many agencies, including those in

Allied countries. These channels included the Office

of Scientific Research and Development Liaison

Office, the Naval Coordinator of Research and

Development, the War Department Liaison Officer,

and the Office of Field Service.



Chapter 2

OBJECTIVES AND RESEARCH AGENCIES

2.1 DIRECTIVE AND OBJECTIVES

THE ORiGiXAL DIRECTIVE for the Committee on

Propiigation was issued by Dr. James B. Conant,

NDRC Chairman, in November 1943 and read as

follows:

It .shall lie tlic duty of the Proi)agation Committee of the

NDRC to organize and coordinate a program designed to

secure the answers to problems on propagation of importance

to the war effort. Its recommendations of contracts should be

transmitted to the NDRC through Divisions 13, 14, and 15,

and the supervision of the contracts remains with the Divisions

which transmit the recommendations to the NDRC. It shall

give consideration to the needs of Divisions 13, 14, and 15

within the field in which it is limited. Information secured

by this Committee and by corresponding sections of Divisions

13, 14, and 15 shall be made mutually available as desired by

the groups and may be used by the groups for the purpose of

carrying out their missions. It is further understood that one

of the duties of the Committee on Propagation is to assemble

and analyze, and make available to appropriate agencies, all

information in regard to propagation of importance to the

wa" effort.

The directive was purposely made broad enough

to permit investigation in any direction promising

useful results. In view of this breadth, it was neces-

sary to establish a priority list of specific problems

for immediate attack. Proper choice of the problems

on this list was of great importance to the successful

accomplishment of the Committee's objectives and

accordingly was taken up at the first regular meeting,

held on October 13, 1943. During the course of this

meeting the specific functions of the Committee were

also defined, as follows:

1. To coordinate the research then going forward

in the United States and to initiate any new work

necessary to round out the program.

2. To review completely the existing data on

propagation, correlate it, put it into a form usable

in the Services, and disseminate it through author-

ized liaison channels being set up for the purpose.

3. To cooperate with similar agencies in the United

Kingdom and other Allied nations for exchange of

information and coordination of research, with a

view to avoiding duplication of effort or of gaps in

the investigation.

With the establishment of these specific functions,

two operational problems were selected as being of

the highest priority. These were the tracking of

storms and estimation of their properties with radar

equipment and the prediction of range for all types

of radio equipment employing that part of the

electromagnetic spectrum above 30 mc.

The additional problems of determining necessary

radar facilities, radar navigation along a shore line,

and siting of direction finder equipment, were dis-

cussed, but it was decided that these subjects were

either outside the province of the Committee or were

being adequately considered by other agencies.

The following research problems were also agreed

upon

:

1. Propagation in nonhomogeneous media.

a. Meteorology. (1) A thorough review of avail-

able instruments and methods for making

atmospheric soundings and initiation of a

program of manufacture of suitable types.

(2) Development of techniques for employ-

ing these instruments by means of sounding

balloons, aircraft, etc. (3) Determination of

the dielectric constant of the troposphere as

a function of height, at locations within the

United States or possessions where condi-

tions in strategically important war theaters

are reasonably well simulated. (4) Repetition

of operations of (3) in selected strategically

important regions or their meteorological

equivalent, to obtain sample refractive index

distributions. (5) Conduction of meteoro-

logical weather analysis concurrently with

functions under (3) and (4) . (6) Sponsorship

of further research into world-wide meteoro-

logical conditions, their diurnal and seasonal

variations, and their effect on propagation.

b. Theoretical analysis of propagation. (1) Ex-

tension of analytical methods to permit bet-

ter physical understanding of the effects of

varying refractive index distribution. (2)

Preparation of working formulas for deter-

mining field strength and fading charac-

teristics.

c. Establishment of experimental propagation

measuring circuits in locations where results

of (4) above make such experiments advis-

able, these experiments to be correlated with

simultaneous meteorological observation and
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weather analysis. Three frequencies were

considered the minimum number capable of

yielding a useful result. Those selected were

24,000, 3,000, and 200 mc, with 10,000 mc
considered as an alternate for 24,000, if

equipment for the higher frequency was un-

available. The characteristics of both one-

way and two-way continuous wave and pulse

transmissions were to be considered.

d. Development of a technique for forecasting

propagation conditions in the field, suitable

for tactical and strategic use.

e. Application of points mentioned above to

specific operational problems in selected

regions.

2. Measurements of absorption of K-band radia-

tion by atmospheric moisture in various forms and

by dust or other scatterers.

3. Study of the effects of the earth's land and

water surface on propagation.

a. Determination of reflection coefficients of

various surfaces for specular reflection and

its effect on coverage of various radar and

radio equipments.

b. Study of back-scattering echoes from land

and sea surfaces (ground clutter and sea

return), with particular emphasis on effects

at the highest frequencies to be employed.

4. Investigation of storm echoes.

5. Study of the shielding, diffraction, absorption,

and depolarization effects of trees, hills, man-made
structures, and other topographical features.

6. Compilation, analysis, integration, and publi-

cation of propagation information obtained, in forms

suitable for use by the armed forces.

This extensive program of investigation neces-

sarily required agreement on an appropriate division

of effort among United States, British, and other

agencies available for the work. This division is

discussed in the chronological record of the Com-
mittee's activities in Chapter 3.

2.2 INVESTIGATING BODIES

Very early in its existence the Committee con-

sidered at length how best to implement the required

research program. The conclusion was reached that

making use of existing research agencies qualified to

work in the propagation field, rather than setting

up an independent research agency, would be most

productive. This decision was influenced consider-

ably by the serious shortages of personnel and equip-

ment, and it was estimated that setting up a separate

agency would have retarded progress of the investi-

gation six months to one year.

During the course of its investigations the Com-
mittee maintained connections with a total of about

66 separate agencies in the United States, Britain,

Canada, New Zealand, and Australia, including the

principal organizations within the armed forces of

the Allied countries interested in propagation

phenomena.

Reports, recommendations, and requests from all

these various agencies were received, analyzed, acted

upon, and filed. This accumulated body of in-

formation on propagational phenomena is listed in

the Bibliography. These papers are referred to again

in Chapter 4 under a summarization of the results

of the Committee's work.

Of the agencies conducting actual theoretical or

experimental research on radiowave propagation, the

principal ones in the United States were as follows:

1. Bell Telephone Laboratories [BTL].

2. Camp Evans Signal Laboratory.

3. Columbia University Division of War Research

[CUDWR].
a. Radiation Laboratory.

b. Wive Propagation Group.

4. National Bureau of Standards, Interservice

Radio Propagation Laboratory, [IRPL].

5. Radiation Laboratory, Massachusetts Institute

of Technology [MIT-RL].

6. U. S. Naval Research Laboratory.

7. U. S. Navy Radio and Sound Laboratory.

8. U. S. Army Signal Corps Operational Research

Branch.

9. Radio Corporation of America.

10. Radio Research Laboratory, Harvard Uni-

versity.

11. U. S. Army Air Forces, Weather Division.

There were also 2 agencies in Australia, about 21

in Britain, 2 in Canada, and 2 in New Zealand. The
number of agencies investigating propagation pheno-

mena in the Allied countries totaled about 39. This

relatively large number was necessitated by the

importance, urgency, diversity, and complexity of

the problem, and the physical difficulties of conduct-

ing direct experimental investigation with usable

accuracy under war, and at times under combat

conditions.

During the course of the Committee's work.
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2.3 CONTR.4CTS AIM) lMi().li;CTS

The entire organization anil work of the Committee
was carried on under the auspices of Army and Navy
Project AN-16, pursuant to a recommendation of

the ComlMncd Meteorological Committee [CMC] of

the Combined Chiefs of StafT, dated December 7,

1943. This recommendation was made to the National

Defense Research Committee in response to a request

by the Combined Chiefs of Staff dated December 4,

1943 and channeled jointly through the War Depart-

ment Liaison Officer and the Coordinator of Research

and Development. The Combined Chiefs of Staff

asked specifically that:

1. The Committee on Propagation of NDRC be

requested to act as a coordinating agency for all

meteorological information associated with short

wave propagation.

2. The Committee on Propagation be i-equested

to forward periodically to the CMC a list of all

reports and papers dealing with the meteorological

aspects of short wave propagation which have been

received or transmitted by that Committee.

Originally contracts arranged with various agen-

cies for research into propagation phenomena were

handled through the contract machinery of the

appropriate division of NDRC, specific recommen-
dations for the terms of the contract being drawn
up by the Committee.

The NDRC later changed the manner of arranging

contracts of the Committee on Propagation so that

the Committee would recommend, and assume direct

responsibility for, the contracts. At the same time

the contracts that had already been let by Divisions

13, 14, and 15 involving radio wave propagation

were transferred to the Committee on Propagation.

Such further extensions to these contracts as were

required were arranged and recommended by the

Committee on Propagation.

Contract OEMsr-1207, let for the Committee,

with Columbia University through the contract

machinery of Division 14, was active from Novem-
ber 1, 1943 to October 31, 1945. This contract was
for collecting, analj^zing, and integrating data on

radio and radar wave ])ropagation. I'nder its terms

the CUDWR set up a Wave Propagation Croup,

directed by Professor S. S. Attwood, who had served

on the Committee while that body was a part of

Division 14. This group consisted of a scientific staff

and stenographic and clerical personnel, and it

handleil the work described above, as well as periodic

publication of reports for distribution according to

a list approved by the NDRC chairman's office.

Contract OEMsr-728, with the State College of

Washington, which was originally let through

Division 14 and taken over by the Committee on

Propagation after its formation, terminated on

October 31, 1945. Work under this contract was
under the direction of Dr. Paul A. Anderson of this

college. The contract was a general one for the

purpose of "carrying on experimental and analytical

investigations in connection with the study of micro-

wave propagation." The first research conducted

under its terms was a study of propagation along an

overland path in the Pacific Northwest, where

climatic and topographical conditions differed from

those at San Diego and on the East Coast.

Another project under this contract was the

development of a portable low-level sounding instru-

ment for measuring temperature and humidity gradi-

ents in the lower atmosphere. Subsequently this

apparatus was adopted by the U. S. Navy and several

other United Nations military and scientific agencies.

Production of an improved model of this equip-

ment was also carried out, with subsequent deliveries

to the Army Air Forces [AAF], the Naval Research

Laboratory [NRL], the Department of Scientific and
Industrial Research in New Zealand, and to Dr. Paul

C. T. Kwei and Dr. Eugene T. Hsu for use in China.

Performance of the sounding apparatus under

tropical conditions and tests to determine the feasi-

bility of predicting nonstandard radar coverage by
means of atmospheric soundings were the objects of

another project, which was carried out in Panama in

collaboration with the NRL.
Another very important project under this contract

was Office of Field Service Project SWP-3 which was

for the purpose of exploring meteorological condi-

tions in the Southwest Pacific theater to determine

their effects on radar coverage, and to assist the AAF
in establishing a forecasting service for the tactical

exploitation of nonstandard propagation in that

region.

A member of the State College of Washington

group working under this contract was loaned to
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the NRL staff to assist in an experiment at Antigua

early in 1945. This experiment investigated and

estabhshed the existence of surface air layers having

significant effects on radar coverage over large areas

of the ocean.

Contract OEMsr-1502 between the Committee

and the Jam Handy Organization of Detroit was in

force from May 7, 1945 to December 31, 1945. The
contractor undertook the production of a motion

picture and various other training aids, designed

primarily for use by the armed forces in educating

personnel concerned with propagation phenomena,

and secondarily to acquaint all agencies concerned

with progress made.

Contract OEMsr-1496 between the Committee

and the University of Texas was in force from June 1,

1945 to October 31, 1945. This contract required the

contractor to develop equipment for, and make
measurements of, deviations in angle-of-arrival of

microwaves propagated through the lower atmos-

phere. It was designed also to supplement and expand

knowledge of the deviations in angle-of-arrival

already obtained through experiments conducted by
the BTL. These deviations were considered large

enough to affect the accuracy of gunlaying radars

and similar equipments.

Contract OEMsr-1497 with the Humble Oil

Company of Texas was in force from June 2, 1945

to October 31, 1945. Under its terms the contractor

undertook construction of certain field strength

measuring equipments for use in experiments being

carried on as part of Project AN- 16 in the Naval

Research Laboratory, Navy Radio and Sound
Laboratory, and the Army's Camp Coles, Camp
Evans, and Watson Laboratories, and by the New
Zealand Joint Communications Board.

These five contracts make up the total of direct

contractual relationships entered into by or on behalf

of the Committee on Propagation but represent only

a small portion of the work on propagation problems

carried on in the United States. The bulk of actual

research was conducted under contracts let by
Divisions 13, 14, and 15 and by the Service in

conjunction with laboratories and industrial com-

panies. The Committee served as the integrating,

analyzing, and disseminating body for the results

of all such work bearing on the propagation problem.

In addition to carrying on the general integration

of reports and papers from all sources (see list of

sources in the Bibliography), the Committee spon-

sored three conferences which were attended by

representatives of most of the agencies investigating

propagation phenomena. A similar conference was

held before the Committee was in being, and a report

of the proceedings was published by the Wave
Propagation Group of the MIT Radiation Labora-

tory. The fourth and last conference on propagation,

the third held under sponsorship of the Committee,

was attended by 236 persons, representing approxi-

mately 59 separate agencies in and out of the armed

forces of the Allied nations. This meeting took place

May 7, 8, and 9, 1945 in Washington, D. C. Full

reports of this and previous conferences are listed

in the Bibliography.
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CHRONOLOGICAL RECORD

3.1 COMMITTEE ACTIVITIES

THK C'OMMl'I'TKK ON PROPAGATION WHS Ol'ganizCMl

in Division 14 of the National Defense Research

Committee, in response to an urgent request by Sir

Edward Appleton, Director of the Department of

Scientific and Industrial Research of Great Britain.

This request was specifically for United States

cooperation in a more adequate investigation of radio

wave propagation. Observed variations of radar

coverage and performance over a considerable range

of climatic and meteorological conditions had already

revealed the need for a thorough understanding of

the influences of such conditions on radio wave
propagation, particularly at frequencies above 30 mc.

Also, the effects of back scattering of radiation from

the sea surface (sea return) under various wind and

wave conditions and of land surface topographies of

various tj'pes on radio wave propagation, particu-

larly at angles approaching the horizontal, were

already known to be serious. These and similar

factors had been established by reports from opera-

tional installations as having profound significance

in the operational employment of radio devices, and

the fundamental mechanisms producing these effects

were not well understood.

A preliminary conference on propagation was held

at the Massachusetts Institute of Technology [MIT]

Radiation Laboratory [RL], July 1 and 2, 1943. A
report of this conference was published by the

Laboratory. It contained a statement of the general

program of investigation held desirable and recom-

mendations for setting up a body to coordinate the

activities of research agencies with needs of the

armed forces and with work on the problem already

in progress in Allied countries. This body, which

became known as the Committee on Propagation,

was organized as explained in Chapter 2, with

Dr. Chas. R. Burrows as chairman.

Dr. Burrows accepted the chairmanship on August

24, 1943, proceeded immediately with organization

of the full Committee, and began the task of estab-

lishing and correlating a program of research.

Dr. Burrows and Donald E. Kerr, head of the

Wave Propagation Group at the Radiation Labora-

tory and a member of the Committee on Propaga-

tion, conferred in Washington on September 2 with

Dr. A. F. Murray of NDRC and with Doctors H.
Hopkins and W. Ross of the British Central Scientific

Office. A complete set of reports of British work on
propagation was available in this office, and this

was placed at the disposal of Dr. Burrows and the

Committee. The desirability of extending the investi-

gation down to 27 mc was discussed in connection

with improving the efficiency of certain equipments
using those frequencies.

On September 3, Dr. Burrows and D. E. Kerr con-

ferred with Dr. J. A. Stratton in the Office of the

Secretary of War regarding Dr. Stratton's serving on
the Committee and the possibility of minimizing or

eliminating ground return in radar operation at low
angles. Comdr. F. W. Reichelderfer, head of the

Weather Bureau, was also contacted, and the use of

radar in locating storm areas was taken up.

During the remainder of September the organiza-

tion of the Committee was pushed forward, with

the result that the names of Stratton, Dellinger,

Beverage, and Kerr were formally proposed for

membership to the Office of the Chairman, NDRC.
The first official meeting of the Committee on

Propagation was held on October 13, 1943, with the

following members and representatives of interested

agencies: Dr. Chas. R. Burrows, Chairman; Dr. J.

H. Dellinger, Division 13, NDRC; D. E. Kerr,

Division 14, NDRC; Dr. H. H. Beverage, Division

15, NDRC; Dr. J. A. Stratton, War Department;
J. H. Teeter, representing the Chairman, NDRC;
Dr. H. G. Hopkins, representing the British Central

Scientific Office; and Lt. (jg) J. M. Bridger, repre-

senting Captain D. R. Hull of the Navy Depart-
ment.

The field of propagation was reviewed, the specific

functions of the Committee were defined, and a list

of definite problems for both immediate and longer

term consideration was drawn up. It was agreed

that the Committee would confine itself to the study

of tropospheric propagation, at least at first, with

special emphasis on problems of nonstandard
propagation.

On October 15 Professor S. S. Attwood of the Uni-

versity of Michigan agreed to assist Dr. Burrows in

directing the activities of the Committee. Later

13
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Prof. Attwood was appointed Director of the Colum-

bia University Wave Propagation Group [CUDWR
WPG] which operated under contract OEMsr-1207,

to integrate, analyze, and disseminate reports of

research. This contract went into force on Novem-

ber 1, 1943.

Dr. Burrows, Prof. Attwood, and D. E. Kerr flew to

England November 22, 1943, to confer with British

investigators and secure integration of the United

States and British programs. As a result of this visit,

a unified program of research was agreed upon, with

certain divisions of effort to prevent duplication of

particular phases of the work, and to insure covering

all practical aspects of the problem. The British

agreed to continue experiments on wavelengths of

9, 6, and 3 cm, with parallel measurements of

meteorological factors, and also to undertake

measurements at 1.25 cm when equipment became

available. The effects of hills and trees on the shorter

wavelengths was also to be studied. They were also

to continue theoretical investigations already under

way with special emphasis on use of the Manchester

University differential analj^zer.

It was agreed that American agencies would make
detailed measurements to determine the character-

istics of water vapor diffusion in a warm air mass

blowing over cold water, with accompanying radio

transmission tests at wavelengths of roughly 10 and

50 cm. A team of research workers was to be organ-

ized and equipped to make simultaneous propagation

and meteorological measurements at locations pro-

viding conditions similar to those encountered by

radar-using personnel of the armed forces. Tests on

1.25-cm waves were to be made along the eastern

coast of the United States as apparatus permitted,

to provide data on propagation conditions typical

of the eastern coast of a large continent.

It was agreed also that Dr. John E. Freehafer of

MIT-RL would be sent to Britain in order to obtain

closer cooperation in theoretical attacks being made
on these problems.

It was further agreed to make a study of atmos-

pheric absorption, particularly at 3-cm and shorter

wavelengths, and of absorption by rain, fog, dust,

and other such phenomena. The reflection coefficient

of the sea for radiation of 10-cm and possibly 3-cm

and shorter wavelengths was to be studied for graz-

ing angles less than 5 degrees, and the back-scatter-

ing effect was also to be investigated. Storm echoes

and their possible tactical uses were also to be

treated. In addition, the United States was to set up

and maintain a group to compile, analyze, integrate,

and disseminate propagation information.

It was jointly agreed to interchange samples of

meteorological instruments most useful for measure-

ments in connection with propagation studies.

Upon return to the United States of this mission,

in January 1944, offices were occupied in the Empire
State Building, New York City, jointly with the

Wave Propagation Group of Columbia University

Division of Wir Research.

On February 12, 1944, a meeting was held at

which liaison representatives from the armed forces

presented certain urgent Service requirements and

outlined experimental programs that the respective

branches were prepared to undertake in cooperation

with the Committee.

One of the most urgent needs in the Services was

for a handbook and other instructional aids, prepared

in the simplest practicable form for the use of opera-

tional personnel with limited technical background.

It was proposed that the Columbia University Wave
Propagation Group, which had been set up in accord

with the program agreed on with the British, should

undertake the preparation of such aids to instruction.

At a meeting held February 15, 1944, a statement

outlining the propagation problem was drawn up,

with proposals for Service cooperation in experiments

devised to provide solutions to the most urgent

aspects of the question. This statement set forth the

NDRC Committee's view that the problem of "non-

ionospheric propagation in a nonstandard atmos-

phere" should be given highest priority, and it gave

details of experiments proposed or already under

way. Five specific experiments were outlined, in each

of which the assistance of the Services was required.

These were as follows:

1. Organization and equipment of a complete

transportable field unit for conducting propagation

experiments, which could be sent to any region

considered likely to yield results useful in the opera-

tional theaters. This experiment would require con-

siderable apparatus and a team of trained research,

operational, and maintenance personnel. Dr. Paul

Anderson of the State College of Washington

provided a considerable amount of material on this

project.

2. An over-water experiment along a path between

Cape Ann and Cape Cod was to be carried out by

MIT-RL, to obtain information on propagation

characteristics along the eastern coast of a continent.

These data would be applicable to similar regions in



COMMITTEE ACTIVITIES If

war theaters, particularly near the ('hinese north-

east coast

.

3. A detailod experiment was considered desirable

in a region where stable temperature inversions were

produced in the atmosphere by subsidence of upjier

layers of air. Such experiments were already being

conducted by the U. S. Navy Radio and Sound

Laboratory [NUSL] along several over-water paths

near San Diego, California.

4. An experiment near the Panama Canal Zone

was planned by the Navy in cooperation with the

State College of Washington group under Anderson,

to establish a correlation between meteorological

conditions of that region and radar performance. It

was expected that this would provide a good test of

equipment and methods under tropical conditions

and that the information obtained would apply in

other similar regions.

5. An experiment was proposed to be conducted

in Florida, with the aid of Signal Corps and Air

Force personnel utilizing equipment already in the

area. It was expected that this project would yield

considerable information on means of predicting

propagation characteristics for localities climatically

similar.

Meantime the Columbia University Division of

War Research Wave Propagation Group [CUDWR
WPG], directed by Prof. Attwood and operating

under contract OEMsr-1207, was preparing a report

on tropospheric propagation for radar operators, offic-

ers, and other operating personnel, at the request of

the Combined Communications Board [CCB] and

Combined Meteorological Committee[CMC] . This re-

port, compiled from all established data on variations

in radar coverage available, was prepared in as non-

technical and popular a style as possible. It received

the approval of the Wave Propagation Committee
of the CCB, and about 30,000 copies were distributed

to the armed forces of the United Nations during

June 1944 under the title Variations in Radar Cover-

age (JANP-101). This report helped to clarify the

problem of nonstandard propagation for Service

personnel and to throw light on certain peculiarities

in radar performance and coverage variations caused

by newly discovered meteorological conditions (see

Chapter 16). During early 1944, a bibliography of

publications on propagation was prepared and

published by the CUDWR WPG.
At a meeting on February 28, 1944, a direct request

from General MacArthur to NDRC was laid before

the Committee, which asked that a group of scien-

tists be sent to Australia to study radar and commu-
nication problems in that area of the Pacific theat(!r.

It was finally arranged that the communication part

of this request would be handled by the Signal

Corps and that the radar portion would be fitted

into the gener'al research program already in process

of organization.

Out of the series of meetings and conferences held

during February, a program of four principal points

was developed which was presented on March 4,

1944, to the Wave Propagation Committee of the

Joint Communications Board. This program was
accepted and put into effect soon afterward, as

follows.

1. A working group under the direction of Dr.

Anderson proceeded to the Canal Zone to conduct

meteorological measurements in cooperation with

the Navy. Following completion of this work, the

group proceeded to Australia and performed similar

investigations as requested by General MacArthur.

This work was carried on under contract OEMsr-728,
with the State College of Wishington. Arrangements

were also made for training a group of about 20

Army and Navy officers in use of the meteorological

measurement technique and apparatus developed by
Dr. Anderson. These officers were later to be sent into

the field to organize teams for making meteorological

soundings.

2. The Wave Propagation Group of the MIT-RL
under D. E. Kerr conducted a study along an over-

water path on the east coast of the United States,

as outlined previously.

3. The NRSL investigation of propagation under

subsidence conditions was continued.

4. Propagation conditions over land were planned

for study by Canadian Army research groups. Pre-

liminary discussions were held with these groups

early in 1944.

On March 13, Dr. Burrows and Prof. Attwood con-

ferred with the staff of the NRSL in San Diego in

connection with the investigation of propagation

under subsidence conditions. The research was in-

tegrated into the general program and reported to the

Joint Communications Board [JCB] on March 29.

As a result of this visit the NRSL agreed to modify

and expand its propagation research extensively to

include tests over a number of different paths, using

both one-way and radar transmissions, with simul-

taneous meteorological measurements. These experi-

ments were to be measurements of propagation on

three representative frequencies along a 108-mile
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over-water path between Los Angeles and San Diego,

and comparable frequencies between San Diego and

San Pedro, a distance of 80 miles over water, using

suitable antenna heights. Atmospheric soundings

were to be taken from a ship at a point midway along

such paths and also on shore as near the midpoint

as possible. Measurements with a blimp to determine

the extent of uniformity of the inversion layer were

also projected.

Measurements were to continue on fixed radar

targets located at various altitudes and along various

azimuthal bearings. Field strength measurements

were also to be made from an aircraft flown at sig-

nificant altitudes over the transmission paths, the

results to be correlated with meteorological data.

The chairman assisted inauguration of this expanded

program by using the Committee's powers and in-

fluence in obtaining additional apparatus required.

In addition, information was exchanged with mem-
bers of a British scientific delegation who were

present, and considerable effort was directed to ob-

taining a meteorologist for full-time work with the

NRSL group conducting the experiment.

On April 3, Dr. Burrows, Coradr. J. L. Reinartz,

and Lt. Comdr. D. H. Menzel visited Panama to

observe the experiments being conducted jointly by

Dr. Anderson's group and the Navy.

As a result of this visit, substantially better and

more extensive cooperation between the scientific

group and Service forces in the area was obtained,

and an analysis of the data obtained to date was

secured, which revealed occurrence of a predictable

surface duct condition.

A conference was held in Washington on May 2,

1944, at which representatives of the various research

agencies of the United States interested in propaga-

tion were present. A large amount of propagation

information was exchanged by presentation of many
papers describing various experimental and theo-

retical researches going on in various countries. The

complete record of papers and proceedings was

published by the CUDWR WPG and is contained in

the Bibliography at the end of this volume.

Special consideration was given to the question of

symbols and nomenclature by a committee headed

by Prof. Attwood. A list of such symbols was pre-

pared by this committee and was accepted without

dissent by the Wave Propagation Committee of the

CCB on May 17, 1944.

On May 23 the chairman of the Committee on

Propagation presented to the NDRC a report on

what had been accomplished up to that time by the

Committee and its plans for the ensuing year, to-

gether with budget requirements. The budget was

approved with minor deletions in the items covering

contingencies.

On June 29, 1944, a meeting was held at which the

progress of the various experimental projects was

reviewed in some detail. Two Armed Service requests

were also taken up. The first, submitted by Comdr.

Menzel and Dr. T. J. Carroll, dated June 12, 1944,

outlined the general needs of the Services. Copies of

this letter were forwarded to the Committee members
for their consideration before the meeting convened.

The second was received from General Colton, in

the Office of the Chief Signal Officer, and specifically

requested a theoretical investigation of the effects of

low-level tropospheric layers on propagation at wave-

lengths near 10 and 3 cm.

After discussing specific requirements of the services

as laid down in the Menzel-CarroU letter, certain of

the questions were referred to appropriate agencies

for solution. In particular, MIT-RL undertook to

study the effects of refraction on gunfire control

radars operating in the 10- and 3-cm bands. Most of

the other questions raised were already under inves-

tigation but were not yet sufficiently advanced to

permit of conclusive answers. General Colton's re-

quest was considered to be covered by the action

taken in connection with the Menzel-Carroll letter.

In addition to progress reports from United States

research agencies, a report on British work was sub-

mitted, particularly on the status of 9-6-3-cm experi-

ments over the Irish Sea. Little useful correlation

between propagation and meteorological factors had

yet been obtained in this experiment. Projected

British experiments included investigation of absorp-

tion and attenuation of 10- and 3-cm band radiation

in oxygen, in water in all forms occurring in the

atmosphere, and in salt spray.

Late in June 1944, the need for closer liaison

between the Committee and CMC was met by the

appointment of Major H. Wexler of the Army Air

Forces, Weather Division, as a technical advisor.

This also strengthened the meteorological represen-

tation associated with the Committee, which had

not formerly been completely adequate.

The Committee met at the Radiation Laboratory

on August 4, 1944. During this meeting plans were

laid for an extensive conference on propagation to

be held in Washington, D. C, on November 16 and

17, at which representatives of research agencies in
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all the countries engagiiif; in propagation research

coukt jiroscnt findings to date.

Plans were laid for Dr. Anderson's trip to the

Southwest Pacific theater in response to General

MacArthur's request for investigation of jiropugation

phenomena. This project was of considerable im-

portance and is more fully described elsewhere in

this report.

A report by Dr. Svcin Rosseland, assistant to Prof.

Attwood in the CUDWR WPG, was heard, on work

going on in England and on data brought back to

that country by Dr. Booker. These data described

radar echoes from points more than 1,500 miles

from the 200-mc Bombay, India, station, which had

been observed during the season following the

northeast monsoon.

Other reports were heard on Bell Telephone

Laboratories [BTL] experiments on K band along

a path to Atlantic Highlands and similar experiments

by MIT-RL near Boston. No nonstandard propaga-

tion had been observed at Atlantic Highlands, but

some had occurred in the Boston area.

Experiments of MIT-RL along a ten mile path

had indicated the impossibility of measuring the

effect of oxygen and water vapor outside the labora-

tory itself.

Dr. W. H. Furry described the work of preparing

coverage diagrams for radar and VHF (very high

frequency) communication equipment under ground-

based duct conditions. Owing to the volume of

calculations required in this work it was decided to

obtain use of the Harvard University automatic

sequence-controlled calculating machine, which

would effect a probable reduction in the time required

from an estimated nine or ten months to about three

weeks. This proposal was subsequently carried out.

Dr. Beverage presented certain problems of Divi-

sion 13, particularly the need for supplying the best

information on probable coverage to signal officers

in the field at the earliest possible date. Estimates

based on the % earth radius formula tended to be

pessimistic.

Dr. H. Goldstein presented information on the

problem of fluctuating signals. Instability in the

equipment was a source of great difficulty, but, when
this had been overcome, such results as were obtained

indicated that most fluctuation was due to inter-

ference.

Plans were made for a field trip to observe the

extensive MIT-RL experiments proceeding on four

different wave bands along a path between Race

Point and Gloucester. On this trij) the entire ap-

paratus antl organization of the experiment were

inspected and discu.ssed.

A detailed memorandum of the Committee's
ciu'rent work was submitted on August 10 to the
( 'hiefs of NDRC Divisions 13, 14, and 15, in order

to keep these groups informed of developments. The
breakdown of activities described five well-controlled

experiments which were under way in different

meteorological environments and the theoretical

attack proceeding in Britain and the United States.

These experimental attacks on the problem have

been described earlier in outlining the Committee's

program for the year. The memorandum referred to

here specifically invited Division comment on the

program in progress and requests for other investi-

gations if additional ones seemed desirable.

A Committee meeting on September 21, 1944

considered new humidity measuring instruments and
reviewed progress of the work under way at RL.
This was reported by D. E. Kerr as nearing the conclu-

sion of the experimental work. The matter of educa-

tional films to disseminate propagation information

to the Services was brought up, and the need for a

technical aide to the Committee who should be

familiar with NDRC procedure was discussed. Dr.

Burrows stated that efforts were being made to

obtain a contractor who would make meteorological

measurements along the BTL to Mt. Neshanic prop-

agation path, for correlation with the transmission

data available at BTL. These measurements were

later undertaken by the Airborne Instruments Lab-

oratory [AIL] of Mineola, Long Island. The matter

of eventual demobilization of OSRD was discussed,

particularly as to effects of such demobilization on

investigations of propagation then in progress.

The Committee met again on November 15, 1944

to consider replies received from Divisions 13, 14,

and 15 to the memorandum outlining its program in

progress submitted on August 10 and to transact

other business. The matters of calculation of radar

coverage diagrams for nonstandard conditions, of

the range and reliability of very high frequency

[VHF] and ultra high frequency [UHF] communica-

tions links, and the choice of frequencies for such

links were taken up in detail. After thorough con-

sideration, a reply was drafted for the Divisions

concerned, particularly Division 13, stating that

available information on propagation did not permit

preparation of accurate coverage diagrams for such

communications circuits on any other basis than



18 CHRONOLOGICAL RECORD

that of Vi earth radius, as was already being done.

It was expected that work then in progress would

modify the limitation as it progressed. In the matter

of choice of VHF, UHF, and super high frequencies

[SHF], information was not yet available, but surveys

under way were expected to provide some back-

ground, although the intricacy of the problem did

not encourage hope of an early complete solu-

tion.

The difficulties involved in the preparation of field

strength contours appeared so formidable that

requests from the Services for preparation of such

contours was withdrawn, and a new request was

substituted. This asked that workers on theoretical

or observational and experimental programs forward

as informal memoranda such examples of correlations

between meteorological conditions and propagation

characteristics as could be applied directly in the

field, with suggestions for possible tactical applica-

tions. This substitute request was received by the

Committee in November.

In addition, an important report by Dr. Anderson

from the Southwest Pacific theater was considered

which described the progress of project PDRC-647
which members of the State College of Washington

staff had undertaken under Contract OEMsr-728.

Its objectives were to explore meteorological condi-

tions in the Southwest Pacific theater to determine

their effects on propagation, and to assist the Army
in establishing a forecasting service for the tactical

exploitation of nonstandard propagation in that

region.

After several conferences between Dr. Anderson's

group, various Australian agencies, and representa-

tives of the Air Signal Office, Far East Air Force

[FEAF], headquarters for the mission was established

at the Radio Physics Laboratory at Sydney. Meet-

ings were held here with Professor F. W. G. White

and representatives of the Royal Australian Air

Force and Royal Australian Navy. The following

facts were brought out. The Australian and NDRC
programs supplemented each other without duplica-

tion of effort, making revision of plans unnecessary.

An acute need existed for definite information con-

cerning low-level meteorological conditions in the

oceanic areas of the Southwest and Central Pacific.

This information could best be obtained by NDRC
and United States Army groups.

Rough forecasting of nonstandard propagation

along the southeast, south and southwest coasts of

Australia was possible, correlating superrefraction

data collected from radar stations with synoptic

meteorological data.

Observations from North Australia showed no

similar clearcut correlations. Reports from New
Guinea and the Solomon Islands were too meager

to be useful.

A Radio Physics Laboratory [RPL] experimental

program was projected at a location near Darwin,

Australia, which would be correlated with land, ship-

based, and aircraft soundings and synoptic weather.

A low-level sounding equipment was delivered to

RPL for use in these experiments.

A conference was held at the Radio Development

Laboratory in New Zealand at which a low-level

sounding equipment was delivered and trial sound-

ings taken by Dr. Anderson. As a result of this meet-

ing, a long-range program was agreed on in addition

to the work already being conducted by New Zea-

land agencies. This program would take advantage of

the unusual conditions offered by the persistent

Fohn winds which override the cold water at the

eastern coast.

Dr. Stephenson of Dr. Anderson's group began the

collection of meteorological and oceanographic data

available in Australia preliminary to the selection

of optimum sites for radar-weather observations.

New information was available on continental and

general equatorial meteorology but very little for

the ocean area to the west and north of New Guinea.

Recommendations for establishment of a limited

number of radar-weather stations in the Biak-Owi-

Noemfoor region were submitted to the FEAF late

in August. These recommendations were approved

after some discussion, but the plans were changed

when FEAF headquarters suggested the usefulness

of an Army radar-weather team with sounding

equipment in the projected operations at Leyte.

Preparations were made to take advantage of this

suggestion.

Consideration was given to determination of the

low-level conditions characteristic of the Southwest

and Central Pacific oceanic areas, with tentative

conclusions from data secured during the summer
of 1944 that strong ducts to 40 or 50 ft and weaker

stratifications to 800 or 1,000 ft were common in

the region, especially in late afternoon. In the dol-

drum region standard conditions were the rule. The

need for more complete measurements was pointed

out, and the use of PT boats and seaplanes to

obtain them was secured.

Approval for measurements in the region near
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Saipan was also ulitaiiicd, ami arraiijA'ciiiriits were

begun for the transfer of personnel to that theater.

Further informal eonferenecs were held with

Australian and I^ritish groups, fi'oni which these

conclusions were drawn. General meteorological data

did not provide sufficient information quickly to be

of practical us(> in forecasting projiagation in a given

area. Instead, intensive ground-based and aircraft

soundings offer the most practical means for setting

up a short-range forecasting service for radar and

radio communication coverage.

At a formal conference with the same groups a

policy to be adopted by the Australian Services was

decided upon. An operational program similar to the

NDRC Office of Field Service program was outlined

by the members and approved for immediate inau-

guration. A radar-weather school was to be set up
in the Meteorological Section of the RAAF for

training radar-weather officers. Arrangements for

manufacturing sounding equipment were also made,

with almost all components planned for production

in Australia.

Plans for expanding the operational program at

Leyte were laid, and arrangements for observations

at Saipan were also concluded. Measurements at

Woendi Island were planned to continue until definite

results were obtained, arid arrangements were also

made for transferring direction of the project to an

officer of the Fifteenth Weather Region Headquar-

ters, after which all civilian personnel with the

exception of Mr. Grover would return to the United

States. Mr. Grover would remain for the purpose of

maintaining contact between the U. S. Army,
Australian, and NDRC programs.

Finally, recommendations for future procedure in

this theater were made, which included maintaining

at least one civilian research meteorologist in the

area, and perhaps a group with the Army in China.

Another conference on propagation was held during

November 1944, attended by representatives of the

investigating laboratories and armed forces of the

Allied Nations. A large number of papers were

delivered on propagation and related subjects. A
full report of this conference was prepared by the

CUDWR WPG and distributed to approved agencies.

At the next meeting of the Committee, held on

December 9, 1944, a number of new matters were taken

up, as well as the status of work already in progress.

A group of British research workers, who had been

conferring with United States propagation workers

during a tour of laboratories in this country, reported

on (heir findings. l)i-. Booker also gave a detailed

account of the woi-k going on in Australia, as seen by
him during a visit to that country which he had just

concluded. The joint United States-British program

was discussed, as well as methods of interpreting

rcvsults of propagation experiments, calculations of

coverage diagrams, and the proper dissemination of

a report, Tropospheric Propagation and Radio Meteor-

ology, which had been prepared by CUDWR WPG.
This report, distributed in December, was a compact
but thorough summary of the established informa-

tion on propagation obtained to the date of its prep-

aration. It was on a practical but much more quan-

titative level than Variations in Radar Coverage

issued earlier under auspices of JCB. It proved to be

of considerable value to radar officers, particularly in

improving the confidence and efficiency of radar

operating and siting personnel, who had previously

had at best only qualitative conceptions of such ef-

fects as superrefraction and trapping of radiation

in ducts.

A subcommittee of the Committee on Propagation

met on December 30, 1944, and heard a personal re-

port by Dr. Anderson on his mission to the Southwest

Pacific during the middle of the year just ending.

From the results of this mission it was apparent that

low-level ducts existed over substantial areas of the

ocean in the trade wind regions which had profound

effects on propagation characteristics of radar and

VHF radio frequencies. These propagation charac-

teristics were also found to vary markedly with

heights of transmitting and receiving antennas. After

consideration of these findings, the subcommittee

decided that a carefully controlled experiment under

similar conditions was an urgent necessity, in order

to reduce these qualitative indications to reasonably

accurate quantitative data, which could be applied

by operational personnel in theaters where similar

conditions existed. It was decided that an experi-

ment conducted directly by the Navy at a suitable

location in the Caribbean area would be most prac-

ticable, and plans were drawn up for a detailed

investigation by one-way and radar transmission on

several frequencies.

In response to a request from Brigadier General

Borden the Committee arranged on December 14

for establishment of a meteorological sounding station

in the Southwest Pacific [SWP] area. On December
19 a letter was drafted and despatched to Dr. E. M.
Marsden, Director of Scientific Developments in the

Department of Scientific and Industrial Research in
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New Zealand. This letter commented on the work

already accomplished, as reported to the Committee

by Dr. Anderson and Dr. Booker, and invited expan-

sion of the investigation, particularly to determine

the effects on propagation of a hot, dry, air mass mov-
ing from the land out over the sea. This condition

existed in many other operationally important

regions of the Western Pacific and was known to

affect seriously the performance of coastal radar

installations.

On January 1, 1945, Dr. Stratton asked to be re-

lieved of his responsibilities as a Committee member
and accepted in lieu thereof an appointment as a

consultant, which capacity permitted him more time

for discharging his duties in the Office of the Sec-

retary of War.

At a meeting held on January 5 many questions

were taken up, and progress made in the preceding

year was reviewed.

The following projects were reported as proceeding

concurrently.

1

.

The Navy experiment along an over-water path

in the Caribbean area, where thin surface ducts were

prevalent.

2. Experiments where relatively dry air moved
from the land over a water surface. These included

the MIT-RL experiment near Cape Cod and analysis

of the data obtained, and experiments going on in

New Zealand.

3. Propagation over a land surface where radiation

cooling produced temperature inversions in the lower

air layers. An experiment was being conducted in

Arizona by NRSL, and another was being prepared

in Canada by the Army Operational Research

Group.

4. Experiments along an over-water path where

subsidence of an upper air mass produces duct condi-

tions. The NRSL was conducting such experiments

near San Diego, which offered conditions typical of

certain other areas in the Pacific.

5. Developments of meteorological theory for low-

level ducts in purely oceanic air. This work was
going on at MIT-RL.

6. Development of atmospheric sounding equip-

ment for the armed forces. This work was going on

at the State College of Washington.

7. An educational program designed to provide

the Services with up-to-date information on the

propagation question. This was being carried out

by Columbia University.

8. Mathematical calculations of wave propagation

characteristics. These calculations were being con-

ducted by CUDWR WPG and by MIT-RL.
In addition, certain new questions were taken

up with a view to arranging experiments to provide

the answers. These were the matters of accuracy of

gun-laying radars as affected by variations of the

refractive index, the reflection coefficient of open

sea surfaces, and radar cross sections of ship and

airplane targets. The latter two questions were being

undertaken by NRL, and the former was believed

possible of solution by BTL.
The business matters of improved liaison with

Pacific theaters and of the budget for the ensuing

period were also taken up.

At other meetings held during January 1945,

organizational, personnel, and equipment matters

wei'e taken up and settled as facilities permitted.

Dr. Carroll, of the War Department Radio Propaga-

tion Section, was appointed a Committee member on

January 12. Possible cooperation with China was

discussed, following a discussion by Dr. P. C. T.

Kwei of Wuhan University, of research carried on in

China before and during the retreat from the

Japanese invasion.

During the month of February the Committee on

Propagation established liaison with the Watson

Laboratories of the Army Air Force which had

recently begun operations.

In February also the Committee heard an address

by Dr. S. K. Mitra of the Council of Scientific and

Industrial Research in India and established liaison

with that body.

The question of utilizing the services of Dr. Kwei

and his assistant. Dr. Eugene Hsu, in obtaining

ionospheric information after their return to China

was also discussed.

On March 6, 1945, a' detailed report by Dr. Carroll

on uses of tropospheric propagation in the Army
was submitted to the Committee. This report had

been prepared during January and provided a great

deal of information needed by the Committee in

continuing the propagation investigation. At later

meetings in March, the matter of utilizing the

services of Dr. Kwei and Dr. Hsu was settled affirma-

tively, and a meeting was held with representatives

of the Coast Guard to establish a better liaison

link with that service.

Martin Katzin of NRL was appointed a Committee

member early in April. Later that month the

Chairman prepared a report for Col. D. N. Yates,

Chief of the Weather Division, AAF, on the problems
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iiivdlvcd in corn-clinn exist iiiff errors in fire control

radars, due to refractive effects.

'I'lie fourth confiM'eiice on |)ropap;ation was held

in \\'ashinj!;ton in May 1945. This conference was

the largest and most comprehensive yet held and

was attended hy 230 representatives of about 59

separate agencies of the Allied Nations. A rfport of

this conference was ]iublishcd as usual hy the

CUDWR WPC and distrihutetl through authorized

channels. A great deal of important data was pre-

sented at this conference, including showing of a

motion picture protluced in Britain which presented

in effective form unich information on nonstandard

propagation, particularly propagation in ducts of

stratified air layers. Another short motion picture

prepared in Canada was presented in which i-adar

echoes from snowstorms were shown on an acceler-

ated time scale. Progress of such storms was readily

followed by radar observation, and the importance

of microwave propagation for this and similar

applications was made apparent.

At the close of the conference the chairman

announced that a contract had been negotiated with

the Jam Handy Organization for production of a

motion picture to present pictorially the uses of

propagation data by the armed forces.

AVith the collapse of the enemy in Europe, little

shifting of the Committee's program was required.

The Committee was formed too late in the war to be

of major help in the European theater so from the

start the efforts were aimed at the solution of propa-

gation problems of the war in the Pacific the-

ater.

A meeting late in June 1945 considered advances

in theoretical methods of attacking the propagation

problem and agreed on certain standard symbols

for representing the quantities involved, to avoid

confusion between investigating agencies.

Two additional contracts were arranged during

June, the first with the University of Te.xas for the

measurement of variations in angle of arrival of

microwave radiation under varying meteorological

conditions. This question has a very direct bearing

on the troublesome question of improving accuracy

of radar controlled gunfire, which played such an

important part in defense against Japanese suicide

plane attacks.

The second contract was negotiated with the

Humble Oil Company on July 2, 1945, for the

manufacture of a number of field strength measur-

ing equipments which were required by various

Service agencies of the I'niteil States and Allied

nations.

A particularly important meeting of the Committee
took place on July 13 in Washington. This meeting

was attended by several representatives of the

Allied Nations, including Professor D. R. Hartree,

J. M. C. Scott, and Lt. Comdr. F. L. Westwatcr from

England, and Drs. Kwei and Hsu from China. The
[progress of the theoretical attack on wave propaga-

tion through a nonhomogeneous atmosphere was

thoroughly discussed by Prof. Hartree and Dr. C. L.

Pekeris of the Analysis Section of CUDWR WPG.
Dr. A. T. Waterman of the Office of Field Service

reported on work being done in the Southwest

Pacific by D. E. Kerr. In the investigation of the diffi-

culties of operation of the MEW radar on Saipan he

confirmed the existence of a low-level evaporation

duct discovered by Dr. Anderson and Dr. Stephenson

in that area. Elevated ducts, the presence of which

had been suspected by Dr. Anderson from analyses of

radiosonde data, were definitely determined to exist

at heights ranging from 1,000 to 2,700 ft, as a result

of Kerr's investigations.

Dr. Waterman also described a survey of Service

interest in scientific developments conducted in the

entire area commanded by General MacArthur, in

which a number of ways were found for OSRD to

assist the Army Air and Ground Forces. The Pacific

Branch of OSRD was organized so as to furnish a

consulting staff under a director, a pool of scientists

available for emergency field work, and a laboratory

for solution of emergency field problems. This work

was to be under directorship of Dr. K. T. Compton,

and it seemed very desirable to have a representative

in close touch with this OSRD unit in the field.

Dr. Anderson stressed the importance of conduct-

ing additional research in the Southwest Pacific area,

and the need for informing the Services in that

theater more fully of the operational advantages to

be gained directly from such research. He went on

to report progress in development and production

of the equipment developed under the State College

of Washington contract for making atmospheric

soundings.

Lt. Comdr. Westwater reported on the overland

propagation experiment going on at Suffield, Alberta,

which was not yet completed, and described the

meteorological conditions obtaining along the trans-

mission path. These were of the type producing

variations in the vertical angle of arrival of micro-

wave radiation transmitted at angles near the hori-
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zontal, and Dr. Burrows suggested that this experi-

ment might be integrated with the Committee's

angle-of-arrival project for determining refractive

errors in gun-laying radar systems.

Methods for taking atmospheric soundings were

reviewed, and a new combination kite and balloon

was described in a report by M. Katzin of NRL.
Dr. Carroll reported on extensive tests on prac-

tically all types of VHF military voice communica-

tion sets, which were being planned in California. He
reported that radio propagation tests were going to

be correlated with meteorological measurements

made with wired sondes.

The appointment of Dr. Kwei as the Committee's

representative in China was discussed, and Dr. Kwei
described the communication facilities to be made
available for handling ionospheric propagation data

obtained in China for transmission to the Committee.

He urged that more scientifically trained personnel

be transported to China when possible, to offset the

very great lack of such persons to assist in the work.

Dr. Carroll described experiments going on in

Florida supplementary to those being conducted in

California, designed to answer questions about the

maximum reliable range for VHF communications

sets under varying conditions.

Meteorological measurements made offshore in the

Boston area by the Radiation Laboratory Wave
Propagation Group were described by Dr. R. B.

Montgomery. These established the existence of

ducts and at times substandard layers varying in

height from 100 to as much as 700 ft, with complex

distributions of refractive index. These measurements

were especially important as they were known to

parallel conditions to be expected in similar regions

off the North China and Japanese coasts.

Work in progress on all other projects was also

discussed, including angle-of-arrival experiments and

the overland tests going on in New Zealand, Canada,

and Arizona. Mr. R. J. Hearon reported on the new
contracts, with particular reference to the direct

Service interest in each. The whole future of propa-

gation investigation was then considered, particu-

larly with reference to the future employment of the

propagation group at MIT-RL. It was the opinion of

some Service representatives that the operation of

this research establishment should be conducted

under joint Army-Navy control. It was found impos-

sible to reach definite conclusions as to a program to

continue after eventual demobilization of OSRD,
but general opinion was that a contract under the

Chiefs of Staff or other coordinating group might be

made with MIT or a similar organization. It was
decided to continue discussion at the next meeting.

On July 2, 1945, a summary of projects for

consideration by the proposed Research Board for

National Security [RBNS] was prepared for presen-

tation when that body should become active. This

included a considerable list of propagation, meteor-

ology, and equipment problems requiring further

research. At the date of writing, the exact status of

this proposal with the RBNS is not known.

With the decisive change in the course of the war

which took place during July and August 1945,

emphasis was shifted from operational propagation

problems to organizational and administrative mat-

ters, particularly reports, demobilization, and recom-

mendations for a continuing program.

On July 30, a letter was circulated among the

members and representatives of the Services request-

ing consideration of certain definite questions relating

to future propagation research and reviewing such

opinion as had already been expressed on the matter.

Service interest in a continuing program had already

been manifested, and it was felt particularly impor-

tant that action be taken before the teams of ideallj^

suited research workers at MIT and other labora-

tories were demobilized.

Upon the Japanese surrender in August 1945, the

principal efforts of the Committee were directed to

accomplishing contract terminations, preparation

and submission of a final report, and demobilization

of the organization. At a meeting on August 28, the

matter of contract terminations was settled, and

additional discussion of future propagation research

was held.

A meeting of the Committee on Propagation was

held in Wishington on October 30, 1945, to discuss

termination of the various projects and related mat-

ters, including preparation of a Summary Technical

Report and a history, and the probable future of

propagation research. This was expected to be the

last full meeting of the Committee, and a large

amount of business was transacted which can be

mentioned only briefly here. The entire membership

was present, with liaison officers of various Services

concerned and several representatives of contractors

and of British and Australian research agencies.

Dr. Saxton reported that future work in the

United Kingdom was under discussion but that a de-

cision had not yet been reached. He described certain

experiments proposed for trial in New Zealand, for
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which inct('()r(ih)^ical ('(luipiiiciit was needed, and

another which niifiht lie liaiidled in Soiitli AlVica.

He also i'\])huned that th(> Canadian ex|K>i'inients

along a land path near Suftield, Alberta, wei'e con-

tinuing and that Sir Edward Apploton was of th(>

opinion that the Ultra Shortwave Panel in Croat

Britain would continue to function into the peace.

Dr. Andei'son reported that meteorological appa-

ratus consisting of six sct.s of the lower atmosphere

souniling apparatus developed at the State College of

Washington was ready for transfer to New Zealand

and that about forty sets of castings for the equip-

ment were also available for distribution.

Mr. Munro announced that propagation research

was to continue in Australia at the Radio Physics

Laboratory and that the Radio Propagation Com-
mittee, a subcommittee of the Radio Research Board,

would continue to function. He described the postwar

policy for this investigation as favoring an expansion

of the investigation with transfer of workers from

projects. Fields of investigation in which work was

proceeding or planned included tropospheric and

ionospheric propagation, scattering from clouds and

layers in the middle atmosphere, and a study of

radio noise levels. Analysis of Service data was being

conducted, a report on extra-long range echoes

observed near Darwin had been issued, and a statis-

tical survey of superrefraction along the Australian

coast was under preparation.

Lieutenant W. E. Gordon, AAF, described angle-

of-arrival measurements being conducted in New
Jersey by BTL, simultaneously with meteorological

measurements by the Weather Division of the AAF.
Angles varying from 0.7 degree above to 0.1 degree

below the line of sight were observed over the 123^-

mile path, the nonstandard angles always coinciding

with measured nonstandard atmospheric refractive

conditions. On two occasions multiple paths had

been observed.

Dr. E. W. Hamlin reported progress of the

University of Texas group which was to study angle

of arrival by measuring phase difference. He an-

nounced that the Office of Research and Inven-

tions of the Navy had agreed to take over the

project on an interservice plan of participation, with

cooperation of Army and Navy laboratories, and

active exchange of information with BTL and other

interested agencies. It was also expected that AAF
and other field stations would collaborate.

Dr. W. M. Rush described progress in construction

of the receivers for field strength measurement under

the Humble Oil Company contract. Of the 24 units

scheduled, 18 were to be completed by October 31,

1945. In addition, he announced that the company

was interested in geophysical surveys over the CJulf

to distances of 30 miles offshore by means of radar

measurements and would be glad to cooperate with

the University of Texas and Service groups.

The chairman announced that steps were under way
to declassify all propagation information and to make
it feasible for all organizations interested to obtain

copies of pertinent material published by NDRC.
Captain D. R. Hull announced that the name of

the NRSL was shortly to be changed to Navy
Electronics Laboratory [NEL] and that facilities in

Arizona were soon to be available for cooperation

with the University of Texas.

D.E.Kerrannounced the transfer of signal strength

measuring receivers from RL to NRSL [NEL] and

went on to describe a field expedition conducted by

himself for the Operational Research Section of the

Office of Field Service. He stated that the cause of the

poor operation of the MEW was poor adjustment of

the equipment. He confirmed the existence of strong

superrefraction. He also mentioned contacting a

part of Dr. Anderson's group in Manila and de-

scribed the necessity for disseminating knowledge of

propagation effects among operating personnel in the

field, particularly in the Army. He also described use

being made of radar for storm detection by the

Southwest Pacific Weather Force and a series of

educational talks being conducted with radar officers

in the Philippines when the war ended.

Dr. Carroll briefly described results of propagation

tests made by the Signal Corps along several over-

water and over-land optical paths in California, on

100, 250, 1,450, and 4,500 mc. Elevated ducts had

been observed, but surface reflection was found to

be of greater importance. General conclusions from

these tests indicated the importance of reflection

from sea and land surfaces and the desirability of

employing diversity reception with antennas spaced

vertically.

Dr. Dellinger described his trip to a conference on

radio held in Brazil, at which two government

departments of that country had expressed willing-

ness to undertake ionospheric observations in

cooperation with a world-wide network. These

departments had requested equipment and instruc-

tions for this work, which were to be supplied.

M. Katzin of NRL referred to the Antigua experi-

ment completed early in the year and described a
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similar experiment planned for the Pacific, employ-

ing a mobile laboratory and aircraft, with combina-

tion one-way and radar transmission. He also men-

tioned that NRL and NRSL (NEL) were planning a

rather extensive propagation investigation which,

however, would not interfere with the work planned

for the Navy at the University of Texas.

Dr. Beverage announced that the activities of

Division 15 of NDRC were to end almost completely

on October 31, 1945, and added that some projects

were being transferred to the Services but that no

propagation studies were active.

Prof. Attwood announced termination of the Col-

umbia contract (OEMsr-1207) as of October 31 and

stated that 34 reports had been written under its

terms, with some still awaiting distribution. He also

mentioned that the Navy was taking over the Anal-

ysis Section of the Wave Propagation Group under

a new contract with Columbia University.

John Campbell of the Jam Handy Organization

described progress in the production of a film cover-

ing many aspects of propagation phenomena, which

was due for completion about December 10, 1945.

Lt. Comdr. W. B. Chadwick described a Navy
plan for predicting radar propagation conditions up
to 24 hours in advance and transmitting such infor-

mation with measured M curves to a central station

for correlation and dissemination. He was of the

opinion that the end of the war would probably halt

this project, making it necessary to return the

matter to research groups.

Lt. Col. J. J. Slattery and K. A. Norton announced

that the Signal Corps planned to extend and continue

propagation experimentation in general, in coopera-

tion with other Services and industrial and scientific

establishments.

The chairman requested comment on projected

future propagation studies.

Dr. Dellinger stated that many questions yet to be

answered seemed appropriate for investigation by a

national research organization and by the new elec-

tronics department of MIT. He added that there

was an organization, the Union Radio Scientifique

Internationale, with Sir Edward Appleton as inter-

national chairman and himself as chairman of the

American section, which would exercise a definite

interest in the propagation field.

D. E. Kerr expressed the opinion that MIT would

not be in a position to undertake as large a program

as had been suggested and added that after current

projects were closed there would still be on hand a

large amount of unanalyzed data, which could not

be used unless an agency were found to make the

analysis.

Major Wexler announced that the Army Weather

Service would continue to cooperate with groups

making propagation measurements and added that

the Air Force was negotiating through the Signal

Corps for basic research in storm detection by radar

to be done at MIT.

The chairman announced that in view of the end

of hostilities, no new conference on propagation

would be called by the Committee. Following a vote

of thanks to the Chairman proposed by Dr. Dellinger

the meeting was adjourned. This was the last full

meeting held by the Committee, but members re-

mained active for a considerable time longer, carry-

ing on the necessary work of demobilizing the

organization.

With general demobilization of the Committee

imminent and terminations of contracts already

taking effect, the principal work of the Committee

was concluded. After termination of the Columbia

contract, it was felt advisable to appoint Prof. Att-

wood a consultant to the Committee to assist with

final solution of administrative questions, and this

was made effective November 1, 1945. An office for

conducting correspondence and preparing this report

was maintained in the Empire State Building in

New York City, under the auspices of the NDRC
Summary Reports Group. With submission of this

report for publication, the work of the Committee

may be considered closed.



Chapter 4

RESULTS AND RECOMMENDATIONS

4.1 RKSULTS

ANY TABULATION of the results of the Committee's

work must be based to a degree on certain

intangibles difficult to evaluate. This is because a

substantial proportion of the overall result was a

change in the attitude of agencies and personnel

concerned with the performance of radar and radio

equipment using the frequencies above about 30 mc.

The complete analysis and understanding of propa-

gation of these frequencies through the troposphere

still lies in the future and will undoubtedly require

much additional experimental and theoretical work,

conducted without the restrictions of wartime secrecy

and urgency. However, a considerable overall tangible

result was also achieved, both in establishing the

basic theory of tropospheric propagation and

in development of methods and instruments for

measuring meteorological factors influencing such

propagation.

In the earlier stages of the war, nonstandard (at

first called "anomalous") propagation caused several

confusing and disconcerting incidents, due to misun-

derstanding of the phenomena. The instance later

called "The Battle of the Pips," which took place

near the Aleutians, was paralleled in other theaters

inanj^ times. In this case echoes returned from

islands ordinarily beyond radar range caused such

confusion that fire was opened and an attempt made

to engage nonexistent enemy units. Such puzzling

and exasperating variations in radar and radio

performance caused serious loss of confidence in

equipment and was of considerable operational sig-

nificance. This has been considered more fully in

Chapter 1, as it was directly related to the origin

of the Committee.

The general effect of such publications as Varia-

tions in Radar Coverage, of which upwards of 30,000

copies were distributed, Tropospheric Propagation

and Radio Meteorology, and numerous other reports

prepared and distributed for the Committee by the

Columbia University Division of War Research

[CUDWR] Wave Propagation Group [WPG] under

contract OEMsr-1207, was to restore confidence in

the equipment and its use and to focus attention on

other causes of unreliability, which previously were

often masked by or confused with the effects of

propagation variations. These other sources of vari-

able performance, principally misadjustment of or

defects in equipment caused by the rigors of field

service, became easier to track down and eliminate,

because they could be distinguished from propaga-

tion effects with reasonable success when the latter

were understood.

Another general result of the Committee's work

was a considerable modification of siting principles

for radar and radio equipment The results of the

Caribbean over-water experiment, and of similar

tests conducted at San Diego, Cape Cod, and across

the Irish Sea, conclusively demonstrated the frequent

existence of relatively stable horizontal layers of the

lower atmosphere, in which the vertical distribution

of refractive index was such as to cause substantial

departures of actual radar coverage and radio com-

munication range from the values obtained in a

standard atmosphere. In particular, it was deter-

mined that, over much of the tropical and semi-

tropical areas of the oceans, such layers were prevalent

during many months, varying in thickness and

intensity with wind speed and other measurable

meteorological variables. These surface layers often

produced large increases in radar ranges on surface

craft and low-flying aircraft for radars of appropriate

frequency sited in or close above the duct.

These investigations also revealed that under

certain conditions a reverse effect could occur, in

which the radiation was refracted downward much
less than in a standard well-mixed atmosphere, with

the result that coverage was less than normal. In

extreme cases the radiation might even be bent

upward away from the surface, resulting in ranges

less than optical. In the course of arriving at these

general results, methods and instruments for measur-

ing the meteorological factors producing these effects

were developed, particularly the Massachusetts

Institute of Technology [MIT] psychrograph and

the State College of Washington [WSC] wired sonde,

with techniques for interpreting the data in approxi-

mate terms of radar performance. These instruments

and techniques were made available to the armed

forces of the Allied Nations.

A total of about 550 reports on various aspects of

25
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the propagation problem were received from the nu-

merous investigating laboratories. These reports were

analyzed and the essential information contained

was put into forms suitable for the use of operational

personnel and distributed to the Services of the

United States and the other Allied Nations. Such

dissemination usually was in the form of publications

by the CUDWR WPG, which issued a total of 34

such reports to a large distribution list. These reports

and the very much larger number of scientific papers

from which they were prepared are listed in the

Bibliography.

4.2 CRITIQUE

The greatest handicap to the work of the Committee

on Propagation was the delay in recognizing the need

for such an organization. In the rush to get elec-

tronic equipment that would allow the realization

of the many new war inventions, the fact that the

tactical use of these equipments depends upon their

quantitative performance, which in turn depends

upon the transmission medium, was neglected. As a

result when this need was finally recognized the few

experts in this field were deep in important war work

and the committee decided to work with existing

laboratories, letting new contracts for specific proj-

ects rather than setting up a central laboratory late

in the war. The work of the committee should have

begun with the conception of the ideas of the new
radio systems, radar, loran, VHF (very high fre-

quency) communication systems, guided missiles, etc.

Then there would have been time to have established

a central laboratory for carrying out propagation

research and evaluating the performance charac-

teristics of equipment.

4.3 FUTURE PROPAGATION RESEARCH

During the latter part of 1943, Committee members
and liaison officers gave considerable attention to the

matter of propagation research which would be desir-

able to have continued into the postwar period.

Studies were made of the knowledge already obtained

with a view to outlining the principal gaps in that

knowledge and developing a general program for

filling them, which could be carried on by such

organizations as the Service laboratories or the

Research Board for National Security. The results

of these studies are given here, divided roughly

into suitable categories.

Propagation Problems

1. Subnormal propagation through fog and sus-

pended water and ice particles.

2. Modifications of the coverage diagram when
the radiation source is located in or below the hori-

zontal layer exhibiting nonstandard variations of

refractive index with height.

3. Errors produced in operation of direction

finders, navigational equipment, and gunlaying radar

by varying factors of tropospheric propagation.

4. Effects on atmospheric reflection of variations

of frequency, pulse rate, pulse length, radiated power,

and other variable parameters.

5. Correlation of variations of horizontal and

vertical angle of arrival of radio waves with simul-

taneous meteorological measurements and evaluation

of resulting variations in propagation characteristics.

6. Determination of frequencies permitting great-

est security under various meteorological conditions.

7. Measurements of absolute signal strength and

characteristics of the transmitted signal.

8. Determination of atmospheric noise levels in

all important regions and the variation with season,

frequency, and meteorology.

9. Phenomena responsible for long distance propa-

gation in the 100- to 200-mc region.

10. Characteristics of propagation in the region

between 50 and 500 kc.

11. Tropospheric propagation measurements over

various types of terrain and water surfaces to deter-

mine, more accurately, coverage, angle of arrival,

reflection, scattering, and absorption over the range

in which the refractive index of the troposphere

shows significant change.

12. Further theoretical analysis of propagation

phenomena and comparison with observed experi-

mental results.

Meteorological Problems

1. Particle sizes and distribution for all forms of

atmospheric water.

2. Survey of the Pacific area similar to the German

Meteor study of the Atlantic.

Equipment Problems

1. Development of improved equipment for measur-

ing variations of atmospheric refractive index.

2. Development of improved equipment for gener-
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ating, detecting, and measuring- radiation in the part

of the fiHHiueiK'y speetnini undoi' eonsideration.

3. Required field strengtiis necessary for satisfac-

tory operation of systems employing this range of

frequencies.

4. Types of e(|uipment suitable for determining

location, intensity, and movement of storms, and

distinguishing them from permanent echoes.

5. Handbooks of .standard and nonstandard propa-

gation and of stanilard performance of radar equip-

ment.

Some of the points listed arc not strictly propa-

gation questions, but their investigation will require

the active assistance; of propagation experts for

solution. It is expected that systematic investigation

will do much to eliminate the factors of uncertainty

in siting and operation as well as in design of radio

equipment operating in the frequency bands con-

sidered, particularly when better methods and

apparatus have been developed for determining the

performance of the equipment itself. Such methods

and apparatus were by no means satisfactory during

the war, with the result that uncertainty as to the

actual condition and performance of equipment in

the field further complicated the already formidable

problem of determining propagation characteristics.
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Chapter 5

STANDARD PROPAGATION

5' INTRODUCTION

BY sTA.NDARn PROPAGATION is mcatit radio wavo
propagation through an atmosphere free from

irregular stratifications, particularly of vertical dis-

tributions of water vapor and temperature. With
irregular stratification the propagation is said to be

nonstandard and will be treated extensively in the

later chapters.

In this chapter the fundamental general relations

between transmitted and received power is first re-

viewed ; then the main factors influencing the trans-

mission of electromagnetic waves such as refraction,

diffraction, and dielectric properties of the ground

are surveyed; and finally the computation of the

field at the receiver for various heights of transmitter

and receiver above a homogeneous smooth earth of

given electromagnetic properties is very briefly dis-

cussed. The last subject divides naturally into the

determination of the field above the line of sight and

the determination of the field below the line of sight

in the earth's shadow. -

The text of the present chapter largely follows the

book, issued by the Columbia University Wave
Propagation Group [CUDWR WPG] under the title

Propagation of Radio Waves through the Standard

Atmosphere which is Volume 3 of the Summary
Technical Report of the Committee on Propagation.

5.2 POWER TRANSMISSION

Certain relations occur so frequently in wave
propagation problems that it is convenient to

summarize them here before entering into a descrip-

tion of the characteristic features of short wave
propagation. Some of these are mere definitions;

some are consequences of electromagnetic theory.

It is convenient to use, as a standard antenna, one

which has a length which is small compared to the

wavelength, designated as "doublet." Such doublets

may be used for both the transmitting and receiving

antennas. In the latter case it is assumed that the

load resistance is matched to the output resistance

of the antenna. In free space, optimum transmission

is achieved when the two doublets are parallel to

each other and perpendicular to the line connecting

their centers. If their distance apart, d, is large com-
pared to the wavelength, the ratio of power trans-

mitted to maximum useful power received is found
from electromagnetic theory to be

p, ^ /^Y^ (1)

where X and d are measured in the same units. Here
Pn is the power delivered to a matched load at the

output terminal of the receiver and Pi the power fed

to the transmitting antenna.

The gain G of any directive antenna is the ratio of

the power transmitted by a doublet to the power
transmitted by the antenna in question, to produce

the same response in a distant receiver, when both

transmitting antennas are adjusted for maximum
transfer of power. The gain of a receiving antenna is

similarly the ratio of the power delivered to the

transmitting antenna when a doublet receiving an-

tenna is used to the power delivered to the transmit-

ting antenna to produce the same response when the

antenna in question is used at the receiver.

Two methods of expressing antenna gain are in

common use: the one just indicated where the gain

is measured as the ratio of the power in the optimum
direction relative to that of a doublet, and the other

where the gain is that relative to a hypothetical iso-

tropic radiator which is one assumed to radiate the

same power density in all directions. Simple geomet-

rical considerations show that the gain of a doublet

over that of an isotropic radiator is 3/2 so that the

gains expressed in the former system are converted

into the latter system by multiplying them by 3/2.

In the equations below, the gain is expressed relative

to the doublet.

If transmission takes place, not in free space, but

over a conducting ground, in a refracting atmosphere,

etc., the power ratio will be expressed as

Pi
= G1G2

\8TrdJ
(2)

where G1G2 are the antenna gains of the transmitting

and receiving systems, respectively, and Ap is the

31
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Figure 1. Nomogram for free space transmission between parallel doublets.

"path factor." The nomogram, Figure 1, gives this

relation for Gi = G-i=Ap = l. Often the electric field

at the position of the receiver is desired. It is given by

E = ^^ VPiGiA,, (3)

where E is in volts per meter, Pi in watts. If E is

known, the power delivered by the receiving antenna

to a matched load is

E'-

12O77

3X=

Sir
G2. (4)

The combination of equations (3) and (4) gives again

the general transmission formula (2)

.

The lower limit of possible receiver sensitivity is

set by the thermal noise in the receiving system. At

ordinary temperatures the thermal noise power in

watts is very approximately

4 - 10-i=A/. (5)

where A/ is the radio-frequency bandwidth of the

receiver in megacycles.

The minimum power P^i^ required for intelligible

reception being usually in excess of the thermal noise

power, it is customary to use the ratio Pmrn/Pmise

expressed in decibels as a measure of the receiver

sensitivity. Ten times the logarithm of this ratio

(to the base 10) is the sensitivity of the receiver in

decibels alcove thermal noise.

As may be seen from this brief outline, the problem

of transmission in free space is a very simple one from

the engineering viewpoint. There are certain ques-

tions regarding noise limit, receiver sensitivity, and

matching of the load which constitute refinements of

the above procedure. They are of interest primarily

for those concerned with receiver design ; apart from

these the problem of power transmission may be con-

sidered solved by these formulas. The most impor-

tant and difficult part of ultra short wave propagation

then becomes the quantitative determination of the

path factor A^ as a function of the geometry of the

transmission path, electromagnetic properties of the

ground, refractive properties of the atmosphere, etc^

53 OPTICAL PROPERTIES OF THE
EARTH'S SURFACE AND ATMOSPHERE

Reflection Coefficients

In dealing with standard propagation it is usually

assumed that the ground has electromagnetic prop-

erties which are constant over the length of the

transmission path. Deviations from this idealized

behavior are treated below as diffraction phenomena.

The electromagnetic properties of the ground

are completely described by its complex dielectric

constant,

ec = er - J€, = er - jeOo-X, (6~)

where «r is the relative dielectric constant, a the con-
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Figure 2. Dielectric constant of sea water at 17 C.

ductivity in mhos per meter, and X the wavelength

in meters. In general, and especially in the micro-

wave region, er and e^ are themselves functions of

the frequency. Figure 2 shows the variation of the

real and imaginary parts of the complex dielectric

constant of sea water at 17 C for ultra-high fre-

quencies according to the best available experi-

mental data.

The reflection coefficient is given by Fresnel's

formulas. Let ij/ indicate the angle between the

incident ray and the horizontal reflecting surface.

Then, for horizontal polarization

R = pe-i<i = sm \f/
— %/«£ — cos^ l/'

sin xj/ -\- VeT—cos^

and for vertical polarization

R = pe-i» = e- sm ^ - Ve COS^ l/'

e. Sin \p -\- y/ ic — cos^ i/'

(7)

(8)
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(In = -D.Ooi) • 10 ' pi-r iiu'lci- . (11)

Refract ion ;it the liouiulary of two media is fa-

miliar from ojitics aiul is ex])resse(l by Snell's law:

H[ COS tti = »> cos ao
,

(12)

where /(, and //; are the refractive indices of the two

media and «, and a-^ the angle between the boundary

and the direction of the ray in the first and second

media resjiectively. In the atmosphere the refrac-

tive index is a continuous function of height, and the

sudden change of direction at a boundary is then

replaced by a ciirmture of the rays. Equation (12)

can be written

n cos a = no cos ao
, (13)

where ?i and a are now continuous functions of the

height and the subscript designates a reference level.

The above formulas refer to a plane earth. If the

earth's curvature is taken into account so that the

planes relative to which the angle a is measured are

replaced by spheres about the earth's center, for-

mula (13) must be modified; and the mathematical

analysis shows'*^- that it is replaced by

/)) cos a = ngro cos ao (14)

where r is the distance from the center of the earth

to the level considered.

If now we set r = ro (1 + h/ro) where h = r — To

and h/r-Q is a small quantity and, fui-thermore, if we

note that with a linear gradient of n

(In
n = 7io

dh
h (15)

we obtain on substituting into (14) and neglecting

small quantities of the second order

1 + cos a = cos ao (16)

It results from this equation that a linear gradient

of refractive index has the same effect on refraction

as the curvature of the earth, 1/ro. By introducing

an effective earth's radius it is possible to eliminate

the refraction term entirely and to treat the atmos-

phere as if it were homogeneous. This device was first

introduced by Schelleng, Burrows, and Ferrell, ^^ and

has since been genei-ally accepted. Some German
writers have introduced a quadratic function to

represent the variation of refractive index with height

in the atmosphere, ^''^ the coefficients of the quadratic

terms being characteristic of the air mass or type of

atmospiieic in\()l\c(l. 'i'his has the advantage of per-

mitting a clo.se fit with observed refractive index

curves up to heights of 6 to S km. It seems, however,

that the advantage of the greater analytical simplic-

ity of the linear refractive index curves far outweighs

the increased accuracy of the quadratic form, and the

latter has therefore not found acceptance in this

country and Great Britain.

It is customary to designate the effective, or modi-

fied earth radius by ka where k is a numerical con-

stant and a replaces ro used above and represents

the mean radius of the earth. Hence

1 dn. _ J_
a dh ka ' (17)

and by comparison with equation (11) it follows that

k = (18)

since dn/dh = - 0.039 10"'' = - l/4o. The earth's

radius a = 6.37 • 10^ meters.

In view of this result coverage diagrams of radar

and radio communication sets are commonly drawn

with a % earth's radius. In such a diagram the rays,

which are curved in a "true" geometric representa-

tion, appear as straight lines.

The value k = % does not, of course, represent a

universal law. It is merely an expression of the fact

that the rate of decrease of the refractive index with

height has, in the middle geographical latitudes, a

certain average value. In arctic climates fc as a rule

is somewhat smaller, lying between % and %, while

in tropical climates fc is somewhat larger, between

% and /^. In temperate and tropical climates, the

main factor determining the magnitude of fc is the

humidity gradient in the lower atmosphere. In

Figure 5 is shown a nomogram from which the ap-

propriate value of 1/fc can be read directly as function

of the gradient of relative humidity and air tempera-

ature. The table has been computed under the as-

sumption that the temperature gradient has the

"standard" value of —0.65 C per 100 m, but the

value of fc is relatively insensitive to variations in

the temperature gradient.

Usually the value of fc is referred to as the

standard case, but this term is also used to designate

more generally an atmosphere with a linear refrac-

tive index distribution where fc might differ somewhat

from %. Experience shows that the atmospheric

conditions under which the refractive index is a

linear function of height are quite common, but this
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/(111 iiitcrl'cri'iici' inaxinimii of llic direct ;ukI groiiml-

reflectetl niys, namely,

4/hi/'
(20)

where hi is the height of the transmitter above the

groimd, the criterion can be wi'itten in the foi-m

//
in

(21)

Although admittedly rough, the criterion indicates

the order of magnitude of the angle above which

specular reflection will be greatly reduced in favor

of diffuse scattering of the type which, in ordinary

optics, is produced by a dull, white surface. It is

reasonably safe to assume that for angles exceeding

the critical angle the amount of specular reflection

will be reduced to a small fraction, perhaps to the

order of one-fifth, of the value of the reflection under

ideal conditions.

Diffraction by Terrain

A number of the influences of the earth's surface

upon wave propagation -have the common charac-

teristic that they represent deviations of the actual

earth from the idealized model of a smooth sphere

endowed with homogeneous electrical constants.

Diffraction by the earth's average curvature is not

included among the effects considered here since it

is dealt with extensively in Volume 3.

There are two main classes of phenomena that fall

under the general heading of diffraction. One is the

diffraction by obstacles, such as hills, trees or houses,

and the other is the diffraction by the structure of

an otherwise fairly level ground, in particular, rough-

ness and horizontal variations of dielectric constant.

The diffraction by hills and similar obstacles of the

terrain is commonly treated theoretically by means

of the Fresnel-Kirchhoff diffraction theory as found

in textbooks on optics. The only problem which is

sufficiently simple to admit of a direct application to

short wave transmission is that of diffraction by a

straight edge. It is not necessary that the edge be

perpendicular to the line connecting the transmitter

and receiver but for the validity of the theory it is

necessary to suppose that the distances from the

diffracting obstacle to the transmitter and receiver

are large compared to the height of the obstacle,

which means that the angles of diffraction are small.

45
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quately by an idealized model is that of a sudden

change of the dielectric properties of the ground, as

at a coast line.^'"'"^" If the land is rough while the

sea surface produces full specular reflection, the

coast line can be considered as a diffracting straight

edge with respect to the image antenna, rays of which

represent the field reflected by the sea surface. The
straight edge serves to cut off that part of the radia-

tion from the image that would represent reflection

from the land area. The geometrical conditions are

shown schematically in Figure 8. For the details of

VERTICAL SECTION

PLAN VIEW

Figure 8. Diffraction by a coast line.

the analytical treatment the reader is referred to the

comprehensive report on standard propagation con-

tained in Volume 3 of the Summary Technical Re-

port of the Committee on Propagation. The distor-

tion of the coverage diagram of a radar set caused by
this type of diffraction is often quite large and be-

comes important operationally at frequencies of 100

to 200 mc. This is illustrated here by a computed

coverage diagram shown in Figure 9. If diffraction is

WITH OirFRACTlON

WITHOUT DIFFRACTION

y/.'/// J///// /////, / ^

,

Figure 9. Coverage diagram for coast line diffraction

(relative field strength). (Heights exaggerated 3.5 to 1.)

not taken into account the coverage pattern shows a

constant amplitude through higher angular elevations

reached only by the direct rays since the ground re-

flection is negligible. At lower angular elevations

rays reflected from the sea add to the direct rays,

and the "lobe" type of pattern appears. It is clear

that if the diffraction effect were neglected very

serious errors of the estimated coverage would result.

Similar methods can be used to treat diffraction

caused by cliffs, edges of wooded areas, lakes, etc.,

but these cases are not so often of importance in

radar practice.

°-^ THE ELECTROMAGNETIC FIELD

Field Strength Distribution

If a transmitter is erected over a plane, ideally re-

flecting earth, the well-known lobe pattern results

Figure 10. Typical coverage diagram (lobes) over

plane earth.

(Figure 10), the curves being ones of constant fleld

strength. The field is given by

E = Eo • 2 sin
/ 27rhji,

(22)

where hi and h^ are the transmitter and receiver

heights, and d the distance from transmitter to

receiver. The maxima and minima occur at the

positions in space where

hihi = jXd
4

(23)

with n=l, 3, 5

n= 0, 2, 4

for the maxima,

for the minima.

If /(2 » hi, the angle of elevation is lA = hi/d and

the formula for the maxima and minima can be

written

^ =
4/ii

(24)

If the earth curvature is taken into account the

pattern remains essentially the same above the line

of sight, but a number of corrections enter which

change somewhat the position and strength of the
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lobes. The prolilcin is priin;iril\- one of geometry,

taking into account the modification of the direc-

tion, phase, and intensity of tlie reflected ray caused

by the earth's curvature. It can be solved by suit-

able munerical and graiihical methods .su(^h as are

given in Vilume 3 where the tletails are extensively

treated. It may suffice here to enumerate the main

mollifying factors.

If a tangent to the earth is drawn at the point of

reflection (Figure 11), the distances h'l and h'2 of

transmitter and receiver from this line are the equiv-

When k = %, hi is in meters and d-,- in kilometers,

this becomes

(Ir = 4.12 a//'i (20)

The diffraction region actually extends at least from

the lower surface of the first lobe downward to the

earth's surface. In the diffraction region well below

the line of sight, the field strength flecreases very

rapidly and very nearly exponentially with the

distance.

Figure 12 shows a typical example for the ground

Figure 11. Geometry over spherica earth.

alent heights in terms of which the problem is a

plane-earth problem for that particular ray. They are

smaller than the heights above the ground hi and

hi, but clearly they are functions of the angle of

elevation. Thus a set of implicit equations has to be

solved for each angle of elevation giving h'l and h'i

as functions of hi, hi, and d, whereupon the inter-

ference between the direct and reflected rays is

computed as in the case of a plane earth.

In addition to the modification of direction and

phase at reflection, there is also a change in intensity

of the reflected ray caused by the fact that the

reflecting surface is curved. This modification is

taken into account by the divergence factor, a purely

geometrical quantity which is part of the reflection

coefficient, reducing the intensity of the reflected

ray.

The behavior of the field below the line of sight

requires a more powerful line of attack. The line of

sight itself is given by a tangent to the earth's surface

passing through the transmitter. The distance from

the transmitter to the horizon, when a modified

earth's radius ka is used is

0.5
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Eacli of the terms wliicli coiiiposc (lie suni (27)

is ciilletl a mode. Tlio focfticicnts f,„ arc complex con-

stants with their real parts positive. They represent

therefore an exponential decrease of the field strenfjth

with distance. The real jjart of f„ is the altenuation

factor of the wth mode expressed in nepers per unit

distance. The height-gain functions [/,„ are found to

increase with height above the ground. The increase

is first slow but eventually becomes exponential and

remains that way for large heights.

The real part of f„„ the attenuation factor, in-

creases with increasing mode number; hence, if the

receiver is far enough from the transmitter, all

modes except the first one become very small and

the sum in equation (27) reduces to its first term

which can be computed without much difficulty.

This applies when the heights hi and ho are fairly

small. The height-gain functions increase with height

the more rapidly the higher their order, and as one

approaches the line of sight the number of modes
that contribute to the field strength becomes large.

It is ti'ue that the series (27) converges everywhere,

l)Ut aliovc the line of sight the iiuniber of terms re-

quired for a good approximation is so large that the

expression is useless for numerical work. Here the

methods of ray optics become applicable. It is

usually found that, at a given distance d, the field

in the lower part of the diffraction zone can be

computed by using one or a few terms of the series

(27). At large heights above the line of sight

the field is determined by the methods of ray

optics, and the two curves can be joined with a

good degree of accuracy by graphical means on

a decibel diagram. This has been done in Figures

12 and 13.

The series (27) , though simple in external appear-

ance, still proves extremely difficult to evaluate.

Burrows and Gray,-' however, have simplified the

mechanics of evaluation to such a degree that nu-

merical data can be obtained by means of a small

number of graphs. The detailed procedures employed

in computing field strength and contour diagrams by
the method of modes are summarized and collected

in Volume 3.



Chapter 6

ELEMENTARY THEORY OF NONSTANDARD PROPAGATION

6.1 HISTORICAL

DURING 1941 AND 1942, short and microwave

radar sets became available in England and

were installed along the Channel and North Sea

coast. Very soon it was found that at certain times

these sets were able to pick up targets such as ships

and fixed echoes from the French coast which were

well below the line of sight and which under the

conditions of standard propagation would have given

entirely negligible responses. A relationship with

the weather soon became apparent. In 1942, enough

had become known to establish most of the correla-

tions between excessive ranges and meteorological

conditions which have remained fundamental and

which are based on the picture of refraction in the

lower atmosphere that is now generally accepted.

Later on similar effects with radar sets were dis-

covered all over the world. An example in point is

in the Mediterranean where nonstandard propa-

gation, during certain seasons, is the rule rather

than the exception. These conditions will be dis-

cussed in more detail in the chapter on radiometeor-

ology. The most extraordinary ranges, perhaps, were

found in the Indian Ocean where radar sets operat-

ing at frequencies of 200 mc were found on occasion

to record fixed echoes from as far away as 1,500

miles. The mechanism of this phenomenon is not yet

fully understood.

In the Pacific theater extended ranges have also

been observed ; but, on account of the vast territory

covered, the technical difficulty of all operations, and

the inadequacy of meteorological coverage, it is

difficult to evaluate the results systematically. Up!

to the present, reports on the conditions responsible

for nonstandard propagation have been received

from many parts of the world which vary widely in

their characteristic features and dependence upon

season, weather, time of day, properties of the

ground, etc. It is possible to lay down certain general

rules, but on the whole the phenomena are exceed-

ingly complex.

During 1943 and 1944, a number of systematic

experiments on nonstandard propagation were car-

ried out by the British and American Services and

affiliated organizations. Most of these were one-way

transmission experiments that have a number of

advantages over radar experiments, but some of the

latter also were undertaken. Extensive transmission

experiments were conducted by the British in the

Irish Sea and the Americans in Massachusetts Bay,

the state of Washington, southern California, and

Arizona, and in the West Indian Ocean.

These experiments will be described in the next

chapter. Because of the nature of the subject, it will

be profitable to discuss the theory before the experi-

ments and to give, in this chapter, an outline of our

present conceptions of the theory of nonstandard

propagation.

62 REFRACTIVE INDEX

Nonstandard propagation takes place whenever

the rate of variation of the refractive index in the

lower atmosphere deviates considerably from the

"standard" linear slope defined by equation (11),

Chapter 5. The variation might consist either in a

deviation from linearity, which is the most common
case, or in a linear slope in the lowest layers that is

widely different from the value assumed for the

standard. The refractive index is a function of tem-

perature, pressure, and the partial pressure of water

vapor, given by equation (9), Chapter 5. The de-

pendence of the refractive index on pressure leads

to a regular decrease with height, but the change of

barometric pressure with the weather produces only

an insignificant effect on the gradient. The variations

of refractive index in the lower atmosphere owe their

existence to stratifications in which the temperature

and moisture changes rapidly with height.

In order to express refraction in quantitative

terms Snell's law for a curved earth is used as given

by equation (14), Chapter 5:

7ir cos a = noVo cos cxa . (1)

Now let

n = 1 -h (n - 1) with n - 1 « 1

r = afl + -) with-«l (2)
\ a/ a

cos a = -H with a « 1

42
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where a is the ('aitli's radius. Similar exiircssions

are valid for the tiuaiitities having the subscript 0.

Multiplying out and neglecting quantities that are

small of the second order, one obtains

'iu + -(/' — liu) = -X {a- — a'i)
a I

C^)

It has become customary to introduce the modified

refractive index M by

/( + - = 1 + .U • io-«, (4)

whereupon Snell's law assumes the form

{M - Vl/„) • lO-'' = \ (a- - ao-) . (5)

This equation indicates how the angle a between a

ray and the horizontal changes as a function of M
which, in turn, is a function of the height, both

explicitly by equation (4) and implicitly because n

is a function of the height in a stratified atmosphere.

63 TYPES OF M CURVES

An M curve is a diagram in which M as abscissa

is plotted against the height h as ordinate. Extensive

experience has led to a classification of M curves

which is shown in Figure 1 . The six types exhibited

TRANSITIONAL SUBSTANDARD

SIMPLE SURFACE
TRAPPING ELEVATED S SHAPE GROUND-BASED S SHAPE

, DUCT
' XlNVERSION LAYER

-J_i _i

INVERSION LAYER •< INVERSION, LAYER

DUCT

M M

Figure 1. Types of M curves.

comprise all cases that are of practical interest.

M curves of a more involved structure are rare. In

all cases it is assumed in accord with experience

that at sufficiently high elevations the M curves

become linear and have, or nearly have, the standard

slope.

The lieiglil a( which these variations in refractive

index occur may vary from a few feet to several

hundred or even a few thousand feet though they

are likely to be found at very low elevations in cold

climates and at higher elevations in warm climates.

The meteorological conditions which yield these

curves will be dealt with extensively in Chapter 9,

and few indications may suffice here. Ordinarily,

on going aloft the temperature decreases at a slow

and fairly steady rate. When, instead, the tempera-

tin-e increases with increasing height, a phenomenon
known to meteorologists as a temperature inversion,

equation (9), Chapter 5, shows that n decreases with

increasing height. This does not necessarily imply

that M decreases with height since, by equation (4),

M contains the term h/a, which increases with

height. If, however, the variation of temperature is

sufficiently great, a decrease or inversion of M
results. Such an inversion produces a duct, a term

which refers essentially to certain meteorological

phenomena and whose exact significance is explained

below. A variation of humidity over the layer has

an effect essentially analogous to, but distinctly

more pronounced than, the effect of temperature.

In this case M increases with height with a decreas-

ing moisture content and vice versa. Variations of

humidity are common in the lower atmosphere, and

they constitute the main cause of refractive index

variations, with temperature variations frequently

a contributing factor.

The six cases shown in Figure 1 are as follows:

the standard case which needs no further comment

;

the transitional case where the moisture or tempera-

ture variation is not great enough to produce a true

inversion of the M curve but merely results in a

nearly constant value of M in the lowest strata; the

substandard case in which M increases more rapidly

with height than in the standard case; and three

cases of ducts. The simple ground-based duct or sur-

face trapping, consists in anM inversion immediately

adjacent to the ground or sea. There are two types

of elevated M inversions distinguished by the posi-

tion of the minimum value of M aloft. If this mini-

mum is larger than the value of M at the ground so

that the vertical projection from the minimum inter-

sects the M curve, it is considered a true elevated,

S-shaped duct. If this minimum is less than the

value of M at the ground it is an elevated M inver-

sion but a ground-based duct.

In dealing with these M curves it is universally

assumed that the stratification is the same over the
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whole length of the transmission path. This is a

severe restriction, but it has proved indispensable

up to date in order to make the problem susceptible

to mathematical treatment, and it is reasonably often

fulfilled in practice.

6.4 RAY TRACING

In order to understand the mechanism of trans-

mission of radiant energy in a duct the course of

rays issuing from the transmitter is traced according

to equation (5). Note that for the small angles with

the horizontal at which these phenomena occur,

dh

''^dTx'
(6)

where x designates the horizontal distance. Hence

from equation (5)

/?=/'dhW + 2 {M - Mo) • 10- (7)

Since M is a given function of height, equation (7)

gives in integral form the relation between distance

and height, where ao is the angle with the horizontal

of the ray emitted by transmitter and Ma is the

value of M at the transmitter height.

Practicable graphical methods of ray tracing have

been developed and used extensively to compute

actual coverage diagrams. '^*'''*'''^'"''*'*^'^^'^^ Three

schematic pictures of ray tracing, showing the main

phenomena of interest, are presented in Figures 2,

(|) © ®(o) 2

1 <2l

upward curvature of the rays. On the left-hand side

of each diagram the M curve is plotted. By equation

(5) we have

a =
,

if

M = Ma- h ao- • 10« . (8)

The vertical lines drawn on the M curve diagram

are the values of Ma — J ao^ • 10" for the rays

selected. Wherever this line intersects the M curve

the corresponding rays become horizontal and there-

after reverse the sign of dh/dx. In the case of Figure

3 these reversals combine with reflections from the

ground to make a family of rays oscillate between

an upper limit, different for each ray, and the ground.

The limiting angle of emergence beyond which re-

versal no longer occurs is designated by (2 or 2')

in Figures 3 and 4. The duct is the vertical interval

cut out by the intersection of the vertical line desig-

nated by 2 with the M curve or with the ground.

The terms trapping, superrefradion, or guided pro-

pagation are often employed to describe these phe-

nomena.

A word might be said here about the substandard

case which, although much less frequent than the

duct, is of operational significance. It is readily seen

that in this case the rays undergo a strong upward

curvature in the layer in which there is a substandard

slope of theM curve. As a result of this the apparent

horizon distance is reduced, and the ranges of radar

and radio equipment for targets or receivers near

the ground are greatly diminished. M curves of the

OR SEA LEVEL M, M

Figure 2. Rays in the standard atmosphere.

3, and 4. These figures are plane earth diagrams in

which the ordinary downward curvature of the earth

has been eliminated and replaced by an additional

substandard type occur often when fog is present but

are not uniquely correlated with fog.

In order to compute coverage diagrams on this
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Figure 3. Rays with a ground-based duct.

® © © o®^^

-^ DISTANCE X

FiGtTRE 4. Rays with an elevated duct.

basis it is necessary to know the phases associated

with the rays so as to determine their mutual inter-

ference. If this is done by an appropriate graphical

or numerical method, contours of constant field

strength can be drawn. Figure 5 shows, typical cov-

erage diagrams computed in this way,^"*^ correspond-

ing to a value of hi/\ = 20. The lines separating

the "detection zones" from the "blind zones" indi-

cate ranges at which a medium bomber would just

become visible to the particular radar to which these

diagrams apply. Diagram 1 shows the undistorted

lobe diagram for standard refraction while dia-

grams 2, 3, 4, 5 show the coverage diagram for

various types of ground-based and elevated ducts.

In Figure 6 is shown the variation of field strength

with height for various distances for the M curve

shown on the left-hand side of the figure." The
transmitter is at a height of 60 m.

In all diagrams shown in this section the vertical

scale is vastly exaggerated as compared to the

horizontal scale. It may readily be shown that when
the representation is such that the earth is curved,

the contours of constant height can be represented

by parabolas in the approximation where the true

vertical elevations are small compared to the hori-

zontal distances involved.
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ALTITUDE IN FEET
7000

1

2
GROUND BASED DUCT

^-^ 1000

GROUND BASED DUCT>

4ELEVATED DUCT» ^0°°

TRANSMITTER HEIGHT-100

FREQUENCY- 200 MC

ELEVATED DUCTt
^°°°

c 3
BLIND ZONE DETECTION ZONE

NORMAL LIMITING~COVERAGE

RANGE IN NAUTICAL MILES

Figure 5. Calculated coverage diagram.

6 3 GENERAL CHARACTERISTICS
OF DUCTS

It is evident that the number of types ofM curves

that one can construct a priori is almost unlimited.

In practice both the types actually occurring and
their variability within each type of classification

are severely limited by meteorological conditions.

M, as defined by equation (4), is the sum of two

parts, the true refi'active part (n — 1) and the earth

curvature part h/a. At higher elevations the absolute

moisture in the atmosphere decreases, and irregular

variations of temperature become more and more
exceptional so that eventually, at a relatively great

height, any M curve approaches the standard curve.

An additional limitation comes from the fact that

both the temperature and moisture variations in any

one climate are subject to definite limitations. An
extreme moisture change occurs when there is a

boundary separating a nearly or fully saturated

warm air mass from a very dry cool air mass. Tem-
perature inversions involving differences of more

than 10 to 15° C are quite exceptional. As a conse-

quence of this both the actual height of the M
inversion as well as the difference AM between the

maximum of M at the bottom and the minimum at

the top of the M inversion are limited. The height of

the M inversion layer may be only a few feet if it is

close to the ground or sea surface. It frequently is

of the order of 50 to 100 ft or even larger. Under

particularly favorable conditions in warm climates,

elevated M inversions may have heights of several

thousand feet. The duct itself can be appreciably

thicker than the M inversion layer, as may be seen

from the structure of the last two M curves in

Figure 1

.

Again, the decrease AM over the height of the in-

version is limited for the same reasons. For low

ducts values of the order of AM = 5 to 10 are com-

mon. Somewhat larger values will sometimes occur.

The maximum value observed is about AM = 40 in

high-level inversions at San Diego which originate

in the singular climatic conditions found there.

An important consideration for the detailed mathe-

matical treatment of duct propagation is the shape

of the knees of the M curve. This, again, depends on

the physical nature of the atmospheric stratification.

Very often the inflections are so sharp that a succes-

sion of two or three straight lines furnishes an excel-

lent approximation. These are known as bilinear and

trilinear ducts and are of very common occurrence,

especially with elevated ducts and a large class of

ground-based ducts. On the other hand, there are

also ground-based ducts in which the corners are

extremely well rounded.

It follows from the restrictions on the numerical

values of M that there are severe limitations on the

angle a for which duct effects can occur. Thus AM =
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10 represents a change of one part in 10* in the re-

fractive index. Now from equation (5), we have

by differentiation

AM • 106 = „^„ (9)

For a complete reversal of a ray we must have

Aa •^ a, and then a. is proportional to the square root

of AM. In the above case, where AM = 10, we find

that a is of the order of 3 10~^, or about 10 minutes

of arc.

Carrying considerations of this type into a little

more detail it is found that the major effects of

nonstandard refraction occur only for rays which

emerge from the transmitter at an angle of less than

3/2 degree. For angles between }/^ and \}/2 degrees

the refractive effects produced by the typical non-

standardM curves consist merely in minor modifica-

tions of the standard coverage pattern, while for

angles above 13^2 degrees the refractive effects are

negligible.

66 SURVEY OF WAVEGUIDE THEORY

The ray tracing method presented in Section 6.4

is only a rather rough approximation to the true

solution of the wave equation. It neglects diffraction,

which on closer investigation is found to be very

important. In order to visualize this, the waveguide
analogue was introduced at an early stage of the

development. Consider a two-dimensional wave-

guide consisting, for instance, of two parallel plane

sheets of copper of infinite extent. The propagation

of an electromagnetic wave in such a guide is some-

what analogous to that in a duct. The reversal

of the vertical component of the rays by refraction

in the duct corresponds to the reflection by the walls

in the case of a metallic waveguide. It is well known
that wave propagation under these conditions can

be described by the methods of geometrical optics

only to a very rough approximation. Soon after the

discovery of ducts the accurate theoretical treatment

of duct propagation was initiated in England. 67.70,71,

73,88,94 'pj^g general result of these investigations

may be summarized as follows. For an atmosphere of

arbitrary stratification the field can be formally ex-

pressed by the series development, equation (27) of

Chapter 5. The constants appearing therein and
the height-gain functions involved are, however,

different from the standard case and depend on the

particularM curve involved. The solution, therefore,

consists again of a superposition of "modes" which

decay exponentially with distance from the trans-

mitter. The height-gain functions do not, in general,

increase with altitude all the way up from the ground.

In the case of a duct the height-gain functions of

the lowest modes have a pronounced maximum in

the duct, similar to the curves for the overall field

strength shown in Figure 6. This maximum becomes
flatter and eventually disappears entirely for the

height-gain functions of the higher modes.

It is useful to supplement the rather complex
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mathematical development into modes, represented

by equation (27) of Chapter 5, by a simpler type of

analysis which connects it with the ray picture. For

the sake of simplicity let the phenomena be two-

dimensional, confined to the horizontal x direction

and the vertical z direction. If the wavelength is

small enough compared to the dimensions of the

duct, the electromagnetic field at some distance from

the transmitter may, in any sufficiently small volume

element, be represented by a plane wave whose wave

front is perpendicular to the direction of the rays.

Such a plane wave may be written as

E = Eae''" e~-''*'^+''' . (10)

Confining ourselves for the moment to the case of

the plane earth, it is found from electromagnetic

theory that

k^ r- =
9

(11)

where n is the refractive index in the volume element

considered, and X is the free space wavelength. Since

k and I are proportional to the directional cosines

between the direction of the ray and the x and z axes,

we may put

k
2irn

cos a I

2irn
sin a (12)

where a is the angle between the ray, or the normal

to the wave, and the horizontal.

The further mathematical analysis shows that,

for a horizontally stratified medium where n is a

function of z only, we have k = constant. In view of

equation (12) this gives us n cos a = constant,

which is just Snell's law for a plane earth, as enunci-

ated before.

The ray picture, being a rough approximation,

gives an electromagnetic field in some regions and

none in others. In the rigorous solution of the wave
equation there is some electromagnetic field strength

everywhere. Consider in particular the region just

above a duct. There are regions of "shadow" above

the duct caused by the fact that some of the rays

are bent downward in the duct. Clearly, at the point

of reversal of a ray, a = and hence I =0. If we
proceed farther upward in a duct n decreases, and

it follows from equation (11) that if n decreases

sufficiently I must eventually become imaginary.

Instead of a wave component in the z direction we
then have an electromagnetic field which decreases

exponentially as we go upwards. In the top layer ;

of a duct, the decay takes place very gradually

because the change in refractive index is extremely

slow. Eventually, however, n must begin to increase

again as we go still farther upwards from the duct J

and there comes a height where I is again real and
an ordinary wave is again possible. This behavior

might be likened to that of a metal foil so thin as

to be partly transparent for the waves considered.

The duct thus may be likened to a waveguide

bounded on one side by a solid reflector, the ground, i

and on the other by a semi-transparent reflector. 1

The mathematical theory of ducts has therefore

often been designated as leaky waveguide theory.

A closer study of the height-gain functions which

appear in the mode formula, equation (27) of Chap-

ter 5, shows that in the presence of a duct the leak-

age across the upper boundary of the latter is the

more pronounced the higher the order of the mode, '

and that for sufficiently high modes there is almost

no confinement of the electromagnetic field within

the region of the duct. In consequence of this fact

the exponential damping with horizontal distance,

which is characteristic of each mode, is more pro-

nounced for the higher modes, because for these

modes the electromagnetic energy rapidly "leaks

away" from the duct. At large distances from the

transmitter the field in and near the duct is therefore

described by the lowest mode alone. This depends, i

of course, partially on the relative strength of excita-

tion as well as on the attenuation of the various

modes.

Another aspect of the wave theory of ducts which

is of great practical importance is the cutoff effect.

It is well known that any ordinary metallic wave- '

guide has a cutoff frequency below which the guide

cannot transmit an electromagnetic wave. The mathe-

matical treatment of the duct shows that there is

a similar lower limit of frequency for transmission

through a duct, but, because of the "leakage"

phenomenon, it is found that there is no sharply

defined cutoff frequency but a gradual decrease of '

the duct's ability to confine radiation within itself :

with decreasing frequency. Figure 7 is a graph

giving representative values for what may be taken

as the cutoff frequency of a duct as a function of its

height in feet and AM, the decrease of M in the in- ;

version layer. These values are the result of a some-

what crude approximation and should not be taken

to indicate more than the order of magnitude of the

frequency at which this effect occurs.
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Chapter 7

METEOROLOGICAL MEASUREMENTS

7.1 INTRODUCTION

THE DIRECT MEASUREMENT of the refractive index

of air is carried out in the laboratory under

closely controlled conditions. The variations of the

refractive index in the atmosphere which are of

paramount importance for propagation problems are

determined indirectly by measurements of the tem-

perature and humidity. From the values of these

latter the refractive index is computed by equation

(9) of Chapter 5. There has been no reason, so far,

to doubt the reliability of this procedure, and specu-

lative assumptions of the failure of this relation

which have been brought forward at times during

the war have not been accepted.

This chapter describes measuring equipment that

was especially developed during 1943 to 1945 to

study refractive index variations. Following this

description is a collection of actual M curves which

have been measured in different parts of the world

72 TEMPERATURE AND HUMIDITY
ELEMENTS

The value of the refractive index n, or of M as

defined by equation (4), Chapter 6, is sensitive to

relatively small changes in temperature and especially

in humidity. Both accuracy and speed in determina-

tion of M are required. Speed is especially necessary

because a considerable number of points generally

are needed to determine the shape of an M curve.

Electrical methods have been used almost exclusively

for these measurements, though an ordinary psychro-

meter will do in the absence of more specialized

equipment.

There is no particular difficulty in measuring the

temperature with suitable accuracy, such as + 0.2 C.

The electric resistance element used in the Bureau

of Standards radiosonde is well suited to the purpose

and is commercially available. More recently ther-

mistors have been used. At stationary installations

in England ordinary nickel or platinum resistance

thermometers have been installed, primarily for

recording purposes.

Humidity may be measured either directly, or

indirectly by measuring the wet bulb temperature.

Hair hygrometers are unsuitable because of their

large time lag. For the direct measurement of

humidity electrolytic resistance elements, such as

are standard in the U. S. Weather Bureau radiosonde,

are used. The active agent in this type of element is

an aqueous solution of lithium chloride which is

deposited as a film on a small cylinder. The resist-

ance of the solution is highly sensitive to changes in

relative humidity of the surrounding air. In England

a variant of this principle has been employed where

the lithium chloride solution is absorbed in a cotton

cloth.

In the indirect method of measuring humidity a

thermistor of cylindrical form is surrounded by a

moist wick which, with proper aeration, indicates

the wet bulb temperature. To insure insulation the

element is covered with several coats of insulating

lacquer before the wick is attached.

The main problem in all these devices is that of

time lag. When mobile carriers such as captive

balloons, kites, airplanes, or ships are employed, it

is in general necessary to obtain an individual reading

within less than a minute, and the response of the

measuring elements to the temperature and humidity

of the ambient medium must be reasonably close

within the time available.

The time lag constant is the time required to

attain the fraction 1 — (1/e) = 0.63 of the total

change, if the temperature (or humidity) is changed

suddenly. For the temperature elements the time

lag constant is several seconds in an air stream with

a velocity of 2 to 5 m per sec. The lag depends

somewhat on the position of the element relative to

the air stream and is a maximum when the element

is perpendicular to the stream. The lag constant of

the same element, used as wet bulb indicator with

wick applied, is only slightly larger than that of the

dry element. The lag constant of the Bureau of

Standards humidity element has been measured in

several laboratories, and there seems to be some

controversy as to its exact value, the results varying

from a few seconds to about 45 sec,^^^ the latter in

an air stream of 2 to 5 m per sec.^^^

50



Till', WIKKI) SONDE 51

7.3 rili; WIRED SONDE

Tt'iiipciatiin' aiul huini<lity clcinciits of the type

described luv coiiibiiuHl in a ligiitweisht assembly

which can 1)0 moved rapidly throuf^h the lower

atmosphere. Such equipment, when fir.st built in

England, used drj' and wet thermopiles,--' and

soon ther(>after the same method was adopted by

the State College of Washington, --"'-'-'^^^ and, with

slight modification, by the Navy Radio and Sound
Laboratory [NRSL] at San Diego. -^^--'s This design

uses a combination of a resistance temperature

element and an electrolytic humidity element. The
instrument developed by the Radiation Laboratory

of the Massachusetts Institute of Technology uses

dry and wet resistance elements. ^^'

The physical assembly consists of bakelite tubing,

in which the two elements are mounted perpendicular

to the axis. The tube is surrounded by a radiation

shield of aluminum foil. Wet and dry bulb instru-

ments need artificial aeration in calm air which is

provided by a small electric fan. Among the instru-

ments containing electrolytic humidity strips only

the late model of NRSL incorporates artificial aera-

tion. Other instruments of this type, when used in

calm weather with a captive balloon, are aerated by
giving the cable a few jerks of several feet amplitude.

In both captive balloon and kite equipment only

the measuring elements are carried aloft with fine

wires in the cable to connect with the rest of the

circuit. The assembly that is carried aloft is therefore

quite light, weighing only about a pound in the case

of nonaerated instruments and 3 to 4 pounds for

aerated ones.

Figure 1 shows a wiring diagram for the Washington

State College sonde. The diagram is largely self-

explanatory. The switches Si S2 S3 are contained in

the pile-up of a single relay and are actuated by a

miniature worm-geared motor as shown. They reverse

the current through the elements in order to avoid

polarization, while at the same time maintaining

constant polarity at the meters. The period of

reversal is 0.5 sec and the l,000-/if condensers in

parallel with the meters serve to smooth the inter-

rupted current.

Figure 2 shows a schematic wiring diagram for the

dry and wet bulb resistance elements of the Radiation

Laboratory instrument. The resistance of the thermal

element X controls the bias of one triode of the

double triode 6SN7 which acts as a vacuum tube

R-H METER/'y\0-50 MICROAMP

1.5V

T METER\/yo-
+
50

MICROAMP

RELAY

6 O
6VDC

Figure 1. Circuit diagram for State College of Wash-
ington wired sonde.

-B
(105 V)

200,000

500 <10,000

Figure 2. Circuit diagram for electronic amplifier for

measuring temperature. (Radiation Laboratory, MIT.)

voltmeter to compare the resistance of the thermal

element with a standard resistance. A 1-ma recording

meter is placed between the two plates. In operation

the dry and wet elements are switched into the

circuit alternately. Calibration of the amplifier is

obtained by switching a series of precision resistors

in steps of 1,000 ohms into the circuit in place of the

thermal element. The stability of this voltmeter is

such that with a change in line voltage between 95

and 120 V there is no observable change of the

meter at any given deflection.
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~* REFRACTIVE INDEX MEASUREMENTS

The methods which have been used to make
refractive index measurements in the lower atmos-

phere are the following:

1. Stationary installations on towers, usually with

automatic recording on the ground. Aerated wet and

dry bulb instruments are installed at several heights

giving a continuous survey of the M curve between

the ground and the top of the tower.

2. Installations similar to (1), on shipboard, with

the meters or recording equipment in the ship's

cabin. In order to explore the humidity distribution

in the lowest layers adjacent to the sea surface, the

instruments have been mounted at the end of a beam
that pivots about a horizontal axis fastened to the

side of the ship. This device has been used extensively

in the Irish Sea experiments. Artificial aeration of

shipborne installations is not usually necessary

because in calm weather the necessary velocity of

the air is provided by the motion of the ship.

3. Airborne installations. The unit is mounted at

a convenient place on the outside of the plane where

it is not affected by motor exhaust or propeller slip

stream, with the meters or recorders in the ship's

cabin. Comparatively slow-flying planes have been

used for such measurements, not only in order to

minimize the dynamic temperature correction, but

also because in a fast-flying plane too long a column

of air will be sampled during the period of relaxation

of the instrument. In airplane measurements it is

necessary to keep track of the altitude of the plane

by means of a carefully calibrated altimeter.

4. Captive balloons and kites. In these devices only

the measuring unit is carried aloft, the indicating or

recording meters remaining at the ground. Three

wires are required when the instrument is nonaerated

and two additional ones when an aeration motor is

provided. The wires are of thin insulated copper,

stranded together into a cable, although more
recently aluminum wires have been tried because of

their greater mechanical strength. ^'^ The fine wires

of the cable are wound in a high-pitch spiral around

a strength member consisting of fishline and then

glued to the latter. Considerable effort has been spent

on the development of these cables which constitute

the most critical part of the balloon sonde equip-

ment. For details the reader is referred to the reports

listed under Meteorological Equipment in the Bib-

liography (Report WPG-14).
Captive balloons are used in calm weather and in

winds not exceeding about 4 m per sec. For higher

wind velocities the balloons become difficult to mani-
pulate, and a kite is then used to carry the measuring
unit aloft from the ground or even from shipboard.

Small barrage balloons have a greater lift than

ordinary weather balloons and can be used in the

same winds as kites because of their streamline

shape. They are, however, less mobile and require

more hydrogen than the smaller balloons.

The cable for the balloon or kite is wound on a

drum, and connection with the stationary meters is

made by means of slip rings. The height of the balloon

or kite is determined by the length of cable paid out

together with a rough measurement of the angle

of the cable.

Captive balloons reach heights of several hundred
feet without difficulty and even heights of 1,000 to

2,000 ft are not infrequent.

75 OTHER METEOROLOGICAL
INSTRUMENTS

It is hardly necessary to say that measurements

of atmospheric temperature and humidity are pos-

sible and have been made, with instruments of a

more conventional type. In the early stages of our

knowledge of nonstandard propagation, surveys were
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Figure 7. M curves from a flight west of San Diego.
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Figure 8. M curves from Taboga Island near Balboa, Canal Zone.

commonly use multijunction dry and wet thermo-

piles which have the advantage of not requiring

elaborate calibration. In connection with captive

balloons this type of equipment is somewhat clumsy

in that the cold junctions have to be carried aloft

in a Dewar flask.

It should be noted here that the ordinary

noncaptive radiosonde as used in the routine meteoro-

logical observations of the U. S. Weather Bureau and

of the Armed Services is not suitable for radio-

meteorological purposes. The reason is that these

sondes are designed to give representative data only

at definite and fairly large vertical intervals, 100 ft

or more. These are too widely spaced to yield a

representativeM curve, as the characteristic features

of the latter are usually concentrated in the lowest

strata of the atmosphere.

Wind measurements are of importance in connec-

tion with propagation problems, for reasons which

will be given in detail in the chapter on weather

forecasting. They are particularly significant at

coasts when off-shore winds or land and sea breezes

are present. Sensitive and carefully calibrated

anemometers with ordinary wind vanes prove
adequate for measurements of this type. Special

equipment such as supersensitive anemometers,

developed for particular purposes such as chemical

warfare problems, are not usually needed because

the large area covered by radio transmission paths

or radars renders too detailed measurements useless.

76 REPRESENTATIVE OBSERVED
M CURVES

A small catalogue of M curves that have been

actually measured in various parts of the world by
means of the equipment described previously con-

cludes this chapter. Most of the curves presented

were taken over the ocean merely because the
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Chapter 8

TRANSMISSION EXPERIMENTS

8.1 BRITISH EXPERIMENTS

IN THE DEVELOPMENT of shoi't and microwave

communication and radar, the British were first

to make systematic transmission experiments on a

large scale. A number of such experiments were

carried out at wavelengths below 50 cm, beginning

about 1936 with some transmission paths over land,

some over sea; and experiments in the 10-cm band
were undertaken in the early years of the war. These

experiments will not be reported individually because

the earlier results are reproduced and verified in the

later and more elaborate trials. Instead, attention

will be confined to two major experiments, one over

the sea and one over land.^'^"

The Irish Sea Experiment

This transmission experiment represents a

cooperative enterprise undertaken jointly by the

Radio Division of the National Physical Laboratory,

the Telecommunications Research Establishment,

Signal Research and Development Establishment,

The Ministry of Supply, The Naval Meteorological

Service, The Meteorological Office, and the General

Electric Company, Ltd. One-way transmission with

stationary apparatus was carried on in the winter

of 1943 to 1944 and continued in operation until

the end of the war.

Practically all the transmission is over the sea at

wavelengths of about 9, 6, and 3 cm. At each fre-

quency the transmitted signal consists of square

pulses, with equal on-ofT periods and a repetition

frequency of 1,000. The 1,000 cycle component of the

modulation is rectified in the receivers to operate

the recording milliammeters, and provision is made
for monitoring the transmitter power and the sensi-

tivity of the receivers in terms of a suitable standard.

Parabolic mirrors 48 in. in diameter are used for all

transmitters and receivers and are permanently

mounted inside the station buildings behind large

canvas-covered "windows."

There are two transmission paths, 57 and 200

miles in length, which run roughly from south to

north, but diverge from each other by about 17

degrees and have the transmitting station in common

at the southern tip in South Wales. There are trans-

mitting stations A and B at 540 and 90 ft above sea

level respectively. The receivers, C and D, for the

short path are in North Wales at two heights, and

E and F, for the long path, in Scotland at two heights.

In units of the geometrical horizon distance the

lengths of the various transmission paths are as

follows.

AC BC AD BD AE AF BE BF
0.89 1.21 1.40 2.40 3.82 4.92 5.63 8.45

It has not been found possible to utilize all these

paths at the same time, because the amount of

records accumulated proved too great for evaluation,

but selected runs at various frequencies and for

several paths have been made.

There is an elaborate setup for measuring meteoro-

logical conditions simultaneously with the intensity

of the transmitted signal. A weather station is

located at each of the three terminals, but the main

meteorological program is carried out from ships

which ply along the transmission paths. The Admiralty

has detailed three ships for the sole purpose of making

these measurements so that the transmission path is

continuously covered by at least one ship on duty.

The ships are provided with elaborate meteorological

equipment of the type described in Chapter 7.

Results

The following is a qualitative summary of some

of the results obtained thus far.

1. There is general agreement between signal

variations over the two paths, though the short

period variations often differ.

2. Signals are obtained over the long path only

when the signal strength over the short path BD is

high. But if the latter condition is fulfilled, the former

does not always follow.

3. There is a marked diurnal variation when the

general signal level is low or moderate with strong

signals in the late afternoon or evening and a

minimum between 6 a.m. and 9 a.m.

4. There is evidence of an appreciable seasonal

variation with high level for a greater fraction of

the time in summer than in winter or spring.
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5. Low level occur.s cdrniiionly, Imt iiol always in

conditions of fufi or low visihility.

6. Low signal level is usually observed at the

passage of warm fronts and high level at the passage

of cold fr(3nts.

7. Generally speaking, high signal level tends to

occur in periods of anticyclonic weather.

A typical record of signal strength for 9-cin waves,

representing hourly mean values for a month, is

shown in Figure L These records are from two

Hatch and the General Electric Laboratories at

Wembley. The wavelength is in the lO-em band,

and transmission, monitoring, freciuency control, and

recording arc fully automatic. The path is optical

except for .some houses and trees near the receiver

which introduce a diffraction loss estimated at 80

tlb. As is generally the case with paths that are

optical or nearly so, the fluctuations of received

intensity are far less than in the case of long non-

optical paths. Figure 2 shows a record for one month

r ! 3 5 8 7 9 10 II 12 .3 14 IS IE 17 18 l« 20 21 22 23 24 23 26 27 IB 29 30

I 2 3 4 15 7

Figure 1. Signal strength in decibels above 1 fxv receiver input. S band hourly means, June 1944. (Irish Sea experiment.)

(C = cold front, W = warm front, O = occluded front.)

links of the short path, both nonoptical. Important

meteorological phenomena, especially passage of

fronts, are shown at the top of the diagram. W indi-

cates warm, C cold, occluded. Note in particular

the standard and the free space level indicated on

the lower record and the free space level on the

upper. The standard level for the latter would be

about 33 db below the zero line. This record, which

is by no means exceptional, gives a fair idea of how
vastly the signal exceeds the magnitude calculated

for standard conditions. At the same time it shows

the highly irregular character of these phenomena

and the difficulty of correlating them in a simple

way with the weather or other conditions.

Overland Path

An experimental overland path 38 miles has long

been operated in the neighborhood of London between

the Admiralty Signal Establishment at Whitwell
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with clear skies, as will be explained in Chapter 9.

The work undertaken in England on experimental

transmission paths of various types is quite extensive,

and the preceding description hardly gives an idea

of the variety of experiments made and results

obtained. Most of the experiments are of a smaller

size than the ones described here.

82 EXPERIMENTS AT THE EASTERN
COAST OF THE U.S.

In the early years of the war a transmission

experiment was undertaken by RCA Communica-

tions, Inc., between New York and two points on

Long Island. ^'''^" The short path of 42 miles was

optical, but the long path of 70 miles was nonoptical,

the receiver being about 400 ft below the trans-

mitter's line of sight calculated on a % earth's radius

basis. Transmission was carried out on 45, 475, and

2,800 mc. The results show what has been confirmed

by later experiments, that the amplitude of fluctua-

tions is larger the higher the frequency. On the

optical path the range of fluctuations of the 45-mc

signal averages only +3 db, whereas over the same

path the 475-mc and 2,800-mc signals exhibited

fluctuations which were in excess of 40 db, so far as

they could be measured. As was to be e.xpected, the

2,800-mc signal fluctuated more than the 475-mc

one. Over the nonoptical path all three signals show

very wide fluctuations of intensity, the rate and

amount again increasing with the frequency.

In the course of these experunents a certain amount

of meteorological study was carried out and fore-

casting of propagation conditions was done on a

tentative basis. The general results again fore-shad-

owed the more complete data obtained by later

studies, and a description of the details will be

omitted here.

Similar experiments were carried out simultane-

ously by the Bell Telephone Laboratories [BTL] on

optical paths near New York City. The wavelengths

employed were 10, 6, and 3 cm.'^*'"'* Here we find

clearly established the different signal or fading

types that are described in detail below.

A very extensive program of transmission measure-

ments was carried out by the Radiation Laboratory

of Massachusetts Institute of Technology [MIT].

The meteorological records were made in cooperation

with the U. S. Army Air Forces. The first measure-

ments were made in 1942, and experiments on a very

large scale were carried out in 1944. ' ^^' i^- ^^^- '^^ -pwo

optical transmission paths were operated in 1943,

a 22-mile path over the sea and a 45-mile path over

land. A 10-cm continuous signal was used, and the

strength was monitored by means of thermistors. The
antennas were dipoles with 30-in. parabolic reflec-

tors. The received signal was automatically recorded

on meters having a range of 60 db. The signals

received were correlated with meteorological observa-

tions, the results of which will be given below.

In the spring of 1944 a new over-water transmission

path was installed which was operated simultaneously

with the 22-mile one. This path was nonoptical, 41

miles long, and crossed Massachusetts Bay from the

southern tip of Cape Ann to the northern tip of Cape
Cod near Provincetown. Transmission over this path

was carried on with 256-cm waves, 10-cm S band,

3-cm X band, and 1.25-cm K band. The 256-cm

equipment used Yagi antennas and operated with

continuous waves. The microwave transmitters used

pulses with a repetition frequency of 700 c and used

parabolic reflectors as antennas.

The transmitter for the short path was about 120

ft above mean sea level, and the transmitters for the

long path were at a similar height. The two receivers

were about 136 and 30 ft above mean sea level. The
transmitter power was monitored and continuously

recorded during the experiments while the receivers

had automatic frequency control with apparatus

which searches for the signal if it is lost. The auto-

matic gain control of the receivers was arranged to

give a spread of the signal over 70 to 80 db. The

receivers were directly calibrated by means of signal

generators and a very close check was kept on their

performance throughout. The rectified output of all

receivers was fed directly into recording milliammeters.

Coincident with the operation of these transmission

paths there was a very extensive meteorological

program determining sea and air temperatures and

atmospheric humidities by means of fixed installa-

tions, captive balloons, ships, and airplanes. The

distribution of the refractive index along the trans-

mission path was thus known in considerable detail

during practically the whole course of the experi-

ments. Concurrently with these measurements, a

program of forecasting the transmission conditions

was carried out.

Results

The results obtained on the various transmission

paths on the east coast of the United States are
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Figure 3. Microwave signal types Sa and X band, Massachusetts Bay.
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Figure 4. Signal types at 256 cm (117 mc per sec), Massachusetts Bay.
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rather closely similar to each other, aiul the graphs

presented here may be taken as being characteristic

of all of them.

Figure 3 shows the signal types observed at the

microwave frequencies, S band and X band. The
first type is well above the standard level with high

signal on the average. It has roller fades with jieriods

of from 2 min to an hour or so which may go down
to the minimum detectable level. These periods are

generally shorter at any time on the X than on the

S band. When this type of signal was present on the

S band, it was almost invariably present on the X
band and on both the short and long paths. It always

occurred simultaneously on the high and low receivers

at any frequency.

The second type is high and steady at anywhere

from 5 to 30 db above the standard, generally higher

on the X than on the S band. Most of the time this

type occurred simultaneously on both bands, but

there were some occasions when the S-band signal

was of the high and steady type while the X one

was of the first type, high with roller fades.

The third type of signal is about standard and

fairly steady which may be a limiting case of the

high and steady variety. It does not necessarily occur

on both frequencies and on both high and low

receivers at the same time.

The fourth type is standard on the average, with

scintillations of more than 10 db. The reason for the

difference between this and the preceding type has

not yet been established. The scintillations may
occur on either the S or X band while at the same

time the other signal is steady.

The fifth type, known as "blackout," is far below

standard and shows strong scintillations. In general

it occurs simultaneously on both frequencies, both

paths, and on both high and low receivers.

Figure 4 shows a similar set of signal types as

observed with 256-cm waves. These are distinct

from those observed at the microwave frequencies

not only in appearance but also in times of occur-

rence. In general no relation has been found to exist

between the signal type at this frequency and that

observed simultaneously on S or X band, although

on rare occasions such a relation is indicated; the

type may remain constant on one frequency and

change on the other. Steady signal is most frequent

at 256 cm, but the other types shown also occur

fairly often. Variations of 30 to 40 db overall take

place, and the variations may be fast or slow.

A statistical study of the frequency of occurrence

of various signals reveals some rather interesting

features. Table 1 shows the frequency of occurrence

of above standard, standard, and below standard

types on the S antl X bands during three typical

weeks in the summer of 1944. In these statistics the

range of the standard signal was taken as +5 db
for the S band and + 10 db for the X band. The
behavior of the K-band signal is quite similar to

that of the other two.

Table 1. S and X bands, July and August.

Date

Per cent of

time above
standard

Per cent of

time below
standard

Per cent of

time
standard

July 10-16

Aug. 21-27

Aug. 28-Sept. 3

63

97

80

36

3

15

As the season progressed into the fall, standard

signal became more common and substandard signal

less frequent especially in the S band. This is shown
in Table 2.

Table 2. S and X bands, September and October.

Date
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FiGDBE 10. Variation of signal strength over 3 days. Two receivers on S band, Flathead Lake, Montana.

path itself is entirely over water, the over-water There is, in this graph, a rather clearcut distinction

trajectory of the air is limited by the dimensions between periods of standard propagation with a

of the lake. Both receiving stations are below the comparatively limited margin of variability of the

line of .sight, the upper by 91 ft, the lower by 132 ft. signal, and periods of superrefraction accompanied
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liy \vvy deep I'ailes. 'I'his lieha\i()i' is I'liund in most

propaf^atioii experiments hut is perhajis rarely as

well marked as in this grajili. Another teature of

interest is the fact that the maxinunn si}>nal lev(>l

is fairly close to the free space level. This has been

found to hold approximately in a number of other

propagation experiments where, in the presence of

a duct, the maximum received level seems to occur

not far from the theoretical free space signal level.

No explanation for this behavior has been given, and

it may be purely accidental.

Figure 1 1 presents, for part of the same period as

the Canadian Wave Propagation Committee. They
were started in the last year of the war and are still

under way at the writing of the present report.

These tests promise to throw light upon certain

aspects of the propagation problem that arc difficult

to investigate elsewhere. The equipment is located

on the prairies of western Canada. The transmission

path is over terrain that is as near perfectly level

as can be found. The ground is covered with short

grass and is without trees or houses. The region forms

part of a large flat area in which the atmosphere can

be expected to be much more homogeneous than
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Figure 12. Signal strength at several elevations as function of distance. (Near San Diego.)

8* EXPERIMENTS IN
THE SOUTHWESTERN UNITED STATES

The Navy Radio and Sound Laboratory at San

Diego has performed a considerable number of

propagation experiments which have substantially

aided our understanding of the phenomena of guided

propagation. Moreover the meteorological conditions

found in this part of the United States are rather

unique; and, while they are not, perhaps, reproduced

at many other places of the earth, they are so clear-

cut and regular as to facilitate greatly experimental

investigations and their interpretations.

The meteorological conditions at San Diego during

most of the year are characterized by the presence

of a high-pressure area and high-level subsidence.

In more concrete terms, there is a surface stratum

of comparatively cool and moist air on top of which

there is a layer of very dry, warm air. The transition

between the two strata is as sharp as can be found

anywhere, and the transitional layer is often no more
than a few hundred feet thick. The height of the

transition layer above the ground is usually between

1,000 and 3,000 ft and sometimes as much as 4,000 ft.

During the winter of 1942 to 1943, a series of

measurements were made on the intensities of arti-

ficial fixed echoes of a 700-mc radar located near

San Diego,1"''^* and these were compared with

measured temperature and humidity gradients in

the lower atmosphere. A pronounced correlation

between excessive echo ranges and nonstandard

M gradients at once appeared. The quantitative

aspects of these correlations will not be discussed

here since they are very similar to others of this

type already reported.

Another set of observations where the receiver

was located in a plane is shown in Figure 12.' The
receiving antenna was a Yagi, mounted in the nose

of the plane, records being made when the plane was

flying over the ocean toward the transmitter which

was a 500-mc radar. Figure 12 represents the results

of flights at various altitudes on two different days,

the maxima of the signal strength curves corres-

ponding to the "lobes" of the transmitter pattern.

On one of these days a duct was present as shown

in the inset where M is plotted against height. The
dot-and-dash straight line in this diagram represents

the condition dh/dM = constant. The most con-
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80 MILE LINK SAN PEDRO TO SAN DIEGO

TRANSMITTER AND RECEIVER AT 100 FT. ALTITUDE

B4SE OF TEMPESATURE INVERSION
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Figure 13. Signal strength over 80-mile path, San Diego to San Pedro, correlated with height of temperature inversion.

spicioiis feature of Figure 12 is the difference between

the signal distribution in the absence and presence of

a duct at 500 ft, the lowest level measured, whereas

the intensities agree fairly well at the higher levels.

This behavior is in full agreement with the general

predictions of propagation theory. Nevertheless, the

detailed interpretation led to a slightly different
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Figure 14. Computed number of modes trapped versus
observed field strength, San Diego Bay.

result from that expected, as was brought out by
subsequent experimental investigations.

In 1944 a one-way transmission path was operated

between San Pedro and San Diego, an over-water

path"'"' 80 miles long with both terminals at an
elevation of 100 ft, which were thus well below the

optical horizon. Three fairly low frequencies, 52,

100, and 547 mc, were used. Figure 13 shows a field

strength diagram of bihourly means for a period of

about six weeks in the early fall of 1944. At the top

of these diagrams is shown the height of the base

of the temperature inversion, which is a quantita-

tive measure of the height of the elevated duct. In

order to compare these data with the results of duct

theory. Figure 14 shows the number of lowest modes,

trapped in the elevated duct, plotted against the

signal strength. For each point indicated, the number
of trapped modes is calculated by simple waveguide
theory from the measured M curves while the field

strength is that simultaneously measured on the

transmission path. For the lowest frequency, 52 mc,

the duct is always beyond cutoff and no trapping

should occur; nevertheless, the field strength record

shows considerable fluctuation.

As seen from Figure 14 there is no correlation be-
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tween the field strength and tlie nuinlxM- of modes

that, theoretically, are transmitted by the duct. On
the other hand, there is a very ]ironounee(l inverse

correlation between the height of the inversion layer

and the strength of the leceived signal. This is just

what should be expected on the basis of reflection, as

distinguished from ray bending, from the elevated

layer of M inversion. The principle of this reflection

phenomenon has previously been outlined at the end

of Chapter 6, Section 6.7. Further study shows that

the rate of change of the field intensity and its varia-

tion with frequency are just of the magnitude re-

quired by the theory. Figure 15 shows a ray-tracing

diagram on which the paths of the reflected rays are

indicated. Summarizing the results of this experi-

ment, it may be said that the phenomenon of reflec-

tion from an elevated layer has been well established

qualitatively and, in some respects, quantitatively.

The meteorological conditions at San Diego are rather

singular, and so far such reflection occurring in a

systematic fashion has not been described elsewhere

though indications of similar efTects have occasional-

ly been reported.

Another transmission experiment was made by
the Navy Radio and Sound Laboratory in the

Arizona desert in December 1944.'** The path was

nonoptical, 47 miles long, and the frequency used

was 3,200 mc. The desert air is extremely dry so that

the contribution of water vapor to the refractive

index is small and the change in M owing to changes

in humidity with height is nearly negligible. During

the clear nights a pronounced temperature inversion

develops from radiative cooling of the ground, a

ground-based duct thus being formed. The received

field strength varied in close correlation with the

formation and disappearance of the duct, with a

pronounced diurnal period. The overall results of

thi^ experiment are again in excellent qualitative

agreement with the predictions of the duct theory.

At the same time the experiment also furnished an

opportunity for studying the development over land

of low temperature inversions which are valuable

for radiometeorological forecasting.

85 EXPERIMENTS AT ANTIGUA

Operational experience in the Pacific Ocean led to

the conclusion that low ducts are very common over

the ocean surface in subtropical and tropical climates.

In order to study these ducts, an experiment was un-

dertaken by the Naval Research Laboratory in the

spring of 1945.'" The island of Antigua, one of the

Leeward Islands of the Lesser Antilles in the British

West Indies, was chosen as the site. The prevailing

winds there are northeasterly and the air has an over-

water trajectory of several thousand miles before

arriving at the island and is therefore considered

characteristic of large portions of the central Atlantic

and Pacific oceans. There is almost no diurnal and

only a limited seasonal variation in the air at the

lowest levels.

Equipment for the transmission experiments was

comprised of S-band and X-band sets provided by

the Radiation Laboratory, MIT. The transmitters

with parabolic antennas were mounted on a ship at

heights of 16 and 46 ft. There were two parabolas for

each height and each frequency, one set pointing to

the stern and one to the bow, so that measurements

could be made on both the outward and inward runs

of the vessel. Receivers were located at heights of 14,

24, 54, and 94 ft on a tower at the edge of the water.

Monitoring and automatic recording were similar to

those used in the transmission experiments pre-

viously described. Records were obtained while the

ship was traveling away from the receiving station

and again on its return. Signals could usually be de-

tected up to 190 miles for some combination of

transmitter and receiver heights. Direction finding

equipment was used for keeping the ship on its course,

and fading of the signal caused by the ship's being

off course could be readily detected and rectified.

An extensive program for measuring low-level

M curves paralleled the transmission measurements.

Since the weather conditions at Antigua are quite

steady there is little variation in these curves, as

shown by two typical ones illustrated in Figure 11 of

Chapter 7. The low-level duct indicated by these

graphs has been found present at all times in this

location.

Typical field strength records for the S band and

the X band are shown in Figures 16 and 17, respec-

tively, the most outstanding feature being the varia-

tion of field strength with antenna heights. For the

S-band transmission, the field strength increases

slightly with increasing antenna height but not nearly

so fast as it would under standard conditions. For

the X band, on the other hand, the field strength, as

a rule, is increased by lowering the antennas. This

behavior can be explained on the basis of the mode
theory of duct propagation as outlined in Chapter 6.

For the shorter wavelength X band, we have genuine
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trapping, so that the field strength is greatest when

the transmitter or receiver or both are in the duct.

In terms of the height-gain functions of equation

(27), Chapter 5, it appears that these functions of the

lowest mode or modes have a pronounced maximum
in the duct and decrease rapidly above it. For S-band

transmission there is a transition between the com-

plete cutoff, indicated by a highly simplified wave-

guide theory, and complete trapping. This inter-

mediate effect is caused by some leakage of this wave

train from the duct and the retention by the duct of a

portion of its wave-guiding properties. The height-

gain functions, while still much larger in the duct

than in the case of standard propagation, no longer

have distinct maxima but show a gradual increase

with height from the ground. This case is particu-

larly interesting because it clearly exemplifies the

possible variety of conditions intermediate between

trapping, as described by the ray tracing of geo-

metrical optics, and the diffraction around the earth's

surface characteristic of standard propagation.

Figure 16 shows two regions with distinctly

different slopes in the curves of power versus dis-

tance. This probably indicates that two different

modes predominate in these two regions. The pattern

shown in Figure 16 can occur if for some distance

near the ground the height-gain function of the

second mode is greater than that of the first mode.

The second mode, however, is attenuated more
rapidly with distance than the first. At moderate
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transmitter, they are most important for early warn-

ing radar and communication work. These effects

were investigated earlier than the question of the

deviation of the angle of arrival from that prevailing

in a standard atmosphere. This deviation, though

small, may nonetheless be significant for fire control

radars operating in the microwave band. The angle

of arrival may vary by several minutes of arc because

of ducts, and this effect was first studied systema-

tically by BTL in IQU.'O''^^

Figure 19 is a schematic view of the receiving

T
20 FEET

1

6 INCHES WIDE (15 HORIZONTAL BEAM)

ANTENNA SWIN6S
±.75

°

Figure 19. Sharp-beamed antenna for angle-of-arrival

measurements.

antenna used for such measurements. This antenna

is a section of a parabolic cylinder arranged so that

its beam, at the center of swing, is directed toward

the transmitter, this being the angle at which waves

arrive on a day with standard propagation. The
antenna measures the vertical angle of arrival, and

a duplicate antenna rotates about a vertical axis

and measures the horizontal angle. The antennas

are periodically swung through an angle which is

A ONLY (RECORD 1)

I \ UP / \oOWN / \ UP / \oOWN / \ UP / \

W\0 SEC^ A + B (RECORD 2)

FiQUKE 20. Typical record of angle-of-arrival measure-
ments. Top, direct ray only. Bottom, direct and ground-
reflected ray.

set to include the largest variations of the angle of

arrival. Figure 20 shows a typical record of received

field strength versus time for a periodic swing, the

upper record representing the presence of a direct

ray only, and the lower indicating both a direct and

a ground-reflected ray.

Observations near New York during the summer
of 1944 were made on two optical paths 24 and 12.6

miles long with a common receiving antenna. These

measurements are estimated to be accurate to 0.04

degree, and they indicate that the greatest variation

of the horizontal angle of arrival is 0.10 degree.

Fluctuations within this magnitude, however, are

quite common. The maximum in the vertical angle

for the long path was 0.46 degree above the standard

for the direct ray and 0.17 degree below the standard

for the reflected ray. No correlation between depar-

tures from the standard of the direct ray and the

ground-reflected ray has been observed. When the

direct ray was 0.46 degree above the standard, it

was apparently being trapped and no reflected ray

was observed. The greatest spread observed between

the direct and reflected rays was 0.75 degree, as

compared to a standard of 0.35 degree. The variation

of vertical angle over the short path was less than

over the long one, the greatest change in angle being

an increase of 0.28 degree over the standard for the

direct ray while that of the ground-reflected ray

was too small to be observed.

The Evans Signal Laboratory analyzed some

low-level meteorological records which were made
simultaneously and in the near vicinity of these

transmission experiments. The angles of arrival were

determined by ray-tracing methods and were in

satisfactory agreement with the observations. The
difference between angles in standard atmospheres

of various climates was also analyzed theoretically,

and the results show that the maximum angular

deviations are less than the tolerance of present-day

fire control equipment.

For early warning radars where the target is

perhaps 75 to 100 miles away, the difference in

bending of the rays between standard atmospheres

of moderate and warm climates becomes appreci-

able. In this case differences in estimated height

vary by as much as 2,000 ft, if the target height is

determined by the first signal in the lowest standard

lobe.

Measurements of the angle of arrival by BTL
were continued in 1945, and the results, though not

yet published, give more details and corroborate the

previous observations. During the second half of

1945, the Electrical Engineering Department of the

University of Texas has embarked on a program

to study the angle of arrival.
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GENERAL METEOROLOGY AND FORECASTING

IMRODUCTION

I refnic'tivo index as

N t'HAPTER 5, equation (9) was ^iven for the

V u)
,> .Afi "9 / ,

4,800eN

On adding to this the term (A/a) 10^ the "modified

refractive index M" of equation (4), Chapter 6 is

obtained, namely

M =
( „ - 1 + -

)
. 10"

a.
(2)

When the temperature increases with height, other

things being constant, n — 1 decreases with height

and when this decrease is strong enough it will

outweigh the increase of M caused by the term h/a.

Similarly, a decrease of moisture with height will

produce a decrease of n — 1 which, if strong enough,

will again produce a negative slope of the M curve.

In Chapter 7 we have dealt with these changes

purely from the observational viewpoint. Now the

origin of these variations owing to the physics and

dynamics of the lower atmosphere will be considered.

A knowledge of general meteorological conditions

may enable a trained weather forecaster to predict,

from weather maps and other pertinent data relat-

ing to the structure of the lower atmosphere, the

presence of ducts and other meteorological factors

affecting transmission.

The first attempts at radio forecasting were made
as early as 1943 by the British Meteorological Office

in conjunction with the services operating the radar

sets along the North Sea and Channel Coast. While

the correlation between forecasts and observed results

was imperfect, results were promising enough to

encourage further studies. Since then, the forecasting

technique in the British home waters has been

developed to a considerable degree of effectiveness.

Studies regarding the relationship between the

dynamics of the lower atmosphere and radio wave

propagation have been initiated by the interested

Services in various parts of the British Empire,

particularly in Australia where a number of interest-

ing correlations have been discovered. In the United

States the problem was first systematically attacked

by the propagation group of the Massachusetts

Institute of Technology Radiation Laboratory
[MIT-RL], and at about the same time by the

Army Air Forces Tactical School in Florida. The
latter established a training course for radio meteoro-

logical forecasters, a number of whom participated

in offensive operations in the Pacific at Leyte and

later.

In connection with the transmission experiment

across Massachusetts Bay, which was described in

Chapter 8, a forecasting unit was established coopera-

tively by MIT-RL, the AAF, and the U. S. Weather

Bureau at Boston. Regular forecasts were made and

checked by both meteorological and radio observa-

tions. The pertinent information required for radio

meteorological forecasting was assembled by a

number of agencies in England^^"* and in this country.

The most extensive American texts on the subject

have been issued by Headquarters, Weather Divi-

sion, AAF,^"*" and by the Columbia University Wave
Propagation Group."' The latter report, Tropos-

pheric Propagation and Radiometeorology is published

in Volume 2 of the Summary Technical Report of the

Committee on Propagation.

92 ATMOSPHERIC STRATIFICATION

From the meteorological viewpoint it is convenient

to distinguish three factors which tend to affect the

temperature and moisture distribution in the lower

part of the atmosphere. These factors are known to

meteorologists as (1) advection, (2) nocturnal cooling

(over land) and (3) subsidence.

Advectio7i is a term that designates the horizontal

displacement of an air mass of specific properties

over an underlying surface which tends to modify

the structure of the mass. Thus one speaks of the

advection of dry polar air over a warm water surface.

Advection is not the modification of air mass proper-

ties but merelj^ a preliminary to such modification.

Advection changes the physical characteristics of

the lower strata of the atmosphere through transfer

of heat or moisture between the air and the under-

lying ground or sea surface. The operating factor in

this exchange is turbulence, and a brief review of its

effects in the atmosphere will be given.

Noctunial cooling over land is caused by a loss of

75
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heat from the ground by infrared radiation. The
cooling thus effected is communicated to the lower

strata of the atmosphere by means of turbulence.

Nocturnal coohng occurs to an appreciable degree

only if the sky is clear. Any layer of clouds will exert

a "blanketing" effect which reduces the cooling of

the ground to a small fraction of that for clear nights.

Subsidence is a meteorological term for the slow

vertical sinking of air over a very large area. It is

usually found in regions where barometric highs are

located. By a dynamic process, too complicated to be

described here, subsidence often produces a temper-

ature inversion, the air in a subsiding stratum being,

as a rule, very dry. Subsidence is usually strongest in

a layer somewhat elevated from the ground, and
when the dry subsiding mass overlies a moist stratum

near the ground, a sharp moisture gradient is created

which is favorable for the formation of the duct. The
elevated ducts at San Diego are of this type.

Convection occurs whenever the vertical tempera-

ture gradient exceeds in absolute value the critical

gradient of about — 1 C per 100 m. It is usually the

result of the heating of the ground by the sun's rays,

and over land on a hot summer day it may extend to

great heights in the atmosphere. Since convection

mixes the air thoroughly, it establishes small and
constant moisture gradients throughout the lower

atmosphere, resulting in a very nearly linear Mcurve.
Consequently standard conditions of propagation

prevail on summer days over land from late morning
until late afternoon, this being the time when con-

vection is most likely to be present. Often this applies

also to summer days with a light overcast.

Frictional turbulence occurs normally in the lowest

1,000 m of the atmosphere even when convection is

absent. It is caused by the wind, requires at least

light winds, and is fully developed with moderate or

strong winds over land. Since turbulence is caused by
the roughness of the ground it is less well developed

over the sea surface. It can safely be assumed that

over land with moderate or strong winds standard

propagation conditions prevail because of the reg-

ularizing action of turbulence.

Temperature inversions occur when the temperature

of the sea or land surface is appreciably lower than

that of the air. The temperature transition from the

ground to the free air takes the form shown in Figure

1. The heat and moisture transfer caused by turbu-

lence in a temperature inversion is less simple than

that in a frictional layer. The turbulent processes in

inversion regions are highly complex and, as yet, are

T GROUND 1

Figure 1. Air temperature versus height for a tempera-
ture inversion.

not very well explored. It is known, however, that

the intensity of the vertical transfer of heat and

moisture is much less than the rate of transfer with

frictional turbulence and decreases with the vertical

increase of temperature. In a steep inversion the rate

of transfer may be many times less than in a fric-

tional layer. This tends to produce a vertical stabiliz-

ation of the air layers in the inversion region. As soon,

therefore, as a temperature inversion has begun to

form, the rapid mixing in the lowest layers, usually

effected by frictional turbulence, stops and is re-

placed by a much more gradual difTusion.

Assuming that the rate of diffusion has become so

slow that the transfer of moisture over a height of a

few hundred feet takes many hours or, perhaps, a

day or two, when the air in the inversion is dry to

begin with and flows over the sea or moist land there

will be established, in such an air mass, a steep mois-

ture lapse, since the water vapor that has been taken

up by the air near the ground will only gradually

diffuse into the dry air aloft. Conditions are then

favorable for the formation of an evaporation duct,

in addition to whatever tendency toward duct forma-

tion may be caused by the temperature inversion

itself.

9.3 CONDITIONS OVER LAND

Because of the considerable variation of the ground

temperature by cooling at night and heating during

the day, there is to be found over land an alternation
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(if (•(iiivi'ction (.lui'iiiti I lir (lay and ('(inditionsol' a tciii-

pciaturc inversion diuiiiii the iiislit. There is sonic

phase shift in that the atmospheric conditions lan'

about three to four hours h(>hind the sun. The amount

of nocturnal cooling caused by infrared radiation of

the firound is very nearly independent of its constitu-

tion. It is, however, strongly reduced by the presence

of clouds which in turn radiate toward the ground,

canceling part of the cooling effect. High moisture

content in the lower atmosphere acts partly in the

same way and somewhat reduces the heat lost by the

ground. With a full overcast, nocturnal cooling is

negligible and normally no temperature inversion

will be formed.

In temperate climates temperature inversions alone

can produce onlj^ weak ducts because the effect of

temperature upon the refractive index is relatively

small. In the fairly common ease, however, where the

inversion is accompanied by sufficient moisture

gradient, a strong duct will result. This occurs when

the air is dry enough to allow evaporation into it

from the ground. In warmer climates where the transi-

tion between night and day is rapid, evaporation may
set in early in the morning before the nocturnal in-

version has been completely destroyed by the action

of the sun. A strong duct will then be formed for a

short period.

Fog. Contrary to what might perhaps be expected,

the formation of fog results generally in a decrease of

refractive index. For instance, when fog forms by

nocturnal cooling of the ground, the total amount of

water in the air remains substantially unchanged,

although part of the water changes from the gaseous

to the liquid state. It is found that water suspended

in the air in the form of drops contributes less to the

refractive index than the equivalent amount of vapor.

The formation of fog, therefore, reduces the effective

contribution of the water vapor to the refractive index.

If there is a temperature inversion in the fog layer,

the vapor pressure required for saturation increases

jvith height, and a substandard M curve usually

results.

With a substandard M curve the electromagnetic

field near the earth surface is diminished instead of

increased, a case opposite to that of superrefraction.

In practice this weakening of the field not uncom-

monly leads to a more or less complete radio blackout.

Fog, however, does not always produce a sub-

standard M curve although that is usually the case.

In certain less frequent types of fog, the temperature

and saturation vapor pressure may be constant or

increase with height through the fog layer. In this

event propagation will be standard, or ducts may
even foi'm occasionally within the fog laj'er.

''' COASTAL Ai\D MARITIME CONDITIONS

Advection is of prime importance near a coast

where the wind may blow the air from land to sea

or vice versa. The former case, which is the more
important in practice, will be considered. A tempera-

ture inversion is formed, if the air from above a

warmer land surface flows out over a cooler ocean

surface. Over the land the air will usually have

attained a state of convective equilibrium with

correspondingly slow variations of temperature and

humidity with height. When this air comes in contact

with the cold water surface a temperature inversion

is formed which increases gradually as the air

proceeds over the water. Thus the inversion is the

more pronounced, the greater the distance from the

shore. Eventually, however, at very large distances,

equilibrium between the air and the water surface

will again be reached.

The temperature inversion formed during this

process would in itself give rise to only a compara-

tively weak duct. When, however, the air is dry,

evaporation from the sea surface takes place simul-

taneously with heat transfer, and a fairly strong

negative humidity gradient is established in the

lowest layers. This combination of temperature inver-

sion and moisture gradient is very favorable for the

formation of a pronounced duct off shore.
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schematically in Figure 2. The successive M curves

correspond to a series of time intervals measured

from the passage of the air over the shore line. The

increase of the duct toward the maximum and the

subsequent flattening of the M curve as the air

approaches a new state of equilibrium is clearly seen

from the figure.

Duct formation in such a case depends on two

quantities: (1) the excess of the unmodified air

temperature above the water temperature, and (2)

the humidity deficit, that is, the difference between

the saturation vapor pressure corresponding to the

water temperature and the actual water vapor pres-

sure in the unmodified air. The problem can be

treated by means of the mathematical theory of

diffusion in a turbulent medium, and a considerable

amount of effort has been spent in investigating this

type of advective duct. Extensive mathematical

work has been carried out in England -'"' based

primarily on the large body of data on atmospheric

diffusion gathered in connection with chemical

warfare problems. '^^ In the United States such

ducts have been studied very extensively in con-

nection with the propagation experiments in Massa-

chusetts Bay where conditions are favorable for

their formation. ^"'-^"^

Another phenomenon often responsible for ducts

in coastal regions is the land and sea breeze. This

type of wind is of thermal origin and is produced

by temperature differences between land and sea.

During the day, when the land gets warmer than

the sea, the air over the land rises and that over the

sea descends, thus causing a circulation in which

the air in the lowest layers flows from sea to land.

This is the sea breeze. Vice versa, during the night

the land becomes colder than the sea, and circulation

is in the reverse direction, creating the land breeze.

As a rule this type of phenomenon is extremely

shallow, and the winds do not extend above a few

hundred feet at the most. A sea breeze modifies the

advective conditions described above in various

ways, and extremely strong ducts have occasionally

been observed under sea breeze conditions. The land

and sea breezes are of a strictly local nature and in

some cases will extend only a few miles to land or

sea from the shore. Nevertheless this region may be

an important part of the radiation trajectory of

coastal radars. These breezes develop only under

fairly calm conditions; they are wiped out by a

moderate or strong wind.

The advective ducts of the types described here

are by their very nature of only limited horizontal

extent. The horizontal variation of refractive index

presents a problem that till now has not been sys-

tematically studied from either the experimental or

the theoretical angle.

A particular type of duct has been discovered in

purely maritime air, that is, air which has had an

extremely long sea trajectory and thus should have

reached an approximately steady state of diffusion

relative to the underlying sea surface. The Antigua

experiments described in the preceding chapter reveal

the existence of a type of low duct which seems to be

characteristic of maritime air. It appears probable

that similar ducts are permanent in the oceanic

regions of many parts of the earth. The relative

humidity of the air at Antigua was found to be 60

to 80 per cent, indicating that a continuous upward
diffusion of moisture must take place, since the air

immediately adjacent to the water surface is always

practically saturated. On the other hand, there is

little difference between the air and sea tempera-

tures in this case, the ocean being about 25 C while

the air temperature varies between 23 and 26 C.

The ducts are therefore caused solely by the varia-

tion of water vapor in the lowest layers and are

much lower than the advective ducts described

before, their height rarely exceeding 40 ft. Typical

M curves have been shown in Chapter 7, and, for

the particular effects caused by the low height of

these ducts, we refer to the discussion of the experi-

mental results.

The diurnal change of ocean temperature is

insignificant, except in extremely shallow water, and

therefore, at some distance from the coast, propaga-

tion conditions do not show any appreciable diurnal

variation.

95 DYNAMIC EFFECTS

The physical processes in the lower strata of the

atmosphere which determine the formation of ducts

are to a considerable extent controlled by the large-

scale dynamics of the atmosphere. It is therefore

often possible to make at least a qualitative forecast

of propagation conditions on the basis of a knowledge

of the synoptic weather situation. An example in

point is the diurnal variation over land in clear

weather from standard conditions during the day

to duct conditions in the latter part of the night

and the early morning hours.

Conditions in a barometric low pressure area
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generally favor standard propagation. Winds arc

usually strong or at least moderate resultinfi; in a

well-mixed layer of frietional ttu'hulenee. Loeal

thermal stratitieations are ilestroyed, and abnormal

moisture gradients will not develop because of the

intense turbulent mixing. The sky is frequently

overcast in the low pressure area and nocturnal

cooling therefore is often negligible.

On the other hand, meteorological conditions in

a high pressure area are frequently favorable for

the formation of ducts. The sky is commonly clear,

thus giving rise to pronounced nocturnal cooling of

the groimd and to the attendant formation of a

temperature inversion in the lowest layers. This,

again, often gives rise, by evaporation, to steep

moisture gradients within the inversion layer result-

ing in the formation of ducts in the manner already

described. Winds in high pressure areas are often

slight, or a calm prevails, resulting in a formation

of local thermal stratifications and of land and sea

breezes.

One of the prime phenomena conducive to non-

standard propagation conditions in a barometric

high is subsidence, already described. Subsidence is

closely connected to high pressure areas on the

weather map and is always found in such areas, but

it is not always intense enough to produce an

inversion. The typical pattern of air flow in a baro-

ILLUSTRATINS SUBSIDENCE (SINKIN6) iN HISH PRESSURE AREA

AS IT APPEARS
ON THE WEATH-
ER MA"

THE AIR AS IT SINKS GETS WARMER -MORE SO IN THE HIGHER LEV-
ELS-AND A TEMPERATURE INVERSION IS CREATED

/ \
INVERSION REGION

VERTICAL
CROSS
SECTION

UNAFFECTED AIR

Figure 3. Schematic diagram illustrating subsidence in

a region of high barometric pressure.

metric high is shown in Figure 3 in both horizontal

projection and vertical cross section.

The air in the lower parts of a region of subsidence

is very dry because it has descended from a high

level in the atmosphere where the temperature is low

and hence the saturation vapor pressure is small.

If such air i.s located over a surface capable of evap-

oration such as the ocean, a steep moisture gradient

may be established at some level above the ground.

This is the most common mechanism for the forma-

tion of elevated ducts. Quite often subsidence com-
bines with some or the other effects mentioned

earlier enhancing their tendency toward the forma-

tion of the duct. The elevated ducts found in the San
Diego region are perhaps the most outstanding exam-
ple of this type of dynamically induced stratification.

The effect of fronts in the atmosphere upon propa-

gation does not seem to be very pronounced. This is

probably due to the fact that in a front the transition

between warm and cold air is comparatively gradual

extending over a height of perhaps 1 km. In the Eng-
lish propagation experiments some effects of fronts

have indicated slightly substandard conditions with
warm fronts and slightly superstandard conditions

with cold fronts. Often, however, the effect of fronts

upon radio propagation is negligible. This, of course,

refers only to the frontal region itself and not to the

change in air mass and attendant propagation con-

ditions connected with the passage of a front.

96 WORLD SURVEY

It clearly appears from the preceding sections

that climate has a fundamental influence on the

nature of propagation conditions. A systematic

attack on the problem of the occurrence of ducts over

the ocean has been made in England on a world-wide

scale."" Monthly maps based on estimates drawn
from general low-level weather data, giving regions

of the most frequent occurrence of superrefraction

and substandard refraction, were issued. However,

these need much further checking by actual observa-

tions. The propagation features of some important

parts of the world where some knowledge has been

accumulated is outlined briefly below.

Atlantic Coast of the United States. Along the north-

ern part of this coast superrefraction is common in

summer, while in the Florida region the seasonal

trend is reversed, a maximum occurring in the winter

season.

Western Europe. On the eastern side of the Atlantic,

around the British Isles and in the North Sea, there

is a pronounced maximum in the summer months.

Conditions in the Irish Sea, the Channel, and East

Anglia have been studied by observing the appear-

ance or nonappearance of fixed echoes. Additional
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data based on one-way communication confirmed the

radar investigations.

Mediterranean Region. The campaign in this region

provided good opportunities for the study of local

propagation conditions. The seasonal variation is

very marked, with siiperrefraction more or less the

rule in summer, while conditions are approximately

standard in the winter. An illuminating example is

provided by observations from Malta, where the

island of Pantelleria was visible 90 per cent of the

time during the summer months, although it lies be-

yond the normal radar range.

Superrefraction in the Central Mediterranean area

is caused by the flow of warm, dry air from the south

(sirocco) which moves across the ocean, thus pro-

viding an excellent opportunity for the formation of

ducts. In the winter, however, the climate in the

Central Mediterranean is more or less a reflection of

Atlantic conditions and hence is not favorable for

duct formation.

The Arabian Sea. Observations covering a con-

siderable period are available from stations in India,

the inlet to the Persian Gulf, and the Gulf of Aden.

The dominating meteorological factor in this region

is the southwest monsoon which blows from early

June to mid-September and covers the whole Arabian

Sea with moist equatorial air up to considerable

heights. Where this meteorological situation is fully

developed, no occurrence of superrefraction is to be

expected. In accordance with this expectation, all the

stations along the west side of the Deccan report

normal conditions during the southwest monsoon

season. During the dry season, on the other hand,

conditions are very different. Superrefraction then is

the rule rather than the exception, and on some oc-

casions very long ranges, up to 1,500 miles (Oman,

Somaliland), have been observed with fixed echoes

on 200-mc radar, based near Bombay.

When the southwest monsoon sets in early in

June, superrefraction disappears on the Indian side

of the Arabian Sea. However, along the western

coasts conditions favoring superrefraction may still

linger. This has been reported from the Gulf of

Aden and the Strait of Hormuz, both of which lie

on the outskirts of the main region dominated by
the monsoon. The Strait of Hormuz is particularly

interesting as the monsoon there has to contest

against the "shamal" from the north. The Strait

itself falls at the boundary between the two wind

systems, forming a front, with the dry and warm
shamal on top, and the colder, humid monsoon

underneath. As a consequence, conditions are favor-

able for the formation of an extensive radio duct,

which is of great importance for radar operation in

the Strait.

The Bay of Bengal. Such reports as are available

from this region indicate that the seasonal trend is

the same as in the Arabian Sea, with normal condi-

tions occurring during the season of the southwest

monsoon, while superrefraction is found during the

dry season. It appears, however, that superrefraction

is much less pronounced than on the northwest side

of the peninsula.

The Tacific Ocean. This region appears to be the

one where, up to the present, least precise knowledge

is available. There seems, however, to be definite

evidence for the frequent occurrence of superrefrac-

tion at some locations, e.g., Guadalcanal, the east

coast of Australia, around New Guinea, and on

Saipan. Along the Pacific coast of the United States,

observations indicate frequent occurrence of super-

refraction, but no statement as to its seasonal trend

seems to be available. The same holds good for the

region near Australia.

In the tropics there is a very strong and persistent

seasonal temperature inversion, the so-called trade

wind inversion. It has no doubt a very profound

influence on the operation of radar and short wave

communication equipment in the Pacific theater.

9.7 RADAR FORECASTING

The forecasting of propagation conditions for early

warning radars is of great operational significance be-

cause ranges for airplane as well as ship targets often

vary by as much as a factor of 2 or more depending

on the weather conditions. Forecasting is based on

the general meteorological principles presented above

which can be organized into a system of standard

procedures for the prediction of propagation in a

given area.-*^'-^''-" It is usually quite difficult to

make a quantitative forecast of such parameters as

duct height, but this has been tried with a fair

degree of success.

A radio forecast is made by first taking the general

synoptic weather situation as presented on a weather

map and including such upper air data as may be

available. Usually one forecast cannot be applied to

more than a limited area of specific local conditions

;

fortunately such a forecast is in general adequate for

the area covered by one or a few radar sets. The



K A I) A K I'OU i:<: A SIM N (; 81

t'onnat iciii ol' ducts dcpciuls principally on the toiu-

pciaturc difference between tiu" air and the ground

or sea surface and on the liuniidity of the air. Data

on sea teinperatur(>, which is usually fairh' constant,

are collected while over land it is necessary to obtain

data on the diurnal variation of the soil temperature.

Wind velocities may be gathered from the weather

map, and the trajectory of the air previous to and

iluring the forecast period can then be determined.

If the relative humidity of the air is known, it is

possible from the theories at hand to draw estimated

curves of the temperature and moisture variation

in the lowest layers. From these an estimated M
curve is obtained. The success of this method depends

to a large degree upon the familiarity of the forecaster

with local conditions.

The forecasting of advective ducts over the ocean

is the main problem in whicrh radio foreca.sting

re(|uires other tools than those used for ordinary

weather forecasting; but most other problems are

closely similar to those presented by conventional

practice, among which are the forecasting of subsi-

dence from upper air meteorological data, the

forecasting of nocturnal temperature inversions in

dry climates, and the forecasting of standard

propagation conditions.

In order to facilitate weather forecasting in the

Pacific, where data have been very scanty during

the war, a system has been worked out whereby

localities in the Pacific area are compared to those

of closely similar climatic and meteorological charac-

ter in the Atlantic. A rough estimate of propagation

conditions to be expected may be derived there-

from. 2^. 215



Chapter 10

SCATTERING AND ABSORPTION OF MICROWAVES

THE OBJECT of the present chapter is to summarize

the status of absorption and scattering of micro-

waves by different soHd obstacles, by liquid water

or ice particles floating or falling in the atmosphere

like those present in clouds, fog, rain, hail, and snow.

The absorption of microwaves by the atmospheric

gases as well as the aforementioned meteorological

elements will also be summarized here.

The following grouping of the material included

suggests itself naturally: absorption and radar cross

section ; targets (planes, ships) ; absorption and scat-

tering by rain, hail, snow, clouds, and fog; and
absorption by the atmospheric gases, oxygen, and

water vapor.

101 ABSORPTION AND RADAR
CROSS SECTION

Any object irradiated by electromagnetic waves
will in general remove energy from the incident

beam both by absorption and by scattering. The
absorbed^ energy is transformed into heat in the

body, while the scattered energy appears in the form

of radiation propagated generally in every direction

around the scatterer as the source.

Let us call Pa the power removed from the beam
through the internal absorption of the object. Its

absorption cross section is defined by

(1)

where Wi is the power density in the incident beam,
that is, the power passing a unit cross-sectional area.

Similarly, if P^ is the total power removed from
the beam through scattering in every direction, then

the scattering cross section associated with this

object is

'-Wr (2)

The value of S gives information about the total

scattered energy, but this is not directly useful in

radar work because one is interested only in that

fraction of the total scattered power which travels

in the direction of the receiver. One wants then a

parameter involving the scattered power per unit

area W, at the radar receiver instead of the total.

If the target is an isotropic scatterer,

P.,
Wr

iwd^
(3)

d being the distance from the target to the receiver.

The scattering cross section can thus be written as

S
w

(4)

For targets other than isotropic scatterers, however,

this procedure fails since one cannot say that the

power per unit area at the radar is Pj4,ird'. Never-

theless, it is useful to define a parameter.

(5)

which is culled the radar cross section in analogy

with the scattering cross section jS of an isotropic

scatterer. This cross section a may be thought of

as the scattering cross section which the target in

question would have if it scattered as much energy

in all directions as it actually does scatter in the

direction of the radar receiver. For an isotropic

scatterer a = S, but in general it does not.

It can be shown'' that the ratio of the received

power P2 to the output power Pi is given by

^^ — n n " 3^V^4
(6)

The gains (?i, G^ and path factor Aj, are defined in

Volume 3, Chapter 2, and X is the wavelength of the

radiation used. (See also Volume 3, Chapter 9.) This

formula can be used for the determination of a. Or

if <j is known, it may serve to calculate the possible

range. (It may be noted here that sometimes o-A^

is called radar cross section.) Also, a characteristic

length L, sometimes called the scattering coefficient,

is occasionally defined in relation to cr by

a = 4irL2 . (7)

For simple targets a may be calculated. Table 1

contains a few calculated radar cross sections.

"See Volume 3 of the Summary Technical Report of the

Committee on Propagation. I
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where Ji is the first order Bessel function of the first

kind. The maximum of a occurs for d = 0, when

equation (8) reduces to

B'H

4xv;

X-
(9)

This sharp maximum of cr at 5 = is the phenom-

enon of specular reflection. The average value of

(T over all values of 6 turns out to be

1 .,

-TTcr
2

(10)

This result is independent of wavelength and suggests

that a large number of specularly reflecting surfaces

oriented at random will have a cross section inde-

pendent of X, or that a few surfaces of rapidly chang-

ing orientation may have this property. The lack

of dependence of wavelength of aircraft radar cross

sections might be understood on the basis of these

results.

10.3 SHIP TARGETS

A ship being a collection of both complicated and

flat surfaces, a rigorous computation of the radar

cross section of any given ship of known design is

not feasible. Nevertheless, the Naval Research

Laboratory workers have been able to give a good

account of these problems."''-376.388,392,4i7,42i

The path factor in the formula (6) raised to the

fourth power is

sin So
""

l^ = 6[ 1

36o
(4 - cos 6o) (11)

k'here

8o =
Xd

hi = antenna height,

H = height of ship above water
including superstructure.

The above result follows by integrating the received

power over the height H, assuming perfect reflection

from sea.

It is seen in equation (11) that whether 6o < t,

the region called the "far zone," or 8o > ir, the "near

zone" (short ranges), materially affects the qualita-

tive behavior of the factor A^. In the latter region

At^6 .

The radar cross section of a ship which does not

exhibit marked specular reflection is given roughly by

(12)

where a = dimensionless constant dependent

on ship design,

B = the breadth of the aspect under
observation,

H = height of ship above water including

superstructure.

The approximate values of a to be used are indicated

in Table 3.

Table 3. Ship targets.

Type of ship Remarks

Battleship
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Tabi.k 0. Uadar cro.s.s .section (if subiniirine (SS-171),

broadside aspect, a = 0.01, B = 83 m, // = 7.6 m. .S =

/(mc)
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in the theoretical predictions of scattering or absorp-

tion by rain are due to the relatively limited knowl-

edge of drop size distributions in rains of different

rates of fall. There is no evidence that a rain with a

known rate of fall has a unique drop size distribution

though the latest studies on this problem seem to

indicate that a certain most probable drop size

distribution can be attached to a rain of given rate

of fall."*^ Results of this study are included in Table

9. On the basis of these results the absorption cross

Table 9. Drop size distribution.

V,
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Table 13. Experimental values of the maximum
attenuation per unit precipitation rate.

to

X, cm

0.62

0.96

1.089

1.25

3.2

(a/p) db per km/mm per hr References

0.37

0.15

0.2

("0.19

< 0.09-0.40

(-0.63

0.032-0.042

269
256
262
176

276
281

261

and observed values is, on the whole, satisfactory.

It will be seen that the results reported on K-band
rain attenuation in Hawaii by the U. S. Navy Radio
and Sound Laboratory workers-*' are higher than

those observed by other workers on the same wave-

length. The orographic character of these Hawaiian
rains which were made up of drops falling about

300 m instead of ordinary rains falling 1,500 to

2,000 m may be one of the reasons for this divergent

result.

Clouds and Fog

Observations indicate that fair weather clouds and
fog are composed of droplets whose diameters do not

seem to exceed 0.02 cm. Under these conditions the

attenuation formula takes on a remarkably simple

form since it becomes independent of the drop size

distribution. The attenuation formula in this limit

of very small values of the parameter ttD/X is

aab =
4.092 nicx

db/km
, (17]

where m is the mass of liquid water per cubic meter,

X is the wavelength of the radiation in centimeters,

and

Cl =
6 ei

{er + 2r- + e,=
(18)

where e, and e^ are the real and imaginary parts of

the dielectric constant of water at the temperature

in question and for radiation of wavelength X. Figure

4 represents the attenuation in clouds and fog in the

range 0.2 to 10 cm. This graph corresponds to a

Table 14. Attenuation
crystal clouds.
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rain front is usually witlcr than the irradiated area

so that the radar hcani intersects it. Under these

conditions, taking A\' approximately as a spherical

shell of thickness Ad, at a distance d from the radar

set, and denoting by 29 the half-power beam width

of the i-atlar beam, one gets

AT = 2Trd- (1 - cos 6) Ad . (20)

The rain echo cross section is then

S{v) = 2wd- (1 - cos e)(Ad 2] >licri (7r)V (21)

Remembering that cri(x) or S{-ir) is precisely the cross

section per unit solid angle in the direction of the

radar set, one gets instead of equation (6) for the

ratio of received to transmitted power

Pi

Pi

ijl(T2 3\

Sd
e- Arf > . «,<7, (ir) (22)

for small angles 6 which must be given in radians.

Table 15. Fraction of incident power scattered back-
ward by a layer of 1 km of rain in different types of rain.

(Decibels)

Drop size

distri- p,

bution*mm/hr
Wavelength in centimeters

5 8 10 15 20 30 50

A
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individual oxygen and water vapor attenuation

curves have been plotted in the 0.2- to 10-cm wave-

length range. Any change in the water vapor content

from the one adopted for this graph (7.5 g per cu m
or 6.5 g per kg of air) or the total pressure can be

taken into account in computing the combined

oxygen and water vapor attenuations, since these

10.
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1

A GRAPHICAL METHOD FOR THE DETERMINATION
OF STANDARD COVERAGE CHARTS"

THK POWER DENSITY at distance S from a trans-

mitter of unit power depends upon hi and ho,

the heights of the transmitting and receiving anten-

nae, and upon X, the wavelength of the radiation.

For the high freciuencies under discussion, we assume

the earth to be a perfectly conducting sphere, of

effective radius r, equal to % that of the earth. We
are to take into account the so-called divergence

factor D resulting from the earth's curvature.

Even with the simplifj'ing assumptions above, one

cannot express the power as a simple function of S,

hi, hi, and X in a single equation. Accordingly, most

workers on this problem have introduced various

arbitrary parameters, as intermediate steps. Differ-

ences in procedure lie primarily in the choice of

parameters. Whether a method is simple or difficult

depends upon the character of the parameters.

Certain procedures suggested are satisfactory for

determining the number of decibels by which the

signal is below the adopted standard of 1 /iw per

square meter, designated here by A; but if we are

given A, hi, and / and then are asked to compute hi

as a function of S, as for a coverage diagram, some
of the methods become very unwieldy. The present

method works satisfactorily for either case.

TRANSMITTER S,—^^T^ECEIVER

FiGUKE 1. Geometry for determination of standard cov-

erage.

In selecting a parameter we have been guided by
the following conditions. The number of parameters

should be kept to a minimum; the remaining vari-

ables hi, hi, and S should appear in the final equa-

tions, if possible. Also it should be unnecessary to

interchange transmitter and receiver according to

"By Lt. Comdr. D. H. Menzel, USNR, Office of the Chief

of Naval Operations.

the condition that hi is or is not greater than ^i

The arbitrary parameter a is defined as follows.

Let di be the distance from the transmitter to the

point at which the ray is reflected and do the distance

to the point where a ray is tangent. Then

did - a) = 2hir{l - a) (1)

a, therefore, is constant along a reflected ray; a =
corresponds to the continuation of the tangent ray;

oi = 34 corresponds to a reflected ray perpendicular

to the mast of the transmitting antenna; a = 1 is

the vertical ray. Thus

< a < 1 ,

with a > 34 over a large portion of the range of

interest for the frequencies involved.

Equation (1) leads to the following relationship

.S'- + ^7,^ ^ y S \/2W7 + 2rhi (1 - 2a)
(1 - a)i

- 2rhi (2)

an irreducible cubic in a. It is this fact that makes
the problem mathematically difficult and makes
impossible the explicit elimination of a.

Additional equations are

ir
4 - 3a - 4\/2//M -S'-' (1 - a)" 4 - 3a

, (3)

an approximation holding well over the region of

interest since a > 34- The phase difference *, result-

ing from the difference in optical path between the

reflected and direct rays, is

* = 4ir/(

^ LV2rhi(l-a) 'S'J
'

^ LV2r/(i(] -a)

and for the transmitted power

]0« 1 fd - DY-
lO-Ai

s^L—4— + ^^^^^-2]

(4)

(5)

Here we have four equations. If hi, X, and A are

specified, there remain five unknowns: D, *, a, hi,

and S. Thus we should be able theoretically to elimi-

93
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nate all but h^ and S, defining our coverage diagram.

We may substitute the approximate value for D
into equation (5) and also use equation (4) to elimi-

nate S from the equation

J^Q—4/20 _
10' 1

.\/2rhi (1 - a)
X

( 4

We may now set

3a)
sm-* X

r
(6)

* = 12 3 (7a)

which correspond to the maxima of the lobes. We
may alternatively take

* = ?nr
,

(7b)

corresponding to lobe minima or, more generally

* = {n + 6) TT (7c)

to represent any specific position on the lobe.

With A, hi, X*, and a as variables, we may throw

equation (6) into the form of a nomogram, from

which we determine a, first for the lobe tips, second

for the minima, and third for as many intermediate

points as are necessary.

With the a's so determined, proceed to equation

(4), also in nomographic form, to get S. Finally, use

equation (2), to determine /t2. This equation can also

be thrown into nomographic form if we set

h\ (8)

where h'^ is measured vertically from the liiie tangent

to the base of the transmitter.

Another somewhat simpler type of coverage dia-

gram is possible. If we take

10-^*/io = 10

4ir.b"-
(9)

as defining the intensity for a transmitter in free

space, we get for the ratio of the two

\Q-iA-A*)nO ~ 10^"° = 1

sin'

6a

2
'

n2
+

(10)

where B is the number of decibels by which the

actual field exceeds the free space value. Coverage

diagrams of this type consist of lines radiating from

the transmitter, rather than contours. For non-

standard propagation the drawings have some com-

plications, but the procedures are clear. This method

has the additional advantage of fitting in with the

theory used for surface targets, for which it is simpler

to use free space intensities and lump the field

strength integrated over the target area as an

"effective" target area in a uniform field.
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NOMOGRAPHIC SOLUTIONS FOR THE STANDARD CASE"

THE EQUATIONS (iivEN in thc prpcccHiig chapter

have now been thrown into nomographic form.

When those nomograms are cmploj'ed a rapid method
for constructing coverage diagrams results.

Let hi denote the height of the transmitter in

feet, /„,(. be the frequency in megacycles, n be an

integer (1, 2, 3, • • ) specifying the number of the

lobe, 6(0 ^ 6 < 1) a "phase" factor specifying the

position on the lobe, and r the radius of the earth.

Introduce the quantity B defined as follows.

B = 150 (n - b) \/2N (3.281")'

= 3.676 X

hi%c

10'' {n - b)

hi'fmc
(1)

where we have taken r = 8.50 X 10* m, as the

approximate % earth value. We have to decide on

the interval for b. By taking b = 0, %, %, %, %, %,

we actually obtain seven points on each lobe,

which should be sufficient for the purpose of drawing

a coverage diagram. Hence, n — b = 0, %, )i, ji,

/3, %, 1, %, , etc., spaced at intervals of %.

Equation (1) is represented in the nomogram of

Figure 1. We are given hi and /„„, the height and

frequency of the transmitter. Connect the appro-

priate values on the scales by a straight line and

mark the point of intersection on the central vertical

line.

Define a quantity k by the equation

n-6 = -,

so that k = 3 corresponds to the maximum of the

first lobe, fc = 6 to the minimum, A; = 9 to the next.

maximum, fc = 12 to the minimum, etc. k = 15, 21,

and 27 correspond to the third, fourth, and fifth

maxima, respectively. Other values of fc determine

intermediate points on the lobe.

Now draw a straight line from fc = 1 through the

point previously determined on the central vertical

line until it intersects the left-hand axis of B. Read
off B or 1/jB, whichever is given. Repeat the process

for fc = 2, 3, • • • , etc., until a vahie of B is obtained

^By Lt. Comdr. D. H. Menzel and Lt. A. L. Whiteman, Office

of the Chief of Naval Operations.

that exceeds 10; in other words, continue until the

straight line runs off the lower edge of the left-hand

scale.

There will be cases, however, usually involving

large values of hi or /„„ where B will still be small

(1/5 large) even for fc = 27. When this condition

exists, the lobes tend to be so closely spaced that

the individual maxima are difficult to define and
even more difficult to draw on a coverage chart.

For such conditions an alternative procedure is

recommended, which will be given later.

If no difficulty is encountered, however, enter the

values of B or 1/5 (designate the latter with an

asterisk) in a table such as Table 1.

Table 1

/mc = Frequency in mc
hi = Height of antenna in ft

h =
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and slido-nilc calculation is cxtroincly convenient.

For each of the selected values of b, \\\\ have pi-c-

parod a nomogram connecting Y, B. and a. Alth<iugh

there are six adoi)ted values of b, the expressions for

'' = X, %, Js, % coincide, so that four charts

sufhce. A representative sample of these charts, for

6 = 0, is given in Figures 2 and 3. Connect each

value of Y, for which a contour is desired, with the

value of B on the appropriate chart, according to

the value of b (or k). Read off the corresponding

value of a.

Having determined a for a given point on the

coverage chart, we now calculate S from the nomo-
gram in Figure 4, with a, db, and S as variables.

For S measured in units of 1,000 yd, we have

2Q-(a/2o _ 10^ 1

I'
- G-^J]

V^ \914 S

+ 4 - 3c

r

A typical example for the selected values of b is

shown, as before.

Finally, we must calculate h2. For heights we have

H = h,+ (1 ^^^^^
(3.281) (914)^

^,
2r

+
(3.281)^ (914) (150) (n -b) (- 2 + 3a)

hi fmc a-
S. (2)

This equation, unfortunately, has too many variables

for nomographic solution in a single step. We first

define a quantity C, such that

C
(3.281)^ (914) (150) (w - b) (- 2 + 3a)

Obtain the simple product /ii/mo which is a charac-

teristic of the set. Then use the nomogram of Figure

5 to obtain the values of C for the selected ranges of

k and a. Then we can determine H from the nomo-

gram of Figure 6, for each value of S and C. Finally,

from a nomogram (not shown here), representing

the equation

hi = H - (1 - a)hi

we determine hi. Actually, for much of the range,

a '^ 1 and hi '~ H.

For the upper lobes considerable simplification is

possible. We may omit all the steps involving cal-

culation of a. We determine the various B's as before.

Then, as long as 6 » 1 we employ the equation

^
IV V9I4.S7

^

This equation gives S directly for each decibel value

and assumed value of b. The nomogram for this

problem appeal's in Figure 7. We then obtain H from
equation (2), with a set equal to unity.

H (3.281) (914)^

2r
S-

,
(3.281)^ (914) (150) „+

C'
-^ (3)

In equation (3) we have written C instead of C.

For much of the range, wherever B is very large,

we may take C '^ C. If greater accuracy is desired,

we may compute C directly by the equation

, ^ (3.281)^ (914) (150) k /, _ _L
QU.h, y B'

It is interesting to note that equation (3), apart

from the correction factor (1 — 1/B^), which merely

serves to improve the accuracy of the result, is

familiar to many in the construction of so-called

"fade charts." These diagrams depict merely the

lobe minima (and sometimes also the maxima). If

we set 6 = we get the former, and if we take

6 = 3^ we determine the latter.

The total number of lobes N is approximately

N = 2hi hiU.

(150) (3.281)
2.03 X 10-Viif^

for hi in feet. These will be distributed over an angle

of 90 degrees. Hence A, the average angle per lobe, is

A = 90^ 4°43 X 10^

/mc hi

Near the horizon, however, the angle per lobe Ao is

somewhat smaller, to wit:

Ao = 360°

ttN

5?64 X 10^

/mc hi
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When ,4(1 < 0".!, the lower IoIjos are so closely

packed that the (h'awiiifi; of a coverage diagram

beconies ahnost impossible. For such cases one

should determine, for a given decibel value, the lower

edge of the lowest lobe. Then, with the aid of the

nomograms for b = Yi, calculate merely the posi-

tions of maxima of the other lobes.

A work sheet for coverage diagram calculations

is shown in Table 2. As an illustrative example we
have selected the case in which

/ii = 100 ft,/„c = 3,000 mc, dh = 46 .

Here db stands for the number of decibels that the

power density is beloiv standard, where we have

assumed a power of 1 w for the transmitter. The
symbol db is defined differently by the MIT group.

The correspondence is:

'/'' -<—> - [db^uT + 49] .

The value? of X, which depends only on db and hi,

was obtained from the nomogram of Figure 4 and
equals 13.9. The product hif„^ is, of course, 300,000.

The rest of the table was filled out by the methods

just described.

The lobes corresponding to this data were also

computed by the MIT method and are shown
plotted in dotted lines in Figure 8. In general, these

lobes agree completely with our own. In the cases

where there is some slight variance, we have also

drawn our lobes in heavy lines. Note that the MIT
db of 95 corresponds to our db of 46. The nomograms
presented herein correspond to a reflection coefficient

of — 1 . For any other value they would have to be

redrawn.



Chapter 13

THEORETICAL ANALYSIS OF ERRORS IN RADAR
DUE TO ATMOSPHERIC REFRACTION^

131 PURPOSE

THIS REPORT is a theoretical evaluation of errors

in altitude, azimuth, and range caused by atmos-

pheric refraction. These errors are compared with

the error tolerance specified in military characteris-

tics for fire control radar equipment. Regional

climatological data are utilized to determine probable

refractive index gradients used in the determination

of the error. Errors in heightfinding resulting from

ducts are also treated. An Evans Signal Laboratory

[ESL] report now under preparation discusses errors

which may occur during specific meteorological

situations and which may exceed the errors indicated

in this report.

13.2 PROCEDURE

The variation of the index of refraction perpen-

dicular to the path of a radio wave results in a

curvature of the ray toward the higher index. The

curvature of the ray is approximately equal to the

rate of decrease of the index of refraction with

altitude. Errors due to atmospheric refraction will

therefore depend on the rate of decrease of the

index of refraction perpendicular to the ray path

and to the range. A simplified equation for the error

in azimuth and altitude is derived below and is

utilized in this report. This method has been found

to check to within a thousandth of a degree with

more accurate methods of ray tracing."

The rate of decrease of the index of refraction in

a standard atmosphere is 12 X 10~^ unit per 1,000

ft up to 4,000 ft above mean sea level. This corres-

ponds to a curvature of the path of the ray approxi-

mately one fourth the curvature of the earth. The
standard atmosphere represents average conditions

in temperate zones. In tropical air such as exists in

equatorial regions and southeast Asia and southeast

*By Raymond Wexler, Signal Corps Ground Signal Agency,

•"Errors in angle of altitude due to a duet with a standard
atmosphere above the duct have been computed by members
of Group 42 of the Radiation Laboratory. Values computed by
the method outlined below under Derivation of Formulas
have been found to agree with their results.

Tor a more detailed analysis of ray tracing methods, see

reference 75.

United States in summer, the average rate of decrease

of the index of refraction is approximately 18 X 10~'

unit per 1,000 ft up to 6,000 ft corresponding to a

curvature of the ray % that of the earth. Over trade

wind regions of the ocean (latitude 10° to 30°) dry

subsiding air exists over a moist tropical layer. The
rate of decrease of the index of refraction in these

regions is approximately 24 X 10~* unit per 1,000 ft

corresponding to a curvature of the ray one-half that

of the earth. Within layers of atmosphere designated

as "ducts" the curvature of the ray may exceed the

earth's curvature and may result in a trapping of the

ray within the duct. Errors due to atmospheric

conditions in each of the above atmospheres are

analyzed. In Table 1 are tabulated values of the

index of refraction at selected levels for the stan dard

atmosphere, tropical atmosphere, and tropical dry

atmosphere as utilized in this report.

Table 1. Values of the index of refraction for selected

levels in different air masses.*

(n — 1) 10^; n = index of refraction.

Elevation above
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A

APPARENT ALTITUDE

TRUE ALTITUDE

HORIZON PLANE

TRUE EARTH

TROPICAL ATMOSPHERE DRY AIR, ABOVE

25 50 75

RANGE IN MILES
25 50 75

RANGE IN MILES
100

Figure 1. Maximum errors in absolute altitude due to atmospheric refraction. A. True earth radius. B. 4/3 earth
radius. Target assumed to be at true angle of zero degrees.

tion for a range of 29,000 yd and an initial angle of

sight 10° are 0.5 mil. A maximum error is obtained

at 0.9 mil. For an initial angle of sight of 20° the

maximum error is about 0.6 mil as compared to an

error in a standard atmosphere of 0.4 mil. Errors in

azimuth and range are negligible.

Early Warning Heightfinding Radar

Military characteristics call for the following

tolerances in heightfinding radars.

Set Freq. Band Accuracy Required

AN/CPS-4 S 1,000 ft in absolute altitude and
500 ft in relative altitude at 45
miles range, preferably 90 miles.

AN/CPS-6 S 1,000 ft in absolute altitude and
500 ft in relative altitude at 75

miles range, preferably 100 miles.

AN/TPS-10 X 1,500 ft in absolute altitude and
500 ft in relative altitude at 50
miles range.

Absolute Altitude

Figure lA indicates the errors in absolute altitude

for different air masses on the assumption that the

target is at a true angle of zero degrees. Thus at a

range of 75 miles the error in elevation is 940 ft in

a standard atmosphere and 1,880 ft in a tropical

atmosphere with dry air above. Figure IB depicts

the errors on the assumption that the standard

atmosphere correction {ji earth radius) is applied.

Thus with the ji earth radius correction the error

remains under 1,000 ft at 75 miles. However, these

atmospheric conditions represent normal conditions

so that in specific meteorological situations the error

may exceed 1,000 ft in 75 miles especially in the

trade wind regions.

Since the maximum error occurs at a true angle

of 0°, these errors in absolute altitude for a range of

75 miles are tabulated for true angles of 0° to 3°.
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Table 2. Errors in absolute altitude for early warning

heightfinding. Range 75 miles.

True Angle of sight (degrees) Errors in altitude (feet)

angle Standard Tropical Standard Tropical
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Azimuth

Errors in aziiinith arise IVoiii horizontal variations

in the index of retVaetion in the atmosphere. Generally

these variations are of insufficient magnitude to cause

such errors to he aj^preciable. In order to ol)tain an

error of 0.05° in 50,000 yd it can be shown that a

change in the inde.x of refraction of 1.5 X 10"" unit

in 44 j'd perpendicular to the path of propagation

is required. This corresponds to an increase of IC
temperature and a decrease of 0.1 mb in vapor

pressure. Such changes within 44 yd may occur in

propagation parallel to a sea coast or to a sharp

cold front, or in isolated i-egions such as between

forest and meadow, valley and plain, or land and

water surfaces. Except in the vicinity of a cold front

or sea coast it is unlikely that such horizontal gradi-

ents of the index of refraction exist along the entire

path of the ray.

Range

Errors in range due to vertical refraction within

a duct are approximately of the order of 1 yd in

50,000 yd. The error in range corresponding to an

azimuth error of 0.05° is estimated at less than 0.2

yd in 50,000 yd.

ISA CONCLUSIONS

1. For gunlaying (antiaircraft) radar, the maxi-

mum error in angle of elevation at 29,000-yd range

is 0.9 mil, as compared to a military tolerance of

1.5 mil.

2. In early warning heightfinding radar, errors of

1,000 ft absolute altitude at 75 miles range may be

exceeded even with the application of a standard

atmosphere {% earth radius) correction. Because of

ducts, errors may be as much as 2,000 ft at 50 miles.

Errors in relative altitude may likewise exceed 500

ft in 75 miles.

3. Errors in azimuth may exceed 0.05° in 50,000

yd in propagation parallel to a sea coast or a cold

front. Errors of this magnitude will, however, be rare.

4. Errors in range are negligible for all possible

meteorological situations.

Derivaton of Formulas

Let the origin of the coordinate system be the

point where a ray is initially tangent to a line of

constant index of refraction Wq, and let the Y axis

coincide with this line. Since the ray curves toward

iiigiicr index of refraction n, according to Snell's law:

II cos 13 = Ho
, (1

)

where /3 is the angle the ray makes with the line n.

Then from trigonometric relations:

dX s/n- — n\
tan )3 =

d\

\/n

no

no -s/n -\- no

no
(2)

Since n and Uo are extremely close to unity no appre-

ciable error will result if we assume that n -\- rig = 2,

hence

clX

dV
y/2

no
\/ri no

Assuming a linear variation of the index of refraction

in the X direction, n = «„ + <^X, and

Y =

72 =

no dX

2 we X

= no
V2X

(3)

Equation (3) indicates that the ray follows a para-

bolic path. Let us convert into polar coordinates by
the transformation A' = ; sin </> and Y = r cos (j>,

where r is the actual range. Then the equation of

the path becomes

2n„=
tan sec <j> (4)

Since in actual practice, (/> is extremely small and no

is extremely close to unity, equation (4) can be

written as

tan = (5)

Here co represents the rate of change of the index of

refraction perpendicular to the ray, and is the

error. If the ray were initially at an angle a to the

line of equal index of refraction, then the rate of

change of the index of refraction perpendicular to

the ray would be o cos a. Hence, more generally, the

equation for the path of a ray at a mean angle a to

the lines of index of refraction can be written as

tan <p cos a (6)

Equation (6) has been utilized to compute errors in

azimuth and angle of elevation.



Chapter 14

DIFFRACTION OF RADIO WAVES OVER HILLS"

EXPERIENCE HAS SHOWN that frequencies in the

VHF (very high frequency) range and higher

are propagated over hills and behind obstacles more

easily than has been commonly expected. Hills or

other obstacles in the transmission path cast shadows

which may make a radio system unworkable when

either antenna is located close to the obstacle, but

recent experiments, notably the work of Jansky and

Bailey,^''' have shown that hills and mountains can

cause constructive interference as well as destructive

interference. In other words, with proper antenna

siting, the field intensity beyond the line of sight may
be higher than is expected for the same distance over

plane earth. This improvement in field intensity may
be 5 to 10 db or more.

One attempt to develop a theory for radio trans-

mission over hills is based on the computed field

intensity over the solid triangle shown in Figure 1.

P(0,Y.Z)

Z AXIS IS PERPENDICULAR TO
THE PLANE OF THE PAPER

Figure 1. Analysis of field intensity over a solid triangle.

It was reasoned that a good approximation to the

field over any profile might be obtained from a

knowledge of (1) the field over a perfectly smooth

earth, (2) the field over the solid triangle that

encloses the actual profile, and (3) the field over a

knife edge equal in height to the highest point in

the profile. The theory of propagation over a perfectly

smooth earth is well known; it is the basis of all the

published theoretical curves on radio propagation.

The corresponding expressions for the field intensity

'By K. Bullington, Bell Telephone Laboratories.

over a solid triangle and over a knife edge are indi-

cated in a paper by Schelleng, Burrows, and Ferrell,''"

but some effort is needed to place these expressions

in a convenient form for computation.

The method of obtaining an expression for the

field over a solid triangle is indicated in Figure 1,

and the same analysis applies to each of the ideal

profiles shown in Figure 2. The field intensity at any

T
H

I L

Figure 2. Analysis of field intensity over various tri-

angular profiles.

point P in the vertical plane through the apex of the

triangle is assumed to be the sum of a direct ray and

a ray reflected from the ground which is equivalent

to a ray from an image antenna. In a similar manner

the field at point P is propagated to the receiving

antenna by means of a direct ray and a ground

reflected ray. By integrating over the plane above

the apex of the triangle (that is, from y = H to

y = m and from z = — co to z = co) an expression

for the total received field is obtained. The complete

expression is not as complicated as the expression

for propagation over a smooth sphere, but two simple

approximations will be sufficient for the present

discussion. When the height of the hill H = and

when the ground reflection coefficient is —1, the

complete expression reduces, as it should, to the well-

known formula for VHF propagation over plane earth.

E = 2Eo sin
2Tr/! l/l2

\ {Xi + Xi)
'

(1)

When the height of the triangle H is greater than

three to five times the average height of the antennas

and when the reflection coefficient is "— 1, the com-

plete expression reduces to

E = 4EoS sin
2ir///ii . 27r/7/i2

X.Tl
sm

X.T2
(2)
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Figure 3. Shadow-loss factor S.

The factor S is the shadow loss shown in Figure 3

as a function of

2 3 45«7e9«) 20

DISTANCE FROM TRANSMITTER IN MILES

Figure 4. Theoretical and experimental results in meas-
uring field intensity of horizontally polarized waves.

Frequency 116 mc.

u = H-
2x\X2

\X (xi + Xi)
'

The other symbols in the above expressions have

the following meanings:

E = field intensity in microvolts per meter,

Bn = free sna.ce fielH intensitv in micrnvnHEo = free

per meter

_ 3 VSP X 10^

space field intensity in microvolts
r mptpr

Xi + Xi

P = radiated power in watts,

X = wavelength in meters,

H = height of the obstruction in meters,

hijhi = antenna heights in meters,

X\,Xi = distances as shown in Figure 1 in meters.

The approximate expression given in equation (2)

indicates that the field intensity for points well

beyond the line of sight may be greater than the

field over a plane earth which is given in equation (1)

.

The sine terms in equation (2) indicate interference

patterns beyond the line of sight which seem to

offer an explanation for the experimental fact that

behind hills raising the antenna may cause a loss,

or lowering the antenna may result in a gain, in

signal intensity.

A comparison between theory and experiment is

shown in Figure 4. These data, which were taken

from the previously mentioned NDRC report pre-

pared by Jansky and Bailey, show measured values

at 116 mc for horizontally polarized waves propa-

gated over the profile shown in the bottom of the

drawing. The open circles show the field intensity

in decibels below the free space value when both

antennas are 29 ft in height, and the dots give

similar data for 19-ft antennas. The two dashed

lines running from upper left to lower right are the

computed values for smooth earth for 29-ft and 19-ft

antennas, respectively. The solid line with the inter-

ference fringes is obtained from equation (2) for the

case of 29-ft antennas. The correlation between

theory and experiment is not complete, but at least

the theory may be a step in the right direction.

Similar theoretical and experimental results are

obtained with vertical polarization.

Thus far the only type of profile considered has

been one with a single prominent hill, and it is

natural to ask what happens over profiles containing

several hills. There are less experimental data avail-

able on this point than for propagation over a single

hill, and consequently the remainder of this discus-

sion is more speculative than the preceding part.

An ideal profile consisting of two hills of equal

height is shown in Figure 5. The complete mathe-

matical solution for this case is difficult, but an

approximation can be obtained in the following

manner. The field at any point P midway between

the two hills can be obtained by means of the expres-

sion for the diffraction over a single hill. The field at

this point is then propagated over the second hill to

the receiver. The total received field is obtained by

mechanical integration, that is, by adding the effect

(magnitude and phase) of many evenly spaced points

in the vertical plane midway between the two hills.
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The net result is that the total received field is

represented more closely by the path ACB than by

the path ADEB. The energy received over any given

Figure 5. Field intensity computation for a profile of

two hills by a solid triangle.

path such as path ADEB decreases rapidly as the

number of diffractions in that path increases. How-
ever, for any profile there is always at least one

path between transmitter and receiver such as path

ACB that requires no more than one diffraction,

and the field intensity over this path is usually

controlling. In other words, the profile consisting of

two hills can be approximated for computation pur-

poses by a solid triangle which is formed by a line

from the base of the transmitting antenna to the base

of the receiving antenna and lines from the base of

each antenna tangent to the hill that blocks the line

of sight. By the same reasoning it appears that a

profile which includes any number of hills can be

represented approximately by the circumscribing

triangle.

The principal assumptions that are basic to this

method of treating radio propagation over hills and

other obstructions are as follows: (1) the height of

antennas is greater than about one-half wavelength,

(2) the size of obstructions is large compared with

the wavelength, and (3) the distance between anten-

nas is large compared with either the antenna height

or the size of the obstructions. These assumptions

limit the application of this theory to wavelengths

shorter than a few meters.

The principal differences between the diffraction

over an irregular earth and the diffraction over a

smooth sphere is illustrated in Figure 6 for trans-

FIELD INTENSITY
S BAND 50-FT ANT
1 WATT RADIATED

REFLECTION G0EFFICIENT=-1

LINE OF SIGHT

I L_L IH I I

^MAXIMUM VALUES
FALL ON THIS LINE

J I I I I I II

60 100
MILES

Figure 6. Comparison of diffraction over irregular earth

and over a smooth sphere for S-band waves over sea

water.

mission of S-band waves over sea water. The dashed

line shows the field intensity versus distance over a

perfectly smooth earth. The solid line shows diffrac-

tion over a solid triangle which represents what is

expected when the sea is rough, that is, when the

height of the water waves is large compared with

the S-band radio waves. It will be noted that there

is little difference between the two methods for

distances less than about twice the optical range,

but at greater distances the solid triangle theory

indicates that some energy will be received at

appropriate distances.

These views on the transmission of meter and

centimeter radio waves over multiple obstacles are

speculative. There is little experimental evidence to

support them, but also there appears to be even less

experimental evidence to contradict them.



Chapter 15

SITING AND COVERAGE OF GROUND RADARS^

15.1 INTRODUCTION

THIS IS AC.ENERAL discussioii of the effects of terrain

on the operation of ground radar systems. Written

to supplement a Signal Corps publication Radar

Performance Testing, it is intended to provide a

practical, engineering type of solution of siting

problems. The principal emphasis is on early warn-

ing and other very high frequency [VHF] systems

although application may be made to microwave

and other types of radio equipment.

The objective has been to enable field personnel

to compute coverage and other characteristics of a

given site and radar and reduce the number of test

flights required to a minimum. Thus the terrain

factors may be evaluated, and a definite, numerical

description of the capabilities of a site may be stated.

Since it is not possible to anticipate all problems

that may arise in the field, sufficient theory has been

included to cover a fairly wide scope. In most cases

several types of solutions are provided so that the

accuracy and detail required may be related to the

labor involved. A number of fully worked examples

are included with a discussion of significant features.

The drawings are made to scale and to fit practical

situations.

restrictions, and the terrain has little effect on the

coverage.

15.2

15.2.1

RADAR SYSTEMS

Types of Ground Radar

Tactical requirements and intensive technical

development have led to the introduction of numer-

ous types of ground radar equipment. The charac-

teristics and descriptions of these units are given in

several Service publications.

Ground radars may be divided into two classes:

(1) those which utilize ground reflection; (2) those

which use only the direct ray. Sets which are sited

so that ground reflection influences their performance

usually have stringent siting requirements and the

coverage is dependent on the site. This report is

concerned chiefly with this type of radar. Equipment

that uses only direct rays is relatively free from site

*By Capt. E. J. Emmerling, detailed by Signal Corps to

the Columbia University Wave Propagation Group.

15.2.2 Radar Systems

—

Tactical Aspects

In most cases radar stations are operated in groups

for the defense of a region of considerable extent.

The several stations are assigned sectors in which

searches are conducted for designated targets, and

these, when located, are reported to a central agency

for tactical disposition. Technical operation of such

groups requires close study of the topography of the

region so that available equipment and personnel

may be used to the best advantage. In this way
adjacent stations may support each other in the

event of outage due to maintenance or enemy activ-

ity, and other factors may be taken into account,

such as jamming, atmospheric effects, and perma-

nent echoes.

The nature of the region to be protected and

the type of application for which the radar equip-

ment is to be employed are controlling factors

determining the number, location, and kind of sets

which must be used. Thus, harbors, islands, and

inland mountainous regions present problems with

widely differing operational characteristics. Early

warning [CHL], fighter control [GCI], gunlaying

(coast defense), gunlaying (antiaircraft), and search-

light control radars all have different siting require-

ments. This report deals mainly with the first three

types of equipment listed above, but the methods

have general application to other problems such as

the siting of direction finding sets [DF].

The early warning radar usually has the mission

of reporting and identifying enemy aircraft (at say

20,000 ft) 45 minutes before they can reach the vital

defense area. This is based on the time required to

alert the area and to give the defense aircraft time

to take off and make their attack. Other missions

may be assigned, such as detection of ships or obser-

vation of friendly aircraft for purposes of control and

air-sea rescue. Using the moderate plane speed of

240 miles per hour it is apparent that the early

warning radar must have a range of 180 miles if

located near the defense area. Sometimes suitable

outlying sites, such as islands, are available, and the

113
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coverage may be extended accordingly. The disad-

vantages of outlying sites presented by communica-

tion and supply difficulties, exposure to enemy

attack, etc., should be carefully considered. More
often, however, the success of the warning system

depends on effective long-range operation of radars

located relatively close to the defense area. The early

warning stations give periodic reports of the grid

position of an aircraft and its response to interro-

gation signals.

The GCI radar is used to direct from the ground

the operation of friendly fighters against enemy

aircraft. It has a range of about 50 miles and is

capable of handling a large volume of traffic. In

addition to the grid position and identification of

the target it also determines the height. Surrounding

the defense area is a region whose width depends on

the time required to make an interception on an

incoming enemy plane. The siting objective of the

GCI stations is the continuous and effective cover-

age of the interception region. Close coordination is

maintained between early warning and fighter sta-

tions, and the coverage deficiencies of one station are

counteracted by favorable characteristics of the

other stations.

The coast defense gunlaying radar is concerned

primarily with accurate location of ships. It has a

range up to 100,000 yd and must be sited fairly high

and within a few miles of the coast defense guns

which it directs. This radar supplies accurate data

on the azimuth and range of the target.

The antiaircraft gunlaying radar is used primarily

for directing the guns. Long-range search features

are usually provided so that they may function also

as early warning radars, at least to a limited extent.

They are sited near the guns which are located to

meet artillery requirements. These units provide a

continuous flow of data to the gun director giving

the azimuth, elevation, and range with great accuracy.

The searchlight control radar is a short-range high

angle set which is located near the light it directs.

It furnishes the azimuth, angular elevation, and

altitude of the target.

15.2.3 Radar Siting—Technical Aspects

In the past some elaborate air warning systems

have been set up without a competent analysis of

terrain effects. This resulted in a waste of time and

money and in failure to adequately provide urgently

needed radar screens. This failure was caused in

many cases by the use of prepared coverage diagrams,

furnished with the equipment, which were computed

for idealized sites. In mountainous regions where

only limited reflection areas occur and where the

sites are very much higher than those used in labora-

tory tests, such diagrams are likely to be very

misleading. A result of this experience is an unfor-

tunate tendency to explain variations from expected

coverage by resort to various abstruse speculations,

with weather not infrequently bearing the brunt

of the odium.

It is the purpose of this report to provide an

engineering type of solution for the bulk of the

problems that arise in siting and in field computa-

tion of coverage. A more accurate analysis, with

increased attention to detail, probably is not war-

ranted at this time in view of the relatively rough

measurements which now are made in the field of

radar.

The common early warning radar uses horizontal

polarization and operates in the VHF band. It must

be sited from several hundred to several thousand

feet high in order to obtain sufficiently low angles

for the range and low coverage desired. Suitable

sites of the required height may be far inland so

that an important part of the reflecting surface may
be rough land or sloping flat areas. Such features

and also cliff edges, ridges, hills or other obstacles,

nearby towers and structures will, in general, produce

a marked effect on the coverage pattern.

The GCI radar uses horizontal polarization,

operates in the VHF band and should be sited on

a large, flat area. The determination of the height

of an airplane is accomplished by comparing signals

from two antennas of different heights. If reason-

able accuracy is to be attained the lobe structure in

the vertical plane must be known with considerable

precision. Best results are obtained by using a site

of the extent and flatness prescribed in the instruc-

tion manual. In practice it may be necessary to

operate on rough ground or limited areas. The ques-

tion may then arise concerning the benefit that will

be obtained by grading the surrounding areas, or

how much forest or vegetation should be removed

for acceptable operation.

Similar problems arise in siting DF stations. Large

errors may be introduced by reflection from sloping

land or other terrain features.

The effects described above, involving reflection

from limited ai-eas or rough land or passage of waves

past an edge, may all be treated as problems of
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diffraction, for which solutions arc well known or

may be readily computed. This subject is unfamihar

to most Service personnel; but a working knowledge

of the methods of computation may be obtaineil by

anyone who has the usual engineering education.

Since it is not possible to anticipate all problems

which may arise in the field, a fairly comprehensive

discussion of diffraction has been included in this

report so that even in the absence of other references

the majority of problems may be treated.

Other important considerations such as orienta-

tion, visibility, permanent echoes, interference, and

test methods are discussed. There have been many
ingenious developments in these subjects in different

theaters, and where available they have been

included in this report. Only standard atmosphere

propagation has been considered. Those who are

interested in nonstandard propagation should refer

to the articles on this subject published in this series.

15.3

15.3.1

TOPOGRAPHY OF SITING

Introduction

The performance of equipment which utilizes radio

propagation depends upon the character of the inter-

vening land or sea and in particular upon the local

terrain at the terminals of the propagation path.

Siting refers to the general problem of selecting and

utilizing available locations for the best operation

of the equipment involved. With some types of

equipment the effects of local conditions are minor,

and with other types the requirements are most

exacting. In many cases practical and tactical con-

siderations will compel the use of unfavorable loca-

tions. Performance may then be considerably below

that obtained in the laboratory or under ideal condi-

tions, and familiar characteristics may be drastically

modified.

Field personnel are frequently called upon to

predict or explain abnormal operation, to devise

methods of improving poor performance, and to

make modifications to fit local requirements. This

discussion will be limited to general principles, and

reference is made to the instructions furnished with

the individual equipment for specific details.

Elements of a communication or radar network

should ordinarily be viewed as parts of a system and

not as isolated, self-sufficient units. From this point

of view a site that gives outstanding results would

not be satisfactory if it did not help achieve the

mission of the sy.slem. This interrelation between

various parts of a system, which may extend over

hundreds of miles, raises numerous problems of

orientation, visibility, and coverage.

1332 Maps and Surveys

Where available, topographic maps of a scale on

1 or 2 miles to the inch and contour intervals of not

more than 100 ft, preferably 20 ft, should be secured.

Hydrographic charts are valuable in coastal areas.

If there are no reliable maps, aerial photographs

may be used to a limited extent.

Due consideration should be given to the suit-

ability of the map projection for the purposes for

which it is to be used. The grid system used for

reporting should be based on the Lambert polyconic

projection, and not on the Mercator projection.

Otherwise important errors in azimuth may occur.

This is especially true at high latitudes. If in coordi-

nating with other services, such as the Navy, it is

required to use the Mercator projection, the transfer

from the Lambert projection may be made with a

transparent overlay of one grid system on the other.

A transit and a stadia rod are most useful for

orientation, surveys, profiles, etc. Compasses, clinom-

eters, and other surveying instruments should be

provided. In the absence of some of this equipment

much may be done with improvised devices made
with plumb bobs and protractors. Rough surveys

may be made with only a sketching board and by
pacing off distances. Navigation instruments may be

used for approximate determination of position.

Engineer and artillery publications describe orien-

tation methods in detail. Close attention should be

given to the grid system used for reporting nets so

that all stations are accurately located. Grid errors

may be minimized by making all charts from a

master copy.

'''^
Profiles

The height of the center of the antenna should be
determined to within a few per cent. The reference

level is the main reflecting surface, which is normally

the sea. Heights given on maps should be checked

against available bench marks and the terrain.

Barometers or airplane altimeters are useful for

height determinations, but their readings should be

corrected for temperature.

Where the reflection surface is part or all land, a
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profile is usually necessary for estimation of the

effective antenna height and the reflection charac-

teristics of the terrain. Profiles should be prepared

of several representative azimuths in the operating

sector. The accuracy required decreases with the

distance from the transmitter. In most cases suffi-

cient detail is not available on maps so that a

personal inspection of the terrain should be made

to become familiar with the nature of the soil and

the degree of roughness. Special attention should be

given to ridges, flat areas, bodies of water, distance

to the shore, hills to the rear, obstacles in the operat-

ing area and at the boundaries. A knowledge of the

antenna pattern in both the vertical and horizontal

planes is necessary for judging what parts of the

terrain should be more closely examined.

15.3.4 Orientation

Where long distances and directive beams are

involved fairly accurate orientation is required. This

is especially true of the narrow beam, precision type

radars. Of the many ways of determining the direc-

tion of north, one of the most convenient is observa-

tion of the azimuth of the sun. Care must be taken

when using compasses because of local attractions

or inadequate information of the declinations. Star

observations are capable of good accuracy, but where

Polaris is not visible they require the same procedure

as solar shots. Caution must be used in aligning on

permanent echoes because nonstandard refraction

may bring in confusing distant echoes, or side lobes

may give false echoes. In general several methods

should be used in order to obtain independent checks.

When an accurate orientation has been obtained

reference marks should be provided so that the

azimuth may be readily checked.

Solar azimuths, correct to the nearest quarter of

a degree, may be determined from the date, time

to the nearest minute, and the latitude and longitude

to the nearest degree. Two methods will be given

for obtaining the azimuth of the sun: (1) by calcu-

lation, (2) from tables. A third method gives true

south only.

The azimuth of the sun may be calculated from

the formula:

tan (3 = — sin HA
cos * tan 5 — sin * cos HA (1)

/3 = hearing of the sun.

The bearing is east or west of south when <i>-5 is

positive. The bearing is east or west of north when
*-5 is negative. The bearing is east in the morning

(/3 will be negative), and west in the afternoon (/3

will be positive).

HA = hour angle of the sun.

During the morning hours when the hour angle is

greater than 12 hours, its value should be subtracted

from 24 hours for use in the formula.

* = latitude of the place of observation.

8 = declinationof the sun at the time of observation.

The signs of * and 5 are important and each is

positive when north of the equator and negative

when south.

The hour angle HA is the local apparent time

[LAT] minus 12 hours. To convert the observed time

into LAT the civil time at Greenwich [GCT] must

be found and combined with the equation of time

to correct for the apparent irregular motion of the

sun. This gives Greenwich Apparent Time [GAT]

which is converted to LAT by allowing for the lon-

gitude. The equation of time and the declination of

the sun are plotted in Figure 1 for 1945. The annual

change is small, and these curves may be used for

radar work without regard to the year. Standard

time meridians are every 15° east or west of

Greenwich, each zone corresponding to 1 hour. Care

should be used to take daylight saving, or other

changes from standard, into account correctly.

Example .Z. It is desired to compute the azimuth

of the sun.

Given: Date March 16

Time 1345 hours PWT
Latitude 40° North
Longitude 118° West

Solution

:

The hour angle will be determined first:

Observed time PWT 13*

Zone difference + 7*

Greenwich civil time

Equation of time (Figure 1)

Greenwich apparent time

Longitude diiTerence for 118° W
Local apparent time

LAT - 12 = HA
Hour angle of sun + 0* 44'

HA in arc. (4'" = 1°) -|- 11'

Latitude * + 40'

Declination of sun 5 (Figure 1) — 2'

Substituting in equation (1):

45"

20*
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= 0.2'.)
,

= 16°10'.

Since * — 6 is positive, (3 is the bearing from the south.

The benrinp; is west of .-ioiith since /3 is positive (p.m.). The
nzimutti of the sun is

180° + lf)°10' = 11)6°10'.

A quicker solution may be obtained from a book

Azimuths of the Sun, H. O. 71, published by the

U. S. Navy, Hydrographic Office. The equation of

time may be obtained from a current copy of The

American Nautical Almanac, United States Naval

Observatory, Washington, D. C.

This method will be illustrated by the data from

Example 1. The LAT is obtained as before. Between

September 23 and March 21 the sun is in south

declination and since the latitude in this case is

north, the second part of the book labeled "Declina-

tion Contrary Name to Latitude" is used. For

latitude 40° an interpolation is made between 12:40

and 12:50 obtaining 164°. The table is marked "the

angular departure of the sun west of north" for

readings in the afternoon, and the tabular value is

therefore subtracted from 360°, giving 196° as the

azimuth of the sun. It is usually more convenient

to plot a curve of azimuth against time for the hours

during which it is expected that the observation will

l)c made. Such a curve may be used for several days

without much error.

A method that is less convenient but requires no

calculation is the equal altitude method. This con-

sists' in measuring the horizontal angles between the

sun and a mark, when the sun is at the same altitude

on both sides of the meridian of the observer. The

bisector of the horizontal angle between the two

equal altitude positions of the sun during the obser-

vations is very close to true south, and the azimuth

of the mark may be determined.

A horizontal radiation pattern should be obtained

to determine whether the electrical and mechanical

axes of the antenna coincide and to discover any

abnormalities in the main or secondary lobes. Defec-

tive patterns should be corrected by appropriate

maintenance.

15.3.5
Visibility Problems

It is frequently necessary to estimate the effect on

rays of intervening obstacles or the curvature of the

Ui =>
uiz
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earth, or to compute the distance to the horizon, or

the amount a ray would have to be diffracted to clear

an intervening hill. The methods described here

enable one to solve such problems quickly and

simply.

Distance to the Horizon

The distance d of the horizon on a spherical earth

as seen by an observer at elevation h is given by the

well-known formula:

d '42
h =

3
(2)

with d in statute miles and h in feet. This expression

makes no allowance for refraction and is commonly
used in visual work.

In radio propagation work the refraction of the

standard atmosphere is sufficient to increase the

distance of the "radio horizon" to

d = VWi or 2^ (3)

where d is expressed in statute miles and h in feet.

This corresponds to the use of an effective radius of

the earth equal to ka where k is % and a is 3,960

miles. This value of k will be used throughout this

report. If it is desired to use other values of k,

equation (3) may be written as

Im, , 2d^
d = ^

Points at heights hi and h^. which are separated by

the sea or smooth earth are visible from each other

if the distance between them is less than

V2hi + \/2h.

Dip and Rise

Over land, visibility is determined by the profile

of the path involved. Elevations obtained from map
contours may be plotted on a profile so as to take

the effective earth curvature into account, and visi-

bility can then be determined by graphical means.

However, construction of such profiles on a curved

datum line is tedious, and it is easier to compute

the earth curvature and the visibility directly from

the map by methods given below.

In Figure 2 is shown the relations between various

heights on the earth's surface. In considering the

reference line (sea level) flat as on a map or ordinary

profile diagram, use is made of the line HiTH^T'
instead of the curve H1HH2H'. This will be com-

pensated for by using a fictitious ray path PiPPiP'

instead of the line P1QP2Q'. The deviation of this

fictitious path from PiQPiQ' at P is QP = HT and

is called the dip. The deviation at P' is Q'P' = H'T'

and is called the rise.

In the figure on the left the triangles HH^T and

HiKT are similar and

TK
HT
HiT'

(4)

or approximately (right-hand figure)

HT X 2ka = did^ .

Therefore the dip,

^ 5,280 X didj X 3 ^ (Ma
^

2 X 3,960 X 4 2

Similarly for the rise

(5)

Figure 2. Relations between vai'ious heights on earth's surface. Dip and rise.
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'I'lic application of these ronnuias will he shown l>y

a inmihiT oi' exainpli's.

I'jXninph- J. 1 ntcnrniiKj Obalnictions — Graphical

Si)h(tli>N. In Figure 3 is shown a profil(> as may he

Figure 3. Intervening obstruction of radiation between
two points.

obtained from a topographical map. It is desired to

ascertain whether P-y will receive radiation from Pi

without being obstructed by the intervening hill P.

Owing to the curvature of the earth the line marked
"datum level" is actually curved instead of being

straight as shown. To compensate for this distortion

the line of sight of the radar is taken as the parabola

P1XP2 (shown dashed) instead of the straight line

PiQPi. If X lies above the top of the intervening

hill P, the ray is not obstructed. The distance QX
is from equation (5).

QX = ^^ = ?^ = 300 ft.

Scaling this distance down from Q, it will be found

that X lies above P and there is no obstruction to

the radiation.

It will be noted that QX is a maximum midway
between Pi and P2.

QX, (h (6)

Where there are several obstructions to be con-

sidered the work may be speeded by drawing a line

S1S2 (Figure 4) parallel to P1P2 at a vertical distance

ISOQy
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di from Pi is denoted by h' and may be obtained

from the relation

:

h2 -
d.'

givmg
h' = di'/i2

/>! - h'

dV

- d^'hi

ch' - di'

For this case the rise Q'X' due to earth curvature

must be added to give the elevation X' of the line

of sight. The height of the lowest ray is therefore

di'h.
h = di'hi di'd.'

(8)
di' - do' ' 2

For the values given in Figure 5

, _ 90 X 2,200 - 80 X 2,400 90 X 80

90 - 8U
'^2

= 4,200 ft .

It is apparent that the hill P' is shielded from Pi

by the nearby hill P^ except by diffraction.

4000FT

1500

50 MILES

Figure 6. Vertical angle computation.

Example 6. Vertical Angles. The slope of the line

of sight at the near end (Figure 6) is given by

/l2 /i, d

5,280d 10,560
'

^1 is in radians and is measured from the horizontal

at hi. The angle with respect to the horizontal at the

far end is given by

Ih — hi d

5,280d

Thus for the values shown

10,560

1,500 - 4,000 50

and

5,280 X 50 10,560

Bo = 0.00474 radian .

= -0.0142 radian
,

Example 7. Angle of Diffraction. One of the principal

problems in connection with intervening obstacles is

the computation of the angle of diffraction. In Figure

7 the angle of diffraction is 6^. The line PiP is the

geometrical shadow line; h^ is the height of the

Figure 7. Angle of diffraction computation.

direct line P1P2 at the distance di and is given by
equation (7).

""

5,280di

For the values shown in Figure 7

4,000 X 30 + 1,500 X 20 20 X 30

(10)

K =
20 + 30

= 2,700 ft
,

2,700 - 2,500

5,280 X 20
= 0.00189 radian

P2 is therefore in the illuminated region. Had /12

been 100 ft instead of 1,500 ft, h, would be 2,140

ft and

2,140 - 2,500 = -0.00341 radian
,

5,280 X 20

and P2 would then have been in the shadow region.

(9) 15* DIFFRACTION OF RADIO WAVES
^^^^ Introduction

Whenever interference effects are important, the

reflecting surface must be examined to determine to

what extent the assumption of an ideal plane or

spherical surface with uniform values for the ground

constants is valid. This uniformity holds when the

reflecting surface is the sea; but it is often not true

over land areas, and especially at the coastline.

More important deviations from the ideal case are

roughness of the reflecting surface, such as waves on

the sea, or irregularities of the land, such as hilly

or broken terrain. This frequently causes diffuse

reflection and virtual elimination of useful reinforce-

ment of the direct ray. To deal with these practical

terrain problems the methods of physical optics are

employed.
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15.4.: Wave Propagation

For most purposes the antenna may be considered

as a point source of i-adiation. Near the antenna

the wavcfront (the locus of points of constant transit

time) is spherical, but at great distances it is prac-

tically plane. According to Huyghens' principle each

point of a wavefront may be considered as a source

emitting wavelets whose envelope at a given time

is the now wavcfront. In Figure 8A, is the source

.

B

Figure 8. Radiation wavefronts. A. Spherical wave-
front. B. Plane wavefront.

of radiation, and AB a, portion of the spherical

wavefront. From centers a, b, and c, secondary waves

spread out as shown by the dotted lines and are

enveloped in the new front A'B'. A similar construc-

tion is made in Figure 8B for a plane wavefront.

Another example showing how waves are reflected

from a plane surface is given in Figure 9. A wavefront

AB is descending in an oblique direction on the

reflecting surface AB'. Points ACDEB' are struck

successively and in turn become centers of new
wavelets. In the time required for B to reach B'

the wavelet from A spreads to a radius AA', the

distance it would have traveled if there were no

reflector. Other wavelets have lesser radii which, in

spreading, form a new wavefront. This is the reflected

wavefront, and its angle with the reflecting surface

is the same as that of the incident wavefront.

The secondary wavelet from a point on a spherical

wavefront {AB in Figure 10) does not produce the

same effect in all directions. The field strength in a

direction ac varies in proportion to (1 + cos d). The
field strength drops from a value 2 in the forward

direction to 1 along the line xy and to zero in the

backward direction (d = 180°). While in Figure 8A
an envelope of secondary wavelets can also be drawn

Figure 9. Reflection of waves from a plane surface.

Huyghens' construction.

b
SOURCE

Figure 10. The secondary wavelet.

to the right of AB so as to produce a convergent

wave traveling back to zero, it can be shown that

this backwave does not exist. Only waves in the

forward direction should be considered.

'^^^ Fresnel Zones

In Figure 11, BC denotes a plane wavefront

moving from a distant source on the right toward
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Figure 11. Fresnel zones.

a point P to the left. It is desired to know the effect

at P of the secondary wavelets emanating from the

wavefront. A straight line is drawn from the distant

source to point P cutting the wavefront at C. In the

wavefront with C as a center are drawn circles such

that the first is a half wavelength further from P than

C is, the second is 2 half wavelengths, etc., so that

the secondary disturbance from any circle will reach

P half a wavelength ahead of those from the circle

enclosing it.

If PC = h, the radius n of the first zone may be

obtained from

h + ¥ = ri2

Neglecting X-/4, the radius ri = -s/oX and the

radii, rn = v26X, r.3 = y/SbX, etc., and in general

r„ = V^^ . (11)

The corresponding areas are approximately irb\,

2irb\, Stt&X, and jnirbX. The area of the central zone

is irbX, and each succeeding ring or zone is slightly

greater.

The effect which one of the zones produces at P
is proportional to its area and inversely proportional

to its distance from P. These factors compensate as

the radius increases, so that the successive zones

may be regarded as producing equal and opposite

effects at the point P. The zones become less effective

further from the center owing to the increased

obliquity, since the effect at P is proportional to

1 + cos 6 (see Figure 10). The resultant effect may
be represented by a series of terms of alternate sign

which decrease slowly at first and then more rapidly,

eventually becoming zero, thus:

S = ??ii — m-2 + ms, etc.,

1
,= 2'«i +

1
nii + ^nia

+ ( 2 TO3 - nu + -))h. + ^m„
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It can be shown that al

so that

terms t'xccnt I lie first caiici'l
ZONE 12 3 4 5

S = -^x . (12)

The resultant effect of tlii> entire wavei'ront is equal

to one-half of that due to the central zone.

The secondary wavelets from the central zone

iniitc into a disturbance whose phase is midway

between the center and the rim. This may be shown

by dividing the first zone into rings such that the

effect of each ring at the point P is equal in ampli-

tude, and the phases range over half a complete

period. The electric vectors corresponding to these

subdivisions may be combined to obtain the resultant

phase as in Figure 12. The vector for the central

RESULTANT

FiGXTRB 12. Pliase of a zone.

area of the first zone is AB with succeeding sur-

rounding rings represented by BC, CD, etc. These

vectors fall along the perimeter of a half circle, as a

consequence of which the resultant amplitude is

2/ir times the sum of the amplitudes of the individual

vectors. The vectors for the second zone are shown

dotted.

In Figure 13 is shown the first six half-wave zones

and the phases relative to the center of the first zone

are indicated. A set of alternate black and white

zones as shown at the top is known as a zone plate.

If a screen is provided which has an aperture of

the same diameter as the first zone, it will be found

that the electric intensity of the wave at the point P
is doubled (mi = 2S) and the power intensity is four

times as great as for the unobstructed wave. If the

aperture is increased to include the second zone, the

intensity at P will be reduced nearly to zero. The

^\
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TO DISTANT POirsTT P

77777TT.

Figure 14. Reflection from rough surface.

The path difference

A = U
(1 - cos 2*)

sin ^

= 2E sin <i .

The corresponding difference in phase is

2irA iTrH .

* = sin ^

(13)

(14)

Since the path difference increases as the grazing

angle increases, the diffusion is greatest when the

rays are perpendicular. When the angle is small,

near zero, regular reflection may be obtained. It was
suggested by Rayleigh to take as an upper limit for

the grazing angle, giving regular reflection, the value

corresponding to a phase difference of Tr/4. By
equation (14) this angle is given by

TV

4

^ttH
sin •!>

or

sm SP
16H (15)

For a given wavelength and lobe angle the terrain

at the reflection point may be examined to determine

the limiting height of the roughness for regular

reflections. Equation (15) may also be given in a

more convenient form using the approximation

sin ^ = -^ radians for small values of ^

:

H = 3,520
(16)

with H in feet, / in mc, and ^ in degrees. Thus for

100 mc regular reflection may be obtained over

ridges as high as 35 ft for a grazing angle of 1°, but
for 3,000 mc the roughness could not exceed 1 ft

in height at this angle.

154

5

Diffraction at Obstacles

The preceding considerations of Fresnel zones in

a wavefront will now be applied to the problem of

radio wave diffraction past hills, ridges, or nearby

objects. These obstacles will be treated as though
they were straight edges, narrow screens, or rec-

tangular slits.

In Figure 15 is shown a distant source of radiation

DISTANT I

SOURCE
I

I

Figure 15. Interference of waves at an edge.

and a diffracting edge. The illuminated edge is

considered to send out secondary cylindrical wavelets

which interfere with the plane waves which are not

shielded by the edge. The dotted and solid lines are

spaced a half wavelength apart. In the unshaded

region the intersection of two dotted or two solid

lines indicates reinforcement and the intersection of

a dotted and a solid line indicates cancellation.

The loci of maxima and minima are parabolas

along which the relative intensities are practically

constant. In the shadow region, where only the

wavelets from the edge are propagated, the relative

intensity falls off continuously as the angle of

diffraction is increased, since the angle d (see Figure

10) approaches 90°.

In Figure 16 is shown the zone system obtained

because of a diffracting edge with the source of

radiation at a distance behind the paper and with

the edge viewed from a screen on which diffraction

fringes are formed. The observer is within the

shadow region a distance be, and the zone system

is largely obscured as indicated by the dotted lines.

The radiation received at c comes from the exposed

zones, and its intensity is equal to a series of the

form mi — m2 + ms • •
, etc., where mi is the

electric intensity due to the exposed portion of the

first uncovered zone, etc. The sum of this series is

a fraction of mi since the outer zones tend to cancel.

As c is moved to the right, that is, further into the

shadow, mi will decrease very rapidly without passing

through maxima and minima.
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Figure 16. Fresnel zones in the shadow region.

Figure 17. Fresnel zones on the shadow hne.

In Figure 17 the observer is at the geometrical

edge of the shadow. Only one-half of the wave is

effective and the electric intensity is reduced to

one-half, considering the unobstructed wave as unity.

Outside the edge, Figure 18, at a distance ah the

electric intensity is that due to the half of the

wave, plus such portions of the zones between a and

h that are uncovered. If an even number of zones is

uncovered there is approximately a minimum of

radiation received at the line a, that is, the half

a b

Figure 18. Fresnel zones in the illuminated region.

wave plus the effect of the two zones, ^2 + nii — m^,

for the case shown. If a were moved to the right so

that slightly less than one zone were uncovered there

would be a maximum, }/2 -\- mi, in which case mi is

greater than one-half owing to the partial screening

of the other zones, which, if allowed to operate,

would reduce the effect due to the right-hand half

of the central zone. For this reason the fringes

formed outside the shadow may exceed the electric

intensity of the unobstryicted wave. As a is moved
to the left, more zones are uncovered, and the

maxima and minima are spaced approximately

according to the radii of the zones; that is, the

distances are proportional to the square roots of

1, 2, 3, etc.

15.4.6 Fresnel Integrals

The preceding discussion is approximate and

provides a qualitative picture of diffraction phenom-

ena. The problem will now be formulated quanti-

tatively by the method of Fresnel. Since the applica-

tions in view all have to do with diffraction by
straight edges, slits, etc., the theoretical approach

will be limited to diffraction of cylindrical waves by
long edges parallel to the axis of the cylinder. The
diffraction images of the source will then be bright

bands also parallel to this axis, and the whole prob-

lem may be reduced to the consideration of rays in

a plane perpendicular to the axis. The fact that in

the applications to be discussed later the illumina-

tion is due to a point source rather than a line source

is probably of little importance provided the distance
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from the source to the diffracting edge is sufficiently

large.

In Figure 19 is shown a cylindrical wavefront AB
A

Figure 19. Effect at point P of wavefront AB.

with its axis at the line source S' (say an illuminated

narrow slit). The secondary wavelets from the

various line elements ds of the wavefront arrive at

P with different phases, having traveled different

distances MP. It is desired to find the resultant

field strength MP due to wavelets from any given

finite part of the front.

Let the electric field strength at a point in the

wavefront be given by the expression

E = Eo sin 2wft , (17)

where t is the time, / the frequency, and Eo the

amplitude of E. The phase has been adjusted so as

to make E = when t = 0.

Consider next the secondary wavelets spreading

from the front in the direction of P. The field

intensity at P due to the secondary wavelet emanat-

ing from the line element ds at the point M (see

Figure 19) is proportional to rfsiJo and is inversely

proportional to the square root of the distance

MP = d (since this is a cylindrical wave). Further,

the field intensity must show a phase retardation

corresponding to the distance d, that is 2xrf/X. Hence

the field strength of the wavelet at P is given by
an expression of the form

dE = kEo ds sin {2Trft
2Trd

), (18)

where /c is a factor of proportionality which depends

to some degree on the angle MPMo and the distance

d, but which will be considered constant here, as the

dependence of the phase on d is of much greater

importance. To obtain the intensity due to wavelets

emanating from a finite part of the front, equation

(18) must be integrated over the corresponding

region of s. For this purpose we need a relation

between d and s. This is obtained by applying the

cosine law to the triangle MSP, which gives at once

rf2 = (a + 6)2 + a'- - 2a (a + b) cos -
, (19)

or after a simple reduction, using the identity

s
cos I s/a I = 1

then

2sin2

^2 = 62 + 4a (a + b) sin^ ^ (20)

For the present purpose it is sufficient to consider

the case when angle s/a is so small that powers of

s/a above the square may be neglected in comparison

with unity. This means that

~-^^ + 4a (a + b) sin- ^ '~ 6

+ 2a
(a + b)

sin'
b 2a

or again, on writing

b +
(a + b)

2ab

4
(a + b)

2\ab ^ ~ 2
*" '

the phase lag 2ird/\ assumes the form

27rd 2ir?) , TT „

(21)

(22)

(23)

Using equations (22) and (23), expanding the sine

expression of equation (18), it follows that

b
dE - W2(a

abX

+ b)
£, cos (!") sin2ir[ ft

—

sml - V- COS 27r

{"'D.
dv . (24)

This expression may now be integrated over a

certain region of the wavefront, say from y = wo to

V = V, corresponding to s = So to s = s, giving the

following expression for the electric field strength

at P:

E

where

and

— g(,v,Vo) cos 2irUt - -j

f(.v,vo) =
/ cos \%v-j dv

,

g(^v,Vo) =
I

sin f | I'M ^i^ _

(25)

(26)

(27)
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Equation (25) may be brought into a more con

venient form by writing

g('',''n)
tan e =

/(iNfo)
' (28)

(29)and R = \/p{v,v<3) + g-(v,vo)

It then follows that equation (26) assumes the form

For tabulation purposes the quantities f{v,Va) and

g{v,v^ are replaced by the Fresnel integrals, defined

by:

C(.)
TT

COS
I
- V
\2

and

Siv) = /sin(|.=

dv

dv

Evidently

and
f{v,vo) = C{v) - C{v,)

giv,Vo) = S{v) - S{vo)

(31)

(32)

(33)

(34)

In the sequel the arguments will be omitted wherever

it can be done without causing misunderstandings,

and the above symbols will be written simply as /,

g, C, and S.

Table 1. Fresnel integrals.

V
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Figure 20. Cornu spiral.

power per unit area is proportional to R-. Let W
denote peak power per unit area at the point P for

a certain arbitrary value of R. Then

W = K R'
, (36)

where X is a certain constant. When the whole wave

is acting, the integration limits extend from v =
— CO to y = + °o, that is, along the full length of

the Cornu spiral. The coordinate difference between

the foci of the spiral being (1,1) (see Figure 20) it

follows that their distance is fi = \^2, so that the

corresponding peak power per unit area Wo is, by

equation (36), 'Wo = ^K which defines K as 3^l^o.

Hence it follows that equation (36) may also be

written as

W_

Wo 2^ (37)

shown a diffracting edge at Mo- At P the upper

half of the wave is effective, and on Figure 22 the

amplitude is AZ of length l/-\/2. The square of this

is one-half, which by equation (37) is multiplied by

K to get % for the power intensity at the edge of

the shadow. The electric field intensity is ji.

Consider next a point such as P' at a distance x

above P (see Figure 23). To be specific, the point

SOURCE

"*^ Straight Edge Diffraction

Using Cornu's spiral the diffraction pattern due to

a straight edge may be obtained. In Figure 23 is Figure 21. Division of wavefront into half-period zones.
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FiGUBE 22. Vector sum of subzone contributions.

P' is chosen in the direction of SMx of Figure 23,

where Mi is the upper edge of the first half-wave-

length zone. The illumination at the point P' is,

firstly, due to all wavelets emanating from the half

wavefront above P'S. In addition, there is the

contribution from the lower half of the wavefront

extending from M\ to Mo- The situation is, in fact,

the same as if P' were brought down to P and the

diffracting edge were lowered from Mo to M\ (see

Figure 24) . The resultant amplitude R is represented

Figure 23. Diffraction at shadow line.

on Figure 25 by ZB. Starting at the point P at the

edge of the shadow fFiguro 23) where the ampHtude
is AZ, if the point is moved upward, the tail of the

amphtude vector moves to the left along the spiral

while its head is fixed at Z.

The amplitude goes through a maximum at h', a

minimum at c', etc., approaching a value ZZ' for

the unobstructed wave. Moving in the other direc-

tion, into the shadow, the vector moves to the right

from A, decreasing steadily to zero.

The power intensity versus v is plotted in Figure

26, and the points B, C, D, etc., corresponding to

those in Figure 25 represent the exposure of 1, 2, 3,

etc., half-period zones below Mo- The maxima and
minima occur a little before these points are reached.

This curve may be plotted from the table of Fresnel

integrals with the equations

/ = 0.5 + C
,

g = 0-5 + S, (38)

z'= l(P + 9') ,

where z- is the relative power intensity compared to

the unobstructed wave. The relative electric inten-

sity is i„ , 2

2 = A -^ (39)

Equation (39) is plotted in Figure 27. The portion

of the curve for —v has been drawn to the right and

is to be used with the right-hand ordinate.

The phase lag f due to diffraction may be deter-

mined from the angular position of the vector R in

Figure 25. In the illuminated region the phase lag

oscillates about the reference value, Z'Z, and is

given by
-tan-^|.

4

At the shadow line the relative value is the same as

Z'Z- In the shadow region the phase lag varies

continuously along a parabolic curve and is given by

m2 nrV'
+

Figure 24. Diffraction in illuminated region.

The phase lag relative to that of the shadow line

is plotted in Figure 28. The portion of the curve

for — !; is drawn to the right, and its ordinate, on

the right, has a different scale from that used with

the -\-v portion of the curve.

10.4.9 Location of Maxima and Minima

When the source is close to the diffracting edge,

the positions of the maxima and minima in the
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Figure 25. Method of using the Cornu spiral.

elements is odd the intensity is a maximum. That is

(40)MF' - RP' = ^^

illuminated region may be determined by the follow-

ing analysis. The effect of the wave RM (Figure 29)

at P' may be considered to be due to the upper half

of the wave (above R), which is unaffected by the

edge, and the lower half of the wave (below R), where n is an integer with values 1, 3, 5, etc., for

which is partly shielded by the edge. If RM contains

an even number of half-period elements the intensity

at P' is a minimum. If the number of half-period

Ml
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Figure 31. The Cornu spiral applied to obstacles and slits.

and the relative power intensity is 0.092. This same
result may be computed from the table of Fresnel

integrals by obtaining the values of AC and A<S for

V = 0.9 and v = 1.4. The sum of the squares of AC
and AS is R^. Typical patterns for slits of several

widths are shown in Figure 32. It will be noted that

there is little radiation outside the slit.

154.11 Diffraction by a Narrow Obstacle

The effect of a narrow object with parallel sides

may be determined with the Cornu spiral. In the

case of the slit only a fixed length slid along the

spiral is effective, the remainder being shielded by
the edges of the slit. With an obstacle, however, a
fixed length slid along the spiral represents the
ineffective portion. If the obstacle is of such size

that it covers an interval Av = 0.5 on the spiral.

Figure 31, the segment Av may be located as JK.
The radiation at the point considered will be due

Av = l.5
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Figure 32. Diffraction patterns of slits.
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to the two parts of the spii'al Z' to ./ and A' to Z.

The resultant ainplilude is ()l)taine(l by addinfz; t.lie

two vectors Z',/ and KZ. Th(> sum is R for a point

midway between J and A'. The head of the vector

is always in the direction Z along the sjiiral. Typical

patterns for narrow obstacles are shown in Figure 33.

([ArtAA/Wl/lHK

Av=0.5

-5 +5— V—

*

Figure 33. Diffraction of narrow obstacles.

154 12 Multiple Slits and Obstacles

Slits or obstacles with parallel sides may be treated

by means of the Cornu spiral and the resultant sum
of the vectors obtained. Thus, with two slits of a

width such that Ay = 0.5 and spaced so that Ay = 0.5

may be located on the spiral as JK and Ini in

Figure 31. The total R is the vector sum of R and

R". The field strength pattern is then obtained by

sliding the two lengths along the spiral holding their

spacing fixed.

In similar fashion two narrow obstacles would

cause two absent sections such as JK and Im and

three open sections Z'J, Kl, and mZ. The three

vectors, obtained by joining these three latter pairs

of points, are combined to give the resultant ampli-

tude R.

15.4.13 Limitations of Fresnel's Theory

Neither Huyghens' principle nor Fresnel's theory,

on which the above treatment is based, is rigorous,

and their limitations must be kept in mind when
making applications to radio and radar problems.

In the development of the theory no mention was

made of the effect of the shape and composition of

the edge. Actually within a region of about one

wavelength around the edge the wavcfront is

affected by the presence of the edge. In Figure 34

the region of the edge disturbance is DE, and first

half period of the wave front is DF. The first half

I

i
Figure 34. Edge effects.

turn of the Cornu spiral is due to DF. The position

of F depends on the point considered. When DE is

an appreciable part of DF, the simple Fresnel theory

should not be depended upon. This occurs when the

field point is at Q, lying at a large angle of diffraction,

or at R, close to the edge.

Near the diffracting edge, a certain amount of re-

flection occurs, especially near R. This reflection is

divergent and decreases rapidly in intensity as one

recedes from the edge. When the edge is blunt or

has a large radius of curvature, the amount reflected

is increased and the field is affected over a greater

distance. Since the angle is near grazing, the nature

of the reflecting surface is not important. If Fresnel's

theory is applied to spheres and cylinders, the results

may be only approximate.

When the edge and the electric vector are parallel,

the theory gives good results. When the electric vec-

tor is perpendicular to the edge, the field strength in

the shadow region may be several times larger than

that obtained with the electric vector parallel, and

the theory should then be used only for small angles

of diffraction.

Other discrepancies are due to ignoring the ob-

liquity factor and the effect of the inclination of the

wavelets with respect to each other. The theory does

not give the correct phase angle for the diffracted

wave.

The same objections may be raised for apertures

and obstacles whose dimensions are of the order of

a wavelength.
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It should be noted that

1. Fresnel's theory is valid when the wavelength is

small compared to the dimensions of the diffracting

object (as in optics).

2. Fresnel's theory should not be used:

a. For large angles of diffraction.

b. Close to the diffracting edge.

c. For apertures or obstacles of the order of a

wavelength.

d. When the diffracting edge is not parallel to

the direction of polarization of the wave.

In spite of these shortcomings the theory is useful

because it provides simple solutions for the majority

of the diffraction problems encountered in the field,

and, considering the difficult nature of the general

problem, it is still the most manageable treatment

that has been developed.

antenna cause permanent echoes to appear at several

other azimuths in addition to that of the main lobe.

Although the signal intensity of the side lobes is

much reduced, the echoes may still be strong enough

to obscure targets.

4. Strong permanent echoes causing considerable

trouble may be obtained from distant mountains in

the rear as a result of back radiation. Again, the

weakness of the radiation and distance of the moun-
tains are often compensated for by the large extent

of the reflecting surface.

5. Antennas with wide beams cause permanent

echoes to be much wider than the object that

produces them.

6. Diffraction over intervening ridges is often

sufficient to nullify their screening action so that

objects behind the ridge are visible.

15.5

15.5.1

PERMANENT ECHOES

Introduction

Permanent echoes are due to reflection from terrain

features such as mountains, islands, or even smooth
surfaces near the antenna (ground clutter). Nearby
hills and surfaces produce strong echoes which

obscure the indicator and widen the main pulse so

that the minimum range of detection is increased.

More important are the distant hills, especially those

in the operating sector which obscure areas of tactical

importance. Permanent echoes are a prime considera-

tion in siting, as many otherwise excellent sites are

rendered worthless by excessive fixed echoes. A care-

ful analysis of the terrain will enable an approximate

prediction of such echoes. In this section is presented

a systematic method of preparing permanent echo

predictions so that the suitability of sites may be

determined without actual field tests.

Several factors combine to make permanent echoes

more troublesome than might be expected on first

thought.

1. Hills and land surfaces are so much greater in

extent than the target which the equipment is

designed to detect, that strong echoes may be

obtained from distances where an ordinary target

would give an echo far below normal detection levels.

2. The low elevation of the land surfaces places

them in regions most subject to nonstandard propa-

gation effects where extreme ranges and large

responses are frequently obtained.

3. Side lobes of the horizontal pattern of the

15.5.2 Permanent Echo Diagrams

The permanent echoes associated with a radar

station may be plotted on a chart and their extent,

location, and strength represented. Permanent echo

diagrams should be prepared for each unit of a radar

system using a standard procedure for the taking

and presentation of data. These diagrams are very

useful for:

1. Indicating blind areas in a station's coverage.

2. Assigning the operating area of a station.

3. Checking the range and azimuth accuracy.

4. Checking the transmitter output and receiver

sensitivity.

5. Estimating nonstandard propagation.

6. Planning test flights.

While methods used in different theaters vary as

to detail, the typical permanent echo diagram is

prepared about as follows. The equipment should

be in normal operating condition : that is, the trans-

mitter output and receiver sensitivity should be as

recommended by the instruction manual; the range

and azimuth calibrations should be accurate; and

the weather conditions that affect propagation should

be average. The receiver gain should be set to some

standard level, usually maximum, or to some definite

noise height. The value of the data taken will depend

to a considerable extent on the skill and judgment

of the operator. The station would normally be taken

out of operation for about an hour while data are

taken, although it is possible to take observations

during normal scanning by stopping momentarily.

Where antenna switching is provided, the low-angle,
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long-distance beam should receive the most atten-

tion although tho other combinations should be

checked also.

If the beam is highly directive and can be changed

in elevation, a low angle such as would be used for

distant search should lie used for recording perma-

nent echoes. In some situations several elevations

should be used. On plan position indicator [PPI]

scopes it may be more convenient to photograph the

screen if proper equipment is available. Care should

be taken not to confuse storm and fog echoes with

permanent echoes on microwave sets.

A more detailed procedure is required where A-

scope presentation is used. After the initial adjust-

ments have been made the next step is to decide on

the intervals in azimuth at which readings are to

be made. The definition of the echoes will depend

in part upon the beam width so that the narrow

beam radars should be checked at closer azimuth

intervals. Readings may be taken at intervals of 10°

or 5° or even less depending upon the detail desired

;

in general an interval of about a fourth of the beam

angle is sufficient. Permanent echo readings should

be taken through 360° regardless of the sweep sector

used, so that back and side echoes may be investi-

gated also.

At each azimuth the range of all permanent echoes

is recorded from zero out to the extreme range. The

width of the main pulse and local ground echoes

should be noted as well. Echoes one mile or less in

width are recorded by a single reading at the center

of the echo. Wider echoes are recorded by two read-

ings, one at the left of the echo where the trace leaves

the baseline and a second at the right where the

trace returns. Adjacent echoes less than 1 mile apart

are recorded as a single echo. Where the separation

is greater, care should be taken not to lump echoes

together.

For most purposes variations in amplitude may
be disregarded. Amplitude is, however, sometimes

recorded for a few azimuths of special interest such

as those used for test flights or in tactically important

regions.

To plot the data an overlay of a regional aero-

nautical map or other chart with a scale of 1 to

1,000,000 may be made showing some of the signif-

icant features as coastlines, islands, and cities. On
this should be drawn radial azimuth lines every 10

degrees and range circles every 10 miles. The data

are then marked on the chart as short lines, and

these lines are connected as indicated by inspection.

The enclosed areas may then be shaded lightly. If

it is desired to represent amplitudes, a few equal

amplitude contours may be shown within an echo

area. More detail may be shown by plotting ampli-

tude versus range on a rectangular graph for each

azimuth.

The completed permanent echo diagram should

be compared with a topographical map to check the

degree of shielding obtained and the range and

azimuth accuracy of the equipment and back and

side lobe radiation effects. Care must be exercised

in identifying the cause of an echo, as distant echoes

may come in on the second or third sweep on the

scope after the main pulse.

In Figure 35 is shown a permanent echo diagram

which was selected for purposes of illustration rather

than as an example of a good site. A few miles from

the coast is an extensive range of mountains which

are poorly shielded to the north. The large echo at

200° is due to a mountainous island 260 miles away.

loo
3 ijgg q£ Permanent Echoes in Testing

Permanent echoes are useful for tuning the equip-

ment, estimating the output and sensitivity, and

checking the range and azimuth accuracy. While

such observations may be used as an overall test

of performance, care should be used in selecting the

test echo and in interpreting the indications.

Careful tests have shown that, even though

equipment performance is closely controlled, the

strength of permanent echoes varies over a consider-

able range. It is noted further that indications from

aircraft also vary, but there is little correlation with

the changes in permanent echoes. Other tests show

that, as the performance of the set is reduced, the

maximum range for small targets is reduced at a

much faster rate than for large targets. Thus a

reduction of receiver sensitivity may cause weak

echoes to disappear entirely without a noticeable

effect on strong permanent echoes.

Permanent echoes vary for the following reasons:

1. Atmospheric changes affect both the direct and

reflected rays. This may be due to a change in the

amount of refraction from standard or in the degree

of trapping. Under some conditions marked absorp-

tion may occur. The changes may occur slowly or

fluctuate erratically, being most marked in connec-

tion with microwaves.

2. If the reflecting surface is the ocean, variation

of the reflected ray may occur if the tide changes



136 SITING AND COVERAGE OF GROUND RADARS
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FiGTJEE 35. Permanent echo diagram.

or the roughness of the surface becomes excessive.

3. Frequency variations will affect the echo from

complex reflectors such as rugged terrain. Peaks

which are separated in distance such that the returns

from a single pulse overlap are said to be frequency

sensitive. In the overlap portion the echo strength

will depend upon the relative phase of the two

returns. Thus if the pulse width is 10 /lisec the wave

train will be about 2 miles long. If there are peaks

at 10 miles and lOM miles their echoes will appear

as follows on an A scope

:

10 to 103^ miles near peak echo only

lOJ^ to 12 miles

12 to 12}4 miles

combined echo of both peaks

far peak echo only

The combined portion of the echo may have a height

from zero to twice that of the individual echoes and

usually fluctuates rapidly as the frequency drifts. A
change of a half wavelength in the separation of the

peaks will change the combined echo from maximum
to minimum. This means that a frequency stability

of the order of one part in a million is required for

a steady combined echo.

Permanent echoes used for testing should therefore

be (1) nearby but distinct from ground clutter and
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uthor echoes, (2) separated from the transmitter by

rou^h noiircflectiiig land, (3) a single distinct target

such as a steel tower, (4) weak in response, that is,

comparable to that of a distant aircraft.

The range of echoes which come in on the second

or thirtl pulse may be estimated by adding one or

two times the length of the range scale to the

observed range plus an allowance for the return

trace time, usually several miles. To determine by

test which sweep an echo is associated with, the

pulse repetition rate should be changed, and the

shift in range of the echo observed. Thus if the range

scale is 200 miles long and the pulse rate is reduced

10 per cent, then a target at 250 miles which had

been appearing at 48 miles would shift to an indi-

cated range of 23 miles and could thus be distin-

guished from a 48-mile target that would shift to

43.2 miles.

Frequency-sensitive permanent echoes are not

suitable for checking range accuracy. The frequency

changes from maximum to minimum return are

usually too small to be detected on a frequency

meter, so that frequency-sensitive echoes are recog-

nized chiefly by their unsteady appearance.

Azimuths may be determined to best accuracy

by "beam splitting." This consists in turning the

antenna slightly to one side of the maximum until

the signal decreases to a predetermined level. The

antenna is then turned past the maximum until the

same level is reached and the two azimuths are

averaged. When checking azimuth accuracy the

possibility of horizontal diffraction due to a nearby

hill should be considered.

'''* Shielding

The principal device for control of fixed echoes is

shielding. This means that the antenna is to be sited

in such a way that distant hills are screened by a

local obstruction. A local echo at say 3 miles, is

combined with the main pulse or ground return,

and the distant echo is weakened or eliminated

entirely. In operating regions the loss of coverage

may be more serious than the permanent echo, so

shielding should be used with caution.

Rear areas which are not scanned should be well

shielded so that back and side echoes do not interfere

with targets in important tactical regions. Operation

over such shielded sectors would be limited to high

targets.

Construction of artificial shields made of poultry

netting has been suggested in some cases, where the

back radiation and side loljes wen^ relatively strong.

The very large size of such structures ordinarily

renders them impractical. Most of the antennas

using parabolas have a small back radiation, and

permanent echo problems are much simpler.

In special cases it may be desirable to eliminate

a particular echo from some obstacle without using

shielding. This may be done by constructing a target

of sheet metal on the side of the obstacle, spaced so

that the target echo and obstacle echo are about

180° out of phase. This requires accurate alignment

of the target (so that it is normal to the radiation to

within 5° or less) and close control of the frequency.

It is also necessary that the area be adjusted so that

the response of the target and obstacle are equal.

lo o o Prediction of Permanent Echoes

Permanent echoes may be determined by several

methods

:

1. Tests with the radar at the site.

2. Profile method.

3. Radar planning device [RPD].

4. Supersonic method.

The feasibility of moving the r^dar to the site to

determine the permanent echoes is dependent on

portability, accessibility, etc. Echoes obtained with

one type of equipment may be very different from

those from another type of radar with different

directivity, frequency, and range.

The profile method, which will be described in

detail below, involves a study of topographical maps

and plotting the echoes according to their visibility

and the amount of diffraction. A fairly difficult site

may be handled in perhaps 8 man-hours. This method

is adapted to long-range, low-frequency radars where

diffraction and side and back lobe radiation are

important. On microwave equipment fixed echo

prediction is simpler and the profile method may be

worked out in a few hours.

The RPD technique requires construction of a

relief model of the terrain considered. A small light

source is used to simulate the radar and the echoes

are plotted as a result of a study of the areas illu-

minated. This method is adapted for short ranges

and microwaves where the diffi-action and side and

back lobe radiation are small. Construction of a

fairly difficult model may take a crew of men several

days to a week, as a model should be accurate.
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Once completed, all possible sites or aspects from a

plane or ship may be readily examined. Models of

enemy areas may be used to predict the coverage

of possible enemy sites, and evasive action may be

planned. The RPD is well suited for training and

briefing of air personnel. Kits are provided contain-

ing the light source, supports, etc. Darkroom facilities

are required, and special processing of films is used

to secure more realistic pictures.

The supersonic method requires a model made of

sand, glass beads, etc., to be used under water. Such

models are much easier to construct than the RPD
type. Supersonic gear is used to send out pulses

which are reflected like radar pulses and the echo

is picked up and presented on a PPI scope. Photos

may be taken of the scope picture, and the method

may also be used for training and briefing. Special

equipment is required, but the models may be made
easily and the presentation is obtained direct on the

PPI scope without further processing. This method

is well adapted for training, as flight, changes in

altitude, etc., may be simulated readily by movement
of the sonar head.

In general the proflle method should be used on

long waves or on microwaves where only a few sites

are being considered. It is well adapted for the

estimation of nonstandard atmospheric effects. For

air- or ship-borne radar the RPD or supersonic

methods are convenient because of the large number
of aspects involved. It may be noted that the latter

two methods should not be considered more exact

than the profile method, as the principle of similitude

does not apply unless all elements including the

wavelength are changed in proportion. The principal

difficulty is to secure a source which has the same

radiation characteristics as the antenna system.

15 56 Prediction by Profile Method

The profile method will be described in detail. The
discussion will refer chiefly to VHF radars in a

mountainous terrain, but the methods have general

application. The principal requirements are topo-

graphic maps of the surrounding area with a scale

of 1 or 2 miles to the inch and a contour interval

of 20 ft, although intervals up to 100 ft may be

used. Maps with a scale of about 20 miles to the

inch are needed for checking distant echoes. Regional

aeronautical maps, with a scale of about 1 inch to

16 miles and 1,000-ft contours, are suitable as the

height of prominent peaks is indicated.

From the maps, profiles are prepared for various

azimuths about the radar station. The first mile or

so should be plotted accurately, and at greater

distances the critical points such as hills and breaks

should receive the most attention. A convenient

scale is 2 miles to the inch for range and 500 ft to

the inch for elevation. The distances to which the

profile should be plotted is a matter of judgment,

but it should be extended to perhaps 20 miles, or

further if there is doubt.

On each profile is drawn the tangent line from the

center of the antenna to the point on the profile

which determines the shielding, as in Figure 36.

lOOOr
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RANGE IN MILES

FiGTjRE 36. Typical profile. (Note: 7 in degrees).

This is the line-of-sight curve; it is drawn for each

azimuth, and the vertical angle y is marked on the

profile. If the angle is below the horizontal it is

negative, and caution must be used on high sites

not to exceed the limiting shielding angle of the

radar horizon. This is given by the expression

7 = -0.0108 y/2hi
, (45)

where y is the angle between the effective horizon

and the horizontal at the antenna in degrees and hi

is the height of the center of the antenna in feet.

The line of sight is actually curved, as explained

in the section on visibility problems, but for ranges

up to 10 miles the error in using a straight line is

small. For longer distances the dip QX as computed

from equation (5) should be considered. More con-

venient for this purpose are the curves of the line

of sight for various angles which are calculated from

Figure 37. Standard refraction is taken into account

by use of % a instead of a for the earth's radius,

I a = 1.33 X 3,960 = 5,280
,

hi = 5,280d tan y +
(46)

2'

with hi and hi in feet and d in miles. Above 10°, or

where the shielding is distant, equation (8) should

be used.
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Figure 37. Line-of-sight geometry.

These curves are plotted in Figures 38 and 39, and

their use is iUustrated in Figure 36. The center of

the antenna is at 200-ft elevation, and the height

of the shielding ridge 4 miles away is 400 ft. For a

t IN DEGREES 15

8 10

IN MILES

Figure 38. Line-of-sight curves.

50 70 90
RANGE IN MILES

Figure 39. Line-of-sight curves.

200-ft rise in 4 miles the angle is found from Figure

38 to be 0.5 degree. This curve can then be used to

determine the height of the shielded region at other

ranges. Thus the range at which the shielded region

is 4,000 ft high for the case considered is found from

Figure 39 by using h - h = 4,000 - 200 = 3,800

ft for height and the J/^-degree curve, giving 53 miles.

It is desirable to be able to estimate diffraction

effects in a simple fashion suited to the approximate

nature of this kind of work. As shown in Section

15.4.8 the field intensity varies in, a rather compli-

cated manner with the diffracting angle d^ and the

distance of the shield di [Figure 7 and equation (10) ].

In Figure 40 is plotted the relative field intensity

compared to that obtained without a shield for

shields at several distances. This graph is intended

for 200 mc but may be used on other frequencies by

changing di in proportion to the change in X. It

enables one to make an estimate of the effectiveness

of a shield. Thus if a shield is 1 mile away it may be

neglected for values of 0^ in excess of -1-3°. Likewise
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Sj IN DEGREES

Figure 40. Diffraction over a ridge. (200 mc) (For other frequencies change di in proportion to the change in wavelength.)

objects below —3° in the shadow region would give

weak echoes in most cases. For intermediate angles

the relative intensity may be read from the curve.

For shields closer than 0.1 mile the methods of

Section 15.4.8 should be employed.

Figure 15 shows that the relative intensity of a

diffracted wave is virtually constant for a given

angle when the distance from the edge is large.

Equation (22) may then be written in the form

RADAR

\2di

(47)

where 6^ is in radians (1 radian = 57.3°) measured

from the geometrical shadow line (Figure 7) and

di is in the same units as X. This equation is approxi-

mate, and the error is of the order of a/b.

Where the shield consists of several ridges close

together, an equivalent shield is used instead of

successive shields. The height and distance of the

equivalent shield is found by constructing a triangle

between the radar and the reflecting object which

encloses the shielding ridges. The apex of this triangle

is then treated as though it were the diffracting

edge. In Figure 4:1 H and di are the quantities to

be used in equations (10) and (47).

The general procedure to be followed in preparing

Figure 41. The equivalent shield.

a prediction of permanent echoes will now be out-

lined. By examining a topographical sheet the azi-

muths are determined at which profiles should be

prepared. This will normally be about every 10

degrees. Where the shielding is obviously good the

interval may be 20 degrees, but where the terrain

is questionable such as a region of low hills the

profiles should be taken at 5-degree intervals. The

profiles are prepared and the angle of the line of

sight determined as described above.

The next step is to make an overlay of a map of

scale 1 to 1,000,000. The principal features as coast-

line, towns, and rivers are sketched in to aid in

reading the completed chart. On this is drawn a

polar coordinate system with azimuths marked every

10 degrees and range circles every 10 miles out to

the full range of the indicator.

On the overlay are now drawn the coverage

contour lines. These lines represent the limits of

the heights of the shielded regions. Targets or

mountains below these coverage contours will not
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be visible except by diffiactioii, and targets above

the ooiitours arc in line of sif^lit and receive direct

radiation. For each azinuith and the corresponding

angle of sight (Figure 36) the ranges are plotted for

various contour heights as 1,000, 5,000, 10,000, and

15,000 feet. Wliere these coverage contour Hncs are

close together the shielding is good but the coverage

is poor; where the lines are widely separated, the

shielding is weak, and toward the sea there is no

shielding except by the horizon.

With the coverage contour diagram superimposed

on a map, the peaks exposed to radiation may be

noted. The extent of the echoes due to these peaks

depends on the horizontal radiation pattern and

pulse width. The horizontal beam width is only a

very rough measure of the width of an echo, and

some other angle usually between the half-power

points and the nulls will determine the echo width.

The angle may be estimated by considering the range

and size of the peak. The extension of the echo in

range will be at least as great as the pulse width in

miles, which as it appears on the indicator is about

0.1 mile per /xsec. Actual echoes are usually much
wider than this, as all of the exposed hill sends back

an echo.

The echoes are then sketched in, based on inspec-

tion of the profiles. The plotter's judgment is a very

important factor, but the following rules may be

used as a guide.

1. Shade in a circle for the main pulse several

miles wide, depending on the pulse width and local

return.

2. Consider each profile in turn and for each peak
or hillside in front of the shielding plot an echo on
the main and all sidelobes.

3. A series of sharp hills within the shielding

region should be plotted as a single echo rather than

a number of echoes.

4. The inner edge of an echo should be at the same
range as the hill, and its extension depends on the

slope of the hill and the pulse width, which may be

several miles with some sets.

5. In case of doubt plot the echo.

6. Peaks beyond the shield may be in the diffrac-

tion region and the relative intensity of the radiation

at these peaks will then be obtained from Figure 40

as described above.

7. If the mountain is large enough to intercept

several lobes, the interference effects may be ignored.

The echo strength may be estimated roughly as

proportional to the cross-sectional area of the moun-

tain, the relative intensity of the radiation from

Figure 40, and the inverse square of the distance.

For side and back lobes an additional factor is

required.

8. The 1 to 1 ,000,000 scale map should be carefully

checked to make sure that no peaks are missed in

between the azimuth considered or at extreme ranges.

In the above method much is left to the judgment
of the plotter but it will be found that with experience

a reasonably good estimate of permanent echoes may
be made from a map.

Example 8. Profile Method. A detailed example of

a difficult site will be worked out, and comparison

will be made with the actual recorded echoes. The
site selected is that of Figure 35. The characteristics

of the SCR-270B radar are given in Table 2.

Table 2. Type SCR-270B. Characteristics of antenna
pattern.
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SCALE 1:1,000,000

CONTOUR INTERVAL 1000 FEET 200"

Figure 42. Topographical map for Example 8.

Table 3. Prediction of permanent echoes.*

Distance

in miles

Relative intensities from Figure 40.

1.18 1.00 0.75 0.50 0.25 0.10 0.03

1 MSB MSB MSB MSB MSB MSB MSB
10 MSB MSB MSB MSB MSB MSB M
20 MSB MSB MSB MSB MSB M M
50 M M M M M M
100 M M M M M
200 M M

*This table will apply only for the conditions of Example 8.

In Figure 42 is shown a topographical map of the

area. Contours are drawn for the first few thousand

feet, and prominent peaks are indicated. From topo-

graphical sheets of a 20-ft interval and a scale of

2 in. to the mile the profiles of Figures 43 and 44

are obtained. From the center of the antenna to the

"effective" shielding, the line of sight has been drawn

and the angle of the line of sight noted. In some cases,

as at 20 degrees (Figure 43) a near sharp ridge is not
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Figure 45. Predicted permanent echoes. (Example 8.)

there is trapping, and the size of this echo indicates

the unusual weather conditions at the time the data

were taken. This echo is due to a mountainous island

260 miles away and about 5,000 ft high. There is

no shielding except from the curvature of the earth.

The relative intensity compared to the free space

intensity computed from the formulas for the dif-

fractive region (not given here) is 0.5 per cent. This

echo would not ordinarily be plotted in spite of the

large area of the mountain side.

In correlating the predicted and actual fixed echo

diagrams, Figures 45 and 35 respectively, it will be

noted that the degree of success achieved depends

on the effort expended. Numerous small echoes were

not predicted, but these are unimportant from an

operating standpoint. "Permanent" echoes vary over

wide limits with changes in weather conditions and

efficiency of the equipment so that only a fair

agreement should be expected in their predictions.

15.5.7 Microwave Permanent Echoes

With microwave equipment a simple analysis of

the terrain is generally sufficient. The beam may
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be treated virtually as a searchlight, as the back

radiation and diffraction effects arc small. Trapping

is likely to be severe and in some regions it is the

controlling factor. Sea or land clutters are important

and the extent of such echoes may be estimated

from equation (16).

Microwave sets because of their narrow beam-

width, high resolution, and PPI presentation are

well adapted to navigational uses. Coastlines may
be readily identified, and ships near land may
accurately determine their position. Over land it is

frequently difficult to correlate a PPI picture with

a map. In many cases it may be very desirable to

be able to locate terrain features accurately.

The presence of some distinctive echo is of great

assistance in orientation of the picture, but scope

distortions and the nature of the echoes cause much
confusion. It is therefore desirable to be able to

correct the distortions and to be able to prepare a

radar map which shows the terrain features likely

to contribute to the observed pattern.

The PPI distortions are due to the beamwidth,

range marker errors, and nonlinear sweep. The
width of the beam causes objects to appear wider

than they are, as discussed in preceding sections.

The range marker errors may be determined by
calibration with a precision-type calibrator. By
preparing a cardboard scale to line up with the range

pips the correct ranges of echoes may be obtained.

Because the sweep usually takes about 15 ^sec to

attain a steady speed the pattern is displaced inward

with respect to the map. This may be compensated

in part by adjusting the centering control so that

at least one of the range markers is moved out

radially to its true range. The pattern will then

show a central hole, and the first half mile will be

displaced from its true position, but the pattern

as a whole will be more accurate.

For construction of the radar map it is desirable

' to have topographic sheets of a scale of 1 to 20,000

which show modern structures. Aerial photographs

are also useful. Map matching is done by adjusting

the sweep length and centering controls with major

changes in scale made photographically. To eliminate

detail of little interest it is desirable to ink in only

those contours which correspond to equal increments

of radar range based on the curved surface of the

earth. That is, the retraced contour intervals should

form a sequence of squared numbers (1, 4, 9, 16,

25 n^), for example, 20, 80, 180, 320, and 500 ft.

The amount of distortion to introduce into the radar

map is obtained from the range correction scale and
the shift of the PPI center. For each azimuth

considered the map is shifted to compensate for

the centering error, and the corrected range scale

is used to lay off distance.

150 THE CALCULATION
OF VERTICAL COVERAGE

1.5.6.1
Introduction

The computation of vertical coverage diagrams in

the optical region consists essentially of adding two
vectors, the contributions of the direct and reflected

waves, which have been modified by earth curva-

ture, antenna directivity, etc. The actual computa-

tion of the contours of constant field strength tends

to be laborious because of the implicit nature of the

parameters. The problem may be formulated in a

rigorous, general manner, but the solution is likely

to be unwieldy.

For field purposes where high accuracy is not

required, a method of computing vertical lobe

patterns is desired that is direct, does not require

excessive calculations, provides a simple physical

interpretation of terrain effects, and is flexible. The
methods presented here are designed to meet these

requirements, and the computer may readily accom-

modate the labor of calculations to the required

accuracy and the complexity of the problem.

The path difference of the direct and reflected

rays, the distance of the reflection point, and the

vertical angle are functions of each other, while the

reflection coefficient, the divergence factor, and other

factors depend on the vertical angle. It is therefore

desirable to examine the problem in a general way
to determine what simplifications may be introduced.

With microwaves the reflecting surface must be

quite smooth to be effective. Thus by equation (16)

for the S band and an angle of 1 degree the roughness

must be less than 15 in. if the reflection is to be of

much assistance. The rolling character of sea waves

makes a substantial variation in signal strength so

that the reliable range is only sl'ghtly greater than

that of the direct wave alone. Also highly directive

antennas are commonly used with microwave radars.

These factors reduce the magnitude of the interfer-

ence effects. The fineness of the structure of a micro-

wave pattern and the relatively weak reflection

effects commonly encountered therefore render it a

useful approximation to deal with the direct wave
pattern only for most purposes.
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Fire control and searchlight radars normally

operate at high angles so that they also are mainly

concerned with the direct wave. The GCI and other

low-sited radars have their reflection areas within a

mile of the antenna so that earth curvature may be

ignored, which means a considerable simplification.

The case which requires the most careful considera-

tion is early warning, VHF, high-sited radar which

is dependent on the reflected wave for much of its

performance. A careful analysis of all factors involved

is therefore usually required. Prepared diagrams for

various heights and wavelengths must be considered

carefully before being used, as local terrain features

may radically alter the lobe pattern.

The accuracy and detail desired and the type of

site influence the amount of calculation involved.

With a low-sited VHF radar only a few lobes are

formed so that the shape and location of the lobes

is of interest. With a high-sited VHF radar the lobes

are numerous and the gaps are small so that there

is little likelihood of losing a target in a null area or

of being able to associate an echo with a particular

lobe. In this case the envelope of the lobes is of

particular interest.

The high-power microwave radars are best suited

for vital areas with high traffic density. However,

for most purposes the basic long-range, early warning

radars used by the ground forces operate in the VHF
band. They are normally sited high, that is several

hundred feet and up, in order to secure low lobe

angles and numerous lobes. The need for good rein-

forcement and tactical considerations lead to the

use of the sea as a reflecting surface where feasible.

The general high-sited radar problem will be ana-

lyzed in detail, and the use of approximate, simplified

methods of calculation will be described where

applicable.

10.6.2 rpj^g
Vertical Coverage Diagram

The object of test flights and field intensity

calculations is the construction of the vertical cover-

age diagram. A typical diagram for a long-range,

early warning, VHF radar is shown in Figure 46.

The contours or lobes on this diagram represent the

locus of all points in space along a particular azimuth

where an incoming plane of standard type, usually

a twin engine medium bomber, will produce a mini-

mum detectable signal. A minimum detectable signal

is ordinarily taken to be one that has a signal-to-noise

ratio of unity. This may also be expressed in other

terms such as field intensity or voltage at the

receiver terminals. For other types of planes, or a

number of planes, or different aspects of the same

plane, the lobe pattern has a different size.

30,000

Figure 46. Vertical lobe diagram.
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It will be noted that the vertical scale is nearly

10 times as p;rcat as the horizontal scale, causing a

marked distortion in angles and crowding of angles

above 10 degrees. The lines of constant altitude are

parabolas, owing to the curvatiu'c of the earth. Their

shape is given by the equation

d- 5,280
U = h-

2ka
(48)

Here y = the ordinate measured from the horizontal

line through zero;

/( = the height of the curve at zero range, in

feet;

d = distance along the earth in miles;

a = radius of the earth in miles;

ka = equivalent earth radius.

DISTANT TARGET
i

Figure 47. Flat earth ray diagram.

For standard conditions k is taken as %. At 40°

latitude the radius of the earth is 3,960 miles. Sub-

stituting in equation (48) gives the convenient

relation

:

1, ^'
(49)

with y and h in feet, and d in miles.

Thus in Figure 46 a medium bomber coming in

at 5,000 ft would first be detected at 108 miles, the

signal would increase in strength, reaching a maxi-

mum around 96 miles, and then decrease and be lost

at 84 miles. In the null region between 84 and 77

miles there would be no detection. Similar regions

of detection and nulls would be encountered as the

plane came in closer. The nulls do not come into

the origin when the direct and reflected rays are

unequal. This gap filling is secured at the price of

shorter lobes. Above 3 degrees the lobes cannot be

distinguished from the nulls.

Only lobes due to the main free space lobe of the

antenna pattern are ordinarily plotted, as targets

higher than about 10 degrees are of little interest

to an eai'ly warning radai-. Because most detection

occurs at angles under 2 or 3 degrees, no distinction

will be made between slant range and horizontal

range.

The calculation of the coverage diagram will be

approached in successive steps. The first step will

consist of calculation of the angular position of the

lobe maxima and minuna. This will be done in three

different degrees of approximation corresponding to

different situations encountered in practice. The next

step is the calculation of the length and shape of

the lobes themselves, which is given in a later section.

15.6.3 Flat Earth Lobe Angle Calculations

When the reflection point is so close that earth

curvature may be ignored, the rays may be drawn

as in Figure 47. The transmitter T has the center

of the antenna at height hi above the horizontal

reflecting surface. The antenna is assumed to have

horizontal polarization; that is, the dipoles are

parallel to the reflecting plane and perpendicular

to the direct ray r^. The target height is hi. Both hi

and hi are several wavelengths or more, and ra is so

large that the field at the target falls off as l/r^.

The image of the antenna is at T' at a distance hi

below the reflector. The length of the ray from

T' is r.

The coefficient of reflection is p, and the phase lag

at reflection is 4>. The electric field strength due to

the combined direct and reflected waves (r^ -^ r)

may be written as

E = ^ ^l + p' + 2 p cos {4> + S) (50)

where 5 = 2x— = phase lag due to the path differ-
A

ence,

A = r — fd = path difference of the direct

and reflected rays.

El = the field strength at unit distance.

For horizontal polarization and small angles p is

unity and 4> is 180 degrees and equation (50) reduces

to

E 2Ei . 1

sm - 5
r 2

2Ei . ttA
sm -—

r X
(51)
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In the construction of a vertical coverage diagrana

it is important to be able to draw the lines of constant

path difference. Of special interest are the lines of

maxima in the center of the lobes and the lines of

minima or nulls. These lines correspond to

A = ? —
?'d = constant . (52)

For the case of a flat earth these lines are by defini-

tion confocal hyperbolae with T and T' as foci and

A as the major axis. This is shown in Figure 48 for

a target at short range. In a typical case /3 will be

TARGET

Figure 48. Constant path difference hyperbola.

positive and approximately equal to 7. From
geometry

4/ii2 - A2
Td =

2A - 4/u sin /3

(53)

When Td is very large compared with hi the angle

7 is equal to fi, and the denominator of equation (53)

is practically zero, giving

sm 7 =
2h,

(54)

Using equation (51) with the (7rA)/X = ir/2, the

lobe maxima are given by

A = « (55)

where n = 1, 3, 5 •

of n = 0, 2, 4, 6, • •
.

Substituting in equation (54)

Minima are given by values

n X
sm 7

or to a sufficient approximation

T
11 X

(56)

(57)

Here 7 = the angle of elevation of the target referred

to the horizontal at the ground below the

antenna, in radians;

n = number of half-wavelengths difference

between the direct and indirect paths.

n = 1, 3, 5, etc., for maxima of lobe

number 1, 2, 3, • • (n + l)/2 counting

from the reflector up. n = 0, 2, 4, 6, etc.,

for minima of null numbers 1, 2, 3, 4,

• • • in + 2)12;

hi = the height of the center of the antenna

above the reflector;

X = wavelength;

with hi and X in the same units.

From Figure 47 it follows that di, the distance to

the reflection point, is given by

ch = hi

tan ^ '

or taking tan ^ = sin "^^ = 7 (which may be done

provided di is small enough compared to d^ and large

compared to hi) and substituting in equation (57),

di = 4/1 r-

(58)

Here di, hi, and X must be expressed in the same units"

'

For high sites and distant targets the angle 7
becomes smaller, and the approximation involved

in equations (57) and (58) requiring di to be small

compared to da becomes worse. In Table 4 are listed

the minimum values that nX may have for an error

of 1 per cent or less in equation (57) at different

antenna heights. Also is given the minimum value

Table 4. One per cent error in 7.

h,,H
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distances such that the earth curvature (hop is

comparable to hi, equation (57) does not even pfivc

the correct order of niag;nitude for y.

Kxaniplcti and U). Flat Earth Lobe Angle Compu-

tations. Lobe angles for two cases will be computed,

Example 9, a 200-nie set at 15 ft and Example 10,

a 500-mc set at 50 ft.

Exnmplc 9

X = ^^i* X 3,28 = -1.92 ft

200

For n = 1 (first lobe)

1 X 4.92
T =

4 X 15
X 57.3 = 4.7°

d.=iiiil^^ = 183ft
1 X 4.92

Example 111

X = 1.97 ft

7 = 0.564°

</, = 5,080 ft

Table 5. Lobe angle and distance to reflection point.

Example 9

7, degrees di, ft

Example 10

7, degrees di, ft

1 (lobe 1)
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in the region of greatest interest, that is, small

angles, hi is itself small, and this tends to compen-

sate the error. The modifications introduced permit

the use of the simple plane earth formulas, since for

a particular angle the tangent plane is taken as the

reflection surface.

The angle y given by equation (62) is the trans-

formed angle to be used in constructing the vertical

coverage diagram based on a modified earth radius

of ka = 5,280 miles. If the true angle is desired, the

true earth radius a = 3,960 miles must be used in

equation (62) instead of 5,280 miles.

Examples 11 and 12. Lobe Angles Corrected for

Earth Curvature. Lobe angles will be computed by

this method for two radar sites.

Example 11

/i, = 500 ft

/ = 200 mc

From equation (59)

Example 13

hi = 3,000 ft

f = 100 mc

h' = 3,000 - —

<? 250

20 30 40 50 60 70

DISTANCE di IN MILES

Figure 50. Equivalent height graph.

Table 6. Lobe angles for radar. (Example 11.)
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u, 20,000

80 100 120

DISTANCE IN MILES

Figure 52. Lobe angles for Example 11.

the origin rather than at the center of the antenna.

The error in the position of the center hnes of the

lobes near the antenna is a limitation on this method

;

but this occurs in a region which, because of gap

filling, has no nulls and is therefore of little concern.

Another difficulty is that the lower lobes are actually

curved instead of straight; but as long as the site is

not too high, say under 100 ft (100 mc), the curva-

ture is small and unimportant. In general the method
of equation (62) gives reasonably correct lobe angles

for most high sites and with a moderate amount of

computation. This is the first step in the preparation

of the coverage diagram. Later sections will discuss

construction of lobes about these center lines.

io.6 o rpj^g
General Lobe Angle Formula

For very high sites (over 1,000 ft) and frequencies

over 200 mc, it is desirable to have a more accurate

expression for the locus of constant path difference

than is afforded by straight lines. This is of especial

interest in the first few lobes as these determine the

low coverage which is of great tactical importance.

The method described here overcomes the limitations

of equation (62) and may be used for the highest sites.

In Figure 54 is shown the antenna above a curved

reflecting surface whose radius is taken as % of the

earth's radius to allow for atmospheric refraction.

The tangent plane CE makes an angle 6 with the

horizontal at the antenna, and 6 is given by — (di/ka)

as shown in Figure 49.

hi = height of the center of the antenna above

the earth's surface, in feet.

hi = equivalent height of the antenna, in feet

— equation (59).

Td = distance from the antenna to the target, in

miles.

A = distance from the antenna to the reflection

point, in miles.

B = distance from the reflection point to the

target, in miles.

A = path difference, A -(- B — r^, in miles.

X = wavelength, in feet.
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sqooo

40^000

u 20,000

eo 100

DISTANCE IN MILES

Figure 53. Lobe angles for Example 12.

6 — angle between the tangent plane CE and the

horizontal at the antenna, in radians. This

angle is always negative.

ka = radius of the modified earth, 5,280 miles,

^d = angle between the direct ray Td and the

horizontal plane CE, in radians.

^ = angle between the reflected ray A or B and

the horizontal plane CE, in radians.

n = number of half-wavelengths path difference.

Substituting

A = n\

In the triangle ABvd (cosine law)

(64)

(65)

Td = \/a^ + B'' + 2AB cos 2<ir .

From the definition of path difference:

A = A + B-rd =
2 xt280 '

A + B - A = VA^ + B^ + 2AB cos 2*
;

squaring and dropping terms that cancel out gives

2AB - 2AB cos 2^ - 2BA = 2AA - A'-
,

or solving with respect to B,

AA - iA^
B =

A{1 - cos 2*) - A
(66)

2 X 5,280

into equation (66) gives

10,560
B =

_ 1 (
^^

\
2 \ 10,560/

A{1 - cos 2^) -
nX

(67)

10,560

Several approximations will be introduced to

simplify equation (67):

A will be taken to equal di since ^ is of the order

of 3° or less.

From Figure 54 it follows that sin 'I' = /ii'/5,280A,

or for small angles, "^ = hi/5,28QA.

Substituting for hi [equation (59)] it follows that

q> =
5,280di.

(68)

Using the approximation

cos 2>i' = 1 - 2^2
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ANTENNA

MODIFIED
EARTH SURFACE

Figure 54. Reflection point geometry.

and neglecting |(nX/l0,560) compared to A, equa-

tion (67) becomes

n\

B
10,560

-di

2di<t'-
nX

(69)

10,560

From the law of sines

sin 2^ sin (^ + ^iTd) sin (^ — ^Td)

ra B

sin (* + '^d)

"When Sff and '^d are small

B sin 2^

I'd

B
Td

and

S^ *rf = - 2^'
Td

and hence by subtraction

B - A
^^d = ^I' .

Td

Since '^i' is a small quantity Td may be taken to equal

A + B, and A = di, that is

B - d.
(70)

This is the angle of the target with respect to the

tangent plane CE as seen from the antenna. The

angle desired however is y, which is measured with

respect to the horizontal at the antenna, GH. As
shown in Figure 54

7 = *d + 6» .

From equation (61)

The line of minimum path difference (A = 0) is

along the earth's surface from the transmitter to

the horizon, and beyond it is along the line of sight

tangential to the horizon since the direct and indirect

waves are equal in that case. Maximum path differ-

ence occurs directly below the antenna and is equal

to 2h\. Since the path difference is also nX/2, the

maximum value of n is 4/ii/X. In practice the vertical

directivity of the antenna limits n to a much smaller

value.

Consider a wave which is reflected from directly

under the antenna, and let /lo denote the height

above the reflector at which the path difference is

nX/2. Then

hi + ha — {hi — ho)

T

nX
~2

(71)

Thus if X is 10 ft the center of the first lobe will be

2.5 ft high at zero range. For most purposes the lobes

and nulls may therefore be considered to start at

the origin.
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To use this method it is best to arrange the calcu-

lations in a tabular form. Points along the lobe center

are selected by using various values of di for the

value of n desired. Next ^ is obtained from equation

(68) and substituted in equation (09), and B and

* are substituted in eciuation (70) yielding ^I'rf, which

is combined with 6 to ol^tain y. The curve of constant

path difference is thi>n jilotted from y and ;v. which

are now known.

Example 13. The General Lobe Angle Formula. To
illustrate this method a radar 3,000 ft high and

operating at 100 mc will be used. A trial value of

60 miles is arbitrarily selected for di and substituted

in equation (68), giving

^ = 3,000 - ^ X (60)-

5,280 X 60
= 0.003788 radian

In equation (69) using n = 1 and X = 9.84 ft,

B =

1 X 9.84

10,560
X 60

2 X 60(0.003788) =
1 X 9.84

10,560

- 70.85 miles

.

^i
70.85 - 60

70.85 + 60
X 0.003788 = 0.000314 radian

60 = -0.01136 radian .

5,280

y = 0.000314 - 0.01136 = -0.01105 radian .

ri = 60 + 70.85 = 130.85 miles .

Laying out the angle y from the antenna and

marking off the distance Vd gives one point on the

curve of constant path difference. Enough other

points are computed to enable one to draw a smooth

curve. The computations may be arranged as shown

in Table 8. The values selected for c/i should be

small enough so that the denominator of equation

(69) is positive.

These two curves are plotted in Figure 55. For

comparison is shown the first lobe as computed from

equation (62), and it can be seen that this equation

may lead to appreciable error in estimating low

coverage. For most purposes it will suffice to calcu-

late lobes higher than the first one or two by means

of equation (62).

15.6.f The Calculation of Lobes

Three methods of computing lobe angles were

given corresponding to low, medium, and high sites,

in order to relate the labor of the computations to

the complexity of the problem. A similar procedure

will be followed in the calculation of the lobe shapes.

The lobe diagram represents the locus of all points

along a particular azimuth of a definite field intensity,

usually the threshold of detection. If the site has

horizontal symmetry throughout its sector of opera-

tion one diagram will suffice. Usually several dia-

grams are required, and it is common practice to

prepare a diagram for the central azimuth of the

sector and for 10 degrees inside of each limit of scan.

1^^^ Low Site Lobes

The electric field intensity at the target is the

resultant of the direct and reflected waves which

have the same amplitude and a phase angle which

varies continually as the lobe angle y is increased.

Table 8. General lobe angle formula. (Example 13.)

d„
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30,000

20,000

g 10,000

_i
<

CENTER OF ANTENNA

80 100 120

DISTANCE IN MILES

140 ISO 160 200

Figure 55. Lobe and null lines. (Example 13.)

E

For a perfect reflector and horizontal polarization

the phase lag is equal to +x + (2ir/X) X (n\/2)

which adds up to mr + tt. Odd integral values of

n give lobe maxima, and intermediate values give

other points on the lobes.

The sum of the two vectors practically parallel

and of equal magnitude, Ei/d, is

= ^ cos
|^(„ + 1)

ij , (72)

where Ei is the electric intensity (microvolts per

meter) in the equatorial plane 1 mile from the

antenna in free space, that is, without a reflecting

surface. E is the electric intensity at the point

considered in microvolts per meter, d is the distance

to the point, in miles, n is a number related to the

angle of elevation. It is an odd integer for lobe

maximums and an even integer for nulls. For a

given antenna and radar the electric intensity E
will produce at the input of the receiver a voltage,

V2 = kiE,

d
sin (90°ft) (73)

where fci is a proportionality factor for the voltage

applied to the receiver input. If V2 is set equal to

the minimum operating voltage of the receiver

equation (73) becomes

d = '^ sin (90°n) .

' min

The term kiEi/V^^^ is usually obtained from test

flights on the particular radar or on radars of the

same type. The usual form is

d = d„ax sin (90°?i)
, (74)

where d^ax stands for kiEi/Vatm and is a measure

of the performance of the radar set.

The lobes will be polar sinusoids and the minima
will go to zero only when the amplitude of the direct

and indirect waves are equal. These conditions will

not obtain if the vertical directivity of the antenna

affects the rays unequally, if the reflected wave
suffers imperfect reflection or divergence, or the

atmosphere or terrain has unequal effects on the

two waves. Low sites are generally free from the

above effects and equation (74) may be used with

acceptable accuracy.

Example 14- Low Site Lobes. A radar operating on

200 mc is 25 ft high and has a maximum range of

60 miles. The lobes occur at 2.82°, 8.46°, and 14.1°

and the nulls at 0°, 5.64°, 11.28°. The method of

plotting a lobe is shown in Figure 56. n may be

divided into as many parts as desired, and the

corresponding range for each obtained from equa-

tion (74). Thus at n = 0.7 the angle is

0.7 X 4 92 = 0.0344 radian
4 X 25

d = 60 sin (90° X 0.7) = 53.46 miles.

A line is drawn at this angle, and a point is marked

off at a range of 53.46 miles.
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Figure 56. Low site lobes. (Example 14.)
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15 6 8 LQ]3g Diagrams of Medium Height Sites

In dealing with radars at medium heights, say

from 100 to 1,000 ft, a more involved treatment is

required, owing to earth curvature effects. The

procedure followed in this section is to compute a

value of dmax for each lobe from which a sinusoid

is constructed at the angle of the lobe. The envelope

of the lobes is considered to be of principal interest,

the lobe shape being of secondary importance.

The strength of a wave is measured in miles, that

is, the distance at which the standard target must

be to give a standard signal response such as a

signal-to-noise ratio of one. The distances corres-

ponding to the direct and reflected waves are added

to get lobe maxima and subtracted to get minima.

The direct and reflected waves will therefore be

computed separately. The phase shift due to reflec-

tion will be taken as 180°, and the phase shift due

to other causes than path difference will be considered

negligible. This assumption greatly simplifies calcu-

lations and is a good approximation for small angles

and horizontal polarization. For vertical polariza-

tion, especially in the VHF band, it is a poor

approximation.

The direct wave is affected only by the modified

antenna pattern. The reflected wave is affected by:

1. Shoreline diffraction.

2. The modified antenna pattern.

3. Earth curvature.

4. Coefficient of reflection.

5. Divergence.

Terrain effects such as reflection areas of limited

extent, the shoreline, cliff edges, and obstacles involve

diffraction. A simple, flexible method for solving such

problems will be developed in the next section.

1^ "^^ Shoreline Diffraction

Unfortunately sites of sufficient height are

frequently some distance inland, and a considerable

portion of the reflection surface is on land. The
poor reflecting qualities of land, especially when
rough, causes the high angle lobes due to nearby

reflection to be reduced as much as 50 per cent in

length. This is a common cause of poor high coverage

so often experienced in fleld installations and the

inability to detect high-level bombing attacks except

at perhaps 10-mile ranges. In this section will be

developed a method of computing the vertical

coverage pattern for the typical high site with part

land and part sea reflecting surfaces.

In most cases the profile of the land between the

transmitter and the shore will be found to be too

rough for coherent reflection, as may be determined

from equation (16). If substantial regular areas or

obstacles occur between the antenna and the shore

line they should be treated as described in Section

15.6.12, on the modified antenna pattern.

15*= 1° Sea Reflection

with Diffuse Land Reflection

The problem treated in this section will be that

shown in Figure 57. The land in the foreground is

so rough as to cause only diffuse reflection, and no

regular areas exist which will affect the vertical

pattern below 15°.

The diffuse reflection from the land area has a

random phase relation, and the field intensity in a

particular direction is relatively small. The effect of

the land reflection on the interference pattern is

RADAR ANTENNA

SHORE LINE

Figure 57. Fresnel zones on land and sea areas.
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therefore noglectcil. This is ('(luivalcut to tcnniiiatioii

of the n^flcM'tiiifi; smracc at the shore line.

In order to describe diffraction at a shore line a

system of Fresnel zones for each lobe is considered

to be formed on the sea with the leflection point of

the lobe as their center. The zones will be ellipses

because of the inclination of the rays. The influence

of the shore line will be determined by the number

of zones which are not interfered with by the shore.

Thus a low angle lobe which has its central Fresnel

zone far out to sea would be virtually unaffected by

the limited reflection area, as numerous zones are

formed on the sea. This is indicated by A in Figure

57, which represents the reflected wave. At B, a

higher angle lobe, there are only two zones intact,

and the reflected wave is weak. Had only one zone

been complete, the reflected wave would have been

stronger than A. At C only portions of outer zones

are formed on the sea, and the reflected wave is

negligible.

The effect of the reflecting surface may be repre-

sented by an image antenna located in the earth

under the radar antenna at a depth hi below the

surface as in Figure 58. The nonreflecting land surface

then acts precisely as a straight diffracting edge for

the image antenna and indirect ray. A general

formula will be developed which gives the situation

of any Fresnel zone of any loljc for a given radar

station. From this formula and the distance to the

shoreline it may be determined for each lobe which

zone is intercepted by the shore. In the graph in

Figure 58 is plotted the relative intensity of the

reflected ray as a function of m, the number of the

zone touching the shore. In the illuminated region

at large angles, as A, the relative intensity is close

to unity. Approaching the shore it oscillates about

unity, reaching a maximum of 1.18. In the shadow

region, the intensity drops to low values. Thus,

knowing m, the effect of shoreline diffraction on the

reflected ray may be obtained. The derivation will

be developed for a plane reflecting surface, since, as

it has been shown in Section 15.6.4, for lobe angles

corrected for standard earth curvature, the effect of

earth curvature may be taken into account by using

hi [equation (59)] instead of h. In most cases di will

be small and hi may be used with little error.

IMAGE ANTENNA
Figure 58. Shore line diffraction.
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15.6.11 General Formula

for the Reflection Area

In Figure 59 is shown an image antenna T" sending

radiation through a plane of indefinite extent. In
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For the I'ar puint

These equations may he combined:

mn\ Sh\-

1

r/ =
(
^" + -^ +

V̂Hr + inn\ 8/1,1

, (77)

where the i^Uis sign gives the far point and the minus

sign gives the near point. The reflection point is

obtained by using m = and equation (77) reduces

to:

rfi = (78)

Thus to obtain the range of the near edge of the

first Fresnel zone for the first lobe, substitute ?i = 1,

m = 1 and use the minus sign in equation (77)

:

rf„ = 0.688
h{'

(79)

The far edge of this zone is obtained by using the

plus sign

hi"
df = 23.3

Equation (77) is in the form

= T

where

or

\2n n- n-

1 mn

Ti = diX

(80)

(81)

(82)

(83)

If di is taken as the distance of the shoreline, T^

may be considered as a characteristic site or terrain

factor at a particular azimuth and combined with

the height and wavelength to obtain the range of

any zone of any lobe.

In order to read the relative intensity and phase

lag of the reflected wave from the diffraction graphs,

Figure 27 and Figure 28 respectively, it is necessary

to have m expressed in terms of v. In Figure 19 the

path difference is by definition of m

l'](iuatii)ii (23), with l\ = (I — li, yic^lds

A =
4 '

hence

(85)

It is also desirable to have an expression for v in

terms of n and T. This is obtained by substituting

yV2 for m in equation (82) and solving

n +
J,

(86)

The width of the zones, that is, along a chord at

di parallel to the minor axis of the elliptical rings,

PiQUEE 60. Width of Fresnel zones.

may be obtained from Figure 60. Zone m is shown

with a chord length b. The distance from the image

antenna to the intersection of the chord and ring m
is I + mX/2. From this may be written

= r-^ (87)

Neglecting m^-\''-/4: since it is small compared to the

other terms,

.2)
V- + m\l = l-

A = 7n - (84)

? = r = «i = ^r ;

cos ^ n\

from equation (78), since ^ is small.

Where earth curvature effects are appreciable the
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effective height, from equation (59), should be used.

b = 4/u' J- . (88)
\ n

To apply this method the distance of the shore-

line, di, is substituted in equation (81), and the

equation is solved for Ti, the terrain factor. This

quantity is a constant for a particular azimuth and

is substituted in equation (86) along with the values

of n desired and solved for v. The values of »i corre-

sponding to these values of v are the numbers of the

zones which intersect the shoreline for each value

of n. These values of v are entered in Figures 27 and

28 to obtain the intensity and phase lag relative to

that which would be obtained if the rough land were

replaced by the sea.

Example 15. Shoreline Difraction. A radar station

is assumed to have the same height and frequency

as in Example 11. The shoreline distance is 3 miles,

and the intervening land is occupied by a large

city, hr = 500 ft; / = 200 mc; di = 15,840 ft. At

this distance the effect of earth curvature is less than

1 per cent and may be neglected. The greatest angle

at which waves are reflected from the sea is given by

500

15,840

In equation (16) the maximum height of roughness

for regular reflection is

X 57.3 = 1.81°

E = 3,520 = 9.7 ft
200 X 1.81

The land is evidently a diffuse reflector. From
equation (83)

d{K 15,840 X 4.92
Ti

{li^'Y (500 - 4.5)2

Substituting in equation (86) for n = 2

0.317 .

-V^
317 X 4 - 2 +

0.317
= 2.11

TO = - = 2.23 .

That is, somewhat more than two zones are com-

pletely formed on the sea. In order to determine

which sign to use in reading Figure 27 it is only

necessary to know whether the main reflection point

di for this lobe falls on the land or the sea corre-

sponding to shadow or illuminated regions. A more
general procedure is to solve equation (63) using the

shoreline distance for d\ :

4 X (500 - 4.5)-

15,840 X 4.92
= 12.6

For all values of n less than 12.6, dx will be on the

sea and equation (84) applies to the near edge, and
the minus sign is used in equation (82) corresponding

to +y in Figure 27. For n greater than 12.6 the

plus sign is used in equation (82) and — y in Figure

27. Thus, for n = 2 and v = -t-2.11, is read in

Figure 27 the relative intensity z = 0.980 and in

Figure 28 the phase lag, f = —0.103 radians. Other

values are listed in Table 9.

The width of the second zone may be computed

from equation (88). The effective height for n = 2

is obtained from Figures 50 and 51 and is 414 ft.

/2
& = 4 X 4144 = 1,656 ft
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'"" Antenna Patterns

To obtain/,,, tlu- relative amplitude of the radia-

tion from the antenna, as a function of the vertical

anple 7 it is only necessary to take into acu'ount the

path dilTerences of the elements of the array. The

absolute field intensity and time phase will not be

considered. In Figure Gl is shown an array of four

Figure 61. The four-element array.

horizontal half-wave dipoles spaced a half wavelength

apart. The radiation from A in the direction 7 may
be taken as proportional to cos cot. The path differ-

ence of radiation from B is X/2 sin 7. The corre-

sponding phase difference is

2t ^ X .

YX2Sin7=: -If sm 7

For C and D the phase is — 2ir sin 7 and —Sir sin 7
respectively. The total field intensity pattern is

/,! = cos cot + cos (coi — IT sin 7)

+ cos {wt — 2x sin 7) -|- cos {wt — Stt sin 7) ,

grouping

[cos uit + COS (coi — 3x sin 7)]

-|- [cos (co< — IT sin 7) -I- cos (wt — 2-k sin 7)] . (89)

From the identity

cos A -h cos B = 2 cos i (A -f B) cos \{A - B)

equation (89) may be written

/"a = 2 cos ( coi — sin 7 1 cos ( -^ sin 7

+ 2 cos ( 0)^ — — sin 7 j
cos

(
^ sin 7 ) ,

/"a = 2 cos ( co< — ^ sin 7

cosfY sin 7] + cos • f^ sin 7
j

r. = 4 cos ( ixii

IJtt

sin 7 ) cos (-n- sin 7)

sm 7

Since only the rms value of this equation is signifi-

cant, the terms containing co< may be dropped, and

the result for the four-element array is

Ja = cos {t sin 7) cos I ;r sin 7d^"
(90)

It is easily verified that this is a special case of the

general expression for an A'^ element array spaced at

intervals of nX and excited in phase (not derived here)

sin (Nn x sin 7)h =
N sin (n x sin 7)

(91)

The effect of a refiecting screen may be computed

by treating it as though it were X/4 from the dipole

as in Figure 62. In practice the spacing may be

IMAGE '* 4

SCREEN

Figure 62. The reflecting screen.

more nearly X/8 but for 7 less than 30° the method

given here is satisfactory and avoids a complicated

analysis. The path difference QR is (X/2) cos 7, and

the phase difference is x cos 7. Then

/a = cos wt — cos (cot — X COS 7) . (92)

From the relation

COS A — COS B = —2 sin I (A -h B) sin | (A — B),

it follows that equation (92) may be written in the

form

cot cos 7/a = - 2 sin f „„ 2

Dealing only with the rms value,

)
^^'^

{l
cos 7

Ja = sin (
- cos 7 (93)

For small angles this factor is usually unimportant.

Factors are given in Table 10 for some typical arrays

with horizontal radiators in a vertical column and

a refiector screen.
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Table 10. Antenna pattern factors.

Array with screen Vertical pattern /^

Two radiators spaced

Four radiators spaced

Two sets of four radiators each

(Vertical spacing between
centers of sets is 3X.)

cos (
- sm 7 ) sin (

- cos T

cos I - sin 7 1 cos (jr sin 7) sin I - cos 7

cos ( - sin 7 )
cos (tt sin 7) X

cos (Stt sin 7) sin I - cos 7 I

Example 16. Vertical Pattern of an Antenna. Using

the eight element array in Table 10, the relative

intensity at angle of 5° from the horizontal is com-

puted as follows.

/.4 = cos (90 sin 5°) cos (180 sin 5°)

cos (540 sin 5°) sin (90 cos 5°),

= cos 7°51' X cos 15°41'

X cos 47°4' X sin 89°39',

= 0.9906 X 0.9628 X 0.6809 X 0.9999,

= 0.65.

The main vertical lobe is plotted in Figure 63. The
first null is at 9°36' and the half-power beam width

I 23456769
VERTICAL ANGLE IN DEGREES

Figure 63. Vertical pattern of a typical antenna. (Ex-

ample 16.)

is 4.53°. It will be noted that the effect of the

reflector screen may be neglected for small angles.

The pattern from a parabola is closely dependent

on the feed system which controls the uniformity

of illumination. To reduce side lobes it is common
practice to taper the illumination toward the edge

of the dish. This is accompanied by a broadening of

the beam and a loss of gain. The half-power beam
width for uniform illumination is 59X/Z) degrees,

where D is the diameter of the aperture. The first

side lobe is then about 2 per cent of the maximum.
A typical dish with a tapered feed would have a

half-power band width of 68.8X/Z) degrees. This

reduces the first side lobe to 0.5 per cent. Some
designs are further modified by deforming the dish,

off-center feeds, etc., so that the patterns may not

be easily computed. Such patterns are best obtained

experimentally and are usually given in the manual

for the equipment.

15.6.14 Local Terrain Effects

The vertical pattern of the antenna may be modi-

fied by reflection from local flat areas or by diffraction

over hills or other obstacles. To take these effects

into account, factors are computed from the diffrac-

tion equations which are used to modify the direct

and reflected ray patterns.

A detailed method of calculating f(y) cannot be

given because of the great variety of sites encoun-

tered. However, the following discussion of the

effects of particular terrain features will suggest

methods of combining them to analyze a particular

site.

A large, flat land area will in general produce lobes

and nulls at angles given by equation (57) with an

envelope twice as large as the free space pattern.

If the land area is not level, the lobe pattern will be

tilted by the angle of the land. However, the problem

is essentially a matter of diffraction since the land is

of limited extent. Equation (16) should be used to

determine whether the area is sufficiently flat to act

as a regular reflector.

If the land is flat from the antenna out to a

distance di the relative intensity of the reflected ray

is }/2 when di = hi X cot y. This assumes the land

beyond di to be nonreflecting and that the distant
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liDundarv acts as a dilTi-aclin^ cdjj;!'. As (/, increases

rui'llKM-. tlic rclali\(' intensity increases to about 1.18

and tlu'u decreases again and oscillates al)out unity

in gradually decreasing swings. This is accompanied

by a variation of phase.

Several typical terrain problems will be solveil in

detail to illustrate the methods.

Exam])k 17. Limited Rcjlccting Area. A 200-mc

radar, l''igui'e (J4, with an antenna as described in

hi«50 FEET t= 200 MC
LAND REFLECTING FROM 600TD3000 FEET

(ru l.4»

IMAGEia. REFLECTING ROUGH LAND-"^
SURFACE DIFFUSE REFLECTOR

4000 eooo izpoo

DISTANCE dj IN FEET

Figure 64. Lobes from a limited reflecting area.

Example 16, is 50 ft above a smooth reflecting surface

(a lake) which extends from 600 to 3,000 ft. From

to 600 ft and from 3,000 ft on is rough land. The

shore line diffraction method will be used to deter-

mine the effect of the reflection from the limited

area upon the antenna pattern J.^. The vertical

pattern is plotted from Figure 63 and shown dotted.

To obtain the pattern for the reflected wave the

shore at 600 ft is taken as a diffracting edge, and the

relative intensity computed as a function of y as

though the surface from 600 ft on were a perfect

reflector. This is then repeated using the shore at

3,000 ft. The difference between these two functions

is then the effect of the area between 600 and 3,000

ft. From equation (83) for n = 1
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The product oifj. and/j is the modified antenna fac-

tor /(y). This is plotted in Figure 64. With a larger

reflecting surface, the length of lobes would approach

twice the value of /,,. Figures 64 and 65 were drawn
for purposes of illustration and would not ordinarily

be required.

Example 18. CliffEdge Diffraction. A 200-mc radar,

Figure 66, with an antenna as described in Example

h, =50 FEET
CLIFF EDGE =3000 FEET

f = 200 MC

MODIFIED ANTENNA
PATTERN FOR SEA
LOBES

ROUGH
LAND ^

4000 8000 12,000

DISTANCE d, IN FEET

Figure 66. Cliff edge diffraction. (Example 18.)

16, is 50 ft above a rough land surface, the top of a

cliff whose edge is 3,000 ft away.

The geometrical shadow line makes an angle with

the horizontal of

tan
50

3,000
= - 0.955°

At this angle, the relative intensity, z = 0.5. Other

values of z may be read from Figure 27 after con-

verting the angle of diiTraction to v by means of

equation (47).

a.°
= 0.61 da° .

4.
4.92

X 57.3
' 2 X 3,000

At 0.377° in the shadow region v = -0.377 X 0.61

= -0.23. From Figure 27, z is 0.4. This angle,

referred to the horizontal at the antenna, is

7 = * - 0.955 = -1.332°.

Some other values are

:

7°
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DIRECT RAY

ANTENNA

,C i

IMAGE

„T~ " CENTER LINE OF
ftl__ANTENNA PATTERN

Figure 68. Earth curvature effect on direct and image patterns. Note: GH horizontal at the antenna; CE horizontal at

the reflection point 6 =
ka

the base of the antenna. Because of diffraction at a

cliff edge the modified antenna pattern/(y) is unsym-

metrical as in Example 18. The lines GH are parallel

to the horizontal at the antenna. The line CE is

horizontal at the reflection point and makes an angle

d with GH. The target is at an angle y with respect

to GH. The incident and reflected rays make the

angle y — d with CE. It will be noted that the

direct ray makes the angle y ~ ^ with the centerline

of the antenna pattern, and the reflected ray makes

the angle y — 26.

^^''"'
Coefficient of Reflection

The coefficient of reflection of the reflecting surface

is in general complex. That is, both the magnitude

and phase of the reflected wave are affected. The

reflection coefficient varies with the conductivity and

dielectric constant of the reflector and with the

frequency, polarization, and angle of incidence.

Careful consideration should be given to the rough-

ness of the surface, and a substantial reduction in

the coefficient should be made when the height of

roughness is comparable to that computed from

equation (16). In general the reflection obtained

with microwaves is of minor importance.

The magnitude and phase angle of the reflection

coefficient are plotted as functions of the angle of

reflection, * in Figures 69 and 70. Curves are given

for horizontal and vertical polarization and for the

extreme conditions of sea water and dry soil. For

dry soil the reflection coefficient is not sensitive to

frequency changes, and the 100-mc curve may also

be used for 3,000 mc.

For most purposes the reflection coefficient for

horizontal polarization may be taken as unity, and

the phase angle as 180°. The use of these values

simplifies computations.

The coefficients of reflection and phase angle for

vertical polarization vary rapidly with frequency

and angle of reflection for sea water and more

gradually for dry land. The minimum point of the

curves in Figure 69 is known as the pseudo-Brewster

angle corresponding to a similar angle in optics.

Cases not covered by Figures 69 and 70 may be

computed from the following equations.

Vertical Polarization:

pexp (-?'</>) = tr sin ^ — "v/e^ — cos- ^

tc sin ^ + "v/fc — cos- '^

Horizontal Polarization:

p expi-j4,) =
\/tr — cos- ^ — sin ^

s/ tc — cos^ ^ + sin ^

(95)

(96)
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1000

Figure 71. Divergence factor graph.

where ^ = the angle of reflection measured from the

horizontal

;

e^ = er — j60cr\;

tr = dielectric constant of the reflector rela-

• five to air;

0- = conductivity of the reflector, mhos per

meter;

X = wavelength, in meters;

(j) = phase angle, lagging.

Some typical ground constants are given in

Table 12.

Table 12. Terrain reflection characteristics.

Type of terrain
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^°*'^'' Divergence

The reflected wave is scattered somewhat by being

reflected from the spherical surface of the earth

instead of a plane surface, and this reduction of field

strength is taken into account by the divergence

factor. This is dependent on geometrical considera-

tions and may be expressed as follows (for 7' < 3°)

:

D =
.

'

^ =
, (97)

[/(7) +/(7 - 2e)zpD]do (99)

V-
n\

2(5,280)-^ (7')^

where nis the lobe number,

X is the wavelength, in feet,

7' is the reflection angle, in radians, obtained

from equation 60.

A convenient chart for obtaining D is given in

Figure 71. The parameters are 7' in radians and nX,

with X expressed in feet.

As 7' approaches zero, n also approaches zero, and

the equation is indeterminate. At the point of tan-

gency of the line of sight and the earth, D is 0.5773.

At. low angles the field is modified by diffraction

around the curved earth. The lower limit of the angle

7' for which the optical treatment is valid is usually

given by

7' > , hA- > 0.00382 A^X
, (98)\ zxka

where k is % and X is in feet.

For angles below this limit the theory for diffrac-

tion of radio waves around the earth is required for

a rigorous solution. However, in practice it is found

that angles as low as the first maximum (n = 1) may
be treated by the ray theory with little error.

Applying equation (98) to Example 11

7' > 0.00382 \/4;92 = 0.0065 radian.

In Table 6 this corresponds to n = 2.25. However
using n = 1 and 7' = 0.0036 the divergence factor

D is found from Figure 71 to be 0.58. For angles

below 7' = 0.0036 it is necessary to estimate D.

Experience indicates that a fair minimum value to

select for D is 0.5773. For angles much below the

first maximum, the optical treatment gives values

of field strength which are too low because it neglects

diffraction. This may be compensated in part by
using values of D between 0.5773 and 1.0.

where L is the distance to the end of the lobes or

the nulls, in miles, do is the maximum range (in

miles) at which a given response (usually the mini-

mum detectable signal) would be obtained if the

antenna were in free space. If the lobe diagram were

plotted for some signal level above the minimum
detectable, rfo and L would be correspondingly

smaller.

Example 20. Lobes for a Medium Height Radar. A
200-mc radar using horizontal polarization has an

antenna composed of two groups of dipoles spaced

three wavelengths between centers, each group

having four dipoles spaced X/2, as in Example 16.

The antenna is 500 ft high and 3 miles inland as in

Examples 11 and 15. It is desired to compute the

vertical coverage pattern.

From previous tests on this type of equipment it

is known that the maximum range that would be

obtained in free space do is 80 miles. Since the

polarization is horizontal, p will be taken as unity.

Precision is not required for most of this kind of

work, and it will suffice to compute values for equa-

tion (99) at each integral value of n and to consider

the values for odd n's (with the plus sign) as the

average of the lobe. The lobe shape will be taken

as sinusoidal and the range at the nulls obtained by

using even values of n and the minus sign; 7(7) and

/(7 — 26) are obtained from Figure 63, by using

values of 7 and y — 26 from Example 11 corres-

ponding to integral values of n. The values of z are

obtained from Example 15. The computations are

shown in Table 13. Had cliff edge diffraction been

involved 7(7) and f{y — 26) would be read from

curves as in Example 18 with marked effects on

the pattern.

The lobes are plotted in Figure 46 using equation

(74) and the value of L for odd numbered n's. For

intermediate values of n the factors are:

ional value of n
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For a particular coverage contour, such as the

threshold of detection, usually taken as a signal-to-

noise ratio of unity, a minimum received field inten-

sity
I

E„
I

may be assumed. This is related to receiver

noise voltages, antenna gain, and other factors of

design. Using
|
E-^

\
for

|
E

|

and solving for d

d
Ipt

I

-El

"V I
AVI

doA (107)

Because of the way in which Ei and pr are defined,

do, the maximum free space range, has the dimen-

sions of length (in miles). It depends on the design

of the transmitter and receiver and on the target.

A may be considered a coverage factor which depends

on 7 and terrain effects.

Because of the implicit character of the parameters

of A in equation (103), a general solution of 4 as a

function of y is not feasible. However, examination

of typical problems discloses that the range of varia-

tion of some of the factors is limited, and a method
of successive approximations may be readily applied.

200

In most cases 4> and s" will vary slowly (about Ko as

fast) compared to 5 below 2° or 3°. At higher angles

the rate of change may be faster, but contribution

of the reflected wave at these angles is likely to be

unimportant.

The method described here consists in computing

the lobe angles, diffraction, and divergence as though
the only phase shift involved was that due to path

difference as in Sections 15.6.4, 15.6.11 and 15.6.17.

The phase shifts from the apparent lobe angles thus

computed are then determined. The diffraction phase

shift is f, and the reflection phase shift is

<t>' = 4, - 180°, (108)

where <l> is obtained from Figure 70. If horizontal

polarization is used (f> may be taken as 180°, and
</>' is then zero. With curves of the phase shift

0' -h f and the product f(y — 2e)Dpz plotted

against 7 the apparent lobe angles and lengths

computed above may be corrected to obtain the

actual values. The details of this method will be

given in the example below.

—0.01 0.00 0.01 0.05 0.060.02 0.03 0.0 4

^IN RADIANS

FiGXTRE 72. Relative magnitude and phase of the reflected ray.

ao7 0.08
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Example 21. The (leneial I.<)l)c Fdi-imihi. An iiitci-

rogator eciviipinent is used wil h t he radar of Example

20. It operatos on IGO nu'; the height of tho antenna

above the sea is oOO ft ; and the ihstance to the shore

is 15,840 ft. The intervening land is too rough for

coherent reflection. The antenna consists of two

vertical radiating elements and parasitic reflectors.

The radiators are approximately a half wavelength

long and spaced a half wavelength apart. The maxi-

mum distance at which relialile interrogation may

be obtained in the absence of a reflecting surface

has been found to be 110 miles for this particular

equipment. It is desired to construct for this site

the vertical coverage diagram of the interrogator

system.

The vertical pattern of a vertical half-wave dipole

is given by
cos

fA =
Sin 7

cos 7

Since this factor is over 0.98 for angles up to 10

degrees, 7(7) and fiy — 26) will be taken as unity.

The lobe angles are then computed neglecting </> and

f, as in Example 11. Diffraction and divergence are

computed as in Example 15 and Section 15.6.17. The

results of these calculations are listed in Table 14.

The values of p and </> depend on 7' and are read

from Figures 69 and 70. Using equation (108), 4>'

is obtained and added to f. The sum </>' + f is the

net phase shift of the reflected wave from the values

used in computing the lobe angles and is plotted

against 7 in Figure 72. For purposes of comparison

5 has also been plotted, but this curve is not required

otherwise. The product Dpz is the relative strength

of the reflected ray and is plotted in Figure 72.

The points on the coverage diagram are obtained

in polar form from equation (107).

d = IIOVI + (Opz)' - 2Dpz cos (</.'+ r + S) .

The vector representing the reflected wave is shifted

in the lagging direction by (^' + f degrees when this

sum is positive, and in the leading direction when

the sum is negative. The effect of this phase shift

on the point on the lobe being considered may be

determined by inspection of Figure 72.

Thus, to determine the first maximum point the

following procedure may be used. At n = 1 the

angle 7 is 0.0011 radian and <^' + f is — 14.8 degrees.

This means that for the cosine term to be —1 the

path difference must be increased until S is 194.8

degrees. The angle ya at which this value of 5 occurs

is f()un(

0.00492

interval,

angle 4>'

0.00141

the new
value of

and the

I by interpolating Ijctween 0.00110 and

since 5 changes from 180° to 360° in this

This angle is then 0.00141 radian. Had the

+ j' changed ajipreciably from 0.00110 to

the interpolation would be repeated using

value of (j>' + f. In most cases the new
</>' + f may be estimated from the curve,

first approximation will be close enough.

Table 14. The general lobe formula. (Example 21.)

w



174 SITING AND COVERAGE OF GROUND RADARS

4(\000

35,000

RADIANS-*- 0.08 0.07 0.06

0.03

f=l60 MG

hj=500 FEET M

SHORE LINE = 15840 FEET
d^llO MILES
ANTENNA-VERTICAL HALF WAVE DIPOLE
VERTICAL POLARIZATION

Figure 73. Coverage diagram for Example 21.

lobe is equal to the free space field. At ranges shorter

than this the reflected wave opposes the direct wave.

Directly under the antenna the contour passes near

the surface so that the waves are very nearly in

opposition. Because of the variation in Dpz with y
the maxima will not occur exactly when the cosine

is unity, but this effect is generally negligible.

15.7

15.7.1

CALIBRATION AND TESTING

Introduction

It should not be inferred from Section 15.6 that a

reliable coverage diagram can be obtained by calcu-

lation alone. Under field conditions it is necessary

to make test flights and other checks before equip-

ment can be depended upon to meet a calculated

performance. On the other hand it is seldom possible

or desirable to obtain a satisfactory coverage diagram

from tests alone. Best results are attained when tests

and analysis supplement each other.

Test flights are arduous, expensive in personnel

and materials, and time consuming. In most theaters

a number of agencies become involved, and careful

planning and organization are required to achieve a

useful result. For these reasons the amount of test

flying should be held to a minimum by intensive

analysis and equipment tests before and after the

test flights. "Calibration and testing" might well be

a book in itself, but only a very brief discussion will

be given here for the sake of completeness.

^^ '^^ Equipment Tests

It is difficult to overemphasize the importance of

proper equipment maintenance. An unfortunate ten-

dency of inexperienced personnel is to maintain on an

emergency basis, rather than as a matter of system-

atic routine. In most cases the need is for a careful

check of aU elements and restoration to as-good-as-new

condition, rather than a brilliant intuitive process

known as "trouble shooting." One survey of a large

number of systems disclosed an average reduction

from optimum performance of 13.5 db. This corre-

sponds to a maximum range of 50 per cent of normal.

Careful tests have shown the use of "standard tar-

gets" to be very misleading in many cases. Large

changes in the maximum ranges of small targets

were found without appreciable changes in the

strength of the permanent echoes used for checking

purposes.

Full use of test instruments available should be

made in checking the equipment. Orientation should

be completed and the accuracy of range and azimuth

indicators checked. Tuning and modifications should

be done before the test flights are made, unless the

tests indicate poor performance. A great handicap
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working part of the scale over a sufficiently wide

angle. A common difficulty with this method is lack

of suitable permanent echoes (Section 15.5.3).

A fourth method is suitable for microwave gear

where search is conducted with a PPI scope. As the

beam sweeps past the target a hit or miss is recorded.

If desired, additional note may be made such as miss,

very weak, weak, or hit. In analyzing the data the

percentage of hits in an arbitrary period of 30 sec is

plotted against range, counting very weak signals

or stronger as a hit, as in Figure 75. The data may be

5000 FEET
INCOMING
ANTENNA
15 RPM

25 30

100
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Chapter 16

VARIATIONS IN RADAR COVERAGE^

VARIATIONS IN COVERAGE of radio and radar

equipment are caused by atmospheric factors

which influence propagation of very short radio

waves.

The rapid and accurate evaluation of radar signals

is dependent to a great extent upon our knowledge

and understanding of the effects produced by the

variable conditions of the lower atmosphere.

Evaluation of radar signals influenced by weather

introduces problems of identification, actual range

determination with second or third sweeps, and radar

coverage characteristics, each having a direct bearing

on the tactical situation.

Enemy ships far beyond the horizon have been

located by radar and sunk by radar-controlled gun-

fire. United States warships in the Pacific, in several

instances, have picked up targets by radar at ranges

four to five times those obtained under standard

conditions.

Army coastal radars have tracked convoys on

some occasions to 20 or 30 miles beyond normal

radar ranges. The same radars, a few hours later,

may have failed entirely to pick up targets clearly

visible to the eye.

Allied forces are employing radar and VHF (very

high frequency) equipment with steadily increasing

effectiveness. But we are forced to revise and improve

our early conceptions of the capabilities and limita-

tions of these useful instruments of World War II.

Serious errors and false evaluation of radar presenta-

tion may result if we do not take into consideration

the effects of weather and atmosphere on radar

ranges and VHF coverage.

Complete reports of the variability of radar cover-

age show that certain weather and atmospheric

conditions prevailing along the transmission path

may greatly modify the normal range characteristics

of radar and VHF radio. The operator, at certain

times, can "see" targets or hear messages far beyond

the horizon, sometimes at unbelievable distances. At

"This document was published June 1, 1944 and distributed

widely to Service personnel under the above title, and under

short title JANP 101, by authority of the Joint Communica-
tions Board. Originally prepared by the Columbia University

Wave Propagation Group, it was amended and improved by
representatives of both Services in an effort to prepare a brief,

qualitative but authoritative statement of the then known
facts concerning the factors contributing to nonstandard

propagation.

other times he is unable to contact, by radar or

VHF, aircraft or surface craft well within the normal

range limit.

These effects of a nonstandard atmosphere might

leave doubt in our minds as to the effectiveness of

radar and the usefulness ofVHF radio. But we should

adopt the reverse view. We can, by understanding

and allowing for these phenomena, make a useful

instrument more effective—the weather will work for,

instead of against, radar and microwave equipment.

Unusual ranges are caused by beriding or refraction

of the radio waves by the atmosphere. A most import-

ant special case of refraction is the concentration of

the wave energy in ducts within the atmosphere.

This bending and duct formation is a direct result of

the meteorological factors involved—factors of

weather and atmosphere— peculiar, in many cases,

to the locality and the season. Such factors are dis-

cussed later.

161 BENDING

The VHF or radar operator usually assumes that

short waves and microwaves, at frequencies above

about 30 mc, travel along the line of sight from the

transmitter to the receiver and, in the case of radar,

to and from the target. Experience has shown that

this assuniption, nearly true in many instances, may
lead to serious errors or false evaluation if applied

to radar operation and microwave commvmication.

Radio waves are bent from a straight line path as

a result of refraction by the lower atmosphere. This

bending, or refraction, is generally recognized as a

property of light. It is equally a property of radio

waves. The underlying principles are exactly the

same in both cases.

The quantity that determines refraction is called

the index of refraction. Refraction occurs whenever

there is a change of index of refraction, as at the

boundary of two substances. In the interior of a

material of constant refractive index, the rays travel

in a straight line. The change in angle at the bound-

ary is the larger, the greater the difference in refrac-

tive index from one material to the next.

Radio waves are refracted or bent in the atmosphere

because the index of refraction of the atmosphere

changes with height. The properties of the atmos-

phere which determine the refractive index and which

178
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r
CURVED*

EARTH -ACTUAi. RADIUS

Figure 1. Actiuil initteni showing radar coverage for standard propagation.

. STRAIGHT LINE

EAftT«-4/3 ACTUAL RADIUS

Figure 2. Modified presentation of the information shown in Figure 1.

change with height are temperature, pressure, and

moisture content. These changes from one level to

another are very small compared with that from

water to air, and the resulting refraction itself is

small. Nevertheless this refraction is of great import-

ance in radar operations and radio communications

above 30 mc.

If the atmosphere were composed of a number of

successive layers each having a different index of

refraction, a wave passing across the successive boun-

daries of the layers would be abruptly deflected at

each surface. The atmosphere does not consist of such

distinct layers. Instead, the change in its physical

properties and its index of refraction is gradual,

continuous. There is, then, no sudden change in

direction of the waves; the change in direction

becomes gradual and continuous. In other words, a

bending of the waves occurs as they pass through

the atmosphere. Radio waves passing through the

lower atmosphere are usually bent downwards.

As can be seen from the illustration of the actual

pattern (Figure 1), the bending of the waves, or rays,

by the atmosphere permits one to see farther than

he would otherwise. In the figure the vertical dimen-

sions have been strongly exaggerated so that the

earth's curvature becomes clearly visible. Under

average weather conditions the horizon distance is

increased by about 15 per cent, but at an elevation

near the first lobe the increase in range is much less

than this amount. This is the case of standard

refraction, or standard propagation.

It is rather inconvenient to draw curved rays in

radar coverage and calibration diagrams. This can

be avoided by assuming that the earth's radius is

ji the actual radius. Then in the diagrams the rays

appear as straight lines when the propagation is of

the standard type. This method often is adopted in

radar calibration practice, with coverage diagrams

drawn or printed to the % value of the earth's radius

(see Figure 2) . This corrects for the effect of normal

bending in the atmosphere. The radar operator

merely plots the position of his target on such a

diagram and assumes that the radiation travels along

a straight line between the radar and the target. In

this way he takes into account the effects of standard

refraction while doing his work.
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Figure 3. Radar lobe pattern in nonstandard atmos-

phere. A duct has been formed on the surface of the

ocean and a ship is detected. Lobe No. 1 is bent down-

ward more than normal, but the other lobes remain sub-

stantially unchanged by the duct.

Wave propagation deviating from standard occurs

under special weather conditions. The most import-

ant type is called "guided propagation," "trapping,"

or "superrefraction"—formerly referred to as

anomalous propagation. The main feature of this

type of propagation is an excessive bending of the

rays due to refraction. This bending occurs prin-

cipally in the lower layers of the atmosphere and

mainly in the lowest few hundred feet. In certain

regions, notably in warmer climates, excessive bend-

ing is observed as high as 5,000 ft. The amount of

bending in regions above this height is almost always

that of the standard atmosphere.

As a consequence of the excessive bending in the

lower layers the coverage pattern of a radar set is

deformed, as illustrated in Figure 3. The fact that

atmospheric influences are effective only in the lower

layers does not imply that the echo strength from a

target will be affected only as it lies in these layers,

though the effects will be strongest there. It merely

means that excessive bending is suffered by the rays

only while passing through the lower layers. How-

ever, the deformation of the coverage pattern itself

will in general extend to a greater height.

Two factors are operative in producing a rapid

change of refractive index with height: variation of

moisture with height and variation of temperature

with height. Excessive refraction occurs when there

is a rapid decrease of moisture with height ("moisture

lapse") and, to a lesser degree, when there is a rapid

increase of temperature with height ("temperature

inversion"). The most pronounced cases of excessive

refraction occur when both these conditions prevail

at the same time. These conditions will be discussed

later from the meteorological viewpoint.

Since the atmosphere is a very tenuous substance,

the amount of refraction, that is, the amount of

angular deflection of the rays, is very small and in

no case exceeds a fraction of a degree. How then can

these small effects influence radar operations? The
answer is that they do not influence operations unless

the angle between the ray itself and the horizontal

is very small. If radar is used for fire control, search-

light control, or fighter intercept control, the targets

are usually at medium or short ranges, and the angle

between the line of sight and the horizontal is usually

larger than one to two degrees. Refraction has

practically no effect on such an application of radar.

However, the same equipment may be used for

long-range search and then the story is different.

With early warning radar the target may be an

airplane 50 or 100 miles away, and it may fly at an

elevation of only a few thousand feet. In this case

the angle of elevation of the target above the hori-

zontal, as seen from the radar, is only a fraction of

a degree. This applies still more to seaborne targets.

The atmospheric effects then become operationally

important. It should always be kept in mind that

only low-angle search is affected by meteorological

conditions.

As a rule, the operational characteristics of a radar

for angles of elevation of the target exceeding 1

degree may be calculated on the assumption of a

standard atmosphere, with confidence that all non-

standard meteorological effects are negligible.

RADAR
STATION

DUCT

Figure 4. Wave paths illustrated as rays in ground-

based duct.

162 GUIDED PROPAGATION

It is obvious that excessive bending of the rays in

the lower layers of the atmosphere must distort

radar coverage patterns. One case of special import-

ance is illustrated in Figure 4. Four rays, out of
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many, air sliowii wliicli Icavt' the Iniiisiiiitter at

different angles with the horizontal.

liai/ 1 is bent so much that aftei' some tlistaiicc it

returns to the ground; there it is reflected and then

the same course is repeated again. In this way the

ray may be reflected a number of times in succession,

remaining always in the lowest layer. This super-

refraction "traps" the rays in a "duct" and results

in guided propagation of the radar waves. Trapping

does not occur under standard atmospheric condi-

tions. A ray, under standard conditions, may be re-

flected by the earth's surface only once before it

escapes into space.

Ray 2 is also bent in the lowest layer but not

enough to keep it from escaping into the upper

atmosphere whence it does not return to earth.

Ray 3 is similar to 2 except that it undergoes one

reflection by the ground before it escapes into the

upper atmosphere.

Ray 4 separates the two types of rays illustrated

by rays 1 and 2. This ray becomes horizontal when

it reaches the top of the trapping layer or duct and

from there on travels along at the same height. All

rays are divided into two groups: those that leave

the transmitter at an angle with the horizontal less

than the critical angle and are trapped, and those

that leave the transmitter at a larger angle and

proceed into the upper atmosphere.

Figure 5. Rays in an elevated duct. In this, another

common form of duct, the amount of bending may be
approximately normal both below and above the duct.

The rays oscillate between the upper and lower bound-
aries; maximum ranges in or near the duct may be even

greater than with a ground-based duct.

The critical angle is aways small, practically never

larger than Yl degree. Its magnitude may be taken

as a measure of the intensity of guided propagation,

that is, of the amount of radiant energy trapped

within the duct. Rays that leave the transmitter at

a somewhat larger angle up to about twice the critical

angle are sufficiently deflected while passing through

the lowest layers to distort that part of the radar

coverage pattern lying just above the duct. Rays
leaving the transmitter at a still larger angle are not

appreciably affected.

The ground-based duct or trapping layer guides

the wave along the earth's surface in much the same

way that hollow metal tubes guide microwaves.

Within the duct there is less decrease of signal

strength with distance than there is above the duct.

Radar ranges on surface craft and low-flying aircraft

located within a duct, similar to the one illustrated

in Figure 5, are increased—sometimes to two, three,

or four times the normal ranges. Ground echoes

would be increased at the same time and might, in

some cases, obscure partly, or even entirely, the

echoes from incoming aircraft.

When the radar is located within the duct, ranges

on aircraft flying above the duct will be decreased

only slightly, if at all. Often there may be a slight

increase in effective ranges. If the angle of elevation

of the aircraft is greater than 1 degree, the effects

become inappreciable and failure to detect the target

cannot be attributed to excessive refraction.

If the duct does not include the radar within its

boundaries, as, for example, when a duct forms below

a high-sited radar, the effective ranges on surface

craft may be either increased or decreased. Similar

reasoning may be applied in the case of airborne

VHF radio communication. Usually there is no very

pronounced effect upon the signal strength when

VHF communication is carried on between two

aircraft, both flying above the duct.

Interference between the direct rays and the rays

reflected from the ground—resulting in the well-

known lobe pattern of the coverage diagram—has

not been mentioned. Under standard conditions the

position of the lobes depends only on the wavelength

used and the height of the radar above the ground.

When a duct is present the lowest part of the coverage

diagram may be strongly distorted.

Coverage depends upon a variety of factors of

which the most important are these: height of the

top and base of the duct, amount of refraction in

the duct, position of the transmitter relative to the

duct, frequency (or wavelength) of the radar equip-

ment, and height of the transmitter above ground.

A coverage diagram for standard conditions is

shown in Figure 6, diagram 1, with height strongly

exaggerated. Only the lowest three lobes are shown,

and the higher lobes appear compressed as compared
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ALTITUDE IN FEET
7000

3000

2000

' ELEVATED DUCT r^°°°

TRANSMITTER HEIGHT^00
FREQUENCY- 200 MC

BLIND ZONE DETECTION ZONE

NORMALljMITiNG~COVERAGE

RANGE IN NAUTICAL MILES

Figure 6. Standard and nonstandard coverage diagrams.

to the lowest lobe. In diagrams 2, 3, 4, 5 the lower

part of the same diagram is drawn as it appears

under various conditions of guided propagation. The

bottom part of the "standard" main lobe is shown

by a broken line. The lines which separate the "blind

zones" from the "detection zones" represent the

range at which a medium bomber would just become

visible to this particular radar set.

The diagrams clearly indicate the gi'eat extension

of ranges in the duct and also the moderate change

in ranges—sometimes an extension, sometimes a

reduction—above the duct. Another feature of some

of these diagrams is the appearance of "skip-ranges."

A plane fljang at an altitude of 500 ft, for instance,

would be detected early under the conditions shown

in diagrams 4 and 5. As the plane approaches, the

echo will disappear from the scope and reappear only

at a range less than 20 miles. Similar conditions will

prevail for ground clutter. In diagram 3 there would

be ground clutter close in and also from beyond 33

miles but not from the space between. For conditions

shown in diagram 5, there would be echoes from very

remote grotmd targets but not from targets at inter-

mediate ranges.

A change in echo strength from day to day is not

necessarily caused by the weather but might simply

be caused by a variation in performance of the set.

Cases have occurred where there was extensive trap-

ping, but because of lowered set performance there

was no corresponding increase in fixed echo strength.

The set then will appear to be in good operating con-

dition, and the operator will be deceived about ranges

of detection for craft flying above the duct. Equip-

ment for checking set performance is not usually

available in the field. The change in intensity of

nearby fixed echoes maj^ be, in some cases, a measure

of set performance, but in the absence of more

elaborate checks this method can be misleading and

should not be relied upon entirely.

Failure of detection of targets is not necessarily

due to weather influences. Electrical failure of the

set or inadequate adjustment may be the difficulty

and may be far more troublesome to identify than

meteorological effects which should not be used as

a "scapegoat" to be indiscriminately blamed for

poor coverage.

16.3 METEOROLOGICAL FACTORS

The atmosphere is responsible for bending and

duct formation. To understand the "why" of non-

standard ranges of radar and radio with respect to

the weather, it is necessary to consider the meteoro-

logical factors involved.

The strong refraction which results in guided

propagation is caused by a rapid decrease of index

of refraction with height within certain layers. The

decrease depends upon distribution of moisture and

temperature in the atmosphere, particularly in the
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lowest few huiulrcil or tlumsaiiil Icct. Normally llic

temperature decreases with height in the atmosphere

(at a rate of about 2°C per 1,000 ft), and the mois-

ture decreases gradually with height. Under these

conditions the i)ropagation is of the standard type.

Temperature may sometimes increase with height

for a few hundred or thousand feet above ground

and then, at greater heights, l)egin to decrease again.

The vertical increase of temperature is called a tem-

perature inversion. Sometimes a layer of moist air

is found near the ground, anil the air overlying it is

very dry. There is then a rapid decrease of moisture

over a short vertical distance; in other words there

is a pronounced moisture lapse (see Figure 7). A

IH 1500 -

ui 1000

3

500

AIR OVER AFRICA

3000

MIXING RATIO INCREASE

Figure 7. Moisture variation aloft. 1. Moisture distri-

bution with height in standard moist atmosphere. 2.

Example of sharp moisture lapse (dry air overlying

moist air) conducive to guided propagation. Mixing
ratio is amount of moisture in a unit weight of dry air

expressed as grams of water per kilogram of dry air.

moderate or strong moisture lapse almost always will

produce trapping, but a temperature inversion

(except at low temperatures) will lead to trapping

only if the moisture distribution is favorable. A
combination of both effects within the same layer

usually will produce trapping.

The meteorological conditions to be found over sea

and over land are quite different and must be con-

sidered separately.

OvEK Sea

When warm, dry air flows over colder water, a

temperature inversion will be established, and there

will be evaporation into the lowest layers of the air,

thus creating conditions of pronounced trapping.

This weather condition is one of the most common
causes of guided propagation. An example in point

is the Mediterranean, which to the south, east, and

west is surrounded by dry land masses producing a

flow of dry, warm air over the water when the winds

\ TEMPERATURE
*^ DISTRIBUTION

(

* LAND TEMP

AIR FROM SAHARA
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tion in the lowest layers is such as to reinforce or at

least not to counteract the effect of the temperature

distribution, that is, when the moisture decreases

not too slowly with height. Nocturnal cooling is

greatest with clear skies and is quite small under

an overcast. Hence guided propagation over land

occurs at night almost exclusively with clear skies.

This type of temperature inversion is strictly confined

to land areas. It does not occur over the ocean because

the sea temperature does not show appreciable daily

variations. Temperature inversions caused by noc-

turnal cooling are most pronounced over dry land

(desert) but will occur almost anywhere over land

with a clear sky and a not too humid atmosphere.

Subsidence

Another weather phenomenon favorable to trap-

ping is subsidence. By subsidence is meant the slow

downward motion, combined with horizontal spread-

ing, of air above the lowest layers of the atmosphere.

This process, which most frequently occurs in the

area of barometric high, will produce temperature

inversions; the subsiding air moreover becomes rel-

atively much drier than the unaffected air below. In

general the subsidence inversion is quite high (e.g.,

above 4,000 to 5,000 ft). In the light of present

knowledge it appears that high subsidence inversions

do not genei-ally affect guided propagation when the

sets are situated at low altitudes. It appears, how-

ever, that such subsidence inversions might materi-

ally affect communications or airborne radar search

aloft. Lower subsidence inversions (1,000 to 2,500

ft) along the southwestern coast of the United States

are known to produce stable duct layers affecting

radar coverage at low angles.

Turbulence of the Air

This has a distinct normalizing effect in that it

tends to smooth out the temperature and moisture

variations which are conducive to guided propaga-

tion. Moderate to strong winds produce a turbulent

layer extending normally to a height of about 4,000

ft. The air is well mixed within this layer, and

consequently the standard type of refraction prevails.

Regions of a barometric low are characterized by
strong to moderate winds and pronounced turbu-

lence in the lower layers. In addition low pressure

areas usually have overcast skies. Hence a barometric

low will as a rule lead to propagation of the standard

type.

Frequency of Occurrence

It is extremely difficult to estimate in general

terms the frequency of occurrence of guided propa-

gation, since statistical data are almost nonexistent

at present except for very limited regions in Europe

such as the North Sea. In the central Mediterranean

during the summer months of 1943, ducts have been

observed on 9 days out of 10. Frequent trapping has

also been observed in some parts of the Pacific. At
other times and places guided propagation might be

an unusual occurrence, especially if the barometric

pressure is generally low and the winds strong. It

seems advisable to consult a weather officer with

regard to any given locality.

Measurements

In order to determine weather's influence upon

radar in a quantitative way, the variation of refrac-

tive index with height must be determined. This

requires accurate knowledge of the temperature and

moisture distribution in the lowest few hundred or

thousand feet of the atmosphere. The ordinary

radiosonde is not well adapted to measurements of

this type because the measured points on an ascent

are usually spaced several hundred feet apart. Among
the methods which have been developed for this

purpose during the past two years, the one most

generally adopted uses a captive balloon (or kite)

which carries aloft electrical temperature and moist-

ure—measuring elements. These are connected to a

meter on the ground by means of thin wires attached

to the cable holding the balloon. This device permits

measurements at intervals as closely spaced as

desired. A psychrometer held out of the window of a

slowly flying plane has been used with good success

in the absence of more elaborate equipment.

16.4 CLOUD ECHOES IN RADAR

Cloud echoes (more precisely, precipitation echoes)

are observed frequently on radar scopes. At times

they have caused confusion by blotting out other

targets. Their similarity, upon certain occasions, to

actual targets have caused some difficulty in the

interpretation of the signals.

These echoes are caused by a reflection of the radar

pulse from the raindrops in the clouds (or in rain

storms). The amount of reflection increases very

rapidly with frequency. Cloud echoes are quite

exceptional below about 1,000 mc. In microwave
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radar they iirst appeared as a nuisance, l)ut more
recently they have been put to practical use. In

tropical climates they are very helpful for aerial

navigation.

Cloud echoes may be distinguished from other

echoes by their fuzzy and diffuse appearance. Not
all clouds show n\i on a scope with equal strength.

The strength of the echo seems to depend primarily

on the size of the water drops within the cloud or

rain storm. Ordinary clouds such as form an even

overcast (stratus clouds) are not usually visible on

the scopes; the droplets that compose these clouds

are so small that they reflect very little energy.

Violent showers give intense echoes on the scopes.

Storm echoes can be seen much farther than normal

land targets, even under standard conditions, because

of their great spread in the vertical direction.

In discussing cloud reflections it must be clearly

understood that there is no physical relation between

cloud echoes and refraction; the mechanics of duct

fomiation is not related to clouds, and with respect

to the bending of radio waves a cloud is merely

another airborne target.

165 SUMMARY OF BASIC FACTS
CONCERNING PROPAGATION AT

RADAR FREQUENCIES

1. Standard propagation results in a slight down-

ward bending of the rays throughout the atmosphere,

leading to an increase of the horizon distance com-

pared to the geometrical value. It is taken into

account operationally by using coverage diagrams

with a % earth's radius; on a diagram modified in

this way the rays appear as straight lines.

2. Guided propagation occurs almost exclusively

in the lowest 2,000 ft above the ground and usually

is confined to the lowest few hundred feet (except

in warm climates).

3. Superrefraction resulting in guided propagation

or trapping is pi-oduced

:

a. By a pronounced decrease of moistiu-e with

height (moistvu'e lapse), or

b. By a pronounced increase in temperature

with height (temperature inversion), and

c. Particularly, by a combination of both of

the above conditions.

4. Of the meteorological conditions conducive to

guided propagation or trapping, the most outstand-

ing are:

a. Over sea: flow of warm, dry air over colder

water producing temperature inversions and

evaporation into the lowest layers.

b. Over land: nocturnal cooling of the ground

with clear skies and calm air or light winds

(if moisture distribution is favorable).

c. Over both sea and land : low-level subsidence.

5. Conditions in a barometric high, including calm

and clear skies and especially low-level subsidence,

favor trapping especially during the night (but do

not necessarily produce it). Conditions in a baro-

metric low, including strong winds, intense turbu-

lence in the lowest layers, and overcast skies are

conducive to standard propagation.

6. When the transmitter is within the duct, radar

range is increased for surface targets (ships) and air-

craft flying in the duct. At the same time there is an

increase in fixed echo strength and consequently in

ground clutter on the scopes. This may be accom-

panied by a change in the range of detection for

craft flying above the duct.

7. When the transmitter is outside the duct, the

range may be either increased or decreased from its

standard value.

8. Effects of nonstandard propagation are negli-

gible when the angle of elevation of the target is over

1 degree. Failure of detection at such angles must be

attributed to other causes.
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17
1 FUNDAMENTALS OF PROPAGATION

17.1.1 Significance of Propagation Problems

UiE CENTRAL PROBLEM of shoit and iiiicrowave

t;propagation (at frcquciicios greater than 40 to

60 inc) is the determination of accurate coverage

patterns for a given transmitter. These patterns are

usually calculated from electromagnetic theory and

then may be checked by experiment. For communi-

cation work the check is simple, namely, the estab-

lishment of satisfactory communication. In the case

of radar it is necessary to calibrate by time-consum-

ing airplane flights.

Experience has shown that actual coverage is not

constant in time but suffers large variations which

are caused by the changeable refraction of the at-

mosphere. The variations in weather conditions that

influence the refraction often are irregular and very

rapid, and it is technically impossible to test all these

conditions. Coverage diagrams, therefore, must be

based on the physical principles of wave propaga-

tion, assuming that the characteristics of the atmos-

phere remain constant for reasonable periods. These

principles are outlined here.

At the present stage of technical development it is

not always permissible to ascribe an observed varia-

tion in coverage to changing atmospheric conditions.

Variations in transmitter output or receiver sensi-

tivity are always likely to be present to a degree

sufficient to influence results considerably. In prac-

tice it is often extremely difficult to tell these causes

apart. In fact, investigations carried out with opera-

tional radar equipment make it probable that an in-

crease in surface coverage due to favorable conditions

of refraction frequently passes unnoticed because of

poor set performance. The coverage appears normal,

while the set in reality is operating considerably be-

low peak efficiency.

A knowledge and understanding of the effects of

weather upon propagation therefore will also be of

help in checking set performance in the absence of

suitable electrical equipment for measuring output

and sensitivity. In dealing with coverage problems

this double aspect of propagation phenomena should

always be kept in mind. By a suitable analysis of the

various factors determining coverage, and by an in-

telligent understanding of their interplay, the re-

sponsible officer may achieve a better control of the

operational performance of his equipment.

In tactical operations and in planning, a knowl-

edge of the nonvariable factors affecting propaga-

tion, such as dielectric constant and conductivity of

the ground or sea, contours of the terrain, vegetation,

etc., is equally important. Many problems concern-

ing these factors cannot be considered in this manual

17.1
2 Factors Influencing Propagation

This volume is confined to the propagation of

waves within the troposphere and hence is not con-

cerned with ionospheric propagation, which is re-

sponsible for the long distance transmission of short

waves (high frequency band). The higher the fre-

quency above 30 mc, the less frequently radio waves

are returned to the earth by the ionosphere. Conse-

quently very short radio waves are confined to the

troposphere, and the treatment given here does not

need to be supplemented by a study of the ionos-

phere. Propagation in the lower atmosphere is called

"tropospheric propagation" (see Figure 1).

\ MonoIphIre-

''By Columbia University Wave Propagation Group.

TRANSMITTER*'

Figure 1. Tropospheric versus ionospheric propagation.

The main factors influencing the shape of a cover-

age diagram under these circumstances are: (1) re-

flection by the ground, (2) diffraction by the ground

contour, (3) refraction by the atmosphere, and (4)

guided propagation by superrefraction in the lower

atmosphere. The present chapter deals mainly with

refraction phenomena, but reflection and diffraction

will be briefly considered.

Refraction is influenced by the physical state of the

189
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atmosphere, in which the distributions of the temper-

ature, pressure, and huiniditj^ are the most important

elements. With refraction, rays are bent, and the

electromagnetic energy flows along the curved ray

paths. A situation frequently realized in practice is

that in which the curvature of the rays is independent

of height above ground. This is known as standard

rejradion. The terra standard propagation is used to

designate propagation under conditions where the

refraction is of the standard type.

During the war years the increased number of ob-

servations, which resulted from the world-wide use of

radar, showed that, under certain weather conditions,

radio field strengths may depart markedly from the

values expected with standard refraction. These

deviations are now known to be attributable to a

stratification of the atmosphere which is predomi-

nantly horizontal and is produced by vertical varia-

tions in water-vapor content and temperature. Since

these quantities control the index of refraction, and

therefore the curvature of the rays, it follows that

this curvature varies with the elevation above ground.

Any stratification of the atmosphere tends to pro-

duce a distribution of the radiated energy different

from that which occurs in the standard atmosphere.

Of particular importance is a type of stratification

which results in a duct being formed in the atmos-

phere. In this event, a portion of the wave energy

may be guided horizontally along the duct and may
be effectively "trapped" within the duct's upper and

lower boundaries. This is known as "guided" propa-

gation. The radiation energy may then travel to dis-

tances far beyond the geometrical horizon, producing

unusually long ranges for short wave receivers or

radar targets. The phenomenon which tends to con-

strain the wave energy to follow the duct is called

"superrefraction." When this occurs, the rays in pass-

ing through the inversion layer in the upper part of

the duct are bent downward with a curvature which

exceeds that of the curvature of the earth. The

regions covered by the inversion layer and the duct

are illustrated in Figures 15, 20, 22, and 23. The dis-

tribution of moisture and temperature in the atmos-

phere, responsible for the formation of ducts, is dis-

cussed in Section 17.3.1.

As the stratification of the lower atmosphere that

produces superrefraction is part of the weather, the

prevailing meteorological conditions become of im-

portance for problems of propagation and coverage.

Meteorology as related to wave propagation is

treated in Section 17.3.

17.1.3
Reflection from the Ground

A coverage diagram is a curve, or a set of curves, of

constant field strength in a vertical or horizontal

plane. The horizontal coverage diagram is deter-

mined chiefly by the antenna pattern itself. In the

vertical plane, however, the diagram depends pri-

marily upon the interference between the radiation

coming directly from the transmitter and that which

is reflected from the ground or sea surface. This effect

produces the lobe structure of the vertical coverage

diagram. At the lobe maxima the two rays reinforce

each other, while they cancel each other out, more or

less, at the lobe minima.

The propagation problem in its full generality

leads to mathematical formulas of forbidding com-

plexity. In order to understand the processes at work

it is necessary to proceed in steps and gradually add

refinements to the basic features of the problem.

Consider first the field radiated from an antenna

which is remote from the earth. This free space field

decreases in strength in inverse proportion to the dis-

tance, Ri, from the transmitter and varies with the

angular position in accordance with the shape of the

radiation pattern of the transmitting antenna. Let

this free space field strength at any point at distance

Ri be designated by Eo.

Figure 2. Interference of direct and reflected rays.

If, instead, the transmitter is placed near the

ground, as at T in Figure 2, the field at any point in

space is produced partly by the direct wave (giving

the free space field Eg) and partly by the wave which

is reflected from the ground. The resultant field is

given by the vector sum of the two component fields.

The magnitude of the field strength of the reflected

beam depends upon

:
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1. Tlic antenna I'adiatidn iKitlcrii, which jiiU'cs the

ivlativo strcnjitli of tlic railiation liclil lor dilTcrcnt

direct ions.

2. The attenuation, proportional to l/R->, resulting

from the length of ]iath Hz of the reflected wave.

3. The attenuation due to increased divergence of

nearly parallel rays reflected from the curved earth.

This is taken into account by the use of a divergence

factor, D, which depends on range and heights of

transmitter and receiver.

4. The magnitude, p, that the coefficient of reflec-

tion of the groimd would have if the ground were

plane. The reflection surface for a spherical surface,

F, is then equal to pD.

5. Irregularities of the earth's surface which affect

the reflection coefficient.

If Eo is the magnitude of the direct wave and F
is the magnitude of the reflection coefficient, then

the field strength of the reflected ray is FEo-

The phase difference between the direct and re-

flected fields is given by an angle 5 which is the

sum of:

1. The phase difference, ^, resulting from the

difference in path length, R2—R1;
2. The phase difference, </>, suffered by the reflected

wave upon reflection from the ground.

The amplitude of the resultant fleld for a non-

directive antenna is then given by GEo, where

G = Vl + F^ + 2F cos 5 (1)

is the earth gain factor which is illustrated in Figure 3.

Figure 3. Phase addition of direct and reflected rays.

A curve drawn to represent the contour of constant

field strength E= GEo as a function of the range Ri

and the angle of elevation /3 gives the vertical cov-

erage diagram for that particular field strength. Cal-

culation of these diagrams usually requires a con-

siderable amount of detailed and laborious work.

Consider the simple case of the vertical coverage

diagram of a horizontal dipole antenna located above

a plane earth in a houiogeiieous atmosphere. If the

plane of Figure 2 is perpendicular to the dipole axis,

the radiation pattern of the antenna is a circle of unit

railius. The ratio, F^, of the magnitude of the re-

flected wave to that of the incident wave is given i)y

the magnitude, p, of the reflection coefficient. For

propagation to distances that are great compared

with the antenna elevation, the path lengths R2 and

Ri are not greatly different, and the attenuation due

to path length is approximately the same for both

direct and reflected waves. For this set of conditions

the resultant field is E= GEa, and equation (1)

reduces to

C? = Vl + p' + 2p cos 5 (2)

In this form G is the plane earth gain factor and a

plot of the curves E= GEo= constant as a function of

range and angle of elevation gives the coverage dia-

gram. It depends only upon the magnitude of the re-

flection coefficient, the phase changes related to re-

flection and to the difference in path length R2— R1.

Since radar requires two-way transmission the re-

ceived field strength is proportional to G-/R^i. Other

modifying factors must, however, be introduced if the

antenna and the target have directional radiative

properties

Both the magnitude of the reflection coefficient

+F and the phase angle (t> by which the reflected

wave lags behind the incident wave are functions of

the frequency, the polarization of the radiation, the

angle of grazing with the surface, the conductivity,

dielectric constant, and roughness of the ground or

sea surface. Figure 4 illustrates the variation of

F{= p) and <^ for reflection from a smooth plane sea

surface for frequencies of 100 to 3,000 mc, for both

types of polarization, at different grazing angles. It

may be noted that for horizontal polarization p is

approximately unity and nearly 180°, irrespective

of the frequency and the magnitude of the grazing

angle. This is the simplest situation to be encountered

and most nearly approximates the idealized case of

a perfect reflector with horizontal polarization. For

this case p is exactly unity, and is exactly 180°.

For vertical polarization over the sea or either type

of polarization over ground, both p and <j) depart

widely from unity and 180°, respectively. Variations

in these quantities greatly complicate the calculation

of coverage diagrams.

The reflection coefficient of microwaves is usually

found to be small over land. This is essentially dus to
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discoiitimiovisly In- the amount 4>, whicli is the phase

angle of the reflection coefficient. For horizontal

polarization, to again take the simplest case, the

phase shift <t> at reflection is practically 180°, or

IT radians. (For vertical polarization, see Figure 4,

is more complicated.) Adding the phase change ^,

corresponding to difTerence in path length, gives the

complete phase change 8 in the form

5=^+0 = 2/ii|8— + TT (for horizontal polarization). (3)
A

Maximum values of the earth gain factor G occur

when 5 is an integral multiple of 27r; minimum values,

for odd integral values of v. The corresponding

values of the angle of elevation fi are given by

earth, the refraction of the atmosphere, and diffrac-

tion into the region below the line of sight.

P
ihx \m = 0, 2, 4,

(maxima)

(minima)

(for horizontal polarization.)

If the reflection coefficient F of the surface is

assumed to be unity (see Figure 4) the plane earth

gain factor G, from equation (2), reduces to

k2.
G = 2 cos

which fluctuates between the limits of 2 and zero.

The coverage diagram drawn for propagation over

a perfectly conducting plane on horizontal polariza-

tion is illustrated in Figure 5. As an example, consider

FLAT EARTH

Figure 5. Simplified coverage diagram.

/=200 mc, X=1.5 m, /!i= 30.5 m. The values of /3

for the first three lobe maxima are 0.68°, 1.37°, and

2.05°, and the maximum ranges are twice the free

space values. The angles at which the minima occur

lie half way between. The scale of vertical distances

is greatly exaggerated compared with the horizontal

scale. Coverage diagrams for the same frequency and

transmitter height, but taking account of the earth's

curvature, are shown in Figure 24.

Coverage diagrams for more complicated situa-

tions must take into account, in addition to the

factors already mentioned, the curvature of the

_ HORIZONTAL,''
' _ J°^'*^'-Sjr';r!?i

Figure 6. Use of equivalent ground plane.

When the ground is sloping, the above construction

may be modified as indicated in Figure 6. For any

specified lobe, determine approximately the part of

the ground where reflection takes place. Draw a

tangent to the gi-ound in this region and determine

the perpendicular projection of the antenna site on

this plane ("equivalent ground")- Use the equivalent

height thus determined in equation (3), and let the

angle j3 refer to the plane of the equivalent ground.

This procedure is also required when the transmitter

and receiver or target are of comparable height so

that the reflection point is not near the transmitter.

When the transmitter is set up near a coast, the

lobe pattern over the ocean will undergo periodic

variations caused by the tides. Since, in equation (3),

/3 is multiplied by hi, it follows that the lobes will be

low at high tide and high at low tide. This phenom-

enon may become very important for heightfinding

sets.

A more complicated case occurs if ground reflec-

tion is not complete. Then p is less than] unity, and 4>

differs from 180°. In this event the lobes have max-

!±
FLAT EARTH

T"
Figure 7. Coverage diagram for incomplete reflection.

ima which are less than twice the free space field and

minima which never reach zero. The angular posi-

tions of the lobes are changed somewhat, but the

most noticeable change is found on the lower side of

the first lobe. It is likely to lie at a lower elevation

and reaches the ground at some distance from the

transmitter (compare Figures 5 and 7).
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17.1.4 Refraction— Snell's Law 17.1.5
Refraction over a Curved Earth

The bending of rays in the atmosphere depends

upon the refractive index n which is a function of the

temperature, pressure, and moisture content of the

air. The manner in which these quantities control the

index of refraction is explained in Section 17.2.1. To a

first approximation, assuming horizontal stratifica-

tion of the atmosphere, the index may be considered

to be a function only of height above the ground. The

corresponding case, familiar in optics, is that of two

media, such as water and air, with different refrac-

tive indices rii and n^ (Figure 8A) . If ai and m are the

angles between the rays and the plane of the bound-

ary, Snell's law of refraction states that

ni cos ai = 712 cos 0:2 .

In the atmosphere the refractive index changes

continuously with height. The simplest case, often

BOUNDARY

Figure 8. A. Refraction at a sharp boundary. B. Re-

fraction through a layer with variable n.

encountered in practice, is that of a refractive index

which decreases linearly with height. This is known

as standard refraction. Snell's law applies here also,

since the atmosphere may be divided up into an in-

finity of parallel boundaries, the change of refractive

index from one boundary to the next being infinites-

imally small. Instead of a sudden change of direction

there is then a gradual change or bending of the rays

(Figure 8B). Snell's law may then be stated gen-

erally as

n cos a= no cos ao ,

where now n and a. are continuous functions of height

and the zero subscript on the right-hand side refers to

any fixed reference level. The curvature of the re-

fracted rays is downwards or upwards according to

whether the refractive index decreases or increases

with height.

In reality the surfaces of constant refractive index

are not planes but are concentric spheres about the

earth's center. In this case Snell's law assumes a

slightly different form. Instead of using angles re-

ferred to the plane surfaces it is now necessary to

refer the angles to horizontal planes tangent to

spheres about the center of the earth (see Figure 9)

.

The new form, as given in Section 17.4, is

nr cos a= a?io cos ao (4)

where r and a are values of the radius vector from the

center of the earth to a point in the atmosphere and

Figure 9. Refraction through a curved layer.

to the earth's surface, respectively, a now stands for

the angle formed by the ray with a plane normal to

the radius vector, ao and no are the values of a and n

at the ground surface.

If h is the height above the ground surface, so that

r = h + a, the above equation may also be written

in the form

1 + cos a = Mo cos ao (5)

h/a is a very small quantity, and n differs from unity

by only a few parts in 10,000. Under these conditions

n(l + h/a) may be replaced by n + h/a with neg-

ligible error. The quantity n + h/a is called the

modified refractive index, or the modified index for

short. Equation (5) then assumes the form

(»-^) cos a. = no cos ao (6)

As a result of general agreement it is customary to

use, instead of n -|- h/a, the symbol M defined as

follows

:

M = (-^o 10« (7)

At the surface of the ground M reduces to

Mo=(no-l)10^ (8)
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Hence M is the excess of tlu> modified refructivc in-

dex above unity, nieasuretl in units of one millionth.

This unit is called an M unit [MU]. Values of M for

the atmosphere lie in the range of 200 to 500. Cus-

tomarily M is referred to simply as the modified

index of refraction.

Using the numerical value for the radius of the

earth, 6.37 X 10« m (21 X 10« ft), the rate of increase

ofM with height, owing to the term h/a, is (1/a) 10^,

which is equal to 0.157 MU per meter (0.048 MU per

foot) . As the result of a large number of experiments,

carried out chiefly in the northern temperate lati-

tudes, the rate of decrease with height of the re-

fractive index has been found, on the average, to be

dh 4 a

= -0.039 MU per meter. (9)

This is the rate of decrease assumed for the standard

atmosphere.

It will be noticed that the average rate of decrease

of n with height is one quarter of the rate of increase

of the term h/a which results from the curvature of

the earth. The fact that these quantities are of com-

parable magnitude is of great importance, as will be

seen later.

Consequently the vertical gradient of M for the

standard atmosphere is

dM _ fdn 1

dh \ dh a
10^

3 1

4a
IC^

1

(f)

10« (10)

which has the value 0.118 MU per meter (0.036 MU
per ft) . The value ofM at any height, relative to the

surface value Mo, for the standard atmosphere, is

equal to

M—Mo= 0.118 /i; /i in meters,

M-Mo= 0.036 7i; /i in feet. (11)

17.1.6 Equivalent Earth Radius

—

Flat Earth Diagram

An important conclusion may be drawn from

equation (11). As will be shown in Section 17.2.4,

dn/dh is the negative of the curvature of a ray in the

atmosphere, and 1/a is the curvature of the earth.

The algebraic sum of these two quantities (their

numerical difference) is the curvature of the ray

relative to that of the earth. The net result is this : if

the earth is replaced by an equivalent earth with an

enlarged radius e<iual to 4rt/3 the rays may be drawn

as straight lines. To state the result in another way

:

using the equivalent earth with radius equal to 4a/3

corresponds to replacing the actual atmosphere, in

which the index ?i decreases with height, by a homo-
geneous atmosphere with an equivalent index n'

which is independent of height (see Figures 10, 11, 13,

14, and 15) . This transformation of coordinates great-

ly facilitates the calculation and interpretation of cov-

erage diagrams for the standard atmosphere.

More generally, if the rate of change of n with

height differs from the value- (1/4) (1/a) 10« MU
per meter given above, which may be true in certain

parts of the world, the equivalent earth radius de-

parts from the value 4a/3. In general the equivalent

earth radius is designated by ka. For a steeper drop

of refractive index with height, k increases and be-

comes infinite when the curvature of the ray is just

equal to the curvature of the earth.

In the general case, when k is not equal to ji,

equation (11) must be modified to the form:

M - Mo = ^ 10«
,

= 0.157

= 0.04S

h in meters
,

h in feet (12)

to account for a linear moisture gradient correspond-

ing to a different value of k.

Since the change of the earth's radius takes care of

the variation of refractive index and substitutes a

homogeneous atmosphere for the actual atmosphere,

it follows that in a diagram in which the earth is

given a radius ka, the radiation propagates along

TRANSMITTER

Figure 10. Ray curvature over earth of radius a in an
actual atmosphere.

straight lines. The difference is illustrated in Figures

10 and 11. In Figure 10, which shows the true geo-



196 TROPOSPHERIC PROPAGATION AND RADIO METEOROLOGY

metrical conditions, the radio horizon appears ex-

tended as compared to the geometrical horizon, be-

cause of the curvature of the rays. In Figure 11 the

rays have been straightened out, but a line that was

straight in Figure 10 appears curved in Figure 11.

The value of % for A: is a good average for the at-

mosphere in the middle latitudes. For particular

Figure 11. Rays in a homogeneous atmosphere. Equiv-
alent radius ka.

atmospheric conditions the value of k may be con-

siderably different. The moisture content of the at-

mosphere is small at the low temperatures of the

arctic regions and increases considerably with the

higher temperatures of the tropics. However, the

value of k depends more particularly on the manner
in which the moisture content varies with height

above the surface of the earth, and to a lesser extent

on the distribution of temperature with height.

Figure 12 has therefore been constructed to show the

dependence of k on the gradient of relative humidity,

measured in per cent per 100 m, for a series of surface

temperatures varying between To= — 30 C and

To = +40 C. I It has been found convenient to plot

1/fc rather than k itself. The lines drawn correspond

to the assumption of saturation humidity at the

ground; if the humidity at the ground is less than

100 per cent the correction read from the auxiliary

table is added to the value of 1/fc obtained from the

graph. The standard temperature gradient of —0.65

C per 100 m is assumed for all the curves.

The curves of Figure 12 indicate that as the tem-

perature increases, smaller and smaller values of rela-

tive humidity gradients are required to produce

changes in k of considerable magnitude. This should

be of greater importance in the tropics where the

moisture content is relatively high.

Changing k from its standard value of % has an

important influence on the strength of the field at any
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|)uiiit in space. Thou^li it is not. easy to state the re-

sult in general terms for any position, it is possible to

evaluate the change in field strength near the surface

(below GO ni altituile for GOO nw and somewhat higher

for lower frequencies) and well within the diffraction

region, for moderate changes in k. Here the decibel

attenuation below that for the free space field is de-

creased approximately in the ratio fcf. If, for in-

stance, k changes from % to 8, the original decibel

attenuation is to be divided by 3.3. To state the mat-

ter another way, the range at which a given field

strength is found will be increased approximately in

the ratio itf . This has an important bearing on the

problem of propagation for communication purposes

in this region.

It has been shown above that a linear variation of

refractive index can be converted into a change of

earth's curvature. The reverse process is equally

feasible: to eliminate the earth's curvature by using

a modified refractive index curve. This is a general

procedure which involves no assumption about the

variation of refractive index with height. From the

equations in Section 17.1.6 it is seen that the effects

of the earth's curvature are equivalent to those of a

refractive index increasing linearly with height at the

rate of 1/a. Hence one effectively flattens the earth,

thus eliminating the curvature effect, by adding to

the refractive index the term h/a. In other words,

the angles between a ray and the horizontal over a

curved earth are the same as the angles between a

ray and the horizontal over a flat earth when the re-

fractive index n has been replaced by 7i -f h/a. In

practice, the quantity M defined by equation (7) is

used. IfM increases steadily with height, which is the

case for the standard atmosphere, the rays appear

curved upwards on a flat earth diagram, which is

illustrated in Figure 13.

TftANSMITTEB NTERrCRENCC REGION

F̂igure 13. Raj's in a plane earth diagram.

Summarizing, it is seen that three types of graphi-

cal representations of a coverage diagram may be

used. (These are illustrated in Figure 14 for the

lowest lobe.)

1. The true geometrical representation. With

TRUE EARTH

RADIUS a

EQUIVALENT EARTH

RADIUS ka

FLAT EARTH

k = oo

Figure 14. Shape of lobes as affected by method of

representation.

standard refractive conditions the lobes appear bent

downwards. Refractive index n decreases with height.

2. The equivalent earth radius representation.

Earth's radius changed to ka (normally k= %). For

standard refractive conditions the lobes appear

straight. Equivalent refractive index n' is inde-

pendent of height since the equivalent atmosphere is

homogeneous.

3. The flat earth representation. The earth's sur-

face and other surfaces of constant height have been

flattened out. For standard refractive conditions

the lobes appear bent upwards. Excess modified

index M increases with height.

The quantities n, n', and M for these three cases

are illustrated in the left-hand series of diagrams

in Figure 15.

17.1.7 The Horizon—Diffraction

From simple geometrical considerations it can be
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shown that two points at elevations hi and h^ are

within sight of each other when their distance is less

STANDARD ATMOSPHERE

CURVED EARTH
RADIUS a

NONSTANDARD ATMOSPHERE

CURVED EARTH
RADIUS ka

(HOMOGENEOUS
ATMOSPHERE) i

^PLANE EARTH
^(MODIFIED INDEX

CURVES)

INVERSION
LAYER V

DUCT

M M

Figure 15. Types of index curves.

than the horizon distance d/, (Figure 16) given by

rf, = \/2kahi + V2kahi
, (13)

where d„, a, and h are aU expressed in the same units.

For the particular value oi k= %,

dn = VlThl + VlTh,
,

(14)

where d^ is measured in kilometers and h is in meters;

and

dn = V2h[ + V2h ,
(15)

where d,, is given in statute miles and h in feet.

The field strength at different elevations h (Figure

16) for a given range varies in the manner illustrated

in Figure 17. The field is given in decibels, relative to

the intensity at 1 m from the transmitter, for a range

of 50 miles over sea water for frequencies of 100, 200,

500, and 3,000 mc. The horizon elevation for this

point is 888 ft. Above point P in Figure 16, is the

interference region where, with increasing height, the

INTERFERENCE
REGION

field strength first increases rapidly and then oscil-

lates between maxima and minima determined by
the lobe patterns of the coverage diagrams.

Below point P, the field strength declines rapidly

10,000
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parts in a million unci may be computed from the

following formula

:

n u>6 "«/' !•''
,

3.SX10V ,,,.^
(„ - 1) 10" = -^ ^ H 7p,

(lb)

in which n = index of refraction at height h above

ground

;

p = barometric pressure of the atmosphere

in millibars at height h. (1 mm Hg
pressure = 1.334 mb);

e = partial pressure of the water vapor in

millibars (order of 1 per cent of p) ;

T = absolute temperature (°C + 273) at

height h.

In equation (16) the term lle/T is very small in

comparison with 'the other terms and may, without

serious error, be neglected. This simplification has

been used in obtaining the values in the last two

columns of Table 1 and in designing the nomogram,

Figure 19.

Woi'kers in the field may prefer to use mixing ratio

(practically equal to specific humidity) in place of

the water vapor pressure. The relation is given by

e = 0.00161 ps or
621e

(17)

where s is in grams of water per kilogram of air.

The variation of n with temperature and relative

humidity for an air pressure of 1,000 mb is illustrated

in Figure 18. It is seen that the refractive index de-

pends on humidity more critically than on tempera-

ture. The dependence on humidity is greater at the

higher temperatures where a given relative humidity

represents a larger amount of water vapor.

In practice it is customary to use the modified

refractive index given by

M = n -\ 1
a

in«^79io 3.8 X lO^e
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standard condition. This corresponds to a water

vapor pressure of approximately 10 mb at sea level

and a rate of decrease of water vapor pressure in the

lower levels of about 1 mb per 1,000 ft. At higher

levels the rate of decrease of the water vapor pres-

sure is less rapid. These conditions are represented in

Table 1 for the atmosphere up to 1,500 m.

Both the dry and the moist standard atmosphere

exhibit a very nearly linear increase of M with

height. According to equation (12),

M Mo =
ka

10« = 0.157^
h

k '
h in meters .

By using this formula in conjunction with Table 1 it

is easily shown that k = % for the dry standard

atmosphere, and k = % for the standard atmos-

phere with a 60 per cent relative humidity. This

value of k is the one commonly adopted in coverage

diagrams corrected for standard refraction.

Because of the great variability of the moisture

content of the atmosphere with season, geographical

location, etc., a moist standard atmosphere has a

limited physical significance. The standard should

rather be defined in terms of a fixed linear slope of

the refractive index, and for this purpose the value

k =ji has been chosen.

17.2.2 The Measurement of Refractive Index

The lower atmosphere frequently is stratified by
nonstandard distributions of temperature and hu-

midity which vary rapidly and irregularly as func-

tions of the height. The refractive index is then no

longer linear but has a more complicated dependence

on height, determined from equation (16). The strati-

fication which is of particular importance in tropo-

spheric propagation is found in the lower part of the

atmosphere, that is, below about 4,000 to 5,000 ft

and frequently in the lowest few hundred feet above

ground.

Since the variation in the atmospheric pressure

gradient is small, interest is mainly centered in the

dependence of the modified refractive indexM on the

temperature and humidity distributions. Methods,

useful in the field, have been developed for obtaining

rapid determinations of temperature and humidity in

the lowest levels of the atmosphere. The ordinary

radiosonde (radiometeorograph) is not well adapted

for this purpose since it is usually designed to give

data at levels about 100 m apart, which often is not

close enough to reveal the significant details of the

M curve. Consequently it has proved to be necessary

to develop new instruments for this purpose.

Several types of instruments have been designed

which can be placed on towers, or carried by slow-

flying airplanes or dirigibles or cariied aloft by captive

balloons or kites with wires connecting the tempera-

ture and humidity elements to measuring or record-

ing equipment located on ground or aboard ship.

Some such measurements have been made with

instruments using electrical methods in which dry

and wet electrical resistance elements are connected

into a circuit to give "dry bulb" and "wet bulb"

temperatures. Another electrical method uses the

same "dry" temperature element but, in place of

the wet bulb, obtains a relative humidity measure-

ment by using an electrolytic humidity element of

the type employed in the U. S. Weather Bureau

radiosonde. Hair hygrometers are definitely not

suitable for this type of work on account of their

lag in adjusting themselves to changes in relative

humidity (of the order of 3 to 5 min for appreciable

changes in humidity).

Measurements made from airplanes have the

advantage that it is possible to survey a compara-

tively large area within a short time. This can be of

great importance along coasts where conditions in

the lowest levels of the atmosphere sometimes change

rather rapidly with increasing distance from the

shore. In the absence of suitable special equipment

an ordinary psychrometer held out of the window of

a plane will give quite satisfactory results in slow-

flying planes, providing care is taken to keep the

wet bulb sufficiently moist. When measurements are

made from an airplane the height above the ground

is determined for each measurement by means of

the plane's altimeter. Unless carefully done this

introduces the possibility of considerable error.

In another method captive balloons, kites, ordi-

nary radiosonde balloons, and, occasionally, barrage

balloons have been used to carry the measuring

elements aloft. Ordinary captive balloons will work

in wind speeds up to about 8 miles per hour; in

higher winds kites or, occasionally, barrage balloons

are used. Kites can be fiown from boats even at low

wind speeds or in calm weather. With this type of

equipment the electrical measuring elements aloft

are connected to an indicating or recording instru-

ment at the ground or aboard ship by means of fine

insulated wires that are wound around the cable

holding the balloon.
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"^^ Types of Modified Index Curves

A large number of meteorological soundings of

the lower atmosphere have been carried out by

several laboratories and Service units. From these

measurements the modified index curves have been

calculated as a function of height, and it has been

shown that practically all these curves fall into one

of the six types illustrated in Figure 20.

TRANSITIONAL

la/

SUBSTANDARD

SIMPLE SURFACE
TRAPPING

'I

ELEVOTED S SHAPE GROUND-BASED S SHAPE

DUCT
Vnversion layer

_L_i _i .

inversion layer h inversion, LAYER
I

I

M M M

Figure 20. Types of M curves.

For the standard atmosphere theM curve increases

with height as shown in curve I. For nonstandard

atmospheres, the M curves will take one or another

of the forms illustrated in curves la, lb, II, Ilia,

and 1 1 lb. Of particular interest are those curves in

which M decreases with height for a range of alti-

tudes. (This decrease is the result of a sufficiently

sharp decrease in n with height as illustrated in

Figure 15.) In this event an inversion layer is formed

in the atmosphere.

Throughout the range of altitudes of decreasing

M the curvature of the rays exceeds the curvature

of the earth. Nearly horizontal rays which either

originate in, or penetrate into, this layer are trapped,

and, if the layer extends far enough, energy may be

carried to distances far beyond the geometrical

horizon. However, the region in which the waves or

rays are trapped may have a thickness or depth

exceeding that of the inversion layer. This region is

known as a duct. Its precise definition may be taken

from Figure 20. It is the strip between an upper

minimum of the M curve and either the ground or

the point where the vertical projection from the

upper minimum intersects the M curve. There are

two main types of ducts, the ground-based duct.

illustrated by curves II and Illb, and the elevated

duct, illustrated by curve Ilia.

The height in the atmosphere at which the varia-

tions in refractive index occur may vary from a few

feet to several hundred or even a few thousand

feet. These variations are likely to be found at fairly

low elevations in cold climates and at the higher

elevations in warm climates. The meteorological con-

ditions which yield these various M curves are

described in Section 17.3.

The opposite effect occurs when the M curve takes

the substandard form (curve lb in Figure 20). Here

the lower portion of the M curve has a slope which

is less than standard. In this event the rays in the

lower atmosphere are bent downward to a lesser

degree than in the standard atmosphere or may
even be bent upward. Depending to some extent

upon the elevation of the transmitter, the field

strength in the substandard region may be reduced

considerably below normal, even to the point of

producing a radar and communication "blackout."

If the M curve is steeper than average in the lowest

layers, the transitional case arises (curve la). Here

a slight change in the temperature and moisture

distribution might lead to a curve of type II and

a duct.

"'^'^ Rays in a Stratified Atmosphere

Nonstandard vertical variations of refractive index

occur frequently in the lower atmosphere. In addi-

tion there may be gradual variations in the horizontal

direction. So far, the theory of propagation has not

reached a stage where such horizontal variations can

be taken into account. Unless otherwise stated it is

always assumed that the stratification extends hori-

zontally as far as the coverage of the transmitter

and that the variation in the M curve is entirely

vertical. Weather conditions often are sufficiently

homogeneous horizontally to warrant this assump-

tion, but there are exceptions, mainly near coasts

(see Section 17.3).

Only those rays are affected by the vertical varia-

tions of refractive index in the lower atmosphere

which leave the transmitter at a very small angle.

Both theoretically and practically it has been found

that the effects of nonstandard refraction are negli-

gible for rays that leave the transmitter at an angle

with the horizontal of more than about 1.5°. Rays

that leave at an angle with the horizontal of less

than 1.5°, and especially those emerging at angles
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with tlic hmizoiital of 0.5° or less, are strongly-

affected by nonstaiuUird refraction. This part of the

transmitter radiation is of paramount importance in

early warning radar and in connnunications. For

such applications of radar as p;im-laying or search-

light control the effects of nonstandard propagation

fire usual]}' negligible because the rays which reach

the target have emerged from the transmitter at a

fairly large angle with the horizontal.

The progress of a ray through the stratified atmos-

phere is described by Snell's law, discussed in Section

17.1.4. When the angle a between the ray and the

horizontal is small

cos a = \ —^ ,

provided a is expressed in radians.

Introducing this into Snell's law for a curved

earth, equation (6), noting that n -\- h/a = I -\- M-
10~^ and neglecting second order quantities, it is

seen that

(18)1 (a2 - ao-) = {M - Mo)10-

Since a is the angle which the ray makes with the

horizontal it is equal to dh/dx, the slope of the ray.

Solving equation (18) for a,

_ dh

dx
= ^ao- + 2(M - Mo)10- (19)

These relations apply to any two levels provided a

and ao are the angles at the levels to which M and

JV/o refer.

variations of the modified index. Although this ray

tracing method is only an appro.ximation of the true

solution of the wave equation, it can be used, subject

to certain limitations, for computing quantitatively

the strength of the field. The approximation breaks

down when neighboring rays cross each other and

form caustics.

The method may be illustrated by the case of

standard refraction with k = %. As shown in Figure

21, draw the M curve with a slope ka = 4a/3. Let

the subscript 1 stand for the transmitter level (of

height hi). Pass a vertical line through the corre-

sponding point Ml of the M curve. Lay off the

distance aiV2 to the left of Mi for a particular ray,

1, which emerges from the transmitter at angle ai

with the horizontal. In order to make a and M
comparable numerically, the factor 10"^ should be

eliminated from equation (18) above. For this pur-

pose a- should be measured in the same unit as M,
that is, in 10^^ radian. The distance between M and

1 at any height h then is equal to {M — Mi) + aiV2,

and by equation (19) the square root of twice this

quantity is equal to the slope of the ray at height h.

Hence, ray 1 starting downward from the transmitter

is bent more and more toward the horizontal as h

decreases. At point P this ray becomes horizontal

and from there on increases in slope with increasing

height.

Ray 1' starting upward from the transmitter at the

same angle ai continues to curve upward more and

more rapidly as the height increases. Ray 2 is the

® ® ®(3) 3

OR SEA LEVEL

Figure 21. Rays in the standard atmosphere.

Equation (19) provides a technique for tracing the

paths of rays emitted by a transmitter at various

angles with the horizontal, and it indicates how their

passage through the atmosphere is controlled by the

horizon ray which represents the limit to which rays

can be directed by refraction. Beyond this lies the

diffraction region where ray tracing cannot be used.

To study the field in the diffraction region the original
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wave equation must be used. Ray 3 is reflected from

the ground and in crossing some of the other rays

produces the phenomenon of interference. In connec-

tion with Figure 21 it must be emphasized that the

height scale is tremendously exaggerated and that

all the rays shown come from a small group which

are propagated in a nearly horizontal direction.

Sometimes it is convenient to express the path of

the ray in terms of ray curvature. The true curvature

of a ray as it appears on an undistorted (curved

earth) diagram is different from the curvature exhi-

bited by a ray on a plane earth diagram. The true

curvature of a ray is given by 1/p, where p is the

radius of curvature, and it can be shown that, for

nearly horizontal rays, this is related to the gradient

of n by

' = - S • ^20)
p ah

However, the relative curvature of the earth with

respect to that of a ray is (1/a) — (1/p). Now let

us set this equal to the curvature l/fca of an equiv-

alent earth. Then

1 _ 1 _ J_
a p ka

'
(21)

and, introducing equation (20),

1 1
k =

1
1 _L '^^

(22)

This amounts to a definition of k which is more

general than the one introduced in Section 17.1.6

but reduces to the latter when the index curve varies

linearly with height.

For a plane-earth diagram, M is used in place of n.

Since

M = n + 1 10"

dM ^ 1/ dn

dh a\dh 1 10«

Substituting the last equation into equation (22)

gives

a dM (23)

and shows that fc, in its most general form, is propor-

tional to the slope of the M curve. Reference to

Figure 20 shows that fc assumes negative values for

a range of altitudes whenever a duct is formed in

the atmosphere.

These relations may also be expressed in terms of

in, where

m — (24)

is the ratio of the radius of curvature of a ray to

the radius of the earth. From equation (22) it follows

that

I

m 1 (25)

Both k and m vary with height except in the special

circumstance that the M curve is linear. Table 2

gives a number of corresponding values of k and m
and indicates their significance.

Table 2. Relation of k and to.

k
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® ©O(o)

Figure 22. Ravs with a ground-based duct.

® ©

-^ DISTANCE X

Figure 23. Rays with an elevated duct.

departs from the transmitter at angle ai measured

from the horizontal. As the ray proceeds outward

and downward it is bent less and less, corresponding

to the decreasing distance between the ikf and 1

lines. Finally it reverses and rises to the height

indicated. Ray 1 must therefore oscillate between

the heights determined by the crossing of the M and

1 lines. Ray 1' starting upward at the same angle ai

oscillates between the same height limits as ray 1.

Rays 2 and 2' emerging at angle Up are the limiting

rays which are trapped in the duct between the

heights hi and h^. Beyond the horizon ray 3 and

below the duct lies the diffraction region for this

case. Ray 4 emerging at an angle greater than ap is

not trapped but after reflection passes entirely

through the duct.

Ground-based ducts are likely to be found along

coasts where warm, dry air from over land flows out

over a colder sea. This situation, for instance, prevails

in the summer months along the northeastern coast

of the United States. Elevated ducts occur frequently

along the southern California coast.

An illustrative series of theoretical coverage

diagrams as obtained by the ray tracing method
described are collected in reference 448. A few of

these diagrams are reproduced in Figure 24, for a

frequency of 200 mc and a transmitter elevation of

hi = 100 ft, corresponding to an hi/\ ratio of approxi-
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are extended slightly, other times slightly decreased;

(c) for a transmitter above the duct no excessive

changes in field strength occur below the duct—this

can be deduced from (b) by using the reciprocity

princijilc; (d) there is no appreciable superrefraction

when the transmitter lies appreciably above the duct.

For some time after the discovery of superrefraction

it was thought that the concentration of radiative

energy in the duct might result in a decrease of the

amount of radiation above the duct and hence in a

reduction of coverage there. The cases illustrated in

Figiu-e 24, at least, are not in accord with this

presumption. In spite of the great increase in ranges

in the duct the amount of energy trapped is small

compared to the total energy of the radiation field.

17 2.6 '^avg Picture of Guided Propagation

It must be realized that while ray treatments give

accurate results under certain conditions, there are

features of the propagation problem which can be

satisfactorily discussed only on the basis of the

electromagnetic wave equations. As an aid to under-

standing the wave treatment the close analogy

between the functioning of a duct and a hollow metal

waveguide (or dielectric wire) may be used. In both

cases the field which is being propagated may be

represented as the sum of an infinite number of

terms (modes). Each waveguide mode is propagated

with a separate phase velocity and an exponential

attenuation factor and has a field distribution over

the wavefront that is independent of distance in the

direction of propagation.

In a metallic waveguide a finite number of modes
are propagated with very small attenuation, while

the remaining modes, infinite in number, have

attenuations so high that they are, practically speak-

ing, not propagated at all. The same division of

modes into those that are freely propagated and
those that are highly attenuated is found for duct

propagation. In the duct, however, the difference

between the two types of modes is less pronounced

than in a hollow metal tube.

As the frequency is decreased, the number of

transmission modes decreases both for the hollow

metal tube and the duct until the cutoff frequency

is reached, below which neither serves as a wave-

guide. For the case of simple surface trapping (Section

17.2.3) the following formula gives the approximate

maximum value of the wavelength for which guided

propagation inside the duct can still take place:

Xnmx = 2M VaM • 10-8
.

Here d is the height of the top of the duct above the

ground in the same units as X^ax, and AM is the

decrease in M inside the duct. This relationship is

represented in Figure 25 where, it should be noted,

100
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approximately /^ of a cycle of an approximate sine

wave, followed by an exponential decrease. Higher

modes have multiples of half cycles added to the

sinusoidal part.

How these modes must be combined to give the

total field strength and its vertical distribution is a

question which depends on the height of transmitter,

the distance out to the point where the total field

strength is to be obtained, the rate of attenuation of

each mode as a function of the distance, and its

phase velocity. Since the attenuation and the phase

velocity are different for the various modes, the

vertical distribution of the total field changes with

the distance from the transmitter, and the number

of modes composing the total field decreases with

increasing distance.

^^•^^ Reflection from an Elevated Layer

This phenomenon has been studied extensively at

San Diego. The meteorological situation there is

rather unique in that the warm and extremely dry

upper air overlies a cooler and very moist lower

stratum. The transition between the two layers is

very sharp. This gives rise to an elevated duct of

the type exhibited by the M curves of Figures 24D
and 24E. Often the reversal of the M curve takes

place over an even narrower interval of height than

shown in these graphs. In such cases there is a

reflection analogous to the reflection of waves at a

true discontinuity between two media and which

cannot be accounted for by the bending of rays.

At an interface between two media of different

refractive indices there is partial reflection of radia-

tion for any angle of incidence, but when the

phenomenon (partial reflection and partial trans-

mission) takes place in a layer of finite thickness,

the reflected radiation is appreciable only at angles

near grazing (less than 1° under the conditions found

at San Diego). Furthermore, other things being

equal, the reflection coefficient increases with increas-

ing wavelength. This feature distinguishes the reflec-

tion by a layer from the duct effects produced by

this layer, as the latter generally tend to become less

pronounced for longer waves. The reflection gives

rise to an additional field strength near the ground,

often well beyond the optical horizon.

Transmission experiments carried out at San Diego

at frequencies between 50 and 500 mc gave results

that are explained satisfactorily on the basis of

reflections of the type just described but not on the

duct theory. Thus most of the ducts caused by
reversals of the M curve of the type shown in Figure

24D will be beyond cutoff for a frequency of 50 mc,

according to Section 17.2.6. No guided propagation

should therefore be expected, whereas the observed

field at the receiver, located well beyond the optical

horizon, was consistently very high.

At a frequency of 500 mc the reflection is found

to be highly critical with respect to the angle of

incidence at the reflecting layer. When meteorological

conditions are such that the layer is high (3,000 to

4,000 ft), and therefore the angle of incidence large,

the intensity of the reflected radiation is found to

be very low; when the layer forms at a low level

(a few hundred feet only) the reflected radiation

becomes very strong. This behavior agrees with the

predictions of electromagnetic theory.

So far, the experiment at San Diego is the only

instance where a clear-cut case of reflection by an

elevated layer has been found, although indications

of similar effects have been observed elsewhere.

Whether or not this phenomenon will occur at other

places in or near the subtropical belt is not conclu-

sively known since our knowledge of meteorological

conditions in these climates is far from complete.

If it does occur, it will obviously be of great opera-

tional significance.

17.2.8 Operational Applications

Radar

Ground radars have experienced most of the effects

of propagation in nonstandard atmospheres so far

observed operationally. Phenomenal ranges on ship

and low-flying airplane targets have been observed,

especially in the Mediterranean area, the Arabia-

India area, in Australia, and the Southwest Pacific

theaters. In the United States and Europe ground-

based ducts over land have occasionally produced

fixed echo clutter seriously interfering with the

plotting of aircraft targets over land. This ground

clutter interference is especially troublesome with

microwave early warning sets plotting targets over

land. On ground radars with high pulse repetition

rates, echoes from large distances frequently return

on the second or later traces. Such echoes interfere

with first sweep echoes and sometimes are misinter-

preted as having ranges appropriate to the first

sweep, with serious tactical consequences.

One of the most serious operational consequences

of superrefraction is a secondary effect, that of
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misleading operators as to the overall pcrfonnaiice

of the equipment. Long-range echoes caused l)y

superrefraction have frequently been assumed to

indicate good condition of the equipment, when
precisely the opposite is actually the case. The
phenomenon of superrefraction does not, however,

in the same degree invalidate the measurement of

signal-to-noise ratio of nearby echoes, as a criterion

of relative overall set performance. Field strengths

from nearby objects well within the optical horizon

are far less subject to propagation variations. Echo

strengths (signal-to-noise ratio) from nearby objects

are still considered a good relative index of overall

performance, provided that easily recognized echoes

can be measured which are not sensitive to very

small changes in the radar frequency. There are

other sources of echo fluctuations such as the motion

of objects (trees, towers) caused by the wind (import-

ant at wind speeds above 15 miles per hour). Great

care is needed in the choice of fixed echo "standards"

so that they are kept free of the effects enumerated.

Sometimes artificial echoing objects are constructed

of flat mesh screens perpendicular to the beam in

order to secure suitable echoes which are not

frequency sensitive. The extreme variability of long-

range fixed echoes emphasizes the operational need

for reliable test equipment for making quantitative

tests on the components as well as on the overall

performance of the equipment aspects of radars, as

distinct from propagation effects.

In addition to the direct electrical checks on set

performance there are a number of ways of making

sure indirectly whether any failures of detection by
radar may be due to a deformation of the coverage

pattern by superrefraction. In the first place, super-

refraction rarely affects detection at angles of eleva-

tion above about 1.5°. Any irregularity at higher

angles must be attributed to other causes. Even
between 0.5° and 1.5° failures of detection are excep-

tional and occur only where there are very strong

ducts. A clue to the probability of occurrence of such

conditions can be ascertained from a study of the

primary meteorological effects which cause them;

and even with only a moderate amount of meteoro-

logical information it is usually possible to make an

estimate of this probability. Such superrefractive

conditions almost invariably show up in intensified

and extended ground echoes (ground clutter on the

scopes) and, in case of an overwater path, in extended

ranges of ship detection. A record of meteorological

data will be very helpful in deciding, after the fact,

whether any specific failure of aircraft detection

might have been ascribed to weather. Even if this

is pro})able, there are, of course, a number of other

operational causes that might be responsible rather

than the weather.

Experience gained in England indicates that the

technique of forecasting whether or not superrefrac-

tion occurs is, on the whole, fairly successful, but

there are still many occasions when the predictions

are not fulfilled. It has been intimated that in

England this was due, at least partly, to variations

in the sensitivity of the 10-cm set used; when the

set is not at peak efficiency, maximum ranges of

surface targets appear shortened, and the coverage

in the duct may be reduced to a value corresponding

to standard conditions.

A major problem in any early warning radar

system is that of heightfinding by means of maximum
ranges. On this it is difficult to make general state-

ments. The method of heightfinding usually employed
in long-range radar work consists in using the boun-

dary of the lowest lobe as a height indicator, assum-
ing that when the target is first sighted it has just

entered the lowest lobe. When superrefraction is

present, the height estimated in this way can be

seriously in error. It may be too high if the enemy
is flying in the duct, so that he is discovered earlier

than he would be normally; or it may be too low if

the enemy is flying in the region above the duct and
so he is discovered later than he would be under

standard atmospheric conditions. Here, again, it

should be possible to find out whether repeated

errors in height determination are the result of

superrefraction or whether they are due to faulty

calibration or to other features not related to the

weather. Other methods of heightfinding, such as

are used in fighter control and control of antiaircraft

fire, are usually carried out at angles of elevation too

large to be affected by nonstandard types of atmos-

phere.

VHF Communications and Navigational Aids

The extension of the maximum range of very high

frequency [VHF] navigational aids has already been

mentioned as an important consequence of super-

refraction. Similar extensions of communication

ranges of VHF radio sets also occur. Because VHF
air-to-ground communications are relied upon only

for comparatively short-range communications, this
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extension of the normal range by atmospheric

conditions is important primarily from a security

standpoint. It must always be borne in mind that

transmissions on VHF may frequently be propagated

hundreds of miles beyond the normal limiting range

and are subject to enemy interception. Superrefrac-

tion has also been observed to cause very objection-

able mutual interference between two control towers

attempting to use a common VHF channel, although

the distance between the airports was great enough

to prevent serious mutual interference under normal

conditions. Point-to-point VHF radio links are also

affected by refraction, over longer paths than optical.

Radio Countermeasuhes

The laws of radio propagation enter into the

problem of jamming the enemy communication and

radar equipment. Since it is rarely possible to locate

the jamming transmitter coincident with the enemy

transmitter whose signals it is desired to mask, the

efficiency of propagation of the signals from the

enemy transmitter relative to those of the friendly

transmitter enters into the problem. This has been

worked out in detail for the standard atmosphere.

When conditions are not standard, however, the

effectiveness of the enemy transmitter, as determined

for standard conditions, no longer applies. A case of

special interest occurs when an airborne jamming

transmitter is used as a countermeasure against an

enemy radio communication link operating between

two points on the ground. If the meteorological

situation is such as to be favorable to formation of

a ground-based duct the enemy signals may be

propagated with small attenuation, whereas the

signals from the jamming transmitter may be unaf-

fected or even weaker than would normally be

expected.

Plans for the employment of ground-based jammers

against enemy radio and radar systems should take

into consideration the ability of atmospheric refrac-

tion to increase, or occasionally to decrease, the

signal propagated to the enemy's installation for

jamming purposes. However, there has been only

limited use of ground-based jamming so far. Unin-

tentional mutual jamming has occurred between the

spaced radar sets of a coastal system on the same

frequency, where nonstandard propagation condi-

tions caused strong signals to be propagated between

normally noninterfering radars.

17 3 RADIO METEOROLOGY
17.3

1 Xemperature and Moisture Gradients

Section 17.3 is devoted to a survey of the meteoro-

logical conditions which produce the various types

of propagation described in the preceding sections.

This brief outline is not intended to replace the

assistance of a professional meteorologist in analyzing

short and microwave propagation problems; but by
familiarizing radar or communications personnel with

the fundamental physical processes of low-level

weather it may open the way toward a more fruitful

consultation with the meteorologist.

Duct formation is the most important phenomenon
for which a detailed knowledge of the physical state

of the lower atmosphere is required. Whenever a

duct is formed, M decreases with height within a

certain height interval. Since, according to Sections

17.1.5 and 17.2.1, M = (n - 1) • 10« + 0.157/i,the

existence of a duct presupposes that the refractive

index ?i decreases with height over at least a limited

range of altitudes at a rate more rapid than 0.157

MU per meter. Such a decrease can be produced by
two different meteorological conditions.

1. A rapid increase of temperature with height.

This temperature inversion must be very pronounced

in order, by itself, to produce a duct. In practice, a

temperature inversion contributes to duct formation

when accompanied by a sufficiently strong moisture

lapse.

2. A rapid decrease of humidity with height desig-

nated as a "steep moisture lapse."

When ducts are produced by only one of these

causes, they may be designated as "dry ducts" and

"wet ducts," respectively. In the general case a

temperature inversion and a moisture lapse cooperate

in producing a duct, but one of the two factors will

be preponderant, thus facilitating the analysis of the

meteorological problem.

Whether or not a duct occurs under given meteoro-

logical conditions and what the rate of change of M
is inside the duct may be determined by means of

the diagram, Figure 27. (This discussion is presented

for the purpose of illustrating the importance of

temperature and moisture gradients. The technique

more readily usable in practice is to compute the

values of M at various altitudes directly from tem-

perature and relative humidity data with the aid of

Figure 19.) The abscissa in Figure 27 is the rate of

decrease of humidity with height (— de/dh), where e

is the water vapor pressure in millibars, (e can be
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IN MB PER 100 METERS

Figure 27. Temperature and humidity gradients.

found from meteorological tables when relative

humidity and temperature are known.) The ordinate

is the rate of increase of temperature with height

(dT/dh) . The slanting lines represent various values of

temperature and relative humidity at some particular

height h. The lines passing through the same point

at the upper right of the diagram correspond to the

same mean temperature; lines of different slopes

represent different mean relative humidities.

In order to determine the rate of change of M at

a given level, find the point in the diagram corre-

sponding to the actual rates of change of moisture

and temperature. Also pick out the straight line

representing the actual mean values of temperature
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and humidity in the layer considered. If the point

is at the lower right relative to this straight line, M
decreases with height in the layer chosen; that is, a

duct exists. If the point is at the upper left of the

straight line, M increases with height and there is

no duct.

The rate of change of M, (dM/dh), may be

obtained from the diagram by measuring the hori-

zontal distance from the point to the line and

multiplying by the function of the temperature f{T)

given in the table on Figure 27. The result is the

value of dM/dh, the rate of change of M, inM units

per 100 m. This quantity is negative when the point

is to the right of the line and positive when the point

is to the left of the line.

It is seen at once from the diagram that for small

values of the moisture lapse an extremely steep

temperature gradient is required in order to produce

a duct (lower left part of the diagram). In cold air

such as is found in the arctic the total moisture is

small, and hence the moisture gradient will in general

be quite small. Ducts will then only occur when a

very strong temperature inversion exists.

Strong temperature inversions occur only under

special meteorological conditions which will be

discussed below. Ordinarily the temperature of the

air decreases with height; and this will put our

representative point into the upper part of Figure

27. A duct can then exist only when the moisture

lapse is large enough, so that the representative

point falls to the right of the appropriate slanting

line. Such conditions are common in the lower

atmosphere. This leads to a wet duct, which is

determined almost completely by the moisture lapse.

"^^ Physical Causes

of Stratification—Turbulence

There are three basic meteorological factors which

tend to modify the temperature and moisture distri-

butions in the lowest layers of the atmosphere. These

are: (1) advection, (2) nocturnal cooling (overland),

and (3) subsidence.

Advection is a meteorological term used to desig-

nate the horizontal displacement of air having

particular properties. Advection is of great interest

in propagation problems particularly because it leads

to an exchange of heat and moisture between the air

and the underlying ground or sea surface and thus

affects the physical structure of the lowest layers.

Nocturnal cooling over land is caused by a loss of

heat from the ground by infrared (heat) radiation.

The cooling of the ground is communicated to the

lower layers of air and leads to the establishment of

a low-level temperature inversion.

Subsidence means a slow vertical sinking of air

over a very large area. It is most likely to be found

in regions where barometric Highs are located.

Subsidence tends to produce a temperature inversion

and also produces very dry air which, spreading out

over a humid surface, creates a situation which is

favorable for the formation of a duct.

The processes (1) and (2) change the physical

characteristics of the air through transfer of heaii

or moisture between the air and the underlying,

surface of the ground or sea. The operating factor

in this exchange is turbulence. The main features

of turbulence in the lower atmosphere are outlined

briefly below.

Convection occurs spontaneously whenever the

decrease of temperature with height exceeds a value

of about 1 C per 100 m. This convective condition

is usually produced as a result of the heating of the

ground by the sun's rays. Even with a cloudy sky

the diffuse daylight often is strong enough to produce

moderate convection. On a hot summer day convec-

tion over land extends to great heights. Convection

mixes the air thoroughly and thus causes a uniform

distribution of moisture and a uniform decrease of

temperature with height of about 1 C per 100 m.

Hence even moderate convection tends to produce a

smooth AI curve which varies linearly with height.

Standard conditions may therefore be assumed to

prevail on clear summer days (and not infrequently

on clear days in the cooler seasons) from the hours

of late morning until late afternoon, during which

time convection is most active.

Frictional turbulence occurs frequently in the lower

atmosphere even in the absence of convective condi-

tions. It is caused by the wind and requires the

presence of at least light winds, but with moderate

or strong winds the effect is more pronounced. In

conditions of calm or with a gentle breeze, frictional

turbulence is confined to the lowest strata. Moderate

or strong winds develop a layer of intense turbu-

lence, caused by friction of the air at the irregularities

of the ground. This layer is usually quite well defined

in height and extends to an average elevation of

about 1,000 m over land. Over a relatively smooth

sea where friction is small the height of the layer is

much reduced. In this frictional layer the air becomes

thoroughly mixed; the vertical temperature gradient
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caused by convection is about — 1 (' \n'v 100 ni, aiul

the moisture lapse is steady and rather small.

Standard refraction will therefore prevail when winds

are motlerate to strong over land, and over the ocean

also when the winds are sufficiently strong.

Temperature inversions occur when the temperature

of the surface (sea or land) is apprecial)ly lower than

the temperature of the air. The transition from the

ground temperature to the free air temperature takes

the form shown in Figure 28. The heat and moisture

perhaps, a day or two. When the air in the inversion

is dry to begin with and flows over ground capable

of evaporation (the sea or moist land) there will be

established, in such an air mass, a steep moisture

lapse, since the water vapor that has been taken up

by the air near the ground will only gradually diffuse

into the dry air aloft. Conditions are then favorable

for the formation of an evaporation duct, in addition

to whatever tendency toward duct formation may
be caused by the temperature inversion itself.

GROUND

Figure 28. Air temperature versus height for an

inversion.

transfer caused by turbulence in a temperature inver-

sion is less simple than that in a frictional layer.

The turbulent processes active in inversion regions

are highly complex and are not yet very well

explored. It is known, however, that the intensity of

the vertical transfer of heat and moisture is greatly

reduced as compared to the rate of transfer with

frictional turbulence. The reduction is the more

pronounced, the steeper the vertical increase of tem-

perature; in a steep inversion the rate of transfer

may be many times less than in a frictional layer.

This tends- to produce a vertical stabilization of the

air layers in the inversion region. As soon, therefore,

as a temperature inversion has begun to form, the

rapid mixing in the lowest layers, usually effected

by frictional turbulence, stops and is replaced by a

much more gradual diffusion.

Assume now, for instance, that the rate of diffusion

has become so slow that the transfer of moisture over

a height of a few hundred feet takes many hours or,

17.3.3 Advective Ducts—Coastal Conditions

Advective formation of ducts may occur both over

land and over sea, but this process is most important

over the ocean near coasts. The most common illus-

tration is that of air above a warm land surface

flowing out over a cooler sea. Over the land the air

will usually have acquired a convective or nearly

convective temperature gradient of — 1 C per 100 m.

When this air flows out over the cool water surface,

a temperature inversion is rapidly formed which

grows in height as the process of turbulent transfer

progresses. The temperature inversion does not, in

itself, give rise to a pronounced duct because the

effect of a temperature gradient upon the M curve

is relatively small; but when the air is dry, evapora-

tion from the sea surface takes place simultaneously

with the heat transfer, and a moisture lapse rate is

established in the lowest layers. The combination of

temperature inversion and moisture lapse rate is

most favorable for the formation of a duct off shore.

The gradual formation of this type of duct is

illustrated in Figure 29. This showsM curves, corres-
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(and distances) as the air moves out over the water.

The top of the duct is given by the elevation of the

minimum value of the M curve. It will be noticed

that the duct acquires a maximum depth some time

after the air has touched the cold water surface;

thereafter the depth decreases. The cause of this

behavior is found in the progressive decrease in

moisture and temperature differences which is the

final result of the diffusion process. Thus the final

stage of this transformation is an air mass whose

temperature and moisture distributions are in equi-

librium with the underlying water surface and no

longer show a rapid variation with height.

Duct formation in such a case depends on two

quantities: (1) the excess of the unmodified air

temperature above that of the water and (2) the

humidity deficit, that is, the difference of the satura-

tion vapor pressure corresponding to the water tem-

perature minus the actual water vapor pressure in

the unmodified air. If these quantities are large,

especially the humidity deficit, a duct will develop.

A great variety of local conditions may, however,

be encountered in problems of this type, and empiri-

cal rules developed for one locality may not at all

apply to others.

Advective processes may also occur over land, but

the conditions required for duct formation are likely

to be found much less frequently. Evapoi-ation over

land need by no means be small unless the land

surface is very arid (desert) ; in fact, evaporation over

a moist soil or a ground covered with vegetation may
be comparable to, or even larger than, evaporation

from a sea surface. A duct may therefore be formed

when dry, warm air flows over a colder ground surface

capable of evaporation. The temperature excess and

humidity deficit may again be defined as above.

Land and sea breezes often produce ducts near

coastal regions. These winds are of thermal origin

and are produced by temperature differences between

land and sea. The mechanism is illustrated in Figure

30. During the day, when the land gets warmer than

WARM COLD COLD WARM

LAND SEA LAND SEA

SEA BREEZE LAND BREEZE

Figure 30. Land and sea breezes.

the sea, the air rises over the land and descends over

the sea and causes an air circulation in which the

wind blows from sea to land (sea breeze) in the lowest

levels. Vice versa, if during the night the land becomes

colder than the sea, a circulation in the opposite

direction arises. This is the land breeze. As a rule,

this type of phenomenon is extremely shallow, and

the winds do not extend above a few hundred feet

at the most. Often there is a reverse wind in the

layer above the land or sea breeze layer. A sea breeze

may modify the advective conditions described above

in various ways, and extremely strong ducts have

been observed repeatedly under sea breeze condi-

tions. The land and sea breezes are of a strictly local

nature and in some cases will extend only a few

kilometers to both sides of the shore. Nevertheless

this region may be an important part of the trajec-

tory of radiation. These breezes develop only under

fairly calm conditions; under conditions of moder-

ately strong wind, the sea and land breeze will be

perceptible only as a slight modification of the

existing wind. Because of their limited extent, fore-

casting of these breezes requires a study of the local

wind and temperature conditions.

Advective ducts caused in the manner described

here are often quite limited horizontally. This is

especially true if a sea breeze is involved. The

assumption made throughout this report, namely

that the stratification of the air is of infinite extent

horizontally, will no longer be valid, and superrefrac-

tion may be restricted to a stretch along the coast.

17.3.4 Ducts over the Open Ocean

A type of duct that is somewhat similar to the

advective duct described above is found over the

open ocean where the air has had an extensive over-

water trajectory. It has been studied in experiments

carried out at the island of Antigua in the West
Indies. The subsequent description refers to this

particular location, but on the basis of experience

gained operationally and in other experiments it may
be presumed that similar conditions prevail in

numerous other regions of the world, particularly in

the trade wind regions.

At Antigua, in winter and early spring when these

tests were made, the wind is usually from the north-

east since the island is situated at the southeastern

fringe of the so-called Bermuda High, a large semi-

permanent circulation system over the North
Atlantic, extending from about 10° to 30° North

latitude. The air at Antigua has thus had an ocean

trajectory of thousands of miles. The relative hvmi-

idity is of the order of 60 to 80 per cent, indicating
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that ill spitc> of the long passage over the sea no

diffusion i'(iuilil)iiiiiii has hccti ('stal)Iisli('(l hctwcen

the sea surface ami the moistiiic in the lower atmos-

phere. On the other hand, there is little difTerence

between the air and sea teniperatuie, the latter

being rather constant at 25 C antl the former varying

between 23 and 26 C. The air is, therefore, nearly

in convective thermal equilibrium with the sea sur-

face, and no appreciably "dry" duct can develop.

The duct is caused by the moisture variation in the

lowest layers.

200
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Figure 31. Jl/ curve over West Indian Ocean.

A typical M curve is shown in Figure 31. It may
be seen that at as small a height as 0.5 m above the

sea M has a value much lower than at the surface

itself. As the surface value of M is obtained by the

assumption that the air in immediate contact with

the water is saturated with moisture, this indicates

that 0.5 m above the water the moisture content of

the air is still appreciably below saturation. The
moisture in the lowest levels is subject to consider-

able variations caused partly by turbulence, partly

by the waviness of the sea surface. M curves, such

as Figure 31, are obtained by averaging over several

measurements.

These ducts are much lower than the advective

ducts discussed in the previous section; their height

is about 12 to 15 m (around 40 ft). The effective

decrease of M in the duct (apart from the sharp

decrease in the lowest half meter) is of the order

of 4 to 8 MU.

The latter figure depends somewhat on the wintl

speed. There is a maximum decrease of 8 MU at a

wind speed of about 8 m per sec (13 miles per hour)

and lower values for both lower and higher wind

speed. The duct height in turn shows a very slight

dependence on wind speed, increasing somewhat with

increasing speed.

These ducts are so low that they are not very

effective for trapping of waves even as short as S

band, presumably on account of strong leakage (see

Section 17.2.6), and signal strength is not increased

when an S-band transmitter or receiver is placed

inside the duct. For K band, on the other hand, the

trapping effect is marked ; on raising the transmitter

or receiver from the ground a maximum of signal

strength is observed at about 9 m, but from there on

the signal begins to decrease up to about 20m (overall

decrease 5 db) ; at greater heights the signal gradually

rises again.

These ducts appear to be a permanent feature at

Antigua, at least during the season these observa-

tions were carried on. This is probably true also for

many locations in the trade wind belt. The daily

variation of weather phenomena and of duct charac-

teristics at such purely maritime locations seems to

be insignificant.

17.3.5 JNfocturnal Cooling— Daily Variations

A daily variation of surface temperature occurs

only over land. During the day the heating is caused

by the sun's rays, and the cooling of the ground

surface during the night is produced by radiation

from the ground. The diurnal temperature variation

of the sea is extremely small. However, shallow

bodies of water sometimes have an appreciable

diurnal variation.

The radiation which causes nocturnal cooling of

the ground is temperature or heat radiation which is

composed of waves in the infrared portion of the

spectrum. It is the same kind of radiation that is

given off by a hot stove or electric heater, but since

the temperature of the earth is less than that of a

stove the earth emits comparatively less heat radia-

tion. Nevertheless, radiation is a very powerful agent

in cooling the ground. From about sunrise until the

late afternoon, the surface of the earth gains more

heat from the sun and atmosphere than it loses by

radiation to space; in the late afternoon and during

the night, the surface loses more heat than it gains.

The amount of heat radiated is very nearly inde-
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pendent of the physical constitution of the ground

but is dependent upon its temperature and increases

very rapidly with a rise in ground temperature.

The atmosphere has a "blanketing" effect upon

the infrared radiation emitted by the ground. The
atmosphere itself absorbs and emits infrared radia-

tion, and the cooling of the ground may be greatly

reduced by the action of the atmosphere. The
blanketing effect is least with a clear sky and dry,

cool air; it is somewhat stronger when, with a clear

sky, the atmosphere is very warm and humid, as in

the tropics. A cloud will produce a distinct blanket-

ing effect, and with a complete overcast of low cloud

the blanketing is so pronounced that the nocturnal

cooling of the ground is reduced to only a small

fraction of its value with clear skies.

The loss of heat from the ground is distributed by
turbulence over the lowest layers of the atmosphere,

thus giving rise to a temperature inversion. Inver-

sions of this type are strongest in temperate and

cold climates with a clear sky and cold, dry air

overhead; they are less pronounced in the tropics

with humid air and a clear sky and are practically

absent with an overcast sky. A meteorologist, after

some experience, can estimate the magnitude of an

inversion to be expected with given local weather

conditions.

Temperature inversions, by themselves, can at

best produce only weak ducts, but strong ducts may
result when the inversion is accompanied by a suffi-

cient moisture lapse. This requires that the air be

dry enough to allow evaporation into it from the

ground. In warmer climates where the transition

between night and day is rapid, evaporation may
set in in the early hours of the morning before the

nocturnal inversion has been completely destroyed

by the action of the sun. A strong duct will then be

formed for a short period. This condition seems to

be frequent during certain seasons in Florida.

It is obvious that the shape of the M curve, when
it deviates from the normal, may undergo rapid

variations with the period of a day. One example

has just been quoted; another is illustrated by the

advective ducts over the North Sea produced by the

mechanism described in Section 17.3.3. These ducts

usually form in the hours before midnight and last

until the early hours of the morning.

17.3.6
p^g

Contrary to what might perhaps be expected, the

formation of fog results, in general, in a decrease of

refractive index. When fog forms, e.g., by nocturnal

cooling of the ground, the total amount of water in

the air remains substantially unchanged, but part

of the water changes from the gaseous to the liquid

state. The contribution of a given quantity of water

to the refractive index is found to be far less when
the water is contained in liquid drops than when it

exists in the form of vapor. The formation of fog,

therefore, results in a reduction of the amount of

water vapor contributing to the value of M. If there

is a temperature inversion in the fog layer, the

saturation vapor pressure increases with height, and

a substandard M curve frequently results (see Figure

20, curve lb) . This occurs with radiative fog (caused

by nocturnal cooling of the ground) and also with

advective fog (caused by the advection of warmer
air over a cooler surface). Advective fog is very

common in the Aleutian Islands and off Newfound-

land.

If fog causes a substandard M curve, it is to be

inferred that the rays will be bent upward, instead

of downward as with superrefraction, and lead to a

weakening of the field in the lowest layers, even to

the point of producing a complete fade-out of radio

reception. Appreciable reduction of radar ranges and

interruption of microwave transmission have
frequently been observed in such cases.

Fog, however, does not always produce a sub-

standard M curve, though this is the most common
case. In certain other less frequent types of fog, the

temperature (and thereby the vapor pressure) may
be constant or increase with height through the fog

layer. In this event near-standard propagation will

prevail, or a duct may develop when the temperature

inversion is strong enough. An example is steam fog,

formed when cold air passes over a warm sea (see

also Section 17.3.9).

^'^^^ Subsidence—Dynamic Effects

The temperature inversions discussed so far owe

their existence to the modification of air by contact

with the ground, but subsidence inversions are

produced by a mechanism of an entirely different

nature. By subsidence is meant the sinking of air,

that is, a vertical displacement, which must of course

be accompanied by a lateral spreading (divergence)

in the lower part of the subsiding column of air;

otherwise there would be an accumulation of air in

the lower levels. The thermodynamic analysis of this

complex process shows that if the effect of subsidence
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is strong enough a tenipcriiturc iiivcision will be

created. Since this process does not require the

presence of a ground surface, it may occur, and in

fact often does occur, aloft in the atmosphere. The

effects of subsidence frequently are the most pro-

nounced at an elevation of the order of a kilometer

or more.

As a general rule, subsidence occurs in regions of

high barometric pressure. In fact, subsidence always

does occur in such regions, but it may not always be

intense enough to give rise to a strong temperature

inversion. The flow of air in a barometric High is

shown in Figure 32 as it appears on a weather map

ILLUSTRATING SUBSIDENCE (SINKIN6) IN HIGH PRESSURE AREA

AS IT APPEARS
ON THE WEATH-
ER MAP

THE AIR AS IT SINKS GETS WARMER -MORE SO IN THE HIGHER LEV-
• ELS-AND A TEMPERATURE INVERSION IS CREATED

V \ ^ I
I \

INVERSION REGION

VERTICAL
CROSS
SECTION

^—"' iiftiAcrcnUNAFFECTED AIR

Figure 32. Characteristics of subsidence.

in horizontal projection, and also in a vertical cross

section.

With subsidence, the air as a rule is very dry, and

there is nothing in the process which can change the

moisture content or produce moisture gradients. If,

however, the dry air finds itself over a surface capable

of evaporation, such as the sea surface, a steep

moisture gradient may be established and a duct

will be created. It is thus seen that subsidence in

itself does not produce a duct, except in extreme

cases, but it can act as an auxiliary factor and greatly

enhance the formation of a duct whenever other

conditions are favorable. Thus, forecasts of super-

refraction based on a purely advective mechanism,

or purely on radiative cooling or evaporation, may
have to be modified in the presence of subsidence;

an otherwise very weak duct may be converted into

a strong duct by the effect of subsidence upon the

lower strata.

Strong subsidence effects are of frequent occur-

rence on the southern California coast where they

may continue with little change for days at a time.

At times the duct is elevated, giving an elevated

S-shaped M curve like Illa in Figure 20. Again the

duct maj' extend practically from the ground up

with M curves similar to curves II or Illb in Figure

20. The elevation of the top of the duct may vary

from 300 to 5,000 ft, and the thickness may lie

between a few feet and 1,000 ft. Coverage diagrams

and the corresponding M curves for several typical

situations are illustrated in Figure 24.

For a number of reasons the meteorological condi-

tions in a barometric High are favorable for the

formation of ducts. Among the favorable factors

are: subsidence, creating very dry air into which

evaporation from the surface can take place; again

subsidence, creating temperature inversions; calm

conditions preventing mixing of the lowest layers by

frictional turbulence and maintaining the thermal

stratification caused by radiative cooling or local

breezes; clear skies producing nocturnal cooling

over land.

The conditions in a barometric Low, on the other

hand, generally favor standard propagation. A lifting

of the air, the opposite of subsidence, usually occurs

in such regions and is accompanied by strong winds.

The combined effect is to destroy any local thermal

stratification and to create a deep layer of frictional

turbulence. The air is therefore well mixed, and

nonstandard vertical temperature and moisture

gradients are wiped out in the early stages of their

creation. Moreover, the sky is usually overcast in a

low-pressure area and nocturnal cooling, therefore,

is negligible.

To summarize, high-pressure regions, clear skies,

and calm air are conducive to duct formation, while

low-pressure areas, cloudy skies, and winds favor

standard refraction.

Fronts in the atmosphere are possible sources of

refractive effects. A front is a surface of discontinuity

which separates two air masses of different tempera-

tures. The surface slants at an angle of 1° to 2° with

the horizontal, with the colder air forming a wedge

under the warmer air. Fronts are a common occur-

rence in the atmosphere, and it might be thought

that they should have a considerable influence on

wave propagation. This is, however, not borne out

by English radar experience, which shows very little

superrefraction connected with fronts. The explana-

tion is probably that fronts are invariably accom-

panied by low-pressure areas, and turbulence along

a front is usually so strong that the transition from

the cold air to the overlying warm air takes place
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continuously over a vertical distance of about a

kilometer. Propagation conditions might, however,

be somewhat different with fronts in sub-tropical

climates, although our knowledge is still inadequate

on this point. In one-way transmission frontal effects

have been studied to a limited extent (see Section

17.3.9).

^^^^
Seasonal and Global Aspects

of Superrefraction

Although the general picture is still incomplete,

enough is now known about the geographical and

seasonal aspects of superrefraction to warrant a

general summary.

Atlantic Coast of the United States

Along the northern part of this coast superrefrac-

tion is common in summer, while in the Florida

region the seasonal trend is the reverse, with a

maximum in the winter season.

Western Eueope

On the eastern side of the Atlantic, around the

British Isles and in the North Sea, there is a pro-

nounced maximum in the summer months. Conditions

in the Irish Sea, the Channel, and East Anglia have

been studied by observing the appearance or non-

appearance of fixed echoes (see Figure 33) . Additional

FiGURB 33. Diurnal frequency of long-range fixed echoes
at North Foreland, Kent. Wavelength 10 cm.

data based on one-way communication confirmed the

radar investigations.

Mediteeranean Region

The campaign in this region provided good oppor-

tunities for the study of local propagation conditions.

The seasonal variation is very marked, with super-

refraction more or less the rule in summer, while

conditions are approximately standard in the winter.

An illuminating example is provided by observations

from Malta, where the island of Pantelleria was
visible 90 per cent of the time during the summer
months, although it lies beyond the normal radio

range.

Superrefraction in the central Mediterranean area

is caused by flow of warm, dry air from the south

(sirocco) which moves across the ocean and thus

provides an excellent opportunity for the formation

of ducts. In the winter time, however, the climate in

the central Mediterranean is more or less a reflection

of Atlantic conditions and hence is not favorable for

duct formation.

The Arabian Sea

Observations covering a considerable period are

available from stations in India, the inlet to the

Persian Gulf, and the Gulf of Aden. The dominating

meteorological factor in this region is the southwest

monsoon that blows from early June to mid-September

and covers the whole Arabian Sea with moist equa-

torial air up to considerable heights. Where this

meteorological situation is fully developed, no occur-

rence of superrefraction is to be expected. In accord-

ance with this expectation the stations along the

west side of the Deccan all report normal conditions

during the wet season (middle of June to middle of

September). During the dry season, on the other

hand, conditions are very different. Superrefraction

then is the rule rather than the exception, and on

some occasions very long ranges, up to 1,500 miles

(Oman, Somaliland), have been observed on 200-mc

radar on fixed echoes.

When the southwest monsoon sets in early in

June, superrefraction disappears on the Indian side

of the Arabian Sea. However, along the western

coasts conditions favoring superrefraction may still

linger. This has been reported from the Gulf of Aden
and the Strait of Hormuz, both of which lie on the

outskirts of the main region dominated by the

monsoon. The Strait of Hormuz is particularly inter-

esting as the monsoon there has to contest against

the shamal from the north. The Strait itself falls at

the boundary between the two wind systems, forming

a front, with the dry and warm shamal on top, and

the colder, humid monsoon underneath. As a conse-

quence, conditions are favorable for the formation of

an extensive radio duct, which is of great importance

for radar operation in the Strait.
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The Bay of Bkngal

Such reports as arc available lioiii this iefi;it)ti

iiuiicate that the seasonal trend is the same as in

the Arabian Sea, with normal conditions occm-ring

during the season of the southwest monsoon, while

superrefraction is found during the dry season. It

appears, however, that superrefraction is much less

pronounced than on the northwest side of the

peninsula.

The Pacific Ocean

This region appears to be the one where, up to

the present, least precise knowledge is available.

There seems, however, to be definite evidence for the

frequent occurrence of superrefraction at some loca-

tions; e.g., Guadalcanal, the east coast of Australia,

around New Guinea, and on Saipan. Along the

Pacific coast of the United States observations indi-

cate frequent occurrence of superrefraction, but no

statement as to its seasonal trend seems to be

available. The same holds good for the region near

Australia.

In the tropics there is found a very strong and

persistent seasonal temperature inversion, the so-

called trade wind inversion. It has no doubt a very

profound influence on the operation of radar and

short-wave communication equipment in the Pacific

theater.

17.39 Fluctuations in Signal Strength

with Time

A number of different causes tend to produce

variations of signal strength with time. These are

discussed briefly in the following paragraphs.

Target Modulation

Very rapid fluctuations having periods of only a

small fraction of a second frequently are encountered

in radar observations, especially with centimeter

waves. These fluctuations arise as a consequence of

the internal motions of the target and are especially

noticeable for aircraft. Similar effects have been

observed with reflection of microwaves from wooded
hills, the fluctuations in signal probably being caused

by foliage moving in the wind.

Effect of Waves on the Sea

A similar phenomenon is observed when the trans-

mitter and receiver are so situated that reflection

from a water surface contributes to the received

signal strength. Owing to irregularities of the water

surface and their rapid change with time, variations

in signal strength will appear. The fluctuations

arising in this way have a time scale of the order of

a second, in the case of a lightly ruffled sea (see

Figure 34). Evidently rays reflected from different

Figure 34. Variation in signal strength with time in

radiation reflected from the sea (direct radiation cut off).

X = 9 cm.

parts of the water surface interfere, and with the

changing form of the surface the interference pattern

at the place of the receiver changes accordingly. The
time scale of these changes must be connected with

the speed, wavelength, and amplitude of the waves,

but the exact relation is not known thus far.

Tidal Effects

The rise and fall of the tide produces a gradual

variation in signal strength by changing the inter-

ference between the direct and the reflected rays.

The path difference between these rays is 2hihi/R,

where hi, hi are the heights of the transmitter and

receiver relative to the instantaneous water level and

R is the range. The corresponding difference in phase

between the two rays is equal to

2/h/t2 . 2ir

R ' X
0, (26)

measured in radians. The variation in the signal

strength depends upon the variation in </>. It is small

when the change in </> is small and increases to a

maximum for a change in </> of x radians. It follows

from equation (26) that the tidal effect increases

with the variation in the water level of the tide and

with the heights hi and hi and decreases with the

range and the wavelength.

Scintillations

The really conspicuous fluctuations in propagation

conditions, however, are due to changing meteoro-

logical conditions. A characteristic type is an irregular

fluctuation in signal strength on a time scale of the

order of a minute and with an amplitude rarely
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exceeding 2 db. It varies in intensity according to

the state of turbulence in the air along the propaga-

tion path. In perfectly calm air the fluctuation is

practically nonexistent but becomes quite noticeable

in turbulent air. This sort of fading is analogous to

the scintillation of the fixed stars or the unsteadiness

of the telescopic picture of distant objects occurring

especially on warm summer days. The physical

explanation for the scintillations is found in the

fact that the turbulent motion of the air produces

irregular variations in refractive index. The conse-

quent irregular bending of rays passing through such

a medium produces a patchy distribution of intensity

over the wave front. In the case of stellar scintilla-

tions the main change in refractive index is caused

by fluctuations in air density, and the significant

level of turbulence is at an elevation of several

thousand feet. For radio waves fluctuations of water

vapor density are the chief cause of the scintillations,

and the active region is consequently close to the

ground. For typical radio scintillations see Figure

35A.

LOW SIGNAL
h, = 125 FT h2= 50 FT

Figure 35. Signal strengths for X = 10 cm over sea.

Duct Fades

A duct is normally accompanied by fades in the

signal strength of large amplitude (up to 30 db) and

of moderate periods (of the order of 15 min). A
detailed theory of this type of fluctuation in signal

strength is not available. When the duct is fully

developed, there is a large-scale deviation from

standard conditions with regard to mean field

strength. If, in particular, both transmitter and

receiver are situated inside the duct, there is a great

increase in received field strength. Suppose, however,

that for some reason the duct does not function

according to the simple theory. The field strength at

the receiver may then drop to the value correspond-

ing to standard conditions. The observed fades

exhibit just this characteristic in that they consist

in sharp drops of signal strength down from a mean
upper level. The conditions are illustrated in Figure

35, which shows three records obtained for a 22-mile

path over sea. Figure 35A shows the normal record

on a calm day when the only disturbances are due

to scintillations. The record shown in Figure 35B,

on the other hand, was obtained for a condition of

simple surface trapping, with transmitter and receiver

inside the duct. It will be noted that the signal

strength is considerably above the 95-db average as

given in Figure 35A.

Duct-type fades have been observed over land as

well as over sea and appear to form a characteristic

feature from which the presence of superrefraction

may be inferred.

Blackout

Figure 35C shows a fade in which the signal level

is far below average and which for this reason is

called "blackout." This type is liable to occur when

warm, moist air is cooled from below (see the sub-

standard M curve lb in Figure 20) and is often

correlated with fog. The main irregularities in signal

strength are again on a time scale of the order of )-|

hour; the amplitude of variation is smaller than in

the preceding case and rarely exceeds 10 db.

Fronts and Thunderstorms

On several occasions marked variations in signal

strength have been observed when fronts pass

between the transmitter and receiver. The passage

of the front itself is marked by very rapid and deep

fluctuations, followed by less violent changes on a
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longer time scale (see Figure 36). It appears that

similar effects are likely to occur iluriug thumlcr-

storms.
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Experiments over the longer (nonoptical) path

from the Empire State Building, New York City, to

Riverhead, Long Island (range 70.1 miles), showed

much greater diversity in the fading patterns for the

different frequencies. On the other hand, observa-

tions over the British radio link from Guernsey to

Chaldon on 60 me and 37.5 mc (range 85 miles)

showed that if there were marked variations on one

frequency similar results were likely to be found on

the other frequency.

Reliability of Circuits

The reader must be warned that the amount of

the fading in the signal strength is not a measure of

the performance of radar and communication circuits.

These will operate successfully so long as the periods

of low signal are relatively short. Neither the scin-

tillations of Figure 35A nor the larger dips of Figure

35B would seriously affect operation, but a prolonged

signal such as in Figure 35C would certainly interfere

seriously with communication and radar performance.

Some quantitative data are available from the

transmission path referred to in the previous para-

graph. On the optical path, New York to Hauppauge,

the range of signal fluctuations increased rapidly with

increasing frequency. On 45 mc the "undisturbed"

level (the observational equivalent of standard) was

21 db below free space with an amplitude of fluctua-

tions that very rarely exceeded +4 db. On the 474-

mc circuit the undisturbed level was 3.5 db below

free space while the fluctuations varied between 10.5

db above to more than 30 db below free space. The

level was 5 db or more below the undisturbed value

during 0.01 per cent of the time in January and

during 0.4 per cent of the time in July. On the 2,800-

mc circuit the undisturbed level was — 2 db below

free space; the maximum was 12 db above and the

minimum more than 25 db below free space. During

0.15 per cent of the time the signal was 5 db or more

below the undisturbed level in January; the corre-

sponding figure for July was 3.6 per cent. The conclu-

sion may be drawn from this and similar experiments

that over optical paths transmission becomes gradu-

ally less reliable as the frequency is raised.

Over the nonoptical path. New York to Riverhead,

the margin of fluctuations was much larger. On the

45-mc circuit the undisturbed value was 35 db below

free space, the maximum 18 db below, and the

minimum more than 50 db below free space. During

1.6 per cent of the time the signal was 5 db or more

below the undisturbed level. On the 474-mc circuit

the undisturbed signal was 30 to 35 db below free

space, the maximum 10 db above, and the minimum
44 db below free space. During 0.47 per cent of the

time the signal was 5 db or more below the undis-

turbed value. At 2,800 mc the undisturbed signal

was 50 to 60 db below free space near the limit of

sensitivity; the observed maximum was 13 db above

free space, and the minimum could not be observed.

In this case the effects of superrefraction were quite

pronounced. In January the signal was less than 40

db below free space during 6.5 per cent of the time;

the corresponding figure for July is as high as 33

per cent.

The reliability of these transmission circuits is

shown in Figure 38. Here, both for the optical and

nonoptical paths, the percentage of time during

which the signal strength was below specified values

is plotted for the various frequencies used. The
specified values of signal strength, for each frequency

and path, are measured relative to the corresponding

undisturbed value. The results, which give averages

of the performance during July 1943 and January

1944, indicate that the reliability increases appreci-

ably with decreasing frequency.

It must be said that the New York area where

these experiments were made is not particularly

affected by blackout situations, and the results are

probably not typical for locations where blackouts

are a frequent occurrence. The general nature of

these data is confirmed by results of extensive

experiments in England and in Massachusetts Bay.

17.3.10 Scattering and Absorption

by Water Drops

As microwave sets have come into general use in

recent years the "rain echoes" frequently seen on

the scope have attracted attention. The possibility

of using microwave radar as an aid to meteorological

forecasting and for aerial navigation was early recog-

nized and is now being put to operational use.

At first sight, ground clutter resulting from trap-

ping of radiation in a ground-based duct and rain

reflections look somewhat alike on the scope of a

radar set. At closer inspection differences appear;

the cloud pictures are usually more fuzzy and less

sharply defined than the echoes received from ground

targets. An experienced operator usually has little

difficulty in distinguishing rain echoes from echoes

of targets or objects at the ground, but occasional
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become appreciable only when the wavelength is

below a certain maximum value and when the drops

exceed a certain critical size. Rain echoes are rarely

observed at longer waves than S band, but they are

common at S band and become very important at

the shorter microwaves.

For a time it was thought that clouds could

produce microwave echoes, but more thorough inves-

tigations have now established the fact that the

droplets in clouds are too small to produce appreci-

able scattering. Only drops that are large enough to

constitute genuine rain are seen by a radar, and,

especially at S band, light rains will often escape

detection. The term "storm echo," invented at a

time when the origin of these echoes was not yet

clearly understood, should be avoided, and the terms

"rain echo" or "precipitation echo" should be used

instead. A rain seen by the radar is not necessarily

recorded by an observer at the ground, as the rain

may be confined to the free atmosphere and never

reach the earth. This occurs either when the rain

falls in an ascending stratum of air where the air

rises more rapidly than the drops fall or when the

raindrops evaporate again before reaching the

ground. Both cases occur quite commonly in the

atmosphere, especially under convective conditions

such as are indicated by cumulus clouds and thunder-

storms. Snow may also be seen on microwave scopes

provided the snowfall is sufficiently heavy.

While clouds themselves do not produce microwave

echoes, they may contain falling rain of one of the

forms just indicated. Visual appearances are deceiv-

ing, and an imposing looking cumulus cloud might be

entirely invisible on the scope, whereas a cloud that

is inconspicuous to the eye but contains falling

raindrops might give a pronounced echo.

The question of "shadow" cast by a storm echo

is of some operational interest. A shadow is formed

when the absorption that accompanies scattering by

the raindrops becomes so strong that the remaining

radiation no longer suffices to produce visible echoes

from targets behind the rain area. This effect is

pronounced on X band, and even more on K band,

and is often quite conspicuous with airborne equip-

ment where it may happen that a rain storm blanks

out a sector of the sweep. On S band the absorption

is usually much weaker and targets can often be seen

behind a rain echo.

The usefulness of rain echoes for aerial navigation,

particularly in the tropics, is now so generally known

that the subject need not be discussed further.

17.4 SNELL'S LAW

The ordinary law of refraction known as Snell's

law may be expressed as

no sin /3o = Wi sin ft ,

where /So and Pi are the angles which the ray makes
with the perpendicular to the boundary. Here it is

more convenient to take the angle a between the

ray and the boundary surface. Snell's law then reads

no cos ao = ni cos ai .

The refraction at a sharp boundary is shown in

Figure 39A. If there are several boundaries it is

fg CENTER OF EARTH

Figure 39. Application of Snell's law of refraction.

readily seen that Snell's law generalizes (Figure

39B) to

?Jo COS ao = ni cos ai =. n^ cos ai = •
,

and for a continuously variable layer it becomes

n cos a = no cos ao ,

where n and a are continuous variables which are

functions of the height and the index designates an

arbitrary reference level.

Snell's law for a curved earth may be derived from

Figure 39C. For successive boundaries it is found

:
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7iQ sin /3o = /fi sin I3\, ,

7!i sin fii
= /(> sin iS\ , etc.

Multiplj^ the first equation by Vq, the second l)y r\,

etc. Then

iWa sin /3o = "i''o sin /3'o ,

ni/'i sin /3i = n-zfi sin /3'i, etc.

But from the triangle OAB

sin /S'o sin |8

'i 'q
-

, etc.
,

so that:

ttoCo sin /So = niJ'i sin |3i = /i2'"2 sin /32 = • • •
.

Again introducing the angle a with the horizontal

and making the transition to a continuously variable

refractive index gives

nr cos a = noTo cos ao

,

which is the generalization of Snell's law for a curved

earth, r^ may be chosen as any convenient height,

say a for the surface of the earth or a -\- hi for the

height of the transmitter, and rio is the corresponding

value of n.
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THEORETICAL TREATMENT OF NONSTANDARD
PROPAGATION IN THE DIFFRACTION ZONE"

THE ASSUMPTIONS and restrictions underlying this

presentation are:

1. We concern ourselves with problems of the

diffraction region only: the field is calculated at

considerable distance from the transmitter and not

too great height above the ground.

2. The plane-earth model is used, in which the

effect of curvature is simulated by using the modified

index M instead of the index of refraction n.

3. The earth's surface is assumed smooth, and M
depends on height only (horizontal stratification)

.

4. Simplified boundary conditions at the earth's

surface are used, appi'opriate to the treatment of the

diffraction zone at microwave frequencies. This

results in a formula which refers only to a discrete

spectrum of modes and makes the calculations

independent of polarization.

5. The directional pattern of the transmitter need

not be considered, since only the intensity at the

azimuth in question and within 1 degree of the hori-

zontal plane is of importance. The problem solved

is that of a vertical dipole, electric or magnetic.

6. The field is described in terms of a single

quantity ^, the Hertzian vector being (0,0,'^) . Then,

at a point in the diffraction region.

where j Ue''

actual field strength ^P d'- Eo (1)

with d = horizontal distance from source,

Eo = free space field at distance d.

An expression for ^ can then be found in the form

^id,z) = e^'

'\fc?2j'
^'" UUh) U,n{z)

, (2)

where hi = transmitter height;

z = height at which ^ is calculated;

CO = 2Trf, k = — .

jm and Urn are characteristic values and functions

of the boundary value problem

^ + [mr-{z) + y^-]u = 0, (3)

\C/(0) = .

wave moving upward, z ,(4)

(5)

The modified index of refraction M is supposed to

be defined without the factor 10^ usually included.

The functions U must be normalized in a suitable

way. If we had not agreed to use simplified boundary

conditions, the last equation (5) would be more

complicated and would depend on the type of polari-

zation. Also an integral would appear in addition

to the discrete sum in the expression for Sf^. The
actual value for ^I', for the diffraction zone and

microwave frequencies, would not be affected sig-

nificantly.

The quantities y^ are complex:

Jm = <^m + iPm (6)

a,^ and /3„ are positive real quantities. It is convenient

to think of the terms of the series as arranged in

order of increasing a:

ai < < as <

^By W. H. Furry, Radiation Laboratory, MIT.

These quantities determine the horizontal attenuations

of the various modes. For large d only one or at most

a few terms of the series are required to give the

value of ^. The quantities fi^ are all very nearly

equal to k. The slight differences between the /3„'s

determine the phase relations and hence the inter-

ferences between the various modes.

It is convenient to classify the modes into two

types: (1) "Gamow" modes which are strongly

trapped, so that a is very small; (2) "Eckersley"

modes which are incompletely trapped or untrapped.

The names "Gamow" and "Eckersley" refer to the

men who devised the approximate phase integral

methods which apply in the two sorts of cases. For

practical purposes, when working within the diffrac-

tion region, we need consider only the Gamow modes,

or at most the Gamow modes and the first Eckersley

mode.

In order to be able to use the formula to calculate

^ for a given index curve M(z), we must obtain the

following information about the modes which are

to be used:

1. The characteristic values.

2. "Raw" or unnormalized characteristic func-
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tions, which satisfy the differential equation and the

boundaiy conditions but still require multiplication

by suitable normalization factors.

3. The normalization factors.

There are three methods of attack on the problem

:

1. Numerical integration of the differential equa-

tion, accomplished in practice by the use of a

differential analyser.

2. Phase integral methods.

3. Use of known functions and tables, for suitably

chosen M curves.

The method of numerical integration is being used

intensively in England by Booker, Hartree, and

others. It encounters considerable difficulties in con-

nection with the fitting of the boundary condition

at z —> CO and also in the determination of normali-

zation factors. These difficulties have been overcome

by special and fairly elaborate procedures. In this

country the feeling has been that we should direct

our efforts toward the use of the other methods.

If either method (2) or method (3) is to be readily

applied to a variety of cases without a prohibitive

amount of labor, the M curves must have a suitable

form. The form indicated turns out to be the same
in both cases. It consists of portions, each of which

is a straight line. If enough such portions are used,

any actual M curve can be accurately represented,

but it is impractical to use more than a very few.

Present efforts are directed toward dealing with

cases where there are just two straight-line portions

and there is no prospect of going beyond the cases

with three (Figure 1).

Figure 1. Schematic straight-line M curves.

At first sight these curves look overly artificial,

but there are considerations which indicate that

they are really an altogether reasonable choice. First,

some actually occurring curves have very much this

sort of appearance. Second, the sharp breaks in the

curves have no really strong effect on the results.

Third, practical considerations severely limit the

number of parameters which can be used in specify-

ing the curve, so that a meticulous reproduction of

every actual curve is out of the question. Fourth,

the assumption of horizontal stratification is usually

not well enough justified to make highly precise

results really significant.

The use of the jointed-line model for phase integral

work was decided on last winter in the Radiation

Laboratory.

The phase integral methods were pushed first,

because the calculations are quite easy and do not

require special tables of functions. Unfortunately

the gaps between the regions of validity of the

different phase integral approximations turn out to

be extremely wide and to cover just the more inter-

esting ranges of slope and duct height. This makes
it necessary to resort to the exact solutions to deter-

mine characteristic values and normalization factors.

The phase integral methods provide limiting cases

which can help in guiding the exact computations.

Also the phase integral formulas are usually quite

adequate for the computation of the "raw" charac-

teristic functions, once the characteristic values are

known.

In order to make the exact calculation, we need

tables for complex arguments of the solutions of the

equation

These solutions can be expressed in terms of the

Airy integrals, but for greater convenience the solu-

tions have been standardized in the form
^2^'

.3;
hjiz) Zi H J -2i

' V3
(i = 1,2)

.

The tabulation of these functions for
|
a

|
< 6, on

a square mesh 0.1 unit on a side is being done on the

automatic sequence-controlled calculating machine

at Harvard University. Work was begun in the latter

part of August 1944, under authorization from the

Bureau of Ships. Photostats of about one-fourth of

the tables were obtained by November 1944.

The present objective is to produce charts from

which ai and /3i and the normalization factor for the

first mode can be obtained for anyM curve made up
of two straight portions, the upper one being of

standard slope. After this, similar charts for the

second mode, and perhaps the third and fourth, will

be undertaken. When this has been done, the

approximate determination of field strengths and
coverage will be possible by a definite routine

procedure.

''The use of the solutions for this case in terms of Hankel
fimctions was suggested by Lt. Comdr. Menzel.



Chapter 19

CHARACTERISTIC VALUES FOR THE FIRST MODE
FOR THE BILINEAR M CURVE ^

THE MODEL of an M curve composed of straight-

line segments suggested itself to workers at the

Radiation Laboratory early in 1944 as one in which

phase integral calculations could be carried out very

rapidly. At about the same time Lt. Comdr. Menzel

suggested the use of this model together with tables

of Hankel functions to obtain exact solutions. In the

fall of 1944 it became evident that phase integral

methods were not of much use with this model.

Tables of the required Hankel functions, essentially

standard height-gain functions, for complex argu-

ment were prepared at the Harvard Computation

Laboratory, and considerable effort was directed to

the obtaining of exact solutions.

Work at the Radiation Laboratory has been largely

confined to the first mode for a curve composed of

two segments. This work has progressed largely

through the efforts of Miss Dodson and Miss Gill

and Howard and Parker. Dr. Pekeris of the Columbia

University Wave Propagation Group has been di-

recting work on the second mode.

The units, notation, and model are given by the

following formulas and illustrated in Figure 1.

Vlil^^KZMKlo"*

Figure 1. Models and units.

H = (fc2g2)- AV
27r/

with H (feet) = 7.24 [X(cm)]?
,

X
L = 2(7cf/)-5 = 2

2t
*§)'

with L (thousand yds) = 6.69 [X(cm)]^
,

h d cPU

H '^ ~ L' dz
z = ji;x = y;^j^ + {Y + D)U = 0.

The natural units of height and distance represent

two different compromises between wavelength X

and earth radius a, so that \ -i- H -i- L -^ a form,

very roughly, a geometric progression. It is seen that

for microwaves, heights and distances occurring in

practice are fairly small numbers of natural units.

The M curves are plotted in terms of the height z

in natural units and of a quantity Y which is simply

M multiplied by a suitable wavelength dependent

factor. The standard part of the curve then has

slope unity. In the bilinear model the anomaly

consists of a segment with slope s' times standard,

or, in these diagrams, simply slope s^ For negative s

there is a duct; s positive but less than 1 gives transi-

tional cases; and s greater than 1 gives substandard

cases.

The essential quantity ^ used in calculating the

field is given by

:

^ = {e
i<jil— 2Tvi dl\~iTr!4:

L
X-i X

2^g-^„. + iB„.
JJJ^^-^ ^^^(^^)

*By W. II. Furry, Radiation Laboratory, MIT.

The power density is equal to the free space power

density multiplied by ^^d^. The characteristic values

are complex: D = B -{- iA. For the standard case:

Di = -1.17 + 2.02t. (For X = 10 cm this corre-

sponds to an attenuation of 1.22 db per thousand

yards.) '^ consists of three factors: one, that for a

plane wave, which can ordinarily be omitted; the

second, a constant factor which depends on wave-

length through L, the natural unit of distance [this

factor can be replaced by just 2^/-^ if x^{= d^/L^)

instead of d^ is written in the first line]; and finally

the critical factor written in terms of natural units

only and involving characteristic values and charac-

teristic functions. The imaginary parts of the charac-

teristic values are the coefficients of horizontal

attenuation, and the characteristic functions are the

height-gain functions.

It is seen that for a typical microwave frequency

the horizontal attenuation of the first standard mode

{g = 0) is rather sizable. The plot of the height-gain

curve shows that if both transmitter and I'eceiver

are at about 200 ft there is a gain of 50 to 60 db.
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FiGUUE 2. First standard and first trapped mode.

In discussing the behavior of U in relation to the

}' curve, it is best to plot U or
\
U

\
rather than

decibels. It is also helpful to draw a vertical line at

the abscissa —B, and this is then usually used as

the axis in plotting U or
\
U \. The diagram for a

trapped mode shows that
|
U

\
shows exponential

decay in the "barrier" region where the Y curve lies

to the left of the line at —B. Below the barrier U
shows oscillatory behavior, but with no nodes for

the first mode; above the barrier [/ is a spiral, which

shows only as a slow increase in the plot of
|
17 |.

This same difference in the behavior of U for Y >

or < —B is a useful thing to remember in more

general cases. Sometimes it is not quite so clear-cut

as in this case of trapping. If A is not small, the

situation cannot be so completely defined in terms

of B alone. It is certain, however, that
|
U

\
will

show essentially exponential Ijehavior in any region

where the "height of the barrier," i.e., the amount

by which the Y curve lies to the left of the line at

— B, is greater than A.

This sort of general physical consideration about

the U curve leads, on being put in more precise

mathematical form, to the phase integral methods.

Unfortunately, no phase integi'al method can claim

validity for this model except in cases of trapping.

In general, the Eckersley phase integral method for

untrapped modes requires that the Y curve be an

analytic function, and the bilinear curve obviously

is not. Most of the values presented are, accordingly,

the results of exact calculation.

Figure 3 shows that for negative s the attenuation

falls rather suddenly to very small values at a certain

value of g and then quickly approaches zero. This

indicates the occurrence of trapping. On the other

C.9
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Figure 4. Characteristic values for the first mode.

hand, for positive s, the attenuation constant

approaches a finite asymptotic value. It is interesting

to note that this is always definitely less than the

value s-x standard, which corresponds to a single

straight line of slope s^x standard slope.

It is also useful to know the real part B of the

characteristic value. Figure 4 shows the complex D
plane. For g = the Y curve is just standard, and

as g increases the value of D for each value of s

traces out a curve; for small values of g all these

curves practically coincide. For negative s the real

part decreases steadily as soon as the imaginary

part becomes very small. For positive s, on the other

hand, the real part as weU as the imaginary approaches

a finite limiting value, so that each curve has am

end point.

Some of the consequences of this behavior of the

real part can be seen by studying Figure 5. The first

row of diagrams shows the situation for fixed nega-

tive s and increasing value of g. The first diagram

shows the standard curve. The next shows a curve

with a small superstandard section, but — B still lies

in nearly the same location relative to the dotted

line which marks where the origin lay for the stand-

ard curve; thus B has increased. The first figure of

the second line shows how the same thing happens

for a small substandard section. Thus for small g

the first order effect is just to add the amount g to

D, for all values of s.

In the third diagram of the first row we have a

case in which the superstandard has a pronounced

-B -B o
n

-B

0-B ~B

Figure 5. Curves for negative and positive s.
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effect, but trapping has not yet set in. In sueli inter-

mediate cases B may become positive, but the

diagram shows a case in which it happens to be

zero. In the fourth diagram trapping is definitely

established; B has become negative, and the line

—B has taken on a definite position relative to Y{0)

(dotted line). This same relation is maintained for

larger values of g, as in the last diagram of the top

row. In the last diagram the "barrier" has become

much more formidable. This means that the value

of U just above the barrier is extremely small, and

thus the attenuation is very small because of the

small leakage.

In the second row, as has been remarked, the first

diagram shows a small substandard section which

has only a small perturbing effect; —5 lies essentially

at the standard distance from the intercept of the

extrapolated standard curve. The second shows an

intermediate case. In the third diagram the limiting

value of D has been reached, and the line at —S
has taken its final position relative to the joint of

the Y curve. In the last, larger, diagram g has

become much larger, but —B has still the same

position relative to the joint.

The difference between the last two diagrams is

essentially the increase in the strength of the surface

barrier. The structure of the height-gain curves near

and above the joint is practically the same in the

two cases. The very thick barrier in the last case

causes the intensity near the earth's surface to be

extremely small. This particular kind of height-gain

effect can be more suggestively referred to as depth

loss. The amount of this depth loss is very large:

the first 200 ft of the substandard layer produces a

loss in the product U{zi)U(z2) of at least 200 db (at

10 cm), which is about four times the gain for a

similar height in the standard case. Moreover, this

loss proceeds at a rapidly accelerating rate, whereas

standard height gain goes at a decreasing rate. The
same situation of depth loss in thick nonstandard

layers occurs in transitional cases, with s positive

but less than unity.

In general the results for the first mode for positive

s can be summarized as follows:

In nonstandard layers of fairly small thickness,

less than 100 ft for 10-cm waves, the propagation is

not markedly different from standard for the sub-

standard case and can have attenuation strikingly

less than standard for suitable thickness of a transi-

tional layer.

For thick layers there is a strong depth-loss effect

in the first mode in both sorts of cases, and the first

mode cannot be expected to be the dominant term

in ^ except at great distances. Some other mode,

which does not suffer from the depth-loss effect,

although it may have greater attenuation, will be

the important mode at smaller distances.

The conclusions for positive s cannot be expected

to apply unless the lower part of the M curve is

really sensibly straight over a considerable part of

its length. For negative s (trapping) this requirement

is not so important.

It was mentioned that other models had been

employed by various investigators in calculating

field strength in the presence of a duct. The British

used an index distribution given essentially by F =
(z — s^/m), where m lies between zero and unity.

When m = ji the problem could be treated by a

phase integral method, which Booker had done. The
differential analyzers at Manchester and Cambridge

had been used to obtain the characteristic values for

other values of m. The linear variation of index had
been studied by Hartree and Pearcey. In this case

of linear exponential variation Y = z -\- Ae^Bz^ where

A and B are adjustable parameters. This model offers

the advantage that the index is an analytic function

of z and also that the modification term approaches

zero with increasing height.

An alternative method (Langer's) for joining the

two parts of an otherwise bilinear M profile was

brought up. This method gives a solution in terms

of Bessel functions and solves the difficulty perfectly

for joining two straight lines.

It was inquired whether, in case of positive s it

had been ascertained that for large g there were no

roots of the secular equation corresponding to a

linearM curve having the slope of the lower segment.

There was the possibility that the root found might

be one of a possible pair and that there might be

another solution of the wave equation for positive s

which had not yet been discovered.

The author replied that the roots varied continu-

ously as g varied and that the investigation had

dealt with the root obtained when starting with the

first standard value for g — 0. What happened with

increasing g when the start was made from some
other standard value of gr = was not known defi-

nitely, but the effects were believed to be peculiar.

It is expected that there may be some values lying

fairly near the s squared value for the imaginary

part. They are not considered to lie close to the s

squared value for the real part, as they would for
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the simple assumption previously mentioned—that

when the joint is very high the upper segment can

be forgotten and the curve can be assumed to be a

single line all the way. This is believed incorrect,

because when the result is derived by taking only

the first terms in the asymptotic expansions, com-

puting a small correction from the next terms in the

asymptotic expansions produces terms which are

infinite compared to the first terms. This means that

the value s squared times D is an impossible one.

It may well be that there are results with s squared

times A plus some different value of B rather than

simply s squared times B, but these have not been

investigated. This does not occur for the first mode,

which is all that this report covers, but it may
happen that some other mode goes over to that

value. Any mode which does so would probably not

suffer from depth-loss efi^ect and would be the

important mode close in when there was a thick

layer with positive slope.

The need was pointed out for stressing the differ-

ence between "completely trapped" modes and

"leaky" modes. With completely trapped modes the

field decreases exponentially with height, and the

power carried by each mode is finite, but with leaky

modes the field increases exponentially with height,

and the power carried by each mode is infinite. This

means that completely trapped modes may exist

separately, but leaky modes may not. The expan-

sions of fields in terms of leaky modes are thus

essentially mathematical and from physical considera-

tions it is no longer possible to anticipate that these

expansions would be convergent; the question of

convergence has to be settled formally. The reac-

tions of trapped and leaky modes to small perturba-

tions are quite difi^erent. The former are relatively

insensitive and the latter are very sensitive. In

considering the field at a certain distance from the

transmitter, it must be ascertained whether the

relevant modes are affected by changes in the

dielectric constant at heights large compared with

this distance; if this is the case particular care must

be taken in proving the sum to be still the same,

since even a perfectly reflecting layer at such great

heights can have little effect on the field in the

region of interest.

It was noted that these remarks pertained to a

phenomenon which had greatly puzzled the investi-

gators for several months. The trouble occasioned

by the concept that infinite energy is carried by a

mode does exist. This means that the formula in

terms of modes is valid only if all those modes are

summed that make any appreciable contribution. It

becomes extremely difficult to carry out the summa-
tion when there are numerous modes, as they begin

to cancel each other more and more with progress

into that region. This occurs in leaving the diffraction

region to which this work is meant to apply and in

approaching the optical region. The question of what

a small departure from the shape of the curve at

great heights does is something which was very

troublesome during studies made some months ago.

There is no doubt that a small departure from a

smooth shape of the M curve has an enormous

effect on the results if it occurs at a great height. If

the departure is located high enough it need not

amount to more than a millionth of an M unit to

spoil the calculation completely. That is because it

is a reflecting layer similar to the Heaviside layer,

and if placed high enough it not only can reflect to

enormous distances but also becomes extremely

effective. It was decided not to give this effect too

much concern as all these calculations are made on

the basis of horizontal stratification. Doubtless all

sorts of small departures from a smooth curve occur

at various rather large heights, but they do not occur

perfectly stratified over areas of hundreds of square

miles, and only such perfectly stratified departures

could cause embarrassing results. Accordingly it was

decided that such fluctuations as occur probably

cause fading or fluctuation but do not cause the

particularly ti'oublesome effect mentioned, because

they are local disturbances which are not stratified

over large areas.
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INCIPIENT LEAKAGE IN A SURFACE DUCT

2«i CALCINATIONS FOR THE FIRST
MODE OF THE BILINEAR MODEL

ARECENT INTERCHANGE of idcas on problems of

niiitual interest with nicnibers of the wave
propagation group of the Radiation Laboratory-

prompted the author to investigate the variation of

the attenuation constant (or space decrement) a{h)

of the first mode with the chict height h and negative

index gradient a of a surface duct (see Figure 1).

o

2.0

1.0

0.7

0.5

0.3

0.2

0.1

0.07

0.05

0.03 -

0.02 -

0.01 -

0.001

I I I I I I I I I I I I I

S<1
'Z=0

.„ T^ h.DUCT
_±_HE1GHT

-Y(X) REFRACTIVE
INDEX ANOMALY

0.007 - ^ p|(,3y ;^ppRox

0.005 -
_ O SECOND APPROX

0.003

0.002 -

' ' ' ' ' '
l\ I

% \ Is

\a=b \a=l/2b\a=i/4b -

I I \l

2 3 4 5

Figure 1. Variation of the attenuation constant with
duct height.

The attenuation constant is defined as the constant

a which occurs in the factor as: (l/-\/rf) e""'*
,

giving the variation of the amplitude with range d.

The results are shown in Figure 1. In this figure

the attenuation constant a{h) is expressed in terms

of the attenuation constant for zero duct height

"By C. L. Pekeris, Columbia University Wave Propagation
Group.

a(0). In Figure 1 the curve for 5 < 1 was computed
from a formula developed by Freehafer and Furry
of the Radiation Laboratory:

a(h)

a(0)
= 1

b 90

1 +
hj 1,2(30

(1)

where

Here

5 = h{m)K

h = duct height;

a = —dM/dz inside the duct;

b = dM/dz above the duct;

fc = 27r/X.

It was felt that this equation could be used up to

5 equal to about 1.3 but not beyond this value.

The curves on the right for 5 > 2, for which a

condition of nearly complete trapping is approached,

were obtained as follows. The secular equation for

the proper value of A (a '~ /mA), is

gf (p) Hf(s)//_f (g) + gJf'(s)H'j>(g)

H«'(p) fl'|'(s)i7J|'(g) + FJf (s)H'l'(g)
0, (2)

where

(3)

is transformed by the substitution

q = ei3'r/2 x,-p= (x= -I- |8)', fi
= ah (4)

into

with

f{v) - Fix) = ,

f(p) = aw.

Fix)

Hfip)

A'i'(p)

^ Uiyx) Vix) + V(yx) U(x)
~

e'''= F(7.x) Uix) - Uiyx) Vix)

Uix) = liix) + e-'-/'/_i(x) ,

Vix) = liix) + e"'37_|(x) .

(6)

(7)
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Assume now that

P = Po (8)

where po is a constant, which is to be chosen in such

a manner that A is small in comparison to po in the

region under consideration. Expanding equation (5)

in a power series in A, one obtains as a first approxi-

mation for A

:

Ai =
F(xa) - f(po)

/(Po)
(9)

and for a second approximation

A2 = Ai 1 - +
F(xo) ~

dpAi /(jPo)

2/(po) ' /(po) ]
(10)

These expressions can be computed with the aid of

the WPA Tables (unpublished) for the / functions

with real argument. The curves in Figure 1 were

computed down to values of 5 such that A2 did not

deviate appreciably from Ai.

Conclusion. From the computed attenuation for a

surface duct it appears that, for the first mode,

when 5(= hk%^) is less than 1, trapping is less than

2 per cent and that when 5 = 3 to 5 (depending on

the negative gradient a), trapping is 98 per cent

complete. (For the meaning of the constants see

Figure 1.) There is therefore a rather narrow range

of values of the parameter 8 (1 to 4) within which a

rapid transition takes place from a condition of

negligible trapping to a condition of nearly complete

trapping. This result may have a bearing on the

observed fading which is associated with ducts.

202 CALCULATIONS FOR THE SECOND
AND HIGHER MODES

OF THE BILINEAR MODEL

The Analysis Section of Columbia University Wave
Propagation Group has undertaken the computation

of the characteristic values and height-gain functions

for the second and higher modes of a bilinear model

M curve. The first mode of the bilinear model is being

treated at the Radiation Laboratory. The computa-

tions were carried out with the aid of tables of h

functions prepared by the Harvard Computation

Laboratory, under the direction of Furry. Our work
to date has been mainly on surface ducts, in which

the slope of the lower segment of the M curve is

negative. Cases with positive slopes of the lower

segment of the M curve have been tried but were

found to involve h functions which are beyond the

range of existing tables.

Some results on the characteristic values are shown

in Figures 2 and 3 (for a definition of natural units

see preceding articles). In Figure 2 the slope of the

lower segment of the M curve is the negative of the

standard slope, while in Figure 3 the ratio of the

slope of the lower segment to the standard slope is

-2

-3
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too but beyond g = 2 is seen to level off to a constant

limiting value. The real part of the characteristic

value B« also approaches a constant limiting value

for g greater than 3. These curves were oljtained by

solving the secular equation for D and also deter-

mining the slope clD/dg at each point. The charac-

teristic values curves can also be computed by
starting first with Gamow's values appropriate for

•',
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puted therefrom were found to be in fair agreement

with the exact values, as is shown in Table 1.

The physical nature of the duplicity of solutions

seems to be as follows. The solutions approaching a

limiting characteristic value for large duct height g

correspond to the case where the ground sinks to

great depths; the other solution corresponds, of

course, to the limiting case when the height of joint

rises to infinity.

The relative importance of the two types of solu-

tion will depend on the ranges and heights considered.

At sufficiently great ranges the solutions with the

smaller value of A^ will predominate, but the greater

the height considered the farther must one recede

from the source before the initial advantage of the

limiting solution due to a greater height gain is

overcome by the stronger horizontal attenuation.

The greater height gain of the limiting solutions at

high elevations is illustrated in Figures 4 and 5. In

these figures, the height-gain functions for the limit-

ing solutions are drawn in solid lines, those for the

Gamow solutions in dashed lines; and the unit of

height is the duct height. It should also be pointed

out that the normalization condition applied was

1000

Ui{z)dz = g , (13)

so that, if a comparison of height-gain functions of

solutions of the same class for different values of g
is desired, the plotted values should be divided

by v^.
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Chapter 21

THE SOLUTION OF THE PROPAGATION EQUATION
IN TERMS OF HANKEL FUNCTIONS"

THE CALCULATION of the field strength in the atmos-

phere depends npon finding a solution of a wave

equation incorporating the propagation properties of

the atmosphere and satisfying the boundary condi-

tions at the surface of the earth and for large heights.

This chapter shows how the wave equation, for cer-

tain specified conditions, may be solved in terms of

Hankel functions.

Let

z = height of receiver above earth's surface,

/i, = height of transmitter,

A = great circle distance between source and

receiver,

X = wavelength, fc = 2x/X,

/ = frequency, co = 27r/,

M = modified index of refraction,

a = radius of the earth.

Under the simplifying assumptions of horizontal

stratification, slight variation of refractive index in

a wavelength, smooth earth's surface, the plane earth

representation, and the use of the simplified boun-

dary condition ^ = for 2 = 0, which eliminates

the polarization of the source, the field of a (dipole)

source is described by a scalar wave equation:

A2^ + fc- M' ^ = , (1)

plus appropriate boundary conditions. Separation of

equation (1) in cylindrical coordinates leads to the

formal expansion for the field of a dipole source

:

<Sf = eiwty^ - wH<§' {kd cos an)Un{z)U,Xhi) , (2)

n- 1

where Re (cos «„) > .

Here the characteristic values sin-a„ and the

(normalized) characteristic functions C/„(z) satisfy

the equation

dz
^ +k' [sin2 a + M'] U = 0, (3)

^By Lt. W. F. Eberlein, USNR, Office of the Chief of Naval

Operations.

plus the boundary and normalization conditions:

L'(0) = (3a)

emtU{z) represents an outgoing wave for large

positive z . (3b)

lim U-dz = 1 (3c)

Usually sin^a is small, kd is large, and one has

H^-§ {kd cos a„)

2

irkd COS a.

dk.T COS a,,

iikd cos a«)

-ikd{l — (1/2) sin an)
(4)

The exponential decay factor of the horizontal waves

thus has the form

exp --2 Im (sin^ «r.) ,

and the sin^a^ values evidently lie in the upper half

of the complex plane.

The problem is then to find the characteristic

values and characteristic functions of the system (3)

for a given dependence of modified index of refraction

upon height. For a ground-based duct of height h

with an M curve being made up of two line segments,

the upper having standard slope, equation (3)

becomes

d^U

dz'-
+ /cMA + y{z)] U = (3')

where

y(z) = 2ai{z - h) ,
< z < h

y{z) = 202(2 — h) , z>h ,

A = sin- a -\- 2aji
,

1

tti = — .

ia

The linear change of variable

Xi a, [A -!- 2ai(2 - h)]
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238 THE SOLUTION OF THE PROPAGATION EQUATION

inside the duct, and

Xi
k
a] [A + 2a^{z - h)]

above the duct reduces equation (3') to

dx'-
-\- xU = , (3")

whose general solution is

U _ (AJiiixi

{Aihiixi

) + BMxi)

) + £2/12 (.X2)

The "hj" functions are expressible in terms of Hankel

functions of order 3^:

hj{x) ^V X* H':
3/

-^ "*
VS-'^

-r, (J= 1,2) (5)

Condition (3b) is satisfied by setting Ai = 0. Ai and

Bi are determined by the requirement of continuity

of U and dU/dz at z = h.

A, = ':^BAh.

-(^;) h'.

_k_

2a2

2o,

h'2

Bi
MiY'

4

- h2

B,
0.1

a,

k \'

h'2
2a,

h,

1^

Jl
2a 1

(6)

A

2a;
A h\

2a 1

The characteristic values A then appear as the roots

of the equation

'
k '

UiO) = A,h,
2a I

(A - 2ai/i)

+ B1/12
2a,

(A - 2a ih)> (7)

The constant factor B2 appearing throughout is

determined by the normalization condition (3c),

which takes a peculiarly simple form in this case,

since (3") implies the identity

--^.['-'-(f)T (8)

Owing to the present lack of adequate tables of

the i/'j' or hj functions for complex arguments and

the complicated nature of equation (7) , one is forced

to employ asymptotic expansions to determine the

A's so far as possible. Due care must be exercised in

dealing with the branches of the multiple-valued

approximations appearing, as well as with the

so-called "Stokes phenomenon." For example, in

deciding between the two rival asymptotic approxi-

mations

H%'> (W) ^ (^ 1' e-'C^-s-'i^)

Hf (W) ^ [^y [e-'-''^-^-'i« + e'<'^+"'^'i^*]

,

(9)

both formally valid in the common domain <^

arg W < IT, one employs the first when arg W <
7r/2, and the second when arg Tl^ > x/2. The ambi-

guity on a "Stokes line" (arg W = ir/2) apparently

must be resolved by taking the mean of the two

expressions when their difference is important, as it

is when strongly trapped modes exist (ai < 0).

The nature of the results obtained is illustrated

in the important case of complete inversion (ai < 0)

.

For simplicity set

2aih

(10)

Then

I (p+1)^

-3ai

a 2

i-2aih)i

in - i)

II 1 + le

=

2i<r(p + 1)S

rarg(p+
1)>|J

(11)

;< arg p<7r — 6

III 1 + le-^'-c + i'^ + \e-^'<'

=
, (arg p^ir) .

(n a positive integer)

The corresponding regions of validity are indicated

in Figure 1, which also shows the dependence of one

characteristic value on c for a particular ratio 02/01.

If one numbers the characteristic values p„ in order

of increasing imaginary part, those for which n is

greater than some integer are defined by equation



THE SOLUTION OF THE PROPAGATION EQUATION 239

I. There is an infinite niinil)or of these "Eckersley"

or "leaky" modes. Equation II joins on smoothly to



Chapter 22

ATTENUATION DIAGRAMS FOR SURFACE DUCTS^

THE HORIZONTAL ATTENUATION (decibels per unit

distance) of a signal under assumed propagation

conditions not only is of intrinsic interest but is one

of the simplest quantities to verify experimentally.

In terms of the wave equation formulation this

attenuation is proportional to the imaginary part of

the characteristic value associated with the mode
dominant in the region of space in question. No one

mode may necessarily be dominant, and in certain

regions a weakly attenuated mode may be outweighed

by a mode more strongly attenuated but with a

stronger initial excitation. Well inside the shadow

zone, however, the "first" or least attenuated nfiode

is frequently dominant. The results presented apply

primarily to this sitviation.

The type of M curve considered is the bilinear

model in which the M curve consists of two straight-

line segments, the upper being assumed to possess

standard slope. This model M curve is completely

characterized by two parameters : duct thickness and

M deficit. Figures 2, 3 and 4 refer to three

frequencies (200, 3,000, and 10,000 mc) and super-

-1 "^q
= 0.036 FEET = -z—

dh Z

DUCT THICKNESS (hg)

M-Mo -f

Figure 1. M-curve model.

standard conditions corresponding to ranges of 1 to

100 M units in M deficit and 10 to 1,000 ft in duct

thickness.

The solid curves are contours of constant decibel

attenuation (of the first mode) per thousand yards.

One enters the diagram with given values of duct

thickness andM deficit and interpolates between these

contours to obtain the corresponding attenuation.

The dashed curves are contours of constant "trap-

ping index" (number of classically trapped modes).

In terms of the standard notation their equation is

M deficit
1(P

2
qha +

_9r

''By Lt. William F. Eberlein, USNR, Office of the Chief

of Naval Operations.

Their significance lies in that they furnish an indica-

tion of the number of modes other than the first that

must be taken into account. If, for example, the

bilinear M curve in question corresponds to a point

midway between the m = 1 and m = 2 contours,

the first mode is strongly trapped and the second

mode attenuation is reduced considerably below

standard. Which mode is dominant then depends

critically upon the heights of transmitter and

receiver, and the simple first mode picture becomes

incomplete except at great distances and small

heights.

If one attempts to apply these results to simple

surface ducts differing from the idealized bilinear

model one should first approximate the actual M
curve by a bilinear curve and then enter the diagram

with the values of M deficit and duct thickness

corresponding to the idealized curve. How to make the

best bilinear approximation to a given M curve is

an important but still open question.

Except for the 0.01- and 0.001-db contours, which

were computed by an asymptotic method, the attenu-

ation contours were cross-faired from preliminary

Radiation Laboratory calculations. The author

wishes to thank the Radiation Laboratory group,

and Doctors Freehafer and Furry in particular, for

permission to use their data.
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100

100
DUCT THICKNESS IN FEET

1000

FiGUKE 3. Horizontal attenuation of first mode and trapping index, 3,000 mc, standard attenuation (0 M deficit):

1,23 db per 1,000 yd.
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Chapter 23

APPROXIMATE ANALYSIS OF GUIDED PROPAGATION
IN A NONHOMOGENEOUS ATMOSPHERE^

THE MILITARY IMPORTANCE of guided Or

"anomalous" propagation in a stratified atmos-

phere is now well known. Unfortunately, or perhaps

fortunately, the problem cannot be treated with the

aid of known and tabulated functions except in some

special cases because the exact field distribution with

height is a function of a function, namely a function

of the distribution of the modified index of refraction.

For each distribution of this index with height we
should have a curve for the field distribution. These

curves will look similar in a general way and yet

they will differ in detail; but in this particular

problem we are not much concerned with details.

Even if we had exact solutions we should still want

some generalized way of expressing pertinent infor-

mation.

An approximate analysis of field distribution in

terms of master curves, depending on one, or at

most, two parameters, will be discussed. For example,

if we have atmospheric conditions favoring forma-

tion of a guiding layer immediately above the ground

or sea level, then we can try to represent the field

distribution with height with the aid of the master

curve shown in Figure 1 . This curve depends on only

one parameter, H, so chosen that in the layer between

(3^) H and H, the field intensity does not deviate by

more than 6 db from the maximum.

0.8

0.6

0.4

0.2

n
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E = the ('Icctric intensity;

h = tlie heifiht

;

e = the mocHticd dielectric constant;

o) = the radian frequency;

is = the phase constant in the direction

parallel to the stratification.

We can try to approximate this solution by a curve

of the type shown in Figure 1 in which case the

problem is to select a proper value for H. The ques-

tion may be raised regarding our preference for this

particular curve rather than for curve 2 or 3 in

Figure 2. We shall return to this point later; for the

present we shall merely point out that curve 1

occupies a "mean" position among other curves of

this type.

There are two methods for selecting H. In one

method H is defined as that value of h for which the

coefficient ^^ — coV£(/0 in equation (1) vanishes.

This value of h separates the region in which the

solution of equation (1) is "more" or less sinusoi-

dal" from the region in which the solution is "more

or less exponential." This definition leads to one

equation connecting H and p. Next, the stratified

region < h < H is replaced by a homogeneous

region in which the dielectric constant is equal

to the average value of e{h) in the interval (0,/i).

If we impose the requirement that curve 1 repre-

sents the exact field distribution under the new
conditions, we obtain the second equation for H and

/3. Eliminating
fi
and expressing the result in sym-

bols approved by the wave propagation committee,

we have

i}-
H M{h) dh - H^M{H) = 9 X 10^

128
(2)

If the lapse rate ofM is constant, this equation gives

dh J
H = 65Xt(-2^') . (3)

If M(h) is proportional to h^, then

H = 18Xi=w^t (4)

If the lapse rate of M is constant, the exact solution

may be expressed in terms of Bessel functions.

Figure 3 shows the exact and approximate solutions.

For this comparison I am indebted to J. E. Freehafer

of the Radiation Laboratory.

The second method is based on the fact that the

1.0

0.6

0.2



246 GUIDED PROPAGATION IN NONHOMOGENEOUS ATMOSPHERE

in equation (3) is found to be 64 rather than 65.

The great advantage of the variational method

hes in the fact that, if we wish, we can increase the

number of parameters in the approximating func-

tion. For example, we can assume

E{h) = sin

sm exp

< h < H

h - H'

H h> H
, (9)

without specifying that d = xp = 3x/4 as we did

in obtaining the curve in Figure 1. We should then

calculate H, d, and i/' from

7 = 0^^ = 0^ =
' dd ' dxP

(10)

However, aside from the labor of solving these

equations and having to deal with more complicated

results, we shall lose the advantage inherent in a

description of the field in terms of only one easily

understood parameter. The most we could hope for

from an analysis of these equations is a somewhat

better choice of the master curve for the type of

atmospheric conditions which are the most likely

to occur.

The obvious general conclusion from equations

(7) and (8) is this: if M{h) is multiplied by a con-

stant factor, the effect on H is the same as that

obtained if we divide X by the square root of this

factor. If M is proportional to /i", then H is propor-

tional to x^^'"+^\ Since the gain of the guided wave
over a free space wave is proportional to \p/H',

where p is the distance from the transmitter, the

gain is independent of the wavelength when MQi)
is proportional to h-. For a uniform lapse rate the

gain varies inversely as one-third power of the

wavelength.



Chapter 24

SOME THEORETICAL RESULTS ON NONSTANDARD PROPAGATION"

2" PROPAGATION IN THE OCEANIC
SURFACE DUCT

THE ANALYSIS SECTION of Columbia University

Wave Propagation Group undertook a theoretical

study of propagation in case of surface ducts, which

have recently been reported to be of common oc-

currence in oceanic areas. The M curve chosen was

M{h) = 346.4 + 0.036/1 + 43e-"-"'
, (1)

where the height h is expressed in feet. This curve

has an M deficit of 43 units and a duct height of 48

ft and is considered to be representative of condi-

tions prevailing around Saipan when the wind is of

the order of 10 to 20 mph.
The analysis was based on the phase integral

method. The standard W.K.B. (Wentzel-Kramers-

Brillouin) version of the asymptotic solutions of the

wave equation^"' had to be extended in two ways.

One was in the adoption of Langer's form of the

asymptotic solutions/**^ which enables one to bridge

the "gaps" around the turning points. The other,

and more important, development was in the exten-

sion of Langer's method to handle a case with two

turning points. This was accomplished by joining

the solutions from each turning point at the duct

height. The resulting solution agrees with Gamow's
for completely trapped modes but deviates from it

when leakage begins. For leaky modes the standard

Langer solution is adequate.

Coverage diagrams were computed for the S and

X bands and for transmitter heights of 16 and 46 ft.

In case of the S band, it was found that the first

mode was nearly trapped, while the second mode
was considerably leaky with a decrement of about

3 db per nautical mile. The two modes were com-

bined, and coverage diagrams were computed over

ranges and heights such that the second mode
contributed no more than 25 per cent to the total

field.

In the case of the X band, it was found that the

first two modes were completely trapped, the third

mode nearly trapped, while the fourth mode was

leaky with a decrement of over 3 db per nautical

mile. In computing the coverage diagrams for the X

band, the four modes were combined over such

ranges and heights that the fourth mode did not

contribute more than 25 per cent to the total field.

242 CHARACTERISTIC VALUES FOR A
CONTINUOUSLY VARYING MODIFIED

INDEX

In the theoretical treatment of nonstandard prop-

agation by the method of normal modes, one is

confronted with the task of solving the differential

equation for the height-gain function U{h) given by

equation (2), which, it will be noted, is identical with

equation (8) in Chapter 25.

iJUh) + fc= bAh) + AJ U,„{h) = ,

2^ (2)

fc = ^ ,
y{h) = 2 X lO-'Mih)

,

A

by asymptotic methods, the characteristic value

A„j is determined, to a first approximation, by the

condition that

k
I
Vy{h) - y(hi) dh = v,^ ^ tt f wi -

| j , (3)

A,„ = -y{hr) . (4)

In order to solve equation (3) one has to find a

value hi, which is generally complex, such that when

y{hi) is substituted in the radicand and the integral

i
Vy{h) - y{hi) dh = Fih) (5)

^By C. L. Pekeris, Columbia University Wave Propagation
Group, Analysis Section.

evaluated, the result should be purely real, and equal

to Vm/k. In case of a surface duct, F{hi) is real and is

a continuously increasing function of its argument

for real values of hi ranging from zero up to the

duct height h^. In order for F{hi) to increase beyond

the value FQi^) and still to remain real it is found

that hi must be complex; i.e., the path in the complex

/(i-plane along which F{hi) is real consists of the

portion of real axis ^hi ^/io followed by a curve

in the fourth quadrant.

In case of substandard refraction, F{hi) is real

only for complex values of hi, and the method of

solving equation (3) to be explained presently is
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particularly helpful in this case.

Let

y{h) = 2/(0) + 5i/i + hji^- + - - • +hjf + - •

,

• dh 1 •• -2&2
^
" *;

('^ = 0^ = 6;
'

^' = -br'

• _ (-6hbr + 12b2^)

,
(120bi62&3 - 246i2&4 - I2O62') ,

ft = r~^ , etc.

e = e*'^^'(|f)\«^ = A. + 2/(0) (6)

then

A™ = -j/(/u) = -2/(0) + ^' + ( J^ ) (''2)

I ('*^)'^ -
1U5

('^3)

+
[375 ^ ^' 175

(/12) (/13) + i^{h,)
00

/il = — hw + — w2
3:

w' +

+ •••,(7)

(8)

where

h.
h , h

As a further check, we treated the case a = +20,
X = 0.6356, for which Pearcey and Whitehead''^

give a value Ai = -10.21 + 1.07 X 10-"i. Equa-
tion (7) yields Ai = —10.22, while the imaginary

part obtainable from Gamow's formula is 1.24 X
10-"i.

It must be emphasized that the value obtained

from equation (7) should be verified by carrying
Mi

out the integration of F(hi) = j^-\/y{h) + A^dh.

While doing so, one may as well compute

£ = - ^ ^ (^^)
dh

(10)

Equations (7) and (8) are of the nature of asymp-

totic formulas; they should be terminated when the

individual terms begin to increase, and the error in

Am or hi is then of the order of magnitude of the

last term retained.

The following examples in Table 1 illustrate the

degree of accuracy obtainable from equation (7).

Table 1. Approximate determination of Ai from equation

Vy{h) - y(h,)

and then obtain a correction to hi by Newton's

method.

The method of solving equation (3) explained

above has been found especially useful in the treat-

ment of substandard refraction, and to a lesser extent

in the treatment of the trapped modes in case of a

surface duct. In the latter case one can, of course,

solve for A„, directly by computing Fihi) by numerical

integration. The method is not applicable for the

leaky modes in case of a surface duct.

So far the discussion has centered on the solution

of equation (3), which in itself is only an approximate

asymptotic formula valid for large values of k. Let

the value of A„ which satisfies equation (3) be

denoted by A^'"'; then an improved value for A„

can be obtained from

(11)

A„, = A^<°'



Chapter 25

PERTURBATION THEORY FOR AN EXPONENTIAL M CURVE
IN NONSTANDARD PROPAGATION^

28.1 ABSTRACT

IN THIS chapter a perturbation method is developed

for treating nonstandard propagation in the case

when the deviation of theM curve from the standard

(= the M anomaly) can be represented by a term

ae~^', where z denotes height in natural units. The
method is also applicable to other forms of the M
anomaly which can be derived from an exponential

term by differentiation with respect to X; in fact, in

its region of convergence, it is formally applicable

to the most general type of M curve, including

elevated ducts. The region of practical convergence

of the method ranges from standard down to cases

where the decrement is a small fraction of the

standard value.

The procedure followed is to express the height-

gain function Ui,{z) of the fc-th mode in the non-

standard case as a linear combination of the height-

gain functions f7„°(z) of all the modes in the standard

case.

U,(z) = 1] A-tcmUm (2) . (1)

The execution of this plan hinges on the possibility

of evaluating the quantities

,(X) = i^"
(2) ITJiz) e-^'dz . (2)

It is shown that fi„mO^) satisfies the differential

equation

d\ 2X
,(X)

\^-^+ liDr^'' + D„')+^ +^,{DJ-D„r'^ , (3)

whose solution is

X3 1
1 -{dO + dO)+'L.-1idO-dO)

/3„„ (X) = --y=e 2 " -' 12 4X^ ™

''VX

r^ 3
/ dx -?(D + 0)-E+L{D O-o 0)2

Jo a/x
(4)

Here Z)„° denotes the characteristic value of the

m-th mode in the standard case. For large X the

following asymptotic formula holds

Ptim

[x^ + 2X (DJ + £)„») - 2 + ^ (DJ - D„r~\

8 fsX' -t- 2X {DJ + £>«")-
^ (DJ - D/) ^1

(5)

X^ + 2X {D„ D„<')-2^-{DJ-D„r-

Having determined the /3„m(X) from equation (4),

or by a numerical solution of equation (3), the

characteristic values D,, and the coefficients A„^ are

to be solved from the infinite system of equations

A,,„ (D, - D^") 5„,„ + aP,^ (X)
]
= o,

n = 1,2,3 • • • (6)"

For this purpose a simple iterative procedure has

been developed, which has been found to be rapidly

convergent. The A ^„, are normalized by the condition

/
U,Hz)dz= l=^A,J (JY

One can also expand D^ as a power series in a

D, = Dl + aDl + aWl + •
,

!>.<»= -^,., ;!),<« =e-
?(^

Pmk

r.)
m ±k .

An alternative expression for D<|' is given in equa-

tion (65).

"By C. L. Pekeris, Columbia University Wave Propagation

Group.

^Snm = I, n = m
Snm = 0, ?J ± m .

r »
"^The integral I Uk^{z)dz diverges when taken along the

real axis; it converges, however, and to the same limit, when
the path is a radial line in the fourth quadrant of the z plane.

In the sequel, whenever an integral is divergent it will be

understood that the path is suitably modified.
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25.2 INTRODUCTION

In the theoretical treatment of nonstandard

propagation by the method of normal modes, one is

confronted with the task of solving the equation

dh'-
+ r- y{h) u„, =

, (8)

the frequency band used, as will also the height

represented by one unit of z.

253 FORMAL SOLUTION OF THE PROBLEM
BY THE PERTURBATION METHOD

In order to solve the equation

subject to the condition that C/m(0) = and that

at /i -^ =0 , Um should represent an upgoing wave

only. Here h denotes height in feet.

y{h) = NHh) - 1 = 2 X 10"'' M{h) , fc = —
, (9)

A

and Am is the characteristic value which is generally

complex. It is convenient to introduce natural units

of height

z = ~,H^ {k\)-\ g = ^' = 2.36 X 10-8 em-i
,

r^ + oce-^' + dA^^^ i-
I

2 + M-^^ + Z),
I

U,{z) =
, (15)

we seek a solution in the form

00

(16)

H dh

where Um°{z) are the height-gain functions of the

m-th mode in the standard case, which satisfy the

equation

d'lL»(z)
, .^^^0 1 f/^o(2) =

. (17)

(10)

whereby equation (8) is transformed into

d^U,

j^
U„\z) 1^ dz = (18)

dz""
+ z + !(z) + Z)„ [/„(2) = . (11)

The term/(z) in equation (11) represents the refrac-

tion anomaly and is equal to zero for a standard

atmosphere. In the first instance we shall be treating

the case where

/(2) = ae-^'
,

(12)^

and we shall later generalize the treatment to deal

with anyM curve represented as a series of Laguerre

functions. If the original M curve is represented by

the expression

M{h) = bh + aer'" , b = 0.036 ft"!
, (13)

then a and X are obtained as follows:

The solutions of equations (17) and (18) are well

known

:

t/™»(2) = c^ui ms-' (m) ,
M =

I
(2 + Djy- ,(19)

C,„ = <^e-

V3 U) """H -^s i«m) - J-I M >) - J_| (yjll (20)

— ^ cii^n^m "^m^m ' m^ J ' m
3!v\'

where

^4 (Wm) + J-\ (Vm) = .

(21)

(22)

For small z the power series development of Um''{z)

is useful:

a = 2 X lO-i^
( -V a , X = cH (14)

It is to be noted that in contrast to the constants a

and c in equation (13), which are independent of

frequency, the constants a and X in equation (12)

are frequency dependent. For a given observed M
curve the constants a and X will therefore differ with

A,= - 1

'
k{k - 1)

UJiz) = i

DJA,_2 + A,_3

(23)

, (24)

^-'-6"r 12

"'No confusion should arise from the use of X in equation

(12) and the standard usage of X to denote wavelength. -im^-Hm----- (25)
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while for liiige z one iiuiy use asymptotic expansion

of equation (19)

+•61/12)

1 +
o; 385

l(),;iG8(r
(26)

we shall study the function

F{z) ^ U„\z) UJ(z)
,

(31)

where

Un^^iz) + [z + DJ'] UJ{z) =
, (32)

iJn'iz) + [2 + £>/'] U,°{z) = . (33)

By multiplying equation (32) by Un^iz), equation

(33) by UJ^iz) and subtracting, we obtain

If now the expansion (16) l^e substituted into

equation (15), we obtain, on making use of equation

(17), the condition
dz

(34)

"a r-

(D, - A/) + ae UJiz) = . (27)

On multiplying this equation by ?7„°(2), where n is

any integer, and integrating from to <» we get a

system of equations for the determination of Da- and

the A ,-„

:

E
00 p -|

[] A,,n (D, - D,,") b„„ + a^„„(X) = ,

n = 1,2,3 • • (28)

«(X) = / UJ[z) UAz) e-'^ dz . (29)

f/ 77 _ f/ 77

= - {DJ - £>„») ( UJ{x) UAx) dx . (35)

Now it can be verified by direct substitution that

F + 2F iD„ + D„ + 2z) + 2F

= (DJ - D/) {UJ C7„° - UJ iln")

= - {DJ - D.oy- [ F{x) dx .
(36)'=

From equation (36) it follows that

d
F =

dz
{2z + DJ + D„°) i^ + ^ ^1

The characteristic values Dj. are then obtained as

the roots of the infinite determinant.

a/321 , D„ - Di" + a/322 , a/323

,

1

+ o(^" D„T Fix) dx (37)

a/Sgi , a/332 , D„ - Ds" + a/333
,

We may also note that

F(0) = 2UJ{0) ilAO) = -2
, (38)

.

(30)

e-^^ Fdz = e~^' (F + \F) + X2 / e-'^' Fdz

Having determined D,. from equation (30), the

Aj.^ are obtained by solving the system of linear

equations (28).

(39)

25.4 EVALUATION OF finmW
AS AN INDEFINITE INTEGRAL

The primary task in the perturbation method is

the evaluation of the exchange integrals /3„„j(X)

defined in equation (29). We shall accomplish this

by proving that /3„m(X), as a function of X, satisfies

a differential equation of the first order for which

an explicit solution can be given. For this purpose

/ e-^' dz 1 F{x) dx = -I e-^^ f F{x) dx
Jo Jo X Jg
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We now substitute equation (37) in the integrand

of equation (29) and obtain

1. n ± m,

Pnn. (X) =
j^

F{z) e-^' dz = / e-^'

\dz

dz X
i3„.(X) = - 7^^^^, y\ €,€''""' ^^

, (45)

(22 + D^° + D°)F + ^F

/CO

e-^' F{z) dz

[

= 1 + / e-'^ F{z)

(Tm — rj

6
Co— 1 , Ci

—

lOCi - 2 (r„ + rj

+
\

{2z + £)„« + DJ) F + ^F

{2z + Z)/ + /)„») -F + ^ F

Cs =

Ca = 14C2 - 2Ci (r„ + r„)

(4n + 2) C„_, - 2 (r,„ + rJ C„_2 - C„^,

ds

2X2 + X(Z)„'' + Z)„») + ^ X^ + ;^ (A«° - -D/)^] C?2
2X

{Tm — rj^

2. n = m

/3„^ = 1 + £i X + B2 X- + • • •
, (47)

9 4
R, — -ni R„ — — D 2(0)

1 R
'

14 ^ 105 " '

(46)

= 1 - 2X
d&nm (X)

d\
B„ =

(2n^^ r2Z)„'' S„_i + ^ B^.sl . (48)

+ /3„„(X) |^X(Z)„'' + i)/) + f + ^ {DJ - D^yl .

(42)

It follows that the exchange integral /3„m(X) satisfies

the first order differential equation

dX - 2X + ^"" '^^

The solution of equation (43) is

/3„™ (X) =

.(43)

For intermediate values of X one may either use

the integral in equation (44) or integrate numerically

the differential equation (43). The latter procedure

was advocated by Hartree.

For large values of X an asymptotic expansion can

be obtained directly from equation (43) by writing

it in the form

Pnm (X) =

d^^m (X)- 2 + 4X
rfX

1

W\ e 2 * ™ ^ n' ^ 12 4X >" "

dx _£(c0^^o i3 , Q_
-_ g 2 m n' 12^ix^ <n n'

V^
. (44)

25.5 PROPERTIES OF /3n^(X)

For small X the solution of the differential equation

(43) can be started with a power series in X.

X' + 2X (£)° + Dl) -2+\{D^- DIY

\' + 2X (D° + Z)°) - 2 + ^
(£>° - DIY

8 [3x3 + 2X (Z)» + /)°) -
^ {Di - DIy'\

Tx' + 2X {Dl + Z)°) - 2 + i (D» - Z)°)^1'.

(49)

+



SOLVING VAUTFS »fc AND THE COEFFICIENTS .«fc„, 2S3

An alternative asyiuptotk' cxpaiision can Ix' ilcrivcil

from equation (44) by partial intosratioii

V + 2X (DH, + i"") + ^ Uy,n - DllY^

+
X^ + 2X(£»^ + Z)»)+|(i)° -D»)'^

In doing so one needs to prove that

dx

X

^„™ = .

We shall state here without proof that

^ mm I /— t;

/o V-t

_
m 12

xvtt /2
/ll (A„°) ^2 (A«°)

(50)

tion of equations (30) and (28) is, however, a labo-

rious process which rapidly increases in complexity

as p exceeds about 4. The following iterative pro-

cedure has been found effective and of the same

intrinsic simplicity for any value of -p.

To begin with, the /; equations in equation (28),

being homogeneous, do not determine the absolute

values of all the A ,.,„ but merely the ratios of (p — 1)

of them to a p-th one. The absolute values are then

determined from the normalization condition

/ U,''{z)dz = 1 = Va,

Let therefore

(51)

A

^ km —
f.

I '^At ^ t

^kk

(7)

(55)

(52)

and the p equations in equation (24) are just suffi-

cient to determine the (p — 1) constants C ^m and

JDf We divide the equations in (28) by A,,i, and pick

the fc-th equation (n = k) to solve for D^, while the

other equations are used to solve for the C^m, as is

illustrated in the scheme below for the particular

case of fc = 1.

where hi and hi are Furry's functions of the first and

second kind defined as
— = (Sii — Cia ^12 — W3&
a a

(56)

hi {x) =

/l2 {X)

VxHi

Vx Hi

Cl) ^ (53)

(54)

Since by definition of Dm", hi{Dm'') = 0, it follows

that "^mm = 0. The proof of equation (51) for n ± m
is left as an exercise to the interested reader.

256 ITERATION METHOD OF SOLVING
FOR THE CHARACTERISTIC VALUES D^

AND THE COEFFICIENTS A„„

In solving equations (28) and (30), which are of

infinite order, one proceeds by first assuming that

Akm = for m > p, where p is a convenient integer,

and then evaluating D^ and A,„,, ??i = 1, 2 • - p.

Next, one assumes that A^m = for ni > p + 1,

resolves for D^ and the A,„j, and the accuracy of the

results is judged by the agreement between the

values in successive approximations. The direct solu-

Di Do

a a

Di D,

a a

+ ^22 Cl,

^12 - C.13 P23 — >^14 P24Cl , (57)

— Ci2 fe — Cu ftj ~ , (58)

+ /333 C.

Cu
a a

= ~" fti — Cu Pa ~ C'i3 Pu

As a first approximation one puts

^1 - D^'
B— — Pii ,a a

Cl2 — —
Di D,"

a a
+ /32

. (59)

(60)

(61)
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L-IS —

+ ^3

etc (62)
*° more general types ofM anomalies. To begin with,

if

where the value of Di/a obtained from equation (60)

is used in equations (61) and (62). Next, one substi-

tutes these values of the C's in the right-hand sides

of equations (56) to (59) and resolves for Di/a and

the C's. This procedure has been found to be rapidly

convergent and is, furthermore, self-correcting in

case of arithmetical errors.

257 EXPANSION OF D^ INTO A
POWER SERIES IN a

When a is small, it is convenient to e.xpand D„
into the series

D, = /),«' + a D,"' + a- 25,"' + • • • . (63)

It is known from standard perturbation theory that

*^ (r(l"m — 1"t)
'

m ±k . (64)

It is possible also to derive an alternative expression

forr>i«:

1
/),<=> (X) =^X7),<»(X)2 + ;-^e

^ -^V X

1 D.Ox. X3

l + ^)Z>.<«(X + .r) + Z),(«(X) -Dft'" {x)Wx dx

i Z),») (X) + f 2 -h ^"l
/),(» (X +

1 ^£,^,(0) X + (x3/i2)

x) v.x dx . (65)

Since the former expression is simpler for compu-

tational purposes, we shall not give here the deriva-

tion of equation (65).

258 APPLICABILITY OF PERTURBATION
METHOD TO A MORE GENERAL CLASS

OF M ANOMALIES

It is possible to apply the results obtained for the

case when the M anomaly is of the form f{z) = ae~^^

nz) + 76" (66)

then we merely write in equation (28) in place of

afinmW, [a)3„„(X) + 7Am(M)]- Once the ft„(X) are

computed as functions of X, there is no additional

labor required to deal with an f{z) which consists of

a sum of any number of exponential terms. If instead

of f{z) = ae~ ' we had f{z) = aze~ ', then the corre-

sponding fi'nmOy) would be

fi'nmW = f/™°(2) UAz)^e~^'dz = dAm (X)

dX
(67)

If finmiX) is known, dfinmiX)/dX can be computed

directly from equation (43). When equation (43) is

integrated numerically, the derivative dfinm{X)/dX is

computed at each point in any case. Evidently, for

f{z) = az^'e"^'', where fc is a positive integer.

(68)

P'n. (X) = UJ{z) UAz) z" e-^' dz

= (-)
, d%„„ (X)

dX"

By successive differentiation of equation (43), it

is possible to express any high order derivative of

finm(X) in terms of P„miX). From a purely formal point

of view we can say therefore that by our method we
can treat any M anomaly by expanding it into a

series of Laguerre functions, since these functions

involve only terms of the form z^e~'^^. It may be

pointed out that a single term z^e~^' vanishes both

at the ground and at great height and reaches a

maximum at z = fc/X. Such a single term is therefore

suitable to represent an elevated duct.

259 COMPUTATIONAL PROGRAM
FOR THE EXPONENTIAL MODEL

The Analysis Section of the Columbia University

Wave Propagation Group has undertaken the com-

putation of /3„m(X) for X = 0(0.1)4.0 and n, m =
1, 2, 3, 4, 5. With these functions tabulated, it is

planned to compute the characteristic values Dj for

such values of a and X that the difference between the

values of D,. obtained from the fourth order deter-

minant and from the fifth order determinant will be

only about 0.01. The program also calls for the

computation of the height-gain functions from equa-
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tion (2), since the coefficients A/^m will be obtained

simultaneously with the I\. when the iteration pro-

cedure is useil. This will be possible only in a limited

region of low altitudes, since at great heights the

f7m°(2) increase rapidly in magnitude as wi is

increased. However, near the ground the Um''{z) are

all of the same order of magnitude (= iz) and

= «•>

dU, (0)

dz = 'L (69)

U =

z =

II =

X =

L =

ha =

Am

X

If this derivative of U^iz) at the ground can be

obtained with sufficient accuracy, then one may use

it to integrate numerically the original equation (11).

It is well known that, for a given order of the deter-

minant used, the characteristic values D^. are

obtained with higher accuracy than the height-gain

functions.

It may be added here that /3ii(X) computed from

equation (44) agrees up to X = 5.0 with the values

given by Pearcey and Tomlin.'"^

The perturbation method will of course become

inefficient when trapping conditions are approached.

For such values of a and X, asymptotic methods may
provide approximate values for the D^, provided

care is taken at each stage to estimate the order of

magnitude of the error involved. It is planned to

map out by a combination of these methods the

real and imaginary parts of D^ in the operationally

relevant region of the a, X plane.

Symbols for Use in

Theory of Nonstandard Propagation

q = standard slope of A'^^ curve = 2.38 • 10~' m~^ .

p = slope of lower section of N- curve in bilinear

model . d

^ = e

N'- - 1 = 2M • 10-«
.

(k-q)^ h = h/H height in natural units

(fc = 27r/X) .

{k^q)-i = 7.24 Xcm' (feet) natural unit of height

.

1/2 (kq-)' d = d/L distance in natural units .

2 (/cg^)~^ = 6.69 Xom^ (thousands of yards) =
natural unit of distance .

anomaly height (height of joint in bilinear

model) .

hJH anomaly height in natural units .

characteristic value (for ?/ = at /j = A^) •

(fc/g)^ Ato = Bm + iA,n characteristic value in

natural units .

s~- D (abbreviation for use in computing) .

plane wave

L

depends
on X

CO

-52 e-^™^ + '""^^ U,. (2i) U^ (22)

1

i

natural units only

CD

U-dz = I .

slant range .

horizontal range



Chapter 26

FIRST ORDER ESTIMATION OF RADAR RANGES
OVER THE OPEN OCEAN^

THE MOST STRIKING nonstandard propagation

conditions are for the most part associated with

meteorological conditions which can exist only over

those portions of the sea which are contiguous to

extensive land masses. At large distances from the

coasts, however, low ducts exist which, though they

never produce strongly locked modes at the usual

radar frequencies, nevertheless modify radar ranges.

The problem of the low duct has the great advantage

that conditions are sufficiently near standard that

numei'ical solutions can be found in convenient form

by an extension of the perturbation methods of wave
mechanics.

At appreciable distances from land the temperature

of the air is essentially that of the sea, and the air

is in neutral equilibrium. Montgomery has pointed

out that under these conditions there is much
evidence to support a logarithmic distribution of

specific humidity.

The logarithmic distribution of water vapor leads

to an M curve given by

M - Mn = 10«
[l

-
1" I]

where d is the duct thickness, z is the height coordi-

nate, and a is the radius of the earth. If we plot the

function in the brackets, we obtain the dashed

curve of Figure 1.

This type ofM distribution is inconvenient because

(a) the logarithmic term which represents the modi-

fication does not approach zero as the height increases

as a modification term should; and (b) ln{z/d)

becomes infinite when z = 0. Accordingly it is pro-

posed to replace the function in the brackets by the

first two terms of its series expansion about the

minimum. This amounts to substituting for the

logarithmic curve a parabolic curve which has the

same minimmn point and the same radius of curvature

at the minimum point as the original distribution.

At twice the duct height the parabola has a standard

slope, and it is continued from that point upward as

a straight line of this slope {AB in Figure 1).

The modification term is now represented entirely

*By J. E. Freehafer, Radiation Laboratory, MIT.

by the departure of the parabola from the line

AB, i.e.,

M-Mo = |lO-^[l+l(i-iy], 0<J<2

M - Mo = 7lO«- j,
4 ad

2 < ^ .

When the duct is low, the modes leak and are not

far different from the standard ones. Thus it seems

Figure 1. Schematic M curve for ground-based duct.

reasonable to employ the well-known methods of

perturbation theory for calculating the characteristic

values and functions of the parabolic atmosphere in

terms of departures from standard.

If we brush aside mathematical questions of a

delicate nature, it is possible to obtain an approxi-

mation for the characteristic values which leads to

the following expression for the fractional change in

the attenuation constant (i.e., the real part of jm)

Re (7,«) - Re (Tm)

Re (7m)

-
f (r - 5) Im [Ih"- (f + ej] rff

_ _J^ 5"

d [h^' {e,„)r Im (ej
~

315

Here, Re and Im designate the real and imaginary

parts, and

256
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5 =
2d

L

L is an abbreviation for (aXVGtt^) * aiul is equal to

33 ft for X = 10 cm,

7m is the characteristic value for the standard case,

7m is the characteristic value for the parabolic case,
^2\»

hiiz) is

i)^*^*'KH'
//j''^' is the Hankel function of second kind, order

}4, of the argument ( -z'

e„'s are roots of hi^) = 0.

The expression above has been evaluated for the

first mode by summing the series for hi and perform-

ing the integration numerically. This curve is remark-

able for the considerable interval in which the

ordinate is practically zero. The attenuation constant

differs by less than 1 per cent from the standard for

ducts below 5 = 1.2. Beyond this value the effect of

the duct increases rapidly, and when 5 = 1.7 the

attenuation constant is 10 per cent different from

standard, and at 5 = 2 it is 20 per cent different.

It seems that at least for radar purposes the

condition 5 < 1 is a reasonable and convenient

condition for defining a negligible duct. This is

equivalent to saying that L/2 is the thickness below
which a duct may for practical purposes be disre-

garded. For instance, at X = 10 cm, L = 33 ft, and
hence we conclude that the effect of ducts less than

16 ft in thickness on 10-cm radars may be neglected.

On the other hand, if the wavelength is 3 m, L = 300

ft, and ducts below 150 ft in thickness are negligible.

If in the interest of simplicity we neglect the effect

of small variations in the characteristic values on
the characteristic functions, the fractional change in

attenuation constant is also equal to the fractional

change in the range against surface targets. It follows

that the estimation of range can be reduced to a

measurement of sea temperature and specific hu-

midity at masthead level; for the duct thickness d

under conditions of neutral equilibrium is given by

d = -

Qs is the saturation specific humidity at sea tempera-

ture and go the specific humidity at masthead. T is

a parameter for which a representative value is

0.08, and {dq/dz)o is the gradient of specific humidity

required to give zero M gradient under conditions

of constant potential temperature. It is taken as

y2 g per kg.

Thus it turns out that

5 = 0.32 ^' 7
^'^

where -^—i—- is in grams per kg per 100 ft .

If L is given the appropriate value for X = 10 cm

5^q, - qa{g per kg) .

For illustrative purposes, scales of {q, — q^/L and

g., — ga for X = 10 cm have been added in Figure 2.

0.20

0.15

2 0.10
c

0.05



Chapter 27

CONVERGENCE EFFECTS IN REFLECTIONS FROM
TROPOSPHERIC LAYERS^

AN ELEVATED DUCT may be treated as a concave

spherical mirror whose radius of curvature is

a, the effective earth radius. This includes any layer

that can act as a reflector to radiation incident at a

sufficiently small angle. The problem is here con-

sidered as one of geometrical optics only. Ray tracing

methods are used, and the phases are assumed to

add randomly. This assumption may introduce an

error as large as 3 db in the result but is necessary

to simplify the solution of the problem. If the reflec-

tion coefficient is other than unity, it must be

multiplied into the general relation which will be

given for C=KLM the net convergence factor.

27.1 CONVERGENCE FACTOR

A bundle of rays leaving a transmitter below the

reflecting layer is converged on reflection from a

concave surface. The convergence factor K is the

ratio of the power density at the receiving antenna

after convergence to the power density at the

receiver that would be expected after reflection from

a plane surface (essentially free space condition).

Referring to Figure 1, the convergence factor can

be expressed as

„ _ (x + y) 8 01

xbdi

or

K =

y8d^

2xy

ali sin 4)

(1)

(2)

TRANSMITTER

FiGUKE 1. Convergence factor K.

where x = distance from transmitter to point of

reflection,

"By Ensign W. W. Carter, USNR Radio Division, Consult-
ant Group.

y = distance from receiver to point of reflec-

tion,

R = X -{- y = total range,

a = effective earth's radius (usually 4,590

nautical miles),

4> = angle of incidence of radiation at reflec-

tion,

other angles as shown on Figure 1.

Equation (2) can be deduced from equation (1)

by remembering that *

I = ada =

and

Sdi - 862 = 2da =

sin ^
'

2.-r5ei

(3)

a sm (p

The form shown in equation (2) is the more useful

and is similar to the divergence factor for reflection

at a convex surface that has been in use for some
time. Equation (2) shows that K can grow quite

large and even become infinite for certain conditions.

Curve 1, Figure 2, shows a plot of the absolute value

2

100 y

80 g

<I
60 z

z

40 a

200 400 600 800 1000 1200 1400 Ifioo 1800

b IN FEET

Figure 2. Value of K for height of layer (6 in ft) versus

range (nautical miles).

of if as a function of b, the height of the layer above

the antennas, for a total range of 80 nautical miles.

This plot also assumes x = y = iO miles, which is

a necessary condition for a smooth reflector. In this

case, K becomes infinite for a layer 1,100 ft above

the antennas. Curve 2, Figure 2, shows a plot of

258
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the layer height 6 necessary to give infinite conver-

gence as a function of the range (plotted on right-

hand scale).

27.2 ROUGHNESS EFFECT

The most apparent difficulty with the picture

presented so far is that the layers actually are not

perfectly smooth. In order to take that fact into

consideration, it was assumed that the layer was

composed of a large number of plates set at various

small angles about the horizontal according to a

Gaussian distribution. As in other parts of this

problem, variations are considered only in the plane

of transmission, since the effect of sideways deviation

would cancel out. This reduces the problem to one

of two dunensions only. Each plate is further assumed

to retain its original curvature.

A beam falling on a patch of these plates would

be reflected in such a way as to spread the energy

at the receiver in a vertical pattern similar to the

Gaussian distribution of the plates. It is only neces-

sary to integrate this curve over the width of the

antenna to find the fraction, L, of the total energy

that will be useful. L will be a function of the

probable value of the deviation of the plates, the

range, and the antenna width.

With the rough layer assumption, there will be

some plates correctly oriented at each part of the

layer to reflect energy into the receiver. Therefore,

a third factor, M, must be included that is the ratio

of y/l3, where 7 is the total angle subtended by the

layer that can reflect rays to the receiver. 7 would

be limited by the optical horizons. /3 is the angle

subtended by the receiving antenna when reflection

is from a plane surface; i.e., essentially, free space

conditions.

The net convergence factor C must be the product

of these three quantities K, L, M. In this case, K

nnist be the mean value of K averaged for various

points of reflection. In order to integrate the expres-

sion for the mean value of K, it is necessary to substi-

tute for sin </> in equation (2)

.

fb , X , b , ij\

which gives

A' 1 -
(xyy-

R' {2ab + xy)_

(5)

(6)

This expression is easily integrated if the product

xy is used for the variable and Xiyi = Xi{R — Xi).

Example. The preceding developments have been

applied to the one-way link of the U. S. Navy Radio

and Sound Laboratory at San Diego, which has been

extensively studied. High subsidence layers are

common for this region. The probable value of the

deviation of a reflecting plate from horizontal was

taken as 0.1° as an engineering approximation. In

this case, C equals 43, assuming a reflection coeffici-

ent of 1. If the reflection coefficient is not unity, its

value as a function of angle of incidence must be

multiplied into the equation.

Since K, L, and M can each vary through con-

siderable limits, C can vary through a very wide

range of values.

27.3 CONCLUSIONS

The statistical treatment of the roughness is not

always applicable, since a finite number of plates

would actually be engaged in reflecting energy.

Hence, the received signal would vary almost ran-

domly with time as the orientation of the plates

changed slightly. This could produce marked fading

and peaks of large amplitude. Primarily, however, it

would explain signals of the magnitude of free space

signals or higher.
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450. Treatise on Theory of Bessel Functions, George Neville

Watson, Cambridge University Press, Second Edition,

1944.





GENERAL BIBLIOGRAPHY OF REPORTS ON
TROPOSPHERIC PROPAGATION

REPORT WPG-14

This Bibliography is a comprehensive tabulation of the body of scientific reports pertaining to wave propagation through

the troposphere, compiled by the Columbia Ihiiversity Wave Propagation Group to about October 31, 1945. For convenience

and clarity it has been divided into twenty sections, each dealing with a particular phase of propagation phenomena. The
various headings are self-explanatory, and the list of sources and their abbreviated designations which precede the Bib-

liography projjer will be found helpful.

In preparing the Bibliography, about 560 ]iapers were considered. Of these, 115 were excluded as obsolete, or because their

contents were included in other reports retained. An additional 46 papers dealing with doppler effect and the transmission

of sound in water were also excluded as not directly relevant. It is believed that the approximately 400 titles included form
a fairly exhaustive compilation of present knowledge of electromagnetic wave propagation through the troposphere.

The reports are grouped and a Bibhography number has been assigned to each report. The letter to the right of the Bibliog-

raphy number designates the present United States security classification.

Requests for copies of the reports listed herein may be made by Bibliography number referring to this edition, but should

be made through the proper channels. The Central Radio Bureau is the distributing agent for American reports in Great

Britain and for propagation reports originating in Great Baddow, Chelmsford, England. All other British reports may be ob-

tained from the British government department controlling the sources.

The OSRD Liaison Office will, upon request, supply readers in the United States who are not in the Armed Services with

all reports originating outside of the United States. They will supply Army and Navy units with all except JEIA-numbered
reports. Requests for the latter should be directed to the Joint Electronics Information Agency, Munitions Building, Wash-
ington, D.C.

In general, application should be made to the NDRC Chairman's Office for reports written byNDRC Divisions, Committees,
or contractors, NDRC Section 6.1 being the present exception; to the Bureau of Ships for reports from Naval Research Lab-
oratory, Navy Radio and Sound Laboratory, and all reports appearing in Section 20 of the Bibliography (Under-Water Sound
Propagation) ; to the Office of the Chief Signal Officer for Signal Corps reports; to Inter-Service Radio Propagation Laboratory,

Bureau of Standards for IRPL reports. Requests for case-numbered BTL reports should be sent to the Director of Research,

Bell Telephone Laboratories, 463 West Street, New York, N. Y.

CLASSIFICATION OF REPORTS

1.000 Conferences and Progress Reports

2.000 General Discussions

3.000 Standard Atmosphere Propagation

4.000 Non-Standard Atmosphere Propagation—Pure
Theory

5.000 Non-Standard Atmosphere Propagation — Experi-

ment and Theory

6.000 Propagation Experiments

7.000 Meteorological Theory

8.000 Meteorological Experiments
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Bib. No. Till,'

1. ()()()

1.006 C Report of International liailio I'ldpaf^ation Confer-

ence.

1.007 C Conferen<'e on Propagation— Feliruary 10-1 1, 1944

—

Empire State Building, New York.

1.008 S THE Progress Report for the Period 16th June to

15th July, 1944.

1.009 S Progress Report, Radio Development Laboratory,

DSIR, New Zealand for Months of June and July,

1944.

1.010 S Scientifie Investigations on Propagation Problems in

the South West Pacific Area.

1.011 S The Air Defense System of the Near Islands.

1 .012 S Reviews of Progress of USW Propagation Work,

I The Evaluation of Solutions of the Wave Equation

for a Stratified Medium.

II Statement of Work in Progress Relevant to In-

vestigations of the Propagation of Radio Waves
Through the Troposphere.

III Microwave Propagation Research at Signal Re-
search & Development Establishment.

IV Correlation of Radar Operational Data with

Meteorological Conditions.

V Progress Report on Forecasting of Radar Condi-

tions.

VI Vertical Temperature and Humidity Gradients at

Rye.

VII The Use of Radar for the Detection of Storms.

VIII Present States of Theoretical Study of Radio

Propagation Through the Troposphere by the Math-
ematics Group.

IX Review of Short-Period Experimental Studies of

Centimetre Wave Propagation, Carried out Jointly

by ASE, SRDE and GEC.
X Study of Cm. Wave Propagation over Cardigan

Bay to Mount Snowden.

XI Study of Reflection Coefficient of the Sea at

Centimetre Wavelengths.

XII K, X, and S (LLANDUDNO) Trials—General

Summary of the Experimental Results Obtained

which are Concerned with the Dependence of Radio
Propagation on Meteorological Conditions.

XIII Progress Report on 369 Trials by DNMS.

XIV Survey of Progress in the United Kingdom on
the Electromagnetic Theory of Tropospheric Propa-

gation.

Author or Source Nximher
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Bib. No.

1.013 S

1.014 C

1.015 S

1.016 S

1.017 R

1.000

Title Author or Source Number

CONFERENCES AND PROGRESS REPORTS (continued)

Date

2.001 S



GENERAL BIBLIOGRAPHY 281

Bib. No. Title

Sphere, with Applications to Radiotelegraphy and

the Theory of the Rainbow. Part I

The Diffraction of Electro-magnetic Waves from an

Electrical Point Source Round a Finitely Conducting

Sphere, with Applications to Radiotelegraphy and the

Theory of the Rainbow. Part II

The Propagation of Radio Waves over a Finitely

Conducting Spherical Earth. Part III

Further Note on the Propagation of Radio Waves
over a Finitely Conducting Spherical Earth. Part IV

3.002 Ultra Short Wave Propagation Curves (0.1 to 10

Meters).

3.003 Report on Signal Strength Curves Within the Visual

Range.

3.004 The Effect of the Earth's Curvature on Ground-Wave

Propagation.

3.005 C The Siting of RDF Stations. Appendix: Screening of

RDF Sets from Fixed Echoes.

3.006 R Propagation Curves for Wavelengths of 13 Meters.

Supplement to USW Propagation Curves RD 456.

3.007 The Calculation of Ground-Wave Field Intensity

over a Finitely Conducting Spherical Earth.

3.008 S Siting of Stations for Maximum Range.

3.009 S Microwave Interference Patterns.

3.010 S Dependence of Range of Radar Equipment on Wave-
length for ASV—Case 23815 and 23817.

3.011 S Theoretical Field Strength of Ten Centimeter Equip-

ment over a Spherical Earth.

3.012 C Atmospheric Refraction and Height Determination

by RDF. (Details and Results of a Numerical Meth-

od of First Order Correction.)

(See 3.050)

3.013 S Dependence of Range of Submarine Radar Equip-

ment on Wavelength—Case 20564.

3.014 S Transmission on 3000 Mc. over Sea Water.

3.015 S Transmission on 100 Mo. over Sea Water.

3.016 S Transmission on 200 Mc. over Sea Water.

3.017 S Transmission on 500 Mc. over Sea Water.

3.018 C Interim Report on Propagation Within and Beyond

the Optical Range.

3.019 C Theoretical Ground Ray Field Strengths and Height

Gain Curves for Wavelengths of 2—2000 M.

3.020 C Siting for Long Range Aircraft Detection.

Author or Source
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Bib. No.

3.021 C

3.022 S

3.023

3.024 S

3.025 S

3.000

Title Author or Source Number

STANDARD ATMOSPHERE PROPAGATION (continued)

Date

VHF Field Strength Curves for Propagation within

the Line of Sight.

Relation of Radar Range to Frequency and Polar-

ization.

1 to 10 Cm. Propagation Curves.

Properties of the Diffracted Wave Field Intensity.

The Effect of Earth Curvature on the Performance

Diagram of an RDF Station.

3.026 S Radar Height Finding.

3.027 S Technical Requirements for GCI Search Systems.

Technical Requirements for Early Warning Radar

Systems.

3.028 S Low-Angle Coverage of Early Warning Radar Sys-

tems.

3.029 S Factors Relating to the Design of an RDF Air Warn-

ing Set.

3.030 C A Graphical Method of Computing the Bending of

Radio Beams by the Effective Earth Radius Method.

3.031 S Transmission at Low Altitudes over Sea Water.

3.032 S Radio-Frequency Propagation Above the Earth's

Surface.

3.033 S Field Intensity Formulas.

3.034 R Propagation Curves.

(See 3.046)

3.035 Note on Field Intensity Computations for Elevated

Anteimas. Case 20878.

3.036 C The Calculation of Expected Vertical Coverage Dia-

grams.

3.037 R Charts for Use in Field Intensity Computations.

3.038 S Notes on Visibility Problems, Taking Account of the

Curvature of the Earth.

3.039 C Simplified Methods of Field Intensity Calculations in

the Interference Region.

G. J. Camfield

RAE

J. A. Stratton

R. A. Hutner

G. Millington

R. A. Hutner

E. Lyman
TRE

R. A. Hutner

H. Dodson

J. Gill

B. Howard
F. Parker

J. A. Stratton

Radio/279

RAE Ref

:

Radio/s. 2111/

OPE 16

RL-
C-6

Marconi

TR460
RL-
C-8

TRE
29/R102/

LGHH
RL-
C-9

L. J. Chu
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Bib. No.

3.040 C

3.041 S

3.042 C

3.043 S

3.044 C

3.045 S

3.046 R

3.047 C

3.048 C

3.049 S

3.050

3.051 R

3.052 C

Tillc

Fiekl Sti'cnsth Near ami Ueyoiul I lie Horizon for

Wavclenstlis of Ten and Thirty Cms.

Tlieoretical Field Strength Near and Beyond Horizon

for Orthodox Propagation of Fifty Centimeter Waves.

Location of Signal Strength Maxima, Nulls, and Re-

flection Areas for Standard U.S. Early Warning

Radar Equipment.

Cover by German Coastal Radar on Low Flying Air-

craft.

The Propagation Functions for an Atmosphere with

Ihiiform Lapse-Rate of Refractive Index.

Ideal Field Intensity Distribution in the Vertical

Plane for Transmitting or Receiving Antennas when
Each has the Same Pattern.

Propagation Curves.

(Issue 3—Replacing Previous Issues.)

Field Strength Calculator for Vertical Coverage Pat-

terns and Propagation Curves.

''Theoretisohe Resultaten over de Voorplanting Van
Radiogolven.

Theory of the Vertical Field Patterns for RDF Sta-

tions.

Height/Range/Alpha Tables (Tables Relating to the

Height, Range and Angle of Elevation of an Air-

craft.)

(See 3.012.)

The Calculation of Field Strength for Vertical Polar-

ization over Land and Sea on 20 to 80 Megacycles per

Second.

Field Intensity Contours in Generalized Coordinates.

Author or Source
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Bib. No. Title

4.007 S Effect of Humidity Gradients in the Atmosphere on

Propagation at RDF Frequencies.

4.008 C The Calculation of Field Strength Near the Surface

of the Earth under Particular Conditions of Anom-
alous Propagation.

4.009 C Anomalous Propagation over the Earth, Case 23703.

4.010 C The Effect of Atmospheric Refraction on Short Radio

Waves.

4.011 C Radar Ray Patterns Associated with Normal and

Anomalous Propagation Conditions.

4.012 C Transmission of Plane Waves Through a Single

Stratum Separating Two Media.

4.013 S Notes on Theoretical Coverage Diagrams for Anom-
alous Propagation.

4.014 C The Dependence of Microwave Propagation over Sea

on the Structure of the Atmosphere.

4.015 S Improved Tropospheric Propagation—Curves Em-
bracing Superrefraction.

4.016 S TRE Requirements for Propagation—Curves Em-
bracing Superrefraction.

4.017 C The Mechanical Determination of the Path Differ-

ence of Rays Subject to Discontinuities in the Verti-

cal Gradient of Refractive Index.

4.018 S Improved Tropospheric Propagation—Curves Em-
bracing Superrefraction.

4.019 S Interservice Propagation—Curves Embracing Super-

refraction. Dependence of Mathematical Parameter

L on Physical Entities.

4.020 S Theoretical Coverage-Diagrams for 10 Cm. Radars

Embracing Superrefraction.

4.021 S Theoretical Coverage-Diagrams for 50 Cm. Radars

Embracing Superrefraction.

4.022 S Theoretical Coverage of Navigational Aids Embrac-

ing Superrefraction.

4.023 C The Theory of Propagation of Radio Waves in an

Inhomogeneous Atmosphere (I).

4.024 C Reflection Coefficient of Layers of Varying Refrac-

tive Index.

4.025 Evaluation of the Solution of the Wave Equation for

a Stratified Medium. (See 4.043.)

4.026 C Transmission of Plane Waves Through a Single Stra-

tum Separating Two Media (11).

4.027 Waves Guided by Dielectric Layers.

Author or Source
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Bib. No.

4.028 C

4.029 C

4.030 R

4.031 R

4.032 C

4.033 R

4.034 R

Title Author or Source Number Date

•l.nOO .NON-STANDARD ATMOSPHERE PROPAGATION—PURE THEORY (continued)

4.035 R



286 GENERAL BIBLIOGRAPHY

Bib. No.

5.000

5.002 S

5.003 C

5.004 C

5.006 C
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Bib. No. Title

5.000 NON-STANDARD ATMOSPHERE PROPAGATION

5.023 S C'l'iitiineter Wave Propagation over Land. A Pre-

liminary Study of the Fiokl Strength Records be-

tween March and Sept., 1943.

5.024 C The Propagation of 10 Cm. Waves over an Inland

Lake. Correlation witli Meteorological Soundings.

5.025 C Measurements of Radar Wave Refraction and Asso-

ciated Meteorological Conditions.

5.026 C Anomalous Propagation in India— Preliminary Re-
port on Overland Transmission in Bengal.

5.027 S Atmospheric Physics—Summary of Investigations on

Anomalous Propagation of Radar Signals Carried out

by the Australian Operational Research Group Dur-

ing 1942-43.

5.028 S The Cause of Short Period Fluctuations in Centi-

metre Wave Communication.

5.029 S Anomalous Propagation in the Persian Gulf.

5.030 S EfJect of Super-refraction on Surface Coverage on

Enemy 50 Cm. and 80 Cm. Radar Sets.

5.031 S K-X-S Experiments, News Letter No. 1.

5.032 S Abnormal Radar Propagation in the South Pacific.

An Investigation into Conditions in New Zealand and
Norfolk Island on 200 Mc/s. with Notes on Fiji, New
Caledonia and Solomon Islands.

5.033 C Procedure and Charts for Estimating the Low Level

Coverage of Shipborne 200 Mcs. Radars under Con-
ditions of Pronounced Refraction.

5.034 S Centimeter Propagation over Land. A Study of the

Field Strength Records Obtained During the Year
1943-1944.

5.035 S K-X-S Experiments, News Letter No. 2.

5.036 C Atmospheric Propagation Effects and Relay Equip-

ment.

5.037 C Low-Level Coverage of Radars as Affected by Weath-
er. Procedures and Charts. (5.033 Reprinted.)

5.038 R Variations in Radar Coverage.

Earlier Editions have Appeared As:

R Radar Operation and Weather.

C Weather Influences in Radar Wave Propagation.

5.039 S Effect of Atmospheric Refraction on Range Measure-

ments.

A uthor or Source
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Bib. No. Title

5.000 NON-STANDARD ATMOSPHERE PROPAGATION

5.040 C Microwave Transmission over Water and Land under

Various Meteorological Conditions.

5.041 S Abnormal Propagation in WAC for May and June,

1944.

5.042 C Propagation of Signals on 45.1, 474 and 2800 Mc.

From Empire State Building, N. Y. C. to Hauppauge

and Riverhead, L. I., N. Y.

5.043 C The Structure of the Electromagnetic Field During

Conditions of Anomalous Propagation.

5.044 C Tropospheric Propagation and Radio-Meteorology.

5.045 C Some Factors Causing "Superrefraction" on Ultra

High Frequencies in South West Pacific. (Daily Re-

port on Abnormal Echoes—RAAF. Form No. 146

Included in ATP 821.)

5.046 Aeroplane Tests.

5.047 C Atmospheric Refraction—A Prehminary QuaUtative

Investigation.

5.048 S Anomalous Propagation with High and Low Sited 3

cm. Ship Watching Radar Sets.

5.049 S "^Anomalous Propagation at English Coastal Radar

Stations, March-September, 1944.

6.001 Lebanon-Beer's Hill Transmission on Wavelengths of

2.0 Meters and 30 Centimeters—Case 20564.

6.002 C Centimeter Wave Propagation over Land: Prelimi-

nary Trials.

6.003 C The Propagation of 10 Cm. Waves on a 52-Mile Opti-

cal Path over Land. The Correlation of Signal Pat-

terns amd Radiosonde Data.

6.004 C Centimeter Wave Propagation over Sea Within and

Beyond the Optical Range.

6.005 S Aden-Berbera VHF Experiments—Final Report on

Propagation Aspects.

Author or Source
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liib. No. Title

fi.OOO

6.006 S Investigation No. 369 (Iri.sh Sea Experiment).

6.007 S E.xperience with Space and Frequency Diversity Fad-

ing on New York-Neshanic Microwave Circuit

—

Case 37003^.

6.008 C Investigation of Changes in Direction of Transmis-

sion during Periods of Fading in the Microwave

Range—Case 37003-4, File 36691-1.

6.009 C Radar Calibration Report—New York Region.

6.010 S Aden-Berbera VHF Experiments— Meteorological

Conditions and Possible Correlations.

6.011 S Propagation Measurements on Polo Pony R/T
Equipment.

6.012 C Propagation over Short Paths and Rough Terrain at

200 Mc/s.

6.013 S Propagation and Reflection Characteristics of Radio

Waves as Affecting Radar.

6.014 S Microwave Propagation Measurements—Report Pre-

sented at NDRC Conference of Feb. 10-11, 1944.

6.015 S Army Air Force Cold Weather Tests, Fairbanks,

Alaska, Winter 1943-1944.

6.016 S An Ultra-Short-Wave Field, Array Polar Diagram,

and DF Survey (North Devon and Cornwall— Sept.-

Oct., 1943).

6.017 C An Estimation of the Incidence of Anomalous Propa-

gation in the Cook Strait Area of New Zealand from

Jan., 1943 to Jan., 1944.

6.018 S K-Band Radar Transmission—A Preliminary Report

of Tests Made Near Atlantic Highlands, N. J., be-

tween December, 1943 and April, 1944.

6.019 S Effect of Pulse Length on System Performance and

Operation.

6.020 S Report on Cross Channel Propagation of British No.

10 Set.

Author or Source
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Bib. No. Title

6.021 C Radar Range and Signal Strength.

6.022 C Results of Microwave Propagation Tests on the New
York-Neshanic Path—Case 37003-4, File 36691-1.

6.023 C Height-Gain Tests in the Troposphere

6.024 S

6.025 C

6.026 C

6.027 S

6.028 C

6.029 S

6.030 S

6.031 C

6.032 R

6.033 S

6.034 R

6.035 C

6.036 S

6.037 C

Interim Report on Investigation of 120 Mc/s. and 50

cm. Propagation Across the English Channel.

Measurements of the Angle of Arrival of Microwaves

in the X-Band (Case 20564).

Over-Water Transmission Measurements, 1944

—

Part I: Preliminary Analysis of Radio and Radar

Measurements.

The Vertical Distribution of Field Strength over the

Sea Under Conditions of Normal and Anomalous
Propagation.

Centimetre Wave Propagation over Sea. A Study of

Signal Strength Records Taken in Cardigan Bay,

Wales, between February and September, 1944.

Over-Water Tests on S-Band Early Warning for

Ships. Vertical Coverage of the CXHR (SCI) Search

System.

Preliminary Report on S- and X-Band Propagation

in Low Ducts Formed in Oceanic Air.

Atmospheric Refraction under Conditions of a Radi-

ation Inversion.

Radio-Meteorological Relationships.

Calcidated Relationship Between Signal Level and

Uniform Gradient of Refractive Index for the Irish

Sea Paths.

Radio-Meteorological Relationships. General Sum-
mary of Papers AC 8140/USW 138 and AC 8225/

USW 141.

General Summary Covering the Work of the KXS
Inter-Service Trials, LLANDUDNO, 1944.

X-Band Trials at Rosehearty.

^S- and X-Band Propagation in Low Ocean Ducts.

(See 6.030.)

Author or Source



GENERAL BIBIJOORAPHY 291

Bib. No.

7.002

7.003 R

7.004 R

7.005 S

7.006 C

7.007

7.008 R

Title

7.009 C

Meteorology for Pilots.

A Study of the Effect of the Meteorology on the Re-

fraction of Radio Beams.

The Rapid Reduction of Meteorological Data to In-

dex of Refraction.

Application of Diffusion Theory to Radio Refraction

Caused liy Advection.

Qualitative Survey of Meteorological Factors Affect-

ing Microwave Propagation.

Suggested Programme of Observational Investigation

into Profiles in the Lower Atmosphere (HQ Air Com-
mand, SE Asia, New Delhi).

Analysis of Meteorological Ascents off New England.

The Influence of Ground Contour on Air Flow

(Translation).

7.010 R Radio-Meteorological Tables.

7.011 C Modified Index Distribution Close to the Ocean Sur-

face.

7.012 R Report of an Investigation of Subsidence in the Free

Atmosphere.

7.013 R The Influence of Atmospheric Stability on Air Flow

.

7.014 The Slopes of Isopycnic Surfaces in the Lower Atmos-
phere.

7.015 C Tables for Computing the Modified Index of Refrac-

, tion M.

7.016 R Nomograms for Computation of Modified Index of

Refraction.

7.017 Note on Errors in Measurement of the Refractive

Index of the Air for High Frequency Radio Waves
Consequent upon Errors in Meteorological Measure-

ments.

Addendum:
Note on Errors in Evaluation of Refractive Index of

the Air for Ultra-Short Radio Waves from the Data

Obtained on the Rye Tower.

A uthor or Source
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Bib. No. Title Author or Source

8.000 METEOROLOGICAL EXPERIMENTS

8.001 Weather in the Indian Ocean to Latitude 30° S. and MO
Longitude 95° E. including the Red Sea and Persian

Gulf.

8.002 Weather on the AustraUa Station.

8.003 S Note on the Hydrolapse in the First 1000 Ft. of the W. C. Swinbank

Atmosphere.

8.004 S Meteorological Report in Connection with VHF Squadron

Wireless Experiment Between Aden and Berbera Leader

(1943). Frith

Number Date

8.005 Meteorological Measurements (Irish Sea Experi- Inter-Service

ments). Cm. Wave Prop.

Research

NMS
Ship Glen Strathallan.

Ship Coila.

Ship St. Dominica.

>.006 Tables of Temperature and Humidity Observations MO
at Rye.

S.007 S Meteorological Information from Radar Stations Austrahan

being Circular Issued to RDF Stations and Fighter

Sectors.

MO
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Bib. No. Title

8.008 R Low Altitude Measurements in New England to

Determine Refiactive Index— 1943.

8.009 S Climate in Relation to Microwave Radar Propaga-

tion in Panama.

5.010 S The \'ertioal Distribution of Temperature and Hu-
mitlity at Rye on tlie Night of January 14-15, 1944.

8.011 S Analysis of Temperature and Humidity Records at

Rye."

8.012 S Radio Climatology of the Persian Gulf and Gulf of

Oman with Radar Confirmation.

8.013 R Stations in the Western Hemisphere with Conditions

in the Lower Layers of the Atmosphere Similar to

Those at Selected Stations in the Eastern Hemi-

sphere.

8.014 C Rain Cloud Weather Reports Associated with the

Frontal Passage of 17-20 December, 1943.

8.015 Some Extracts from Rye Records during April-May,

1944.

8.016 Extract from Rye Records of Temperature and Hu-
midity Gradients during Selected Radiation Nights,

March, 1944.

8.017 Some Values of the Refractive Index of the Atmos-
phere at Rye.

8.018 C Low-Level Meteorological Soundings and Radar Cor-

relation for the Panama Canal Zone.

8.019 C Wave Propagation Report No. 3.

8.020 S KXS Inter-Service Trials at LLANDUDNO Report

of Colloquium held on June 27 & 28 at ADRDE,
LLANDUDNO to Discuss the Results of the Trials

up tiU that Date and to Define the Future Pro-

gramme.

Minutes of a Meeting of the Radar Section of an

Inter-Service Conference held at LLANDUDNO on

June 28, 1944—Appendix with Figures. Appendix I,

II, III.

Minutes of a Meeting of the Meteorological Section

of an Inter-Service Conference held at ADRDE,
LLANDUDNO, June 28, 1944.

8.021 C Prehminary Analysis of Height-Gain Tests in the

Troposphere.

8.022 Diurnal Variation of Temperature and Humidity at

Various Heights at Rye.

8.023 C Report on General Climatic & Meteorological Condi-

tions in Banda Sea. (4°— 7° S., 126°— 131° E.)

AullwT or Source
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8.024 Hourly Values of Modified Refractive Index (M) for

Meteorological Office, Rye, May, 1944.

8.025 C Temperature and Humidity Measurements Made
with the Washington State College Wired Sonde

Equipment at Kaikoura, New Zealand, Between

Sept. 22, 1944 and Oct. 19, 1944.

8.026 C Fleet Weather Central Paper No. 10. Part I: High-

lights of the December, 1944 Typhoon Including

Photographic Radar Obser\'ations. Part II : A Distant

Observation of a Warm Front Including a Photo-

graph of Cloud Forms and Slope of Front.

8.027 C Results of Low Level Atmospheric Soundings in the

Southwest and Central Pacific Oceanic Areas.

8.028 C 'Centimetre Wave Propagation over Sea. Correlation

of Radio Field Strength Transmitted Across Cardigan

Bay, Wales with Gradient of Refractive Index Ob-
tained from Aircraft Observations.

Author or Source



GKINKKAL BIBLIOORAPIIY 293

Bib. No. Title Author or Source Number

9.000 METEOROLOGICAL EQUIPMENT (continued)

9.011 U Iii.slninicnts and Methods for Measuring Tempera-
ture and Humidity in the Lower Atmo.sphere.

9.012 C Anomalous Propagation—Adaptation of Model
H.\U-2 Radio Sonde Receiving and Recording

Equipment for Use as Low Level Sounding Device.

9.013 R Meteorological Investigation at Rye—Part I—In-

strumental Layout for Recording Gradients of Tem-
perature and Relative Humidity.,

9.014 C Notes on Operational LIse of Low-Level Meteor-

ological Sounding Equipment.

9.015 C Microwave Propagation Studies—Detection of

Troposphere Stratification by Means of Sound
Echoes—Preliminary Trial—Case 37003.

9.016 C Operating Instructions for the WSC Low-Level

Atmospheric Sounding Equipment.

9.017 C Meteorological Equipment for Short Wave Propa-

gation Studies.

9.018 R Wired Sonde Equipment for High Altitude Sound-

ings. (See 9.022.)

9.019 C Airborne Radiosonde Recorder.

9.020 KXS Trials—LLANDUDNO June to Sept., 1944.

Lower Atmosphere Radio-Meteorological Flight

Technique.

9.021 R A Note on the Resistance of Electric Hygrometer
Elements.

9.022 R ^Improvements in USNRSL Meteorological Sounding

Equipment.

(See 9.018.)

I. Katz

Friez Instrument

Div.—Bendix

Aviation Corp.

Instruments

Branch

MO 4

K. E. Fitzsimmons

S. T. Stephenson

R. W. Bauchman

H. B. Coxhead

F. H. Willis

BTL
P. A. Anderson

W. M. Elsasser

L. J. Anderson

A. E. Bennett

F/Lt. J. Cocheme
(RAF)

L. J. Anderson

S. T. Stephenson

L. J. Anderson

S. T. Stephenson

Lt. A. P. D. Stokes

RL487

Navy Dev.

Project

Unit No. 1

JMRP
No. 17

Washington

State Coll.

Rep. No. 7

NDRC-
PDRC-647
BTL
MM-44-
160-143

Washington

State Coll.

Rep. No. 8

NDRC-
PDRC-647
CUDWR
WPG-3
NRSL
WP-16

Intel. Br.

OCSO USA
413.6

JMRP
No. 55

NRSL
AERO-1
NRSL
WP-21

Date

Apr. 12

1944

May 31

1944

May
1944

June 15

1944

June 21

1944

July 10

1944

August

1944

Nov. 17

1944

Mar. 10

1945

May 8

1945

July 3

1945

10.001 S

10.000

Forecasting of RDF Conditions.

RADAR FORECASTING

AORG

i

L

10.002 The Meteorological Aspects of Anomalous Propaga- F/Lt. R. W.
tion—Short Wave Radio. Hatcher

10.003 S Oboe Propagation, Aug.- Oct., 1943. H. G. Booker

10.004 "Naviprop" Forecasts. E. Gold

(MO)
10.005 S Issue of ANOPROP Forecasts—Synoptic Instruction MO

Special No. 39.

10.006 S Elements of Radio Meteorological Forecasting H. G. Booker
(Mathematics Group, TRE, Malvern).

10.007 C Preliminary Instruction Manual—Weather Fore- Weather Div.

casting for Radar Operations. HQ, AAF
10.008 R Tropospheric Weather Factors Likely to Affect E. Dillon Smith

Superrefraction of VHF-SHF Radio Propagation as R. D. Fletcher

Applied to the Tropical West Pacific.

AORG Memo
No. 103 or

JMRP No. 2

JMRP No. 1

TRE T1605

SIS

No. 45

SIS

No. 39

TRE
T 1621

Rep. No.

614

U.S.

Weather
Bureau

RP-1

May 31

1943

June

1943

1943

Nov. 8

1943

Feb. 11

1944

Feb. 14

1944

March
1944

Julyl

1944
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10.009 C Preliminary Instruction Manual of Weather Fore-

casting for Radar Operations in South West Pacific

Area.

10.010 C OutUne of Radio Climatology in India and Vicinity.

10.011 Notes on TRE Report T.1727—JMRP No. 25 (Radio

Chmatology in India and Vicinity).

10.012 A Note on the Forecasting of AP (Provisional Draft).

10.013 R A Rough Sketch of World Radio Chmatology over

Sea.

10.014 C American Continents Meteorological Counterparts of

Western Pacific and Indian Ocean Areas as Applied

to Tropospheric Radio Propagation.

10.015 R The Possibility of Investigating the Fohn Wind and

Sea Breeze Phenomena in N.Z. with A View to Eluci-

dating Certain Problems of Radio-Meteorological

Forecasting in Other Parts of the World.

10.016 C Determination of a Suitable Method of Forecasting

Radar Propagation Variations over Water.

10.017 C A Qualitative Outline of the Radio Climatology of

Australasia.

10.018 C ''Determination of the Practicability of Forecasting

Meteorological Effects on Radar Propagation.

Author or Source
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12.000

12.002 C The Electrical Properties of Ice.

12.003 C The Dielectric Constant and Loss Factor of Water

Vapour at a Wavelength of 9 Cms. (Frequency

—

3330 Mc/s.)

12.004 C The Dielectric Constant of Water Vapour and its

Effect upon the Propagation of Very Short Waves.

12.005 C Progress Report on Ultrahigh Frequency Dielectrics.

12.006 S Conductivities of Sea, Tap and Distilled Water at

X = 10 cm.

12.007 C The Measurement of Dielectric Constant and Loss

with Standing Waves in Coaxial Wave Guides.

12.008 S The Dielectric Constant and Absorption Coefficient

of Water Vapour for Wavelengths of 9 cm. and 3.2

cm. (Frequencies 3,330 and 9,350 Mc/s.)

12.009 Electrical Measurements on Soil with Alternating

Currents.

12.010 C Auxiliary Equipment for the MIT CO-AX Instru-

ment and Its Use.

12.011 S Memorandum on an Electrical Method of Measuring

the Dielectric Constant of Atmospheric Air, and

Recording it Continuouslj'.

12.012 S The Dielectric Constant and Absorption Coefficient

of Water Vapour for Radiation of Wavelength 1.6

cm. (Frequency 18,800 Mc/s.)

12.013 S The Dielectric Constant of Water and Ice at Centi-

metre Wavelengths (Working Committee).

12.014 S PreUminary Report on the Dielectric Properties of

Water in the K-Band.

12.015 C Transmission and Reflection of Single Plane Sheets.

(Radome Bulletin No. 4.)

12.016 C Recent Dielectric Constant and Loss Tangent Meas-

surements (on X-Band). (Radome Bulletin No. 5.)

12.017 S Dielectric Properties of Water and Ice at K-Band.

12.018 R The Interaction Between Electromagnetic Fields and

Dielectric Materials.

12.019 C The Dielectric Properties of Water at Wavelengths

from 2 mm. to 10 cm. and over the Temperature

Range 0° to 40° C.

12.020 C The Dielectric Properties of Water in the Tempera-

ture Range 0° C. to 40° C. for Wavelengths of 1.24

cm. and 1.58 cm.

12.021 ^The Anomalous Dispersion of Water at Very High

Radio Frequencies in the Temperature Range 0° to

40° C.

Author or Source
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13.000

13.001 C Centimeter Wave Propagation over Sea Within the

Optical Range.

13.002 S PreUminary Report on the Reflection of 9 Cm. Radi-

ation at the Surface of the Sea.

13.003 C Comment on the Reflection of Microwaves from the

Surface of the Ocean— II.

13.004 S S-Band Measurements of Reflection Coefficients for

Various Types of Earth.

13.005 C Special Report on the Determination of the CoeflS-

cient of Reflection of Radio Waves at the Ground by
Means of Radar Observations.

13.006 Scattering.

13.007 C PreUminary Measurements of 10-Cm. Reflection Co-

efficients of Land and Sea at Small Grazing Angles.

13.008 C Further Measurements of 3 and 10-Cm. Reflection

Coefficients of Sea Water at Small Grazing Angles.

13.009 C Microwave Propagation Studies—The Reflection of

Sound Signals in the Atmosphere—Case 37003—File

36691-1.

13.010 C Interim Report on Experiments on Ground Reflec-

tion at a Wavelength of 9 cms.

13.011 C An Experimental Investigation of the Reflection and

Absorption of Radiation of 9 cm. Wavelength.

13.012 R The Measurement of High Reflections at Low Power
(Radome Bulletin No. 7.)

13.013 C Ground Reflection Coefficient Experiments on X-
Band. (Case 20564.)

13.014 C The Reflection Coefficient of a Linearly Graded

Layer.

13.015 C Reflection and Scattering.

13.016 S Reflection from an Inversion.

14.000 HORIZONTAL AND Vl

14.001 Notes on the Comparison of Vertical and Horizontal

Polarization in Ground Wave Propagation.

14.002 C Horizontal and Vertical Polarization.

14.003 S The Investigation of Horizontally and Vertically

Polarized Direction Finding on Frequencies of the

Order of 20 to 70 Megacycles per Second.

14.004 S Polarization Effects and Aerial System Geometry at

Centimeter Wavelengths.

Author or Source

T\T?1?T?Tr'TT?'\TT'
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14.005 S Change of Polarization as a Means of Gap Filling.

14.006 S Photographic Polarization Tests.

14.007 R Vertical Polarization vs Horizontal Polarization

(Tentative Report).

14.008 S The Depolarization of Microwaves.

14.009 S Polarization Studies at S and X Frequencies.

14.010 S Alexandria Palace Tests.

Author or Source
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15.012

Title

lo.OOO

15.013 C

15.014 C

15.015 R

15.016 R

15.017 C

15.018 C

Report on Some Further Experiments on the Effect

of Obstacles on the Propagation of Centimetre Waves.

Addendum to Paper dated 20th January, 1944 en-

titled, "Report on Some Further Experiments on the

Effect of Obstacles on the Propagation of Centimetre

Waves."

On Light Scattering by Spheres II.

The Propagation of Ultra Short Waves Round Hills

and Other Obstacles.

Scattering of Radio Raves by Metal Wires and

Sheets.

Some Experiments on the Propagation over Land of

Radiation of 9.2 cm. Wavelength.

A Method of Calculating the Polar Diagram of a

Radio Equipment Standing on Flat Ground Looking

over a Screen.

A Preliminary Study of Ground Reflection and Dif-

fraction Effects with Centimetric Radar Equipment.

A uthoT or Source
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17.000 TARGETS AND

The Theory of Hiuulom I'luccssos.

On tlic Appearance of the A-Scope when the Pulse

Travel.'* Through a Homogeneous Distribution of

Seatterers.

On the Fluctuations in Signals Returned by Many
Inilepenilently Moving Scatterers.

The Use of Permanent Echo Amplitudes for Monitor-

ing S Band Radar Equipment.

The Range Calculator.

The Performance of 10 Cm. Radar on Surface Craft.

Special Report on Radar Cross Section of Ship Tar-

gets.

Observations of Life Rafts Equipped with Corner

Reflectors.

Radar Cross Section of Ship Targets, II.

Optical Theory of the Corner Reflector.

Observations on Signal Stability at S and X Fre-

quencies.

Interim Report on the Recognition of Radar Echoes.

Screened and Unscreened Radar Coverage for Surface

Targets.

The Performance of Naval Radar Systems Against

Aircraft.

Preliminary Report on the Fluctuations of Radar

Signals.

Radar Ranging on Land Targets.

17.042 R The Radar Echoing Power of Conducting Spheres.

17.043 S Use of Corner Reflectors in Beaconry.

17.044 C Calibration and Standardization of Land Based

Radars by the Use of Small Plane Targets.

17.045 S Test of the Pre-Production Model Corner Reflector

Final Report Project No. E-44-37 AAF Board Project

No. (M-3) 69, Eglin Field, Florida.

17.046 S Radar Cross Section of Ship Targets, III.

17.047 S Notes on Echoes and Atmospherics From Lightning

Flashes on P-Band.

17.048 S Theory of Ship Echoes as Applied to Naval RCM
Operations.

A uthor or Source

ECHOES (continued)

Number Date

17.026 R
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Bib. No.

17.049 S

Title Author or Source

17.000 TARGETS AND ECHOES (continued)

Radar Echoes from the Nearby Atmosphere. Case

No. 37003-4.

17.050 S Radar Cross Section of Ship Targets IV.

17.051 S Radar Echoes from the Nearby Atmosphere—Second

Report. Case No. 37003-4.

17.052 C Reiieeting Properties of Metal Gratings.

17.053 S Theory of the Performance of Radar on Ship Targets

(ADRDE & CAEE Joint Report).

17.054 C Corner Reflectors for Life Rafts.

17.055 C The Characteristics of S-Band Aircraft Echoes with

Particular Reference to Radar AA No. 3 MK XL

17.056 S Radar Echoes from the Nearby Atmosphere—Third

Report. Case No. 37003-4.

17.057 C Considerations Concerning Radar Coverage Dia-

grams.

17.058 C RDF Echoes to be Expected from Objects of Various

Shapes.

17.060 S Radar Echoes from Shell Bursts at 4 Meters and 50

cms. Wavelengths.

17.061 S Summer Storm Echoes on Radar MEW

17.062 S The Cancellation of Permanent Echoes by the Use of

Coherent Pulses (Interim Report).

17.063 C The Fading of S-Band Echoes from Ships in the Opti-

cal Zone.

17.064 S Rotating Corner-Reflectors for Ship Identification.

17.065 R Reflection from Smooth Curved Surfaces.

17.066 S Analysis of Over-Water Tracking.

17.067 S Technical Report on the Maximum Range of Detec-

tion of the German Early Warning Radar Equipment,

Especially when Viewing Large, Tight Formations of

Bomber Aircraft.

1 7.068 S Performance Checks and Estimation of Vessel Size on

Shore Based 10 cm. Radar Sets.

M. W. Baldwin, Jr.

W. S. Ament
M. Katzin

F. C. MacDonald
M. W. Baldwin, Jr.

J. S. Gooden

M. V. Wilkes

(ADRDE)
J. A. Ramsay
P. B. Blow

(CAEE)
E. L. Hudspeth

J. P. Nash
G. H. Beeching

N. Corcoran

M. W. Baldwin, Jr.

J. L. Pawsey

Min. of Supply

DSR

S. M. Taylor

F. E. W. Bugler

J. S. Marshall

R. C. Langille

W. J. Palmer

Capt. R. A. Rodgers

Capt. G. P. Adamson
Lt. F. F. Knowles

H. Grayson

R. I. B. Cooper

J. M. Sturtevant

R. C. Spencer

E. J. Campbell

Lt. W. E. Bales

K. A. Norton

D. Lack

AORG

Number

BTL
MM-44-
150-2

NRL Rep.

No. R-2332

BTL
MM-44-
150-3

CSIR-
RLNo.
RP215
ADRDE Ref.

R04/2/CR252
or CAEE Ref.

69/C/149

RL-
608

ADRDE
Res. Rep.

No. 253

BTL
MM-44-
150^
CSIR
RL RP-217
Extra Mural

Res. F.72/80

Rep. No. 26

RRDE
Res. Rep.

No. 260

CAORG
Rep. No. 18

RAE
Tech. Note

No. RAD 253

RRDE
Res. Rep.

No. 265

RL654
NDRC Div

OEMsr-262
RL661

14

RL695

ORS VIII

Bomber Comm.
OCSO OAD-13

JEIA No.

3124

Date

July 18

1944

July 21

1944

July 31

1944

July 31

1944

July

1944

Aug. 1

1944

Aug. 4

1944

Aug. 11

1944

Aug. 14

1944

Oct. 9

1944

Nov. 27

1944

Nov.

1944

Dec. 12

1944

Jan. 1

1945

Jan. 26

1945

Feb. 12

1945

Sept. 13

1943

Mar. 30

1944
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17.069 S

17.070 ('

17.071 C

17.072 S

17.073 S

17.074 C

17.075 C

17.076 S

17.077 S

17.078 C

17.079 C

17.080 S

17.081 C

Title Author or Source Number

17.000 T.VRGETS AND ECHOES (continued)

Report of Trials to Determine the Variations of the

Apparent Uetleetinff I'oint of Plain 10 Cm. Waves
from a Destrojer.

The Reflection of Eleetromagnetic Waves by Long
Wires and Non-Resonant Cvlimlrical Conductors.

Theory of Radar Return from the Schnorkel.

Sea Retiu'ns and the Detection of Schnorkel.

(See 17.077.)

Interservice KXS Band Radar Trials. Over Water
Performance Against Surface Targets.

All Observation of DifTuse Cloud-Like Echoes.

The So-Called Standard Target.

Radar Cross Section of Ship Targets V.

Radar Results Against Schnorkels: A Commentary
on TRE T. 1787, "Sea Returns and the Detection of

Schnorkel."

(See 17.072.)

Radar Echoes from Clouds of Water Droplets.

Comments on "Radar Echoes from Water Droplets."

(Paper AC 7930) USW 128

Radar Cross Section of Ship Targets VI.

S-Band Radar Echoes From Snow.

17.082 S

17.083 C

17.084 S

Surface Coverage of Some Shipborne Radar Sets on

S, X, and K Bands.

Echoes from Tropical Rain on X-Band Airborne

Radar.

Analysis of Storm Echoes in Height Using MHF.

17.085 S ''Radar Camouflage.

ASE
M 627

RRDE
Res. Rep.

No. 259 or

JEIA 7286

RL671

TRE
T 1787 or

JEIA 8643

J.A.Ramsay,Maj.,RA ASE M 688

(CAEE & RRDE) or JEIA 8820

P. B. Blow, WO II

H. J. Worsdall

(ASE)

J. F. Coales

i\I. Hopkins

J. M. C. Scott

T. Pearcey

P. M. Marcus

G. G. Macfarlane

Date

July

1944

Nov. 13

1944

Jan. 15

1945

Feb. 13

1945

February

1945

L. J Pawsey
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18.001 S

Title Author or Source

18.000 DOPPLER EFFECT

Flutter. A Method of Rapidly and Accurately Ob-

taining the Velocity of A Ship or Aircraft by RDF
Using Doppler's Principle.

18.002 S "S" Band Doppler Experiment—Case 20564.

18.003 S The Detection of Moving Targets Among Ground

Clutter by Coherent Pulse Methods.

18.004 S The Ehmination of Ground Clutter.

18.005 C Pulse Doppler with Reference to Ground Speed Indi-

cation.

18.006 S Pulse Doppler for Detection of Moving Ground Tar-

gets.

18.007 S Anti-Clutter in North America (Report on A Visit to

U.S. and Canada).

18.008 S Tests on the Doppler B-scope Presentation of Moving

Targets.

Australian

Operational

Research

Group

W. M. Goodall

C. F. P. Rose

R. A. McConnell

E. C. Pollard

D. Sayre

R. F. Thomson

W. S. EUiot

A. E. Bailey

W. S. Elliot

H. Pursey

Number

Australia

No. 296

Oper. Res.

Rep. 21

BTL
MM-43-
160-173

RL480

RL526

RL63-
3/20/44

RL553

Intel. Br.

GB 413.44/

R170

RRDE
Memo 82 or

JEIA 8250

Date

Oct. 20

1943

Dec. 14

1943

Mar. 13

1944

Mar. 20

1944

Apr. 21

1944

August

1944

Feb. 12

1945

19.000 COMMUNICATION (TROPOSPHERIC)

19.001 Data on Wave Propagation (10 Kilocycles to 60

Megacycles).

19.002 S Study of Field Strength Records Obtained on the

Post Office Ultra-Short-Wave Radio Telephone Link

Between Guernsey and England. (Wavelength 5 m
and 8 m).

19.003 C 3000 Megacycle Communication.

19.004 C Microw-ave Telephone. Part I: Omnidirectional. Part

II: Directional.

19.005 S Trials of WS No. X 20. A.

19.006 R Factors Determining the Range of Radio Communi-

cations in the Various Theaters of Operation.

19.007 C Radiotelephone Communication on 3000 Megacycles.

19.008 S An Analysis of the Effect of Frequency on Short Dis-

tance Radio Communications.

19.009 C Use of the 25 to 50 Mc/s Band for Short Range Wire-

less Communication.

19.010 S Trials with a 250-Watt Frequency-Modulated VHP
Sender Across a Sea Water Path Beyond the Optical

Range.

19.011 S Radio Communication in Jungles.

19.012 C Measurement of Factors Affecting Jungle Radio

Communication.

19.013 R Methods for Improving the Effectiveness of Jungle

Radio Communication.

R. S. Baldwin

L. C. Young

R. L. Smith-Rose

A. C. Stickland

H. H. Beverage

RCA
H. H. Beverage

RCA
British

Min. of Supply

J. W. Herbstreit

P. A. Anderson

K. E. Fitzsimmons

C. L. Barker

S. T. Stephenson

R. Bateman
W. Q. Crichlow

English

AORG
G. W. Higgins

Capt. W. H. Hill

A. C. Omberg

J. W. Herbstreit

W. Q. Crichlow

War Dept.

NRL
Rep. No.

R-1300

DSIR
RRB/C.39

NDRC-
PDRC-90
NDRC-
SC-13

AC 4139/

Com. 176

OCSO
ORG-P-14-1

Wash. State

Coll. Rep.

No. 2

NDRC-PDRC
647

OCSO
ORB-P-15-1

AORG
No. 130

SRDE
No. 878

OCSO
ORG-2-1

OCSO
ORB-2-3

War Dept.

TB Sig 4

Aug. 20

1936

Sept. 1

1941

Mar. 10

1942

Mar. 22

1943

June 2

1943

June 3

1943

June 12

1943

Aug. 18

1943

Aug. 27

1943

Sept.

1943

Sept. 1

1943

Nov. 10

1943

Jan. 14

1944
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III. ()()() ("OMMUNICATION (TROPOSPHERIC) (continued)

19.014 R Survey of Existiiijj; Iiil'ornialion iiiul DmIji on Atinos-

pliciif Noise Level over the l''rcquency Range 1-30

Mc/s.

19.015 S Proposals for Provision and Apiilication of Propaga-

tion Data for Operational & Field Use with Wireless

Equipment in the Centimetre Band.

19.016 C Methods of Reducing Radar Interference to Com-
mimication.

111.017 C The Application of Passive Repeaters to Point to

Point Communication at VHP and UHF.
19.018 R Point to Point Communication in VHP Band Via

Ground Wave Propagation. (Southwest Pacific Ai'ea.)

19.019 R Ground Wave Radio Propagation Report. (South-

west Pacific Area.)

19.020 S Summarj' of Radio Propagation Problems in South-

west Pacific Area.

And
Point to Point Communication in MF Band Via

Ground Wave Propagation.

19.021 C Measurements of Factors Affecting Radio Communi-
cation & Loran Navigation in SWPA.

19.022 S Field Trials of Ultra Short Wave Frequency and

Amplitude Modulated Multichannel Radio Tele-

phone Systems.

II. A. Thomas
R. E. Burgess

NFL

Lt. E. W. Walker

ORB

R. Bateman

W. C. Babcock

W. C. Babcock

W. C. Babcock

W. C. Babcock

R. Bateman
J. W. Herbstreit

R. B. Zechiel

A. W. Pearson

W. J. Bray

J. H. H. Merriman

R. W. White

J. G. Hobbs
C. H. Gibbs

H. Prain

DSIR
RRB/C.90
or JEIA
2815

SRDE
No. 908

OCSO
ORB-E-27-2

OCSO
ORB-P-20-1

JEIA 6768 or

Intel. Br.

OCSO
SWPA 413.44/

R423.5

JEIA 6769 or

Intel. Br.

OCSO
SWPA 413.44/

R113
JEIA 6298 or

Intel. Br.

OCSO
US/413.44/

R113
JEIA 6770 or

Intel. Br.

OCSO
SWPA 413.44/

R423.4

OCSO
ORB-2-4

POED
Radio Rep.

No. 1115

Date

Feb. 21

1944

Feb.-Mar.

1944

Apr. 19

1944

Apr. 29

1944

July 24

1944

Aug. 15

1944

Sept. 6

1944

Aug. 15

1944

Dec. 16

1944

Mar. 27

1944

20.000 UNDER-WATER SOUND PROPAGATION

Included in this Bibliography because of the similarity of problems.

20.001 R Sound Transmission in Sea Water. (A Preliminary

Report.)

20.002 C Some Characteristics of the Sound Field in the Sea.

20.003 C Theoretical Discussion of Reverberation.

20.004 C Sound Ranges under the Sea.

20.005 C Reverberation in Echo Ranging, Part I, General

Principles.

Woods Hole Oceano-
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Bib. No. Title

20.000 UNDER-WATER SOUND

20.006 C Attenuation of Underwater Sound.

20.007 C Reverberation Studies at 24 KC.

20.008 C Transmission of Explosive Impulses in the Sea.

20.009 C Variation of the Sound Field Near the Surface in

Deep Water.

20.010 C Reverberation in Echo Ranging, Part II. Reverbera-

tion Found in Practice.

20.011 C Theory of Diffraction of Sound in the Shadow Zone.

20.012 C Reflection of Sound in the Ocean from Temperature

Changes.

20.013 C The Discrimination of Transducers Against Rever-

beration.

20.014 C The Propagation of Sound in Shallow Water.

20.016 C Some General Ideas Concerning the Transmission of

Sound in the Deep Sea.

20.016 C Interim Report on the Sound Field of Echo-Ranging

Gear.

20.017 C Conclusions Derived from the Analysis of Trans-

mission Data Obtained During Harbor Surveys (Pre-

liminary Draft, Part I).

20.018 C Lloyd Mirror EfTect in a Variable Velocity Medium.

20.019 C A Survey of the Problem of Maximum Echo Ranges

(Preliminary Draft).

20.020 C Use of Submarine Bathythermograph Observations

(Revision of Rules for Predicting Maximum Sound

Ranges).

20.021 C Maximum Echo Ranges—Their Prediction and Use.

20.022 C Sound Transmission Through Destroyer Wakes.

20.023 C Some Experiments on the Transmission of Con-

tinuous Sound in 100-Fathom to 600-Fathom Water.

20.024 C Effect of the ThermocUne on the Propagation of

Sound.

Author or Source
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Bib. No.

20.025 C

20.026 C^

20.027 C

20.028 C

20.029 C

20.030 C

Title

20.000 UNDER-WATER SOUND

Predict ion of Sound Uanfsc* from HnthythcrmoKi'aph

()li.s<Mvii1i<iiis. (Huk's for Pix'paring Soiiai' Mes.suge.s.)

I'ri'litiiiiuLi y Report on the Sonic Ray Plotter.

Cvn'rcnt Method.^ for Prediction of Maximum Sound
Ranges.

The Attenuation of Sound in the Sea.

The Sonic Rav Plotter.

Sound Ranges under the Sea. (Revision of Report

dated June 5, 1942.)

20.031 C Prediction of Sonic and Supersonic Listening Ranges.

20.032 C Relation Between Scattering & Absorption of Sound.

20.033 C Coherence of CW Reverberations.

20.034 C Distribution of Amplitude if Two Rays with Random
Phase and Given Amplitude Distributions Interfere.

20.035 C Fluctuations of Transmitted Sound in the Ocean.

20.036 C Lloyd Mirror Effect in the Presence of a Temperature

Gradient.

20.037 C Change of Average Peak Echo Intensity with Chang-

ing Ping Length.

20.038 C The Wave Equation with Gravitational Terms.

Author or Source Number
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Martin Katzin

D. E. Kerr
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CONTRACT NUMHl':i{S, ('( )\Tli.\CT< )KS AND SIB.IF.CT OF CONTRACTS

ContrmI Numbers

.\ani( ait'-l Aitth'tss of

Contractor Subject

OEiMsr-1207 Columbia rniveisity

New Yolk City, New Yoik

OEMsr-72S State College of WashiiiKtoii

Pullman, WashiiiKtiiii

OEiMsr-1497 Humble Oil & Refining Cum|,'any

Houston, Texas

OEMsr-1496 ITniversity of Texas

Austin, Texas

OEiMsr-1502 Jam Handy Organization, Inc.

Detroit, Michigan

Correlation, analysis and integration of data on radio and radar

|)roi)agation.

Develop meteorological equijiment and conduct meteorological

soundings in the Southwest Pacific and correlate it with radio

projjagation data.

Development and construction of microwave field strength measuring

sets.

Development of equipment for and making measurements of time

and space deviations in radio wave propagation.

Preparation of a General Outline of Training Material and the

preparation of manuals, films and other training aids for use in

instructing technical and other personnel in radio-weather and

radio propagation.
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SERVICE PROJECTS

The Committee on Propagation did all of its work under

Project Control SOS-9, which was originally set up through

the request of the Combined Chiefs of Staff following recom-

mendations submitted bj' the Combined Meteorological Com-
mittee: (a) That the Committee on Propagation of the

National Defense Research Committee be requested to act

as a coordinating agency for all meteorological information

associated with short wave propagation; (b) That the Com-
mittee on Propagation be requested to forward periodically

to the CMC a list of all reports and papers dealing with the

meteorological aspects on short wave propagation which have

been received or transmitted by that Committee.

Later the Combined Meteorological Committee in its 37th

meeting on Tuesday, February 22, 1944, agreed, that "the

National Defense Research Committee [NDRC], Committee

on Propagation, be recognized as the supervising committee

on all basic research being done in the United States on the

related problems of radar propagation and weather, in addi-

tion it shall be the recognized channel whereby international

exchange of papers of the two related sciences will be effected."

The Joint Communications Board therefore approved the

following policj', which was concurred in by NDRC and by
the Joint Meteorological Committee:

1. The NDRC Propagation Committee and its associated

working groups will initiate and exercise technical supervision

over such tests and investigations as they deem necessary to

ascertain the nature of the above-mentioned propagation

anomalies in the VHF, UHF, and SHF bands, to devise the

most practicable methods to determine the occurrence and

characteristics of these anomalies from appropriate meteor-

ological forecasts, with a view to improving the interim solu-

tions offered by the Joint Wave Propagation Committee of

the JCB.

2. The Army and Navy will furnish by direct coordination

between them the basic staff guidance for such tests and in-

vestigations. They will accomplish this by determining:

a. The specific forms in which basic prediction data

shall be presented, and
b. The method of use required for operational forecast

of propagation anomalies in the VHF, UHF, and SHF
bands.

3. When the NDRC requires the cooperation of the oper-

ating units of the Army and Navy in conducting such tests and

investigations as it deems necessary and this cooperation is

of such an extent and nature that it cannot be furnished by
informal coordination, it will be requested through the Joint

Wave Propagation Committee of the JCB. Such requests will

be initiated by the NDRC representative on the Wave Propa-

gation Committee and recommended to the Joint Communi-
cations Board by the Joint Wave Propagation Committee for

consideration.

4. The Joint Wave Propagation Committee will be respon-

sible for devising and furnishing immediatelj^, interim oper-

ational forecasting guides based upon information already

available.

On April 3, 1944, the Coordinator of Research and Develop-

ment requested that the Army Project SOS-9 be made a joint

Army-Navy project. Project No. AN-16 was assigned to this.

On May 23, 1944, the Chief Signal Officer requested that

under Project AN-16 the following work be inaugurated:

Project AC 230.04 "Wave Propagation Study of Line-of-

Sight Communication and Navigation."
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Absorption of microwaves,

82-90, 222-224

atmospheric gases, 89-90

rain and hail, 85-88

water drops, 222-224

Advection, definition, 75-76, 212

Advective ducts, coastal and maritime

conditions, 77-78, 213-214

.-Virplane radar cross sections, 83-84

.\ngle-of-arrival measurements, 73-74

Antenna patterns for ground radar,

162-167

earth curvature effect on lobe

lengths, 166-167

factors, 164

local terrain effects, 164-166

reflecting screen, 163

vertical patterns, 162, 164

Antigua transmission experiments,

71-73

Atmospheric refraction

see Atmospheric stratification and
refraction; Radar errors due to

atmospheric refraction

Atmospheric stratification and

refraction, 75-76, 198-210

advection, 75-76

attenuation, 207

convection, 76

duct, superrefraction, 204-207

frictional turbulence, 76

measurement of refractive index, 200

nocturnal cooling, 75-76

operational applications, 208-210

origin of refractive index variations,

198-200

rays in stratified atmosphere,

202-204

reflection from elevated layer, 208

subsidence, 76

temperature inversions, 76

types of modified index curves, 202

wave picture of guided propagation,

207-208

Attenuation diagrams for surface ducts,

240

Bending of radio waves, 178-180

Bilinear M curve, first mode, 228-232

completely trapped modes, 232

depth loss, 231

leaky modes, 232

surface barrier strength increase, 231

undiscovered solution, 231-232

Bilinear M curve, second and higher

modes, 234-236

British transmission experiments,

58-60

Irish Sea ex|)eriment, 58-59

overland path, 59-60

Calculations for second and higher

modes of bilinear model, 234-236

Calibration and testing of ground

radars, 174-177

Canadian transmission experiments, 67

Captive balloons and kites, 52

Characteristic values for bilinear M
curve

first mode, 228-232

second and higher modes, 234-236

Chronological record of Committee
on Propagation activities, 13-24

1943; 13-14

1944; 14-20

1945; 20-24

Anderson's southwest Pacific

Theatre work, 17-21

program adopted, 15-16

specific experiments outlined, 14-15

Circuit reliability, 222

Cloud echoes in radar, 184-185

Coastal and maritime conditions,

meteorology, 77-78

advection, 77, 213-214

duct formation, 77-78

Contracts and projects, 11-12

Columbia University, 11

Combined Chiefs of Staff request, 11

Humble Oil Company of Texas, 12

Jam Handy Organization of Detroit,

12

State College of Washington, 1

1

University of Texas, 12

Convection, 212

Convergence effects in reflections from
troposi:)heric layers, 258-259

conclusions, 259

convergence factor, 258-259

roughness effect, 259

Cornu's spiral, 127-128, 131-132

Coverage diagram, 190-193

complex cases, 193

definition, 190

magnitude of field intensity, 190-191

nomographic solutions, 95-105

simple cases, 191-193

Diffraction of radio waves, 120-134

by terrain, 37-38

Cornu's spiral, 127-128, 131-132

Fresnel integrals, 125-127

Fresnel zones, 121-123

limitations of Fresnel theory,

133-134

location of maxima and minima,

129-131

multiple slits and obstacles, 133

narrow obstacle, 132-133

obstacles, 124-125

over hills, 110-112

Rayleigh criterion, 123-124

rectangular slit, 131-132

reflection from rough surfaces,

123-124

shoreline, 158, 162

straight edge diffraction, 128-129

wave propagation, 121

Diffraction zone, nonstandard

propagation

see Nonstandard propagation in

diffraction zone

Divergence factor for reflected wave,

'

170

Ducts

characteristics in nonstandard

propagation, 46-47

fades, 220

formation, 79

over open ocean, 214-215

superrefraction, 204-207

surface, attenuation diagram, 240

Dynamic effects in lower atmosphere

fronts, 79

high pressure area, 79

low pressure area, 78-79

subsidence, 78-79

Early warning heightfinding radar,

106-109

Earth curvature effect on radar

antenna lobe lengths, 166-167

Electromagnetic field, 38-41

attenuation factor, 41

field strength distribution, 38-39

modes, 39-41

Equipment tests for ground radar,

174-175

Errors in radar due to atmospheric

refraction

see Radar errors due to atmospheric

refraction

Fading on different wavelengths,

221-222

Fixed echo control, shielding, 137

Flat earth lobe angle calculations,

147-149

313
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Fog

effect on refractive index, 77, 216

effect on signal strength, 221

Forecasting and meteorology

see Meteorology and forecasting

Formula for lobe, radar, 171-174

Formula for lobe angle, radar, 152-155

Formula for reflection area, 160-162

Fresnel formulas for reflection

coefficient, 32-33

Fresnel integrals for diffraction

phenomena, 125-127

Fresnel theory, limitations for

diffraction problems, 133-134

Fresnel zones, 121-123, 158-162

Fresnel-Kirchhoff diffraction theory,

37

Frictional turbulence, 212-213

Gaussian distribution, 259

Graphical method for determination of

standard coverage charts, 93-94

Ground and sea reflection, 28

Ground radar, antenna patterns

earth curvature effect on lobe

lengths, 166-167

factors, 164

local terrain effects, 164-166

reflecting screens, 163

vertical patterns, 162, 164

Ground radar, equipment, 106-109

conclusions, 109

derivation of formulas, 109

early warning heightfinding radar,

106-109

gunlaying (antiaircraft) radar,

106-107, 109

surface surveillance radar, 108

tests, 174-175

Ground radar, siting and coverage,

113-177

calculation of vertical coverage,

145-174

calibration and testing, 174-177

diffraction of radio waves, 120-134

permanent echoes, 134-145

radar systems, 113-115

signal measurements, 175-176

topography of siting, 115-120

Ground radar, test data analysis,

176-177

calibrated receiver method, 177

maximum free space range, 176-177

signal-to-noise graph, 176

Ground radar, tj^jes, 113

Ground reflection, 190-193

Ground roughness estimation, 36-37

Guided propagation, 179-182

see also Superrefraction

coverage, 181-182

critical angle, 181

definition, 190

duct, 181-182

equipment faults, 182

in nonhomogeneous atmosphere,

244-246

occurrence causes, 185

wave picture, 207-208

Gunlaying (antiaircraft) radar,

106-107, 109

Hankel functions in propagation

equation solution, 237-239

Heightfinding radar, early warning,

106-108

Height-gain functions, 255

Historical background for nonstandard

propagation, 42

History of Committee on Propagation,

5-27

chronological record of activities,

13-24

contracts and projects, 11-12

critique, 26

investigating bodies, 10

liaison channels, 8

objectives, 9-10

organization, 6-7

origin, 5-8

research recommendations, 26-27

results, 25-26

Humidity and temperature in

meteorological measurements,

50

Huyghens' principle, wave
propagation, 121

Incipient leakage in surface duct,

233-234

attenuation constant, 233

conclusion, 234

Freehafer and Furry formula, 233

Irish Sea transmission experiment,

58-59

Leaky waveguide theory, 48

Lobe angle calculations, 147-158

computing methods, 155

correction for standard earth

curvature, 149-152

diagrams of medium height sites,

158

flat earth, 147-149

formula, 152-155

general lobe formula, 171-174

lobe lengths, 166-167, 170

low site lobes, 155-156

reflection area, general formula,

160-162

sea reflection with diffuse land

reflection, 158-159

shoreline diffraction, 158, 162

Lobes for medium height radar, 170

Local terrain effects on antenna

pattern, 164-166

cliff edge diffraction, 166

land reflection and diffraction, 166

limited reflecting area, 165

M curves, 43, 55-57

Meteorological factors in radar

coverage, 182-184

air turbulence, 184

measurements, 184

occurrence frequency of guided

propagation, 184

over land, 183-184

over sea, 183

refraction causes, 182-183

subsidence, 184

temperature inversion, 182-184

trapping, 182-184

Meteorological measurements, 50-57

anemometers, 55-56

M curves, 55-57

noncaptive radiosonde, 52-55

psychrometer, 52-55

refractive index measurements, 52

temperature and humidity elements,

50

wired sonde, 51

Meteorology and forecasting, 75-81

atmospheric stratification, 75-76

coastal and martime conditions,

77-78

conditions over land, 76-77

dynamic effects, 78-79

fog, 77

radar forecasting, 80-81

radio forecasting, 75

world survey, 79-80

Microwave permanent echoes, 144-145

Microwaves, scattering and absorption

see Scattering and absorption of

microwaves

Moisture gradients, 210-212

Nocturnal cooHng, 75-77, 212, 215-216

Nomographic solutions for coverage

diagrams, 95-105

Nonoptical radio transmission path,

221-222

Nonstandard propagation, 42-49

continuously varying modified index

curve, 247-248

duct characteristics, 46-47

historical background, 42

in ocean surface duct, 247

operational applications, 208-210

perturbation theory for exponential

M curve, 249-255

ray tracing, 44-45

reflection from elevated layers, 49



INDEX 315

rpfniclivr inilex, 42-14

s\'inl)()ls, 255

\Vii\Tf;iii(le thoDiy survry, 47-48

Nonstamliiril proimffation, uporationnl

apijliciitioiis, 208-210

Srounil ('hitter interference, 208

radio coiinternieasures, 210

siiperrefraetion, 208-210

VHF naviKational aids, 209-210

Nonstandard propagation in ditTrapt ion

zone, 226-227

complex arguments, 227

Eckersley modes, 226

Gamow modes, 226

horizontal attenuation of various

modes, 226

numerical integration method,

226-227

phase integral methods, 227

Oceanic surface duct, propagation in,

2-47

Optical properties of earth surface and

atmosphere, 32-38

diffraction by terrain, 37-38

electromagnetic properties of ground,

32-33

Fresnel formulas, 32-33

Fresnel-Kirchhoff diffraction theory,

37

horizontal polarization, 32-34

Rayleigh criterion for roughness of

ground, 36-37

reflection coefficients, 32-34

roughness of ground, 36-37

Snell's law, 36

standard refraction, 34-36

vertical polarization, 32-33

Organization of propagation research

program

initial committee membership, 7

liaison channels, 8

program plan, 6-7

Overland path transmission

experiment, 59-60

Permanent echo diagrams, 134-135

plotting data, 135

typical preparation, 134-135

uses, 134

Permanent echo prediction, 137-144

methods of determination, 137

profile method, 137-144

radar planning device technique,

137-138

supersonic method, 138

Permanent echoes in radar siting

diagrams, 134-135

microwaves, 144-145

prediction of permanent echoes,

137-144

reasons for varialions, 135-136

shielding, 137

testing uses, 135-137

troublesome factors, 134

Perturbation theory for M curve in

nonstandard propagation,

249-255

abstract, 249

application to general class of

M anomalies, 254

computational program for

exponential model, 254-255

evaluation of indefinite integral,

251-252

formal solution by perturbation

method, 250-251

iteration solution for characteristic

values and coefficients, 253-254

properties of indefinite integral,

252-253

Power transmission in standard

propagation, 31-32

antenna gain, 31

general transmission formula, 31-32

thermal noise power, 32

Precipitation echoes in radar, 184-185

Profile method of permanent echo

prediction, 137-144

detailed example of difficult site,

141-144

estimation of diffraction effects,

139-140

general procedure, 140-141

line-of-sight curve, 138-140

plotting rules, 141

principal requirements, 138

Projects and contracts

see Contracts and projects

Propagation, influencing factors

guided propagation, 190

refraction, 189-190

standard refraction, 189-190

superfraction, 190

Propagation, nonstandard

see Nonstandard propagation

Propagation, standard

see Standard propagation

Propagation Committee

see History of Propagation

Committee

Propagation equation solution with

Hankel functions, 237-239

conclusions, 239

exponential decay factor of

horizontal waves, 237-238

field of dipole source equation, 237

given dependence of refraction index

upon height, 237-238

Stokes phenomenon, 238

Propagation fundamentals, 189-198

equivalent earth radius flat earth

diagram, 195

factors influencing propagation,

189-190

groimd reflection, 1110-193

horizon diffraction, 197-198

refraction over curved earth, 194-195

significance of propagation problems,

189

Snell's law of refraction, 194

Propagation in oceanic surface duct,

247

Propagation research

equipment problems, 26-27

meteorological problems, 26-27

organization, 6-7

origin, 5-8

propagation problems, 26

recommendations, 26-27

Radar, early warning heightfinding,

106-109

absolute altitude errors, 107-108

azimuth errors, 108

range errors, 108

relative altitude errors, 108

tolerances, 106-107

Radar, ground

see Ground radar, equipment

Radar, precipitation echoes, 184-185

Radar and radio transmission

relationship, 63-65

Radar coverage variations, 178-184

cloud echoes in radar, 184-185

guided propagation, 180-182

meteorological factors, 182-284

refraction of radio waves, 178-180

summary of radar propagation facts

185

Radar cross section, 82-84

Radar data test flights, 176

Radar errors due to atmospheric

refraction, 106-109

conclusions, 109

derivation of formulas, 109

early warning heightfinding radar,

106-109

gunlaying (antiaircraft) radar,

106-107, 109

refraction index variation, 106

surface surveillance radar, 108

Radar forecasting, 80-81

Radar planning device (RPD), 137-138

Radar range estimation over open

ocean, 256-257

attenuation constant, fractional

change, 256-257

duct thickness, 257

low ducts, 256
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Radar siting

permanent echoes; see Permanent
echoes in radar siting

technical aspects, 114-115

topography, 115-120

Radar systems, tactical aspects,

113-114

Radar vertical coverage calculations

see Vertical coverage calculations

for ground radars

Radio and radar transmission

relationship, 63-65

Radio meteorology, 210-224

advective ducts, coastal conditions,

213-214

ducts over open ocean, 214-215

dynamic effects, 216-218

fluctuations in signal strength with

time, 219-222

fog, 216

nocturnal cooling, daily variations,

215-216

physical causes of strafication,

212-213

scattering and absorption by
water drops, 222-224

. Snell's law, 224-225

subsidence, 216-218

superrefraction, seasonal and global

aspects, 218-219

temperature and moisture gradients,

210-212

turbulence, 212-213

Radio scintillations, 219-220

Radio wave diffraction

see Diffraction of radio waves

Radio wave propagation research

origin, 5-8

historical background, 5-6

pertinent aspects of modern warfare,

5-6

plan of investigation, 5-6

purpose of Committee on

Propagation, 5

Radio wave refraction, 178-180

Rain and hail absorption of

microwaves, 85-88

Ray tracing, 44-45

Rayleigh criterion for roughness of

ground, 36-37

Rays in stratified atmosphere, 202-204

Reflected beam, magnitude of field

intensity, 190-191

Reflected wave, divergence factor, 170

Reflection area, general formula,

160-162

Reflection coefficients, 32-34, 167-169

Reflection from elevated layer, 208

Reflection from ground, 190-193

complex cases, 193

coverage diagrams, 190

earth gain factor, 192-193

magnitude of field intensity, 190-191

simple cases, 191-193

Reflection from rough surfaces, 123-124

Reflection from tropospheric layers,

convergence effects, 258-259

Refraction, atmospheric

see Atmospheric stratification and

refraction; Radar errors due to

atmospheric refraction

Refraction of radio waves, 178-180

Refraction over curved earth, 194-195

Refractive index

fog effect, 77, 216

in nonstandard propagation, 42-44

M curves, 43

Snell's law, 42-43

temperature inversion, 43-44

variations, 198-200

Refractive index measurements, 200

airborne installations, 52

captive balloons and kites, 52

stationary instaUations on towers, 52

Remote shielding, 119-120

Research recommendations, 26-27

RPD (radar planning device), 137-138

San Diego transmission experiments,

68-71, 208

Scattering and absorption of

microwaves, 82-90

absorption by atmospheric gases,

89-90

aircraft targets, 83-84

by water drops, 222-224

clouds, fog, rain, hail, snow, 85-90

radar cross section, 82-83

rain and hail absorption, 85-88

scattering echo, 88-89

ship targets, 84-85

Scattering radar cross section, 82-83

Scintillations, radio, 219-220

Shielding as fixed echo control, 137

Ship radar cross section, 84-85

aircraft carrier, 85

battleship, 84

cruiser, 84

submarine, 85

Shoreline diffraction, 158, 162

Signal measurements for ground radars,

175-176

Signal strength fluctuations, 219-222

blackout, 220

circuit reliability, 222

duct fades, 220

effect of waves on sea, 219

fading on different wavelengths,

221-222

fog, 221

fronts and thunderstorms, 220-221

nonoptical path, 221-222

optical path, 221-222

scintillations, 219-220

target modulation, 219

tidal effects, 219

Siting and coverage of ground radar

see Ground radar, siting and coverage

Snell's law of refraction

for curved earth, 42-43, 194-195,

224-225

general statement, 194, 224

rays in stratified atmosphere,

202-204

Standard coverage charts, graphical

method of determination, 93-94

Standard propagation, 31-41, 179-180,

185

atmospheric effects, 180

coverage diagrams, 179-180

deviations, 179-180

electromagnetic field, 38-41

height factor, 180

optical properties of earth's surface

and atmosphere, 32-38

power transmission, 31-32

refraction, 179

summary, 185

Standard refraction, 34-36, 189-190, 217

see also Standard propagation

Straight edge diffraction, 128-129

Stratification, atmospheric

see Atmospheric stratification and
refraction

Stratification causes, 212-213

advection, 212

convection, 212

frictional turbulence, 212-213

nocturnal cooling, 212

subsidence, 212

temperature inversions, 213

Stratified atmosphere, rays in, 202-204

Subsidence

definition, 76, 183-184, 212

duct formation, 216-217

fronts, 217-218

high pressure areas, 79

standard propagation, 217

Superrefraction

see also Guided propagation

causes, 185

definition, 190

duct, 204-207

operational applications, 208-210

Superrefraction, world survey

Arabian Sea, 79-80, 218

Atlantic Coast of United States,

79, 218

Bay of Bengal, 80, 219

Mediterranean region, 79-80, 218

Pacific Ocean, 80, 219

Western Europe, 79-80, 218



INDEX 317

Surface duct, iiu-i|iiiMil loukano,

233-234

Surface duct iittciuiation dia;2;rains, 240

Surface surveillance ladar, 108

azimuth errors, 109

range errors, 109

Symbols for use in theory of

nonstandanl projiagation, 255

Tactical aspects of radar systems,

113-114

Temperature and humiditj' in meteoro-

logical measurements, 50

Temperature and moistiu'e gradients,

210-212

Temperature inversions

coastal and maritime conditions,

77-78

conditions for occurrence, 76, 213

conditions over land, 76-77

M curves, 43-44

meteorological factors, 182-184

Terrain effects on antenna

pattern, 164-166

cliff edge diffraction, 166

land reflection and diffraction, 166

limited reflecting area, 165

Terrain reflection characteristics,

167-169

Test flights for radar data, 176

Testing of ground radars, 174-177

Tidal effects on signal strength, 219

Topography of siting, 115-120

azimuth of sun, 116-117

hour angle, 116

maps and surveys, 115

orientation, 116-117

profiles, 115-116

visihilily prolilcMis, 117-120

Transmission cxiierimcnls,

angle-of-arrival, 73-74

Transmission experiments, Antigua,

71-73

duct studies, 71

equipment employed, 71

field strength records, 71-73

M curve measurement, 71-72

Transmission exjieriments, British,

58-60

Irish Sea experiment, 58-59

overiand path, 59-60

Transmission experiments, Canada, 67

Transmission experiments, east coast,

60-65

Bell Telephone Laboratories, 60

Radiation Laboratory (MIT), 60

RCA Communications, Inc., 60

relationship between radio and radar

transmission, 63-65

results, 60-65

signal occurrence frequency, 63

Transmission experiments, southwest,

68-71, 208

Arizona desert, 71

San Diego, 68-71, 208

Transmission experiments, State

College of Washington, 65-67

Trapping, 182-185

see also Guided propagation

Tropospheric propagation, 189-210

atmospheric stratification and
refraction, 198-210

propagation fundamentals, 189-198

Turbulence

see Stratification causes

Vertical coverage calculation for

ground radars, 145-174

aniciuia |)atterns, 162-167

coefficient of reflection, 167-169

diagram construction, 146-147

divci'gence, 170

earth cui-vature effect on lobe

lengths, 166-167

flat earth lobe angle calculations,

147-149

general lobe angle formula, 152-155

general lobe formula, 171-174

lobe angles corrected for standard

earth curvature, 149-152

lobe diagrams of medium height

sites, 158

lobe lengths, 170

local terrain effects, 164-166

low site lobes, 155-156

modified antenna pattern, 162

reflection area, general formula,

160-162

sea reflection with diffuse land

reflection, 158-159

shoreline diffraction, 158, 162

Visibihty problems, 117-120

diffraction angle, 120

dip and rise, 118-120

horizon distance, 117-118

intervening obstructions, 119

remote shielding, 119-120

solution by computation, 119-120

vertical angles, 120

Wave picture of guided propagation,

207-208

Wave propagation, 121

see also Nonstandard propagation;

Standard propagation

Waveguide theory survey, 47-48

Wired sonde, 51




















